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Introduction

Number of CRs agreed: 42. TSs being affected:

· 34.108 - 
06 CR(s)

· 34.121-1 - 
17 CR(s)

· 34.121-2 - 
01 CR(s)

· 34.123-1 - 
16 CR(s)

· 34.123-2 - 
01 CR(s)

· 34.123-3 - 
01 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
The set of CRs has been split in 3 Batches. This is Batch 2.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-070570
	34.121-1
	814
	
	F
	Rel-7
	7.3.0
	Correction to 10.3.2(E-RGCH, SHO)
	EDCH_Test

	R5-070561
	34.121-1
	815
	
	F
	Rel-7
	7.3.0
	Statistical annex for E-DCH performance tests
	EDCH_Test

	R5-070515
	34.121-1
	816
	
	F
	Rel-7
	7.3.0
	Statistical requirements for test cases 8.4.4
	EDCH_Test

	R5-070571
	34.121-2
	11
	
	F
	Rel-7
	7.3.0
	Correction to 34.121-2: Introduction of applicability for 2ms TTI E-DCH E-TFC restriction test case
	EDCH_Test

	R5-070042
	34.123-1
	1821
	
	F
	Rel-6
	6.5.0
	Correction to GCF WI-25 MAC Test Case 7.1.6.4.2
	EDCH_Test

	R5-070043
	34.123-1
	1822
	
	D
	Rel-6
	6.5.0
	Correction to GCF WI 25 MAC test cases 7.1.6.1.1, 7.1.6.1.2, 7.1.6.1.3, 7.1.6.2.1, 7.1.6.2.8, 7.1.6.2.9, 7.1.6.3.1, 7.1.6.4.1, 7.1.6.4.2
	EDCH_Test

	R5-070044
	34.123-1
	1823
	
	F
	Rel-6
	6.5.0
	Correction to GCF WI 25 RRC test case 8.2.2.45
	EDCH_Test

	R5-070479
	34.123-1
	1824
	
	F
	Rel-6
	6.5.0
	Correction to generic test procedure for HS-DSCH and E-DCH radio bearer combinations
	EDCH_Test

	R5-070052
	34.123-1
	1825
	
	F
	Rel-6
	6.5.0
	Correction of RADIO BEARER RECONFIGURATION message used in E-DCH RRC TC 8.2.2.46 & 8.2.2.48
	EDCH_Test

	R5-070053
	34.123-1
	1826
	
	F
	Rel-6
	6.5.0
	Correction of Generic test procedure for HS-DSCH & HS-DSCH / E-DCH radio bearer combinations in 14.1.3 & 14.1.4
	EDCH_Test

	R5-070403
	34.123-1
	1827
	
	F
	Rel-6
	6.5.0
	TC-8.2.6.52 - IE “Uplink channel requirement” in Physical channel reconfiguration message is replaced with “Uplink DPCH info”.
	EDCH_Test

	R5-070143
	34.123-1
	1828
	
	F
	Rel-6
	6.5.0
	Correction to E-DCH radio bearer test case 14.7.8
	EDCH_Test

	R5-070360
	34.123-1
	1829
	
	F
	Rel-6
	6.5.0
	Addition of new test case for RRC connection establishment using the default configuration for HS-DSCH / E-DCH signalling bearers.
	EDCH_Test

	R5-070361
	34.123-1
	1830
	
	F
	Rel-6
	6.5.0
	Introduction of test scenario for Stand-alone SRBs for DCCH on E-DCH and HS-DSCH
	EDCH_Test

	R5-070362
	34.123-1
	1831
	
	F
	Rel-6
	6.5.0
	Correction to test case 14.7.4
	EDCH_Test

	R5-070278
	34.123-1
	1832
	
	F
	Rel-6
	6.5.0
	Correction to GCF WI 25 HSUPA RAB test case 14.7.8
	EDCH_Test

	R5-070307
	34.123-1
	1833
	
	F
	Rel-6
	6.5.0
	Corrections to GCF WI-25 test case 7.1.6.2.10
	EDCH_Test

	R5-070331
	34.123-1
	1834
	
	F
	Rel-6
	6.5.0
	Correction to GCF WI 25 MAC test case 7.1.6.2.9
	EDCH_Test

	R5-070470
	34.123-1
	1835
	
	F
	Rel-6
	6.5.0
	Correction to MAC test cases 7.1.6.2.2, 7.1.6.4.1, 7.1.6.4.2 and 7.1.6.4.3
	EDCH_Test

	R5-070435
	34.123-1
	1900
	
	F
	Rel-6
	6.5.0
	Correction to GCF WI-25 test case 8.3.4.10
	EDCH_Test
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