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	Test case 8.2.4.36a is exactly same to 8.2.4.36 and is a redundant one.
There is no 8.2.4.36a plause in TS34.123-1.

This is revised from R5-070194

	
	

	Summary of change:
(

	Test case 8.2.4.36a can be deleted

	
	

	Consequences if 
(

not approved:
	It is not consistent between TS 34.123-1 and TS 34.123-2

	
	

	Clauses affected:
(

	8.2.4.36a

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	No TTCN impact 


[Start of Change]

Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments

	IDLE MODE

	6.1.1.1
	PLMN selection of RPLMN, HPLMN, UPLMN and OPLMN; Manual mode
	R99
	C104
	UEs supporting FDD and PLMN selection

	
	
	
	C209
	UEs supporting TDD and PLMN selection


[…….]
	8.2.4.32
	Void
	
	
	

	8.2.4.33
	Void
	
	
	

	8.2.4.34
	Void
	
	
	

	8.2.4.35
	 Void
	
	
	

	8.2.4.36
	Transport Channel Reconfiguration from CELL_DCH to CELL_DCH: Success (with active HS-DSCH reception, not changing the value of TTI during UL rate modification)
	Rel-5
	C374
	UE supporting FDD and HS-PDSCH and Interactive or background / UL:384 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

	
	
	
	C445
	UE supporting TDD and HS-PDSCH and Interactive or Background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

	
	
	
	
	

	8.2.5.1
	Void
	
	
	

	8.2.5.3
	Void
	
	
	

	8.2.5.4
	RRC / Transport format combination Control in CELL_DCH: Failure (Invalid message reception and invalid configuration)
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option


[ End of the change]
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