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~~~~~~~~~~~~~~~~~~~~~start of modification ~~~~~~~~~~~~~~~~~~~~~~~~~~~~~

5.1
Value ranges
Table 5.1c: 1.28 Mcps TDD HS-DSCH physical layer categories

	HS-DSCH category
	Maximum number of HS-DSCH codes per timeslot
	Maximum number of HS-DSCH timeslots per TTI
	Maximum number of HS-DSCH transport channel bits that can be received within an HS-DSCH TTI
	Total number of soft channel bits

	Category 1
	16
	2
	2788
	11264

	Category 2
	16
	2
	2788
	22528

	Category 3
	16
	2
	2788
	33792

	Category 4
	16
	2
	5600
	22528

	Category 5
	16
	2
	5600
	45056

	Category 6
	16
	2
	5600
	67584

	Category 7
	16
	3
	8416
	33792

	Category 8
	16
	3
	8416
	67584

	Category 9
	16
	3
	8416
	101376

	Category 10
	16
	4
	11226
	45056

	Category 11
	16
	4
	11226
	90112

	Category 12
	16
	4
	11226
	135168

	Category 13
	16
	5
	14043
	56320

	Category 14
	16
	5
	14043
	112640

	Category 15
	16
	5
	14043
	168960


UEs of Categories 1, 2 and 3 support QPSK only.

~~~~~~~~~~~~~~~~~~~~~end of modification ~~~~~~~~~~~~~~~~~~~~~~~~~~~~~

~~~~~~~~~~~~~~~~~~~~~start of modification ~~~~~~~~~~~~~~~~~~~~~~~~~~~~~

5.2.2
Combinations of UE Radio Access Parameters for DL

Table 5.2.2.3: 1.28 Mcps TDD UE radio access capability parameter combinations, DL HS-DSCH parameters

	Reference combination
	0.5Mbps class
	1.1Mbps

class
	1.6 Mbps class
	2.2 Mbps class
	2.8 Mbps class

	1.28 Mcps TDD HS-DSCH Category
	Category 1
	Category4
	Category7
	Category 10
	Category 13


~~~~~~~~~~~~~~~~~~~~~end of modification ~~~~~~~~~~~~~~~~~~~~~~~~~~~~~
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