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	In the Radio Link Addition procedure, for the E-DCH HARQ process allocation for 2ms TTI, it has been described in procedure text such that the DRNS shall include the new/changed configuration in the E-DCH FDD Information Response IE in E-DCH Serving Cell Change Information Response IE in the RADIO LINK ADDITION RESPONSE message.
The new/changed configuration for the E-DCH HARQ process allocation for 2ms TTI should be included in E-DCH FDD Information Response IE but not E-DCH Serving Cell Change Information Response IE.

Further, the text does not align with the structure in tabular nor ASN.1. The E-DCH FDD Inforamtion Response IE is not included in E-DCH Serving Cell Change Information Response IE.
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	To remove the E-DCH Serving Cell Change Information Response IE from the related description text.
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	This was introduced by CR1176 (R3-060660). It is not sure whether it was introduced by mistake or intentionally. Since the description does not align the ASN.1 structure, it has been judged that the CR1176 introduced that by mistake.


8.3.2
Radio Link Addition

8.3.2.1
General

This procedure is used for establishing the necessary resources in the DRNS for one [FDD – or more] additional RLs towards a UE when there is already at least one RL established to the concerned UE via this DRNS.

This procedure shall use the signalling bearer connection for the relevant UE Context.

The Radio Link Addition procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

[TDD - The Radio Link Addition procedure serves to establish a new Radio Link with the DSCH and USCH included, if they existed before.]

8.3.2.2
Successful Operation
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Figure 7: Radio Link Addition procedure: Successful Operation

The procedure is initiated with a RADIO LINK ADDITION REQUEST message sent from the SRNC to the DRNC.

Upon receipt, the DRNS shall reserve the necessary resources and configure the new RL(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

The DRNS shall prioritise resource allocation for the RL(s) to be established according to Annex A.

Not affected place not shown.
[FDD - Serving E-DCH Radio Link Change:]

[FDD - If the RADIO LINK ADDITION REQUEST message contains the Serving E-DCH RL IE, this indicates the new Serving E-DCH Radio Link:]

-
[FDD - If the new Serving E-DCH RL is in this DRNS:]

-
[FDD - The DRNS shall allocate a primary E-RNTI identifier or a secondary E-RNTI identifier or both and include these E-RNTI identifiers and the Channelisation Code of the corresponding E-AGCH in the E-DCH FDD DL Control Channel Information IE in the E-DCH Serving Cell Change Information Response IE for the indicated RL in the RADIO LINK ADDITION RESPONSE message.]

-
[FDD - The DRNS may include the Serving Grant Value IE and Primary/Secondary Grant Selector IE in the E-DCH Serving Cell Change Information Response IE in the RADIO LINK ADDITION RESPONSE message for the initial grant for the new serving E-DCH RL.]

-
[FDD - If the E-DCH HARQ process allocation for 2ms TTI for scheduled and/or non-scheduled transmission shall be changed, the DRNS shall allocate resources according to the new/changed configuration and include the new/changed configuration in the E-DCH FDD Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

-
[FDD - If a serving cell change is performed the RADIO LINK ADDITION RESPONSE message may contain invalid data (see 9.2.2.4C).]

-
[FDD – The DRNS may include the E-RGCH/E-HICH Channelisation Code IE and/or the E-HICH Signature Sequence IE and/or the E-RGCH Signature Sequence IE or may alternatively include the E-RGCH Release Indicator IE in the E-DCH FDD DL Control Channel Information IE in the E-DCH Serving Cell Change Information Response IE in the RADIO LINK ADDITION RESPONSE message for any of the other E-DCH Radio Link in the DRNS Communication Context that have not been included in the E-DCH FDD DL Control Channel Information IE in RL Information Response IE.]
-
[FDD - If the Serving Cell Change CFN IE is included in the RADIO LINK ADDITION REQUEST message, then the DRNS shall activate the resources that are allocated for the new serving E-DCH Radio Link at the next coming CFN with a value equal to the value requested by the SRNC, or earlier. In this case, in the new configuration the DRNS shall, if applicable, de-allocate the E-AGCH resources of the old Serving E-DCH Radio Link. The DRNS shall deactivate those resources at the the next coming CFN with a value equal to the value requested by the SRNC.]
-
[FDD- If the Serving Cell Change CFN IE is not included then the DRNS shall activate immediately the resources that are allocated for the new serving E-DCH Radio Link, and shall keep active the resources that are allocated for the previous serving E-DCH Radio Link.]

-
[FDD - If the addition of the requested Serving E-DCH Radio Link was successful but the Serving E-DCH Radio Link change was unsuccessful, the DRNS shall indicate this in the E-DCH Serving Cell Change Information Response IE  in the RADIO LINK ADDITION RESPONSE message.]

[FDD - E-DPCH Handling]:

[FDD - If the the RADIO LINK ADDITION REQUEST message includes an E-DPCH Information IE, the DRNS shall use the new parameters for the related resource allocation operations]

[FDD - If the E-DPCH Information IE includes the E-TFCS Information IE, the DRNS shall use the E-TFCS Information IE for the E-DCH when reserving resources for the uplink of the new configuration. The DRNS shall apply the new TFCS in the uplink of the new configuration. If the E-TFCS Information IE contains the E-DCH Minimum Set E-TFCI Validity Indicator IE the DRNS shall ignore the value in E-DCH Minimum Set E-TFCI IE. If the E-DCH Minimum Set E-TFCI validity indicator IE is absent DRNS shall use the value for the related resource allocation operation.]
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