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	Correction to MRAT Idle mode testcases 6.2.1.1 and 6.2.1.6
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	Reason for change:
(

	In testcases 6.2.1.1 and 6.2.1.6 there is no change of EFacc in USIM cards to be used, but in the current TTCN implementation, there are the following messages:  

Please insert the USIM card, with Type A EFACC in 6.2.1.1 

Please insert the USIM card, with Type B EFACC in 6.2.1.1 

Please insert the USIM card, with Type A EFACC in 6.2.1.6 

Please insert the USIM card, with Type B EFACC in 6.2.1.6

	
	

	Summary of change:
(

	Modified the prompts for USIM insertion as follows:

Please insert the USIM card, USIM A in 6.2.1.1

Please insert the USIM card, USIM B in 6.2.1.1

Please insert the USIM card, USIM A in 6.2.1.6

Please insert the USIM card, USIM B in 6.2.1.6
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not approved:
	 TTCN implementation will not be correct.
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	6.2.1.1 and 6.2.1.6
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	Other comments:
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Change 1:

	Table Names
	tc_6_2_1_1:lt_LocalTest

	Test Case affected
	tc_6_2_1_1

	Reason for change
	In testcases 6.2.1.1 there is no change of EFacc in USIM cards to be used, but in the current TTCN implementation, there are the following messages:  

Please insert the USIM card, with Type A EFACC in 6.2.1.1 

Please insert the USIM card, with Type B EFACC in 6.2.1.1 

	Summary of change
	Modified the prompts for USIM insertion as follows:

Please insert the USIM card, USIM A in 6.2.1.1

Please insert the USIM card, USIM B in 6.2.1.1

Similar change is required for the testcase 6.2.1.6



	ETSI MCC160 Comment
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TBS

TBEY

TBEZ

(tev_TestBody=TRUE)

+ts_MMI_Cmd ("Please insertthe USIM ca
10,900 Type A EFAGC | 6.21.1°)

i _MM_UE_Swichon

[pe_AccessTechPriSuppinHPLINWACT =
TRUE]

+ts_GSM_NormalRegistration (tse_GSM
_cely
+ts_MMI_Cmd (*Plsass checkihat UE is
registered on PLMNT (GSM)")
+15_G_DetachOngwitchOff (tsc_GSH_C
ella)
+ts_MMI_Cmd (*Plsass insert the USIM
card, with Type B EFACC in 6.2.1.1"
+s_MMI_Cmd (*Pleass switch on the
UE")

+ts_IRU_NormalRegistration (tsc_Csl
18)
+ts_MM_Cmd (*Please check that UE
is registered on PLINZ (UTRAN)" )
(ov_TestBody=FALSE)
[TRUE]

+s_NormalRegistration_GSM_Or_UTRA
N(tsc_GSM_Cella, tsc_CaliA)

+ts_MMI_Cmd ("Plsase checkihat UE is
registered on PLMNT (sither GSM or UTRA
Ny

+1s_DetachOnSwitchOfRATSpeciic(toy_
RegisteredCellld)

+s_MMI_Cmd (*Plsass insert the USIM
card, with Type B EFACC in 6.2.1.1")

+s_MMI_Cmd (*Pleass switch on the
UE")

+ts_HO_ReconfFACH_ToFACH(sc_C
ellatsc_CellE)
+s_NormalRegistration_GSM_Or_UT:
RAN(tsc_GEM_CalIB, tsc_CellB)
+ts_MM_Cmd (*Plsase checkihat U
Eis registered on PLMNZ (either GSM or UT
RANY')

Requestto insertthe USIM A inth
© UE TEST STEP A

Requestto switch on the mobile
(TEST STEP B) @sic T1504053
6sic@

Tthe UE is using HPLMN Selecto|
rwith Access Technolagy data fie
1d onthe S

@sic T1-040971 sic@

(TEST STEP C JMethod C

@sic T15040693 5ic@

TEST STEP D
@sic T15040347, ER1909 0@
Requestto nsertthe USIM B in't
he UE TEST STEP D

Request o swich on the mobile
(TEST STEF E)

@sic T1-040071 sic@

(TEST STEP F )Method © @sic R
55060117 sic@

@sic T15040693 sic@

The UE is not using HPLMN Sele|
clor with Access Technology data|
field onthe Ui

@it T1-040071 sic@

(TEST STEP C JMethod C

@sic T1-040971 sic@

@sic T15040693 5ic@

TEST STEP D
@it T15040347 5ic@
Requestto insertthe USIM B int
he UE TEST STEP D

Requestto switch on the mobile.
(TEST STEP )

@sic T1-040071 sic@

@sic T1-040071 sic@

(TEST STEP F )Method C
@sic T1-040971 sic@
@sic T15040693 5ic@





After: 
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TBS

TBEY

TBE2

(tey_TestBody=TRUE)

+ts_MM_Cmd ("Please insert the USIM ca
1d, USIM Ain 6.2.1.1"

+ts_MMI_UE_SwitchOn

[pe_AccessTechPriSuppinHPLINWACT =
TRUE]

+ts_GSM_NormalRegistration (tse_GSM
_cely
+ts_MMI_Cmd (*Plsass checkihat UE is
registered on PLMNT (GSM)")
+15_G_DetachOngwitchOff (tsc_GSH_C
ella

+ts_MMI_Cmd (*Pleass insert the USIM
card, USIN B in 6.2.1.1

+s_MMI_Cmd ("Flease switth on the
UE")

+ts_IRU_NormalRegistration (tsc_Csl
18)
+ts_MM_Cmd (*Please check that UE
is registered on PLINZ (UTRAN)" )
(ov_TestBody=FALSE)
[TRUE]

+s_NormalRegistration_GSM_Or_UTRA
N(tsc_GSM_Cella, tsc_CaliA)
+ts_MMI_Cmd ("Plsase checkihat UE is
registered on PLMNT (sither GSM or UTRA
Ny
+1s_DetachOnSwitchOfRATSpeciic(toy_
RegisteredCellld

+s_MMI_Cmd ("Fleass insert the USIM
card, USINM B in 6.2.1.1")

+s_MMI_Cmd ("Flease switth on the
UE")

+ts_HO_ReconfFACH_ToFACH(sc_C
ellatsc_CellE)
+s_NormalRegistration_GSM_Or_UT:
RAN(tsc_GEM_CalIB, tsc_CellB)
+ts_MM_Cmd (*Plsase checkihat U
Eis registered on PLMNZ (either GSM or UT
RANY')
{tev_TestBody=FALSE)

Requestto insertthe USIM A in th
© UE TEST STEP A

Requestto switch on the mobile
(TEST STEP B) @sic T1504053
6sic@

Tthe UE is using HPLMN Selecto|
rwith Access Technolagy data fie
1d onthe S

@sic T1-040971 sic@

(TEST STEP C JMethod C

@sic T15040693 5ic@

TEST STEP D
@sic T15040347, ER1909 0@
Requestto nsertthe USIM B in't
he UE TEST STEP D

Request o swich on the mobile
(TEST STEF E)

@sic T1-040071 sic@

(TEST STEP F )Method © @sic R
55060117 sic@

@sic T15040693 sic@

The UE is not using HPLMN Sele|
clor with Access Technology data|
field onthe Ui

@it T1-040071 sic@

(TEST STEP C JMethod C

@sic T1-040971 sic@

@sic T15040693 5ic@

TEST STEP D
@it T15040347 5ic@
Requestto insertthe USIM B int
he UE TEST STEP D

Requestto switch on the mobile.
(TEST STEP )

@sic T1-040071 sic@

@sic T1-040071 sic@

(TEST STEP F )Method C
@sic T1-040971 sic@
@sic T15040693 5ic@
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