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Change_1
Table Name ts_ActivatePDP_AcceptMO

ATS Suite iwd_D07wk11
Test Case affected tc_11_3_1 , tc_11_3_2 , tc_11_1_1_1 , tc_12_2_1_11 , tc_12_9_7a , tc_16.2.1 , tc_16.2.2

Reason for change In the implementation of R5s060353, the change applied was wrong. This CR aims to correct that error.
Summary of change remove pc_UMTS_GSM in Nr8. The checking of pc_UMTS_GSM was not in R5s060353.
Consequence if not approved The test case may fail a conformant UE
Before
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Change_2

Table Name ts_PS_ActivatePDP_ContextBackgrd

ATS Suite iwd_D07wk11
Test Case affected tc_12.9.12 , tc_12.9.13 , tc_12.9.14

Reason for change In the implementation of R5s060353, the change applied was wrong. This CR aims to correct that error.
Summary of change remove pc_UMTS_GSM in Nr10. The checking of pc_UMTS_GSM was not in R5s060353.
Consequence if not approved The test case may fail a conformant UE
Before
[image: image3.png]Test Step

Test Step Id: ts_PS_ActivatePDP_ContextBackard (p_Cellld : INTEGER )
oot St Grou Ret. GM_remalstepst
Objctve civale PP conestwi afs class Backgraund dase’
Detauts NS Otnerseral
i
0 T o T Sehavou Desapton T Constanirar | Ve T S
1 +1s_AT_OrgPS_CallBackgrd (p_Cellid) Trigger a PDP context activation w|
i v clase Sackground clase
2 +1ts_RRC_ConnEst (p_Cellld , est_MO, or Establish RRC Connection
iginatingBackgroundCall }
3 +ts_GMM_ServiceRequestitsc_CellA) SERVICE REQUEST
- Sevice type is ‘data’
abllo 14 1 uent PTG
. e AT_SupporTaini_Ps_call @sicVB R5080359 sic@
5 Dc ? RRC_Dataind  [pc_UMTS_GSM]  car_PS_UplinkDirectTransfer (tsc_. Receive PDP Context Activation R
{tev_ActPDP_ContextReq = RRC_Datalnd.  CellDedicated, tsc_RB3, cr_ActPDP equest,
msg, _ContextReqMO( cr_QoS_Interactiv.
(TR = o AdPDP_CorlenRegt,  sOraackgrando_ 005, 100 Sore e el NSAPI n v e
tev_PKiDataProtoAddr = tev_ActPDP_Conte B) )) NSAPI
g ROP Adiess, @ VB Ros0B0041 sic@
I —
oo GteNOAP SAPL Value
. VI Aesept
7 Dc ? RRC_Datalnd  [pc_UMTS_GSM = car_PS_UplinkDirectTransfer (tsc_ Receive PDP Context Activation R
FaLse ] Colbeiuate, et R4, o ACPOF et
{tev_ActPDP_ContextReq = RRC_Datalnd. _ContextRegMO( cr_QoS_Interactiv
msg, eO0rBackgroundMO_UMTS_Iv (100" Store the recd NSAP in tev_recd_|
tev_TI_R = tev_ActPDP_ContextRe ti, B NSAPI
(o PHDAPron = o AP Corte @ VB Ros0B0041 sic@
Aeq 0P Adiress,
I —
oo GteNOAP SAPL Value
i VI Aasept
9 [NOT (pc_AT_SupporiTalnit_PS_Call ) ] R55060353 does not have this @sic VB R53060353 sic@
10 Dc ? RRC_Datalnd |[pc_UMTS_GSM] | car_PS_UplinkDirectTransfer (tsc_ Receive PDP Context Activation R
(tev_ActPDP_ContextReq = RRU_Datalnd.  CellDedicated, tsc_RB3, cr_ActPDP equest,
msg, _ContextReqMO( cr_QoS_Interactiv.
(TR = o AdPDP_CortenRegt,  20rBackgtaundo_Nencheck v Sore e el NSAPI n v e

tey_PHDataProtoAddr = tev_ACtPDP_Conte | *100B) ))
XReq pDP_Address,
te_RecdNSAPI = tev_ActPDP_CantexiRed.
requestedNSAPLISAP_Valug)

11 +It_Accept

NSAPI
@sic VB RES080353 sic@





After

[image: image4.jpg]Teststep Name

T2 % ActveteFOF DantasiBackerd (5 0ald | NTEGER

o
Gkt [Aotite
Demr FAS Dhermzaral
Gommants
escrpton
el Cobel] haviour Desoription Gonstraints Ret Veraict ot
0 AT GrePS DlBscrard (p el ey 2 PDF contetsetvaion
i clss Bacher
g P.5aIId <5, =
orinstingBaskeroundGall )
g S
ervoe tpe is
Vi 4 Eerrent -t
o T 2] i £
g D5 7 RRCDaang [ po UMIS GM T oo PS UpinkDieciTransier Recetie PO Context Atiaton
v AIPDP Dontextfed = RRC Datsindmst, e peiedenta oS Request,
oA = tov
oV PRDstaProtoAd 73 Jnteractvs Orsekeroun a0 v Store the recd NS API I
o0, 1005 » tovreca
(855 VB Ra 2050041 sica
T RCOR o reFaqraqe st AL APVl
)
g i
i D T RRCDatand [ poIMISGOM =FALSE] (o PS UplnkDiraciTransier [Fecaive PO Gantext Astiation
(o elPOF Santefeg = G Datananse e peiedentd e s equast,
tovTIF = ton
oV PRDstaProtoAd 73S Jnteractivs OB sckeroun . LMTS v Store the recd NS API
{GVACIPDF DontesdRegpOP Atdress, 608 tevrecd
tevRecd: 851 B Re<050041 sio8
(v AIPDP SontetReqrequestedis APLAS APL VAl
g i Assept
g TROT (po AT T 57 VB RES050353 558
o D5 TRRG st oo PS UpinkDieciTransier [Recaive PDP ontext Astiation
(o eletr Dcn(ex\ﬁeq G Datalndmse, e peiedenta oS Request,
«Mk«o.«.wwa 75 Jnteractivs OrEsekeroun 0 Nan e, St e ecnsapin
PDP GonlexiReasoP Addres, kv Co08) tovrec
«mm 3 R anoasa e
v ACTRDR BoriexRearequestediS APINS APL Vel
i} S s





�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





PAGE  
4

