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Change 1

	Test case name
	tc_6_1_1_7

	Reason for change
	Test case incorrectly assumes that a PLMN is to be selected manually. This is, however, not required as the UE will select the registered PLMN.

See Figure 2b of 23.122 below

	Summary of change
	Replace the test step to select a PLMN manually by a test step verifying that the registereed PLMN being selected is displayed manually.

	Source of change
	New Change.

	MCC160 comment 
	


Before:
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Test Case 1o T 6117

Test Group Reference: Idle_Mode!

Purpose “To verify that in Manual Network Selection Mode Procedure, the UE can perform reselection to an equivalent PLUN.

Configuration:

Defaults: RRC_Defl

Comments:

La Behaviour Description Constraint Ref Verdict Camments.

1 START{_Guard

2 [P _RAT = fdd | FDD speciftc behaviour

3 +_nitvariables

4 (ov_NUmOMPLMN=3) @sic VB T15-040427 sic@

5 +15_89_CreateCellFACH (tsc_Cella) Configure lowertester

[ +s_SendDefSysinfo_3FLMN (tsc_Cella) Sends the defaul system informa
tion in CellA

7 +ts_ldleUpdatedt (tsc_CellA) Freamble - Register UE in cell A
1 ortler to set EF(LOC) in USIN to
PLMNT
@sic VB RAS080325 sit@

8 + ts_MMI_PLMN_Selhtodettan et UE in Manual Network Select
on Made Proceure
@sic VB RES080325 Sit@

g +15_DetachOnSwitthOfr (tsc_CellA) @sic VB R55060325 sic@

10 +_LocalTest

1 +ts_MMI_PLMN_SelModeAuto

@sic VB R5060325 sic@
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20/ TBS _ (tov_TestBody = TRUE )

21 [TRUE]

2 (1ev_Use_E_PLMN = TRUE,, to_E_PLMN = c_E_PLMN_1 {a_ConPLMN (
tev_CellinfoG.mec, tev_CellinfaG.mnc )))

b} + ts_MI_UE_Switchon
24 + ts_MMI_PLMN_SsIPerf (tov_Cellinfo mec, {cy_Celinfosmnc)
% +ts_IdleUpdatedt (tsc_CellA)

@sic VB 15050027 sic@
Initilise v to store PLMN 3 as e
quivalent, which is to be used int
est step ts_ldleUpdated

@sic VB T15040427 sic@
Stepb

@sic VB T15040619 R6060325
sit@

Stepc

@sic VB T15040619 5ic@

@sic VB RES080152 5ic@
Stepd

Complete location Updateattach
is done, including

the recsipt of random access reg
uest rom UE. The response from
UE is an PLMNT, the PLIN lst st
ored intey_E_PLMN is sentin eq
uivalent PLMN listin Location Up
date/atiach accept message.





After:

tc_6_1_1_7
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Test Case 1o T 6117

Test Group Reference: Idle_Mode!

Purpose “To verify that in Manual Network Selection Mode Procedure, the UE can perform reselection to an equivalent PLUN.

Configuration:

Defaults: RRC_Defl

Comments:

La Behaviour Description Constraint Ref Verdict Camments.

1 START{_Guard

2 [P _RAT = fdd | FDD speciftc behaviour

3 +_nitvariables

4 (ov_NUmOMPLMN=3) @sic VB T15-040427 sic@

5 +15_89_CreateCellFACH (tsc_Cella) Configure lowertester

[ +s_SendDefSysinfo_3FLMN (tsc_Cella) Sends the defaul system informa
tion in CellA

7 +ts_ldleUpdatedt (tsc_CellA) Freamble - Register UE in cell A
1 ortler to set EF(LOC) in USIN to
PLMNT
@sic VB RAS080325 sit@

8 + ts_MMI_PLMN_Selhtodettan et UE in Manual Network Select
on Made Proceure
@sic VB RES080325 Sit@

g +15_DetachOnSwitthOfr (tsc_CellA) @sic VB R55060325 sic@

10 +_LocalTest

1 +ts_MMI_PLMN_SelModeAuto

@sic VB R5060325 sic@
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25

(tov_TestBody
[TRUE]
(1ev_Use_E_PLMN = TRUE,, to_E_PLMN = c_E_PLMN_1 {a_ConPLMN (
tev_CellinfoG.mec, tev_CellinfaG.mnc )))

RUE)

+ ts_MI_UE_Switchon

+ ts_MMI_PLMN_Display (tcv_CelllnioAmee, tev_Cellinfof mnc)
s _IdleUpdated (fsc_CellA)

@sic VB 15050027 sic@
Initilise v to store PLMN 3 as e
quivalent, which is to be used int
est step ts_ldleUpdated

@sic VB T15040427 sic@
Stepb

@sic VB T15040619 R6060325
sit@

Stepc

Stepd

Complete location Updateattach
is done, including

the recsipt of random access reg
uest rom UE. The response from
UE is an PLMNT, the PLIN lst st
ored intey_E_PLMN is sentin eq
uivalent PLMN listin Location Up
dateiAttach accept message.





New Test Step: ts_MMI_PLMN_Display

[image: image5.png]Test Step

[Test Sten 10 ts_MMI_PLMN_Display(s_WCC, p_MNC: HEXSTRING)
Test Step Group Ref: L3M_UT_Steps/

0

H_InfAT_Command

ca_thil_cmdcnf

(tov_AT_Crnd = o_ConcatStra('Flease check ihat MCC and MNC of the selecte
d PLMN are correctly displaye: MCC =, 0_HexTolA5(p_MCC),

tov_AT_Cmd = 0_Concatsirg (tov_AT_Cmd "MNC ="),

10_AT_Cmd := o_ConcatStra (tev_AT_Cmd , o_HexTolAS(n_MNC))

Objeciive: To make the operator check that MCC and MNG of the PLMN having heen selected is corecly displayed.
Defaults: UT_OtherwiseFail
Comments:

La Behaviour Description Constraint Ref Verdict Camments.
1 +ILINiAT_Command
2 UL I_CrmdReq ca_l_CmdRed (to_A

T_omd)

3 U2 Mwi_CrmdCnt





Figure 2b: PLMN Selection State diagram (manual mode) of 23.122
[image: image6.png]sanor

O

v previously selected PLUN

Eetmes avaiatie sasin,

e ,< [ »(=)





�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





