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1.1 Change 1
	Table Name
	ts_SS_RB10_ToRB12_TM_Cfg_r5

	ATS Suite
	iWD_2007_wk11

	Test Case affected
	tc_14_2_62 and tc_14_6_8

	Reason for change
	In the testcase ts_SS_RB10_ToRB12_TM_Cfg_r5 for RB 10 the maximum PU size set is 81,But for testcases 14.2.62 and 14.6.8 the maximum PU size set is 72 and not 81.

	Summary of change
	Changed the maximum PU size to 72 as shown below by creating a new test step ts_SS_RB10_ToRB12_TM_Cfg_r5_12_65k_8_85k_6_6k_AMR as shown below



	Test Step

	 

	Test Step Id:
ts_SendRB_SetUpSpeech_12_65k_8_85k_6_6k_AMR ( p_CellId: INTEGER; p_RAB_Id : BITSTRING; p_ActTime : ActivationTime )
Test Step Group Ref:
HSDPA_Steps/
Objective:
To setup a RADIO BEARER for SPEECH 10.2k and to reconfigure the SS accordingly.
Defaults:
RRC_Def1
Comments:
 


	 

	Nr
Label
Behaviour Description
Constraint Ref
Verdict
Comments
1
 
+ ts_SetTmpCellInfo ( p_CellId )
 
 
 
2
 
 AM ! RLC_AM_DATA_REQ
cas_RB_SetUpAM_WithCnf ( tsc_CellDedicated, tsc_RB2, tsc_Mui, cs_RRC_RB_SetUp_TM_DCCH ( tcv_CellIndInfo.dl_IntegrityCheckInfo, tcv_RRC_Ti, 
p_ActTime, 
cell_DCH, 
OMIT, c_RAB_InfoListTM_3_r5 ( c_ReEstTimerT314, p_RAB_Id), c_UL_CommTrChInfo12_65k_AMR_r4, c_UL_AddReconfTransChInfoListTM_3 ( c_DCH_72_TFS_UE_5, c_DCH_181_TFS_UE_4, c_DCH_60_TFS_UE_0B, c_DCH_148_TFS_UE_UL), c_DL_CommonTransChInfo_TM2_12_65k_AMR_r4, c_DL_AddReconfTransChInfoListTM3_TMDCCH_HSENH ( c_DCH_72_TFS_DL_UE_5, c_DCH_181_TFS_UE_4,c_DCH_60_TFS_UE_0B), c_DL_InformationPerRL_r5 (tcv_TmpCellInfo.priScrmCode, tsc_DL_DPCH1_ChC_Speech, tcv_TmpCellInfo.dl_DPCH_2ndScrCode), c_DL_CommonInformationRB_SetUpSpeech_r5 ( tsc_Sfd128_4 ) , cb_UL_DPCH_Info_r5 ( tsc_Sf64, pl0_84, tcv_TmpCellInfo.uL_ScramblingCode) 
, OMIT ) )
 
tcv_SprdFct + tcv_PuncLimit => values ? same for uplink and downlink ? FreqInfo ?
3
 
  AM ? RLC_AM_DATA_CNF
car_AM_DataMuiCnf (tsc_CellDedicated, tsc_RB2, tsc_Mui)
 
 
4
 
   +ts_SS_4UL_5DL_DCH_Modify_r5 ( p_CellId , 
p_ActTime, 
c_DL_CommonInformationRB_SetUpSpeech_r5 ( tsc_Sfd128_4 ) , cb_UL_DPCH_Info_r5 ( tsc_Sf64, pl0_84, tcv_TmpCellInfo.uL_ScramblingCode) )
 
 
 
5
 
    +ts_SS_RB10_ToRB12_AMR_TM_Cfg_r5
 
 
@sic Draft sic@
6
 
    +ts_SS_RB10_ToRB12_AMR_TM_Cfg_r5_12_65k_8_85k_6_6k_AMR
 
 
@sic Draft sic@
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7
 
     +ts_SS_RB5_TM_Cfg_r5
 
 
 
8
TSP
      + ts_RRC_ReceiveRB_SetupCmplHS ( p_CellId , cell_Three_DTCH_5SRB)
 
 
@sic R5-052110 R5-052140 R5s070072 sic@
9
 
       +ts_SetCellCfg (p_CellId, cell_Three_DTCH_5SRB)
 
 
@R5s070108


	 

	Detailed Comment:
 



	Test Step

	 

	Test Step Id:
ts_SS_RB10_ToRB12_AMR_TM_Cfg_r5_12_65k_8_85k_6_6k_AMR
Test Step Group Ref:
SS_Configuration/
Objective:
setup radio bearers : RB10, RB11, RB12 for radio beaer subflow#1, subflow#2, subflow#3
Defaults:
SS_Def
Comments:
CRLC is configured with cellId -1 (tsc_CellDedicated)


	 

	Nr
Label
Behaviour Description
Constraint Ref
Verdict
Comments
1
CRLC ! CRLC_Config_REQ
ca_RB_TM_Info_r5 (tsc_CellDedicated, tsc_RB10, 72, {uLlogicalChannelIdentity tsc_UL_DTCH1, dLlogicalChannelIdentity tsc_DL_DTCH1})
cofigure radio bearers : 
RB10 for AMR subflow#1
2
 CRLC ? CRLC_Config_CNF
ca_CRLC_CfgCnf(tsc_CellDedicated, tsc_RB10)
3
  CRLC ! CRLC_Config_REQ
ca_RB_TM_Info_r5 (tsc_CellDedicated, tsc_RB11, 181, {uLlogicalChannelIdentity tsc_UL_DTCH2, dLlogicalChannelIdentity tsc_DL_DTCH2})
cofigure radio bearers : 
RB11 for AMR subflow#2
4
   CRLC ? CRLC_Config_CNF
ca_CRLC_CfgCnf(tsc_CellDedicated, tsc_RB11)
5
    CRLC ! CRLC_Config_REQ
ca_RB_TM_Info_r5 (tsc_CellDedicated, tsc_RB12, 60, {uLlogicalChannelIdentity tsc_UL_DTCH3, dLlogicalChannelIdentity tsc_DL_DTCH3})
cofigure radio bearers : 
RB12 for AMR subflow#3
6
     CRLC ? CRLC_Config_CNF
ca_CRLC_CfgCnf(tsc_CellDedicated, tsc_RB12)


	 

	Detailed Comment:



1.2 Change 3

	Table Name
	 c_TrChInfoUL_12_2k_WAMR

	ATS Suite
	iWD_2007_wk11

	Test Case affected
	tc_14_2_4b

	Reason for change
	In the  SS configuration for transport channel the constraint used for TFCS table is ‘c_TFCS_Cmpl0_To119_AMR_Rx’ but in the MAC configuration ‘c_TFCS_Cmpl0_To119_Rx’ is used which is incorrect

	Summary of change
	Used the TFCS table ‘c_TFCS_Cmpl0_To119_AMR_Rx’ in the MAC configuration constraint c_TrChInfoUL_12_2k_WAMR as shown below


	ASN.1 Type Constraint Declaration

	 

	Constraint Name:
c_TrChInfoUL_12_2k_WAMR
Group:
 
Type Name:
TrCHInfo
Derivation Path:
 
Encoding Variation:
 
Comments:
 


	 

	Constraint Value
{ 
  ulconnectedTrCHList { 
    { 
      trchid tsc_UL_DCH1, 
      transportChannelInfo c_DCH_81_TFS_6_7_4k 
    }, 
    { 
      trchid tsc_UL_DCH2, 
      transportChannelInfo c_DCH_103_TFS_5_7_4k 
    }, 
    { 
        trchid tsc_UL_DCH3, 
        transportChannelInfo c_DCH_60_TFS --@sic draft sic@ 
      }, 
    { 
      trchid tsc_UL_DCH5, 
      transportChannelInfo c_DCH_148_TFS_UL 
  }}, 
  ulTFCS c_TFCS_Cmpl0_To119_Rx c_TFCS_Cmpl0_To119_AMR_Rx -- sent to SS 

} 



	Table Name
	tc_14_6_8

	ATS Suite
	iWD_2007_wk11

	Test Case affected
	tc_14_6_8

	Reason for change
	The guard timer is not sufficient to run the testcase with Manual Attach mode UEs in 2 loops of interactive and background

	Summary of change
	Changed the value of the guard timer from 900 to 1500 seconds as shown below


	Test Case

	 

	Test Case Id:
tc_14_6_8
Test Group Reference:
CombinationOnDPCH/HSDPA/
Purpose:
To verify radio bearer establishment and correct data transfer for reference radio bearer configuration as specified in TS 34.108, clause 6.10.2.4.5.3.
Configuration:
 
Defaults:
RRC_Def1
Comments:
 


	 

	Nr
Label
Behaviour Description
Constraint Ref
Verdict
Comments
1
 
START t_Guard(900)
 
 
@sic R5s050529 sic@
2
 
START t_Guard(1500)
 
 
@sic R5s050529 sic@
Anritsu TTCN CR
3
 
 +ts_RRC_InitVariablesPS_HS_RAB
 
 
Initial Test Case Variables 
@sic R5s070090 sic@
4
 
  ( tcv_HS_Cfg.ul_DataRate:=r384)
 
 
to set UL to 64 KBPS
5
 
   +lt_Interactive
 
 
 
6
 
    +lt_Background
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