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<Start of the modified section>
8.5.6.3
MBMS serving cell reselection in CELL_PCH during ongoing session

8.5.6.3.1
Definition and applicability

This test case is applicable for all UEs that support MBMS.

8.5.6.3.2
Conformance requirement
The UE shall detect the available MBMS services by acquiring the MBMS MODIFIED SERVICES INFORMATION and the MBMS UNMODIFIED SERVICES INFORMATION messages without delaying reading of MCCH until the next modification period and without stopping at the end of the modification period, in accordance with subclause 8.7.1.3 of TS 25.331.

The UE shall immediately acquire the MBMS ACCESS INFORMATION and the MBMS GENERAL INFORMATION messages ie. it shall not delay reception of these messages until it has completed the acquisition of the MBMS MODIFIED SERVICES INFORMATION and the MBMS UNMODIFIED SERVICES INFORMATION messages. Likewise, the UE should immediately acquire the MBMS CURRENT CELL P-T-M RB INFORMATION and MBMS NEIGHBOURING CELL P-T-M RB INFORMATION messages.

The UE shall continue acquiring the above messages until it has received a consistent set of MCCH information eg. both the MBMS MODIFIED SERVICES INFORMATION and the MBMS UNMODIFIED SERVICES INFORMATION message should be acquired in the same modification period.

…

The UE may:

1>
if in idle mode, URA_PCH, CELL_PCH or CELL_FACH state; and

1>
if not receiving an MBMS service provided via a p-t-m radio bearer:

2>
monitor the MBMS notification Indicator Channel (MICH).

2>
if a notification on the MICH for one or more of the MBMS services included in the variable MBMS_ACTIVATED_SERVICES is detected:

3>
acquire the MBMS MODIFIED SERVICES INFORMATION message with delaying the reading of MCCH until the next modification period and with stopping at the end of the modification period, in accordance with subclause 8.7.1.3 of TS 25.331;

3>
handle the MBMS MODIFIED SERVICES INFORMATION message as specified in subclause 8.7.3.4 of TS 25.331.

The UE shall:

1>
if in idle mode, URA_PCH, CELL_PCH or CELL_FACH state:

2>
if receiving an MBMS service that is provided via a p-t-m radio bearer; or
2>
if not receiving an MBMS service that is provided via a p-t-m radio bearer and not monitoring MICH:

3>
acquire the MBMS MODIFIED SERVICES INFORMATION message from MCCH at the start of every modification period, in accordance with subclause 8.7.1.3 of TS 25.331;

3>
handle the MBMS MODIFIED SERVICES INFORMATION message as specified in subclause 8.7.3.4 of TS 25.331.

…

1>
if the IE "MBMS required UE action" is set to 'Acquire PTM RB info'; or

1>
if the IE "MBMS required UE action" is set to 'Acquire counting info– PTM RBs unmodified' and the UE is not receiving a p-t-m RB for the concerned service:

2>
continue acquiring the MBMS COMMON P-T-M RB INFORMATION, MBMS CURRENT CELL P-T-M RB INFORMATION and the MBMS NEIGHBOURING CELL P-T-M RB INFORMATION messages without delaying reading of MCCH until the next modification period and without stopping at the end of the modification period, in accordance with subclause 8.7.1.3

2>
act upon the MBMS COMMON P-T-M RB INFORMATION, MBMS CURRENT CELL P-T-M RB INFORMATION and the MBMS NEIGHBOURING CELL P-T-M RB INFORMATION message, if received,  in accordance with subclause 8.7.5;

Reference

3GPP TS 25.331 clause 8.7.2.3, 8.7.3.3.1, 8.6.9.6.
8.5.6.3.3
Test purpose
To verify that a UE in CELL_PCH state performs an MBMS Serving Cell Reselection during an ongoing Session. 
8.5.6.3.4
Method of test

Initial Condition

System Simulator: 2 cells – Cell 1 and cell 4 are active. 

UE: PS-DCCH+DTCH_FACH (state 6-11) as specified in clause 7.4 of TS 34.108.

The UE has selected the broadcast service or joined the multicast service to be provided by the SS.

Related ICS/IXIT statement(s)

-
UE supports MBMS yes/no

-
Broadcast service application available on UE yes/no

-
Multicast service application available on UE yes/no

Test Procedure

Table 8.5.6.3-1 illustrates the downlink power to be applied for the 2 cells in this test case. Initially, the SS applies the power settings of column “T0”.

Table 8.5.6.3-1
	Parameter
	Unit
	Cell 1
	Cell 4

	
	
	T0
	T1
	T2
	T0
	T1
	T2

	UTRA RF Channel Number
	
	Ch 1
	Ch 2

	CPICH Ec (FDD)
	dBm/3.84MHz
	-60
	-70
	OFF
	OFF
	-60
	-60

	P-CCPCH RSCP (TDD)
	dBm
	-60
	-70
	OFF
	OFF
	-60
	-60


The UE is in CELL_FACH state in cell 1. The SS notifies on MICH and MCCH about the start of an MBMS session and waits for the UE to activate MTCH reception. The MBMS radio bearer on MTCH is put into loopback mode 3.

The SS orders the UE to move to CELL_PCH state by transmitting a PHYSICAL CHANNEL RECONFIGURATION message with the RRC state indicator set to “CELL_PCH”.When the PHYSICAL CHANNEL RECONIGURATION COMPLETE message has been received, the SS starts broadcasting MBMS data on MTCH in cell 1 on the concerned MBMS radio bearer.

The SS continues to transmit MBMS data for 5s and then applies the power settings of “T1” in table 8.5.6.3-1. At this point the UE shall reselect to cell 4 and send a CELL UPDATE message on the CCCH. SS then replies with CELL UPDATE CONFIRM message on the downlink DCCH and orders the UE to stay in CELL_FACH state. Th UE replies with a UTRAN MOBILITY INFORMATION CONFIRM message.

The SS then applies the power settings of “T2” in table 8.5.6.3-1.The SS retrives the number of RLC SDUs on MTCH counted by the UE by sending the UE TEST LOOP MODE 3 RLC SDU COUNTER REQUEST message. The SS checks that the UE has received at least one RLC SDU and records the value.

The SS orders the UE to move to CELL_PCH state by transmitting a PHYSICAL CHANNEL RECONFIGURATION message with the RRC state indicator set to “CELL_PCH”.When the PHYSICAL CHANNEL RECONIGURATION COMPLETE message has been received, the SS starts to transmit MBMS data in cell 4 for 5s.

The SS transmits a PAGING TYPE 1 message to the UE on the PCH and the UE moves to CELL_FACH state, sending a CELL UPDATE message. The SS replies with a CELL UPDATE CONFIRM message and UE confirms the received C-RNTI to be used in CELL FACH state by transmitting a UTRAN MOBILITY INFORMATION CONFIRM message on the uplink DCCH.

The SS retrives the number of RLC SDUs on MTCH counted by the UE by sending the UE TEST LOOP MODE 3 RLC SDU COUNTER REQUEST message. The SS checks that the reported number is greater than the number previously reported by the UE.

The loopback mode 3 in the UE is deactivated.

SS calls for generic procedure C.2 to check that UE is in CELL_FACH state.

NOTE:
If the UE fails the test because of selecting the wrong cell, the operator may re-run the test.

Expected sequence
	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	ACTIVATE RB TEST MODE
	

	2
	(
	ACTIVATE RB TEST MODE COMPLETE
	

	3
	(
	MBMS MODIFIED SERVICES INFORMATION
	MBMS session start. The SS also sets the Notification Indicator on MICH. The SS waits for the UE to establish the MTCH according to the activation time. 

	4
	(
	CLOSE UE TEST LOOP
	

	5
	(
	CLOSE UE TEST LOOP COMPLETE
	Loop back mode 3 on MTCH is activated.

	6
	(
	PHYSICAL CHANNEL RECONFIGURATION
	

	7
	(
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE
	The UE now transits to CELL_PCH state

	8
	SS
	
	The SS transmits MBMS data for  5s in cell 1.

	9
	SS
	
	The SS applies the power settings of “T1” in table 8.5.6.3-1.

	10
	(
	CELL UPDATE
	This message is transmitted in cell 4.

	11
	(
	CELL UPDATE CONFIRM
	

	12
	(
	UTRAN MOBILITY INFORMATION CONFIRM
	The UE stays in CELL_FACH state in cell 4

	13
	SS
	
	The SS applies the power settings of “T2” in table 8.5.6.3-1.

	14
	(
	UE TEST LOOP MODE 3 RLC SDU COUNTER REQUEST
	

	15
	(
	UE TEST LOOP MODE 3 RLC SDU COUNTER RESPONSE
	The SS checks that the number of reported RLC PDUs is greater than zero and records that value.

	16
	(
	PHYSICAL CHANNEL RECONFIGURATION
	

	17
	(
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE
	The UE now transits to CELL_PCH state

	18
	SS
	
	The SS transmits MBMS data for  5s in cell 4.

	19
	(
	PAGING TYPE 1
	

	20
	(
	CELL UPDATE
	

	21
	(
	CELL UPDATE CONFIRM
	

	22
	(
	UTRAN MOBILITY INFORMATION CONFIRM
	The UE is now in CELL_FACH state

	23
	(
	UE TEST LOOP MODE 3 RLC SDU COUNTER REQUEST
	

	24
	(
	UE TEST LOOP MODE 3 RLC SDU COUNTER RESPONSE
	The SS checks that the number of reported RLC PDUs is greater than the value reported in step 15.

	25
	(
	OPEN UE TEST LOOP
	

	26
	(
	OPEN UE TEST LOOP COMPLETE
	

	27
	((
	CALL C.2
	If the test result of C.2 indicates that UE is in CELL_FACH state, the test passes, otherwise it fails.


Specific Message Contents

MBMS MODIFIED SERVICES INFORMATION (Step 3)

	Information Element
	Value/remark

	Message type
	

	Modified service list
	

	    - MBMS Transmission identity
	

	        - MBMS Service ID
	1

	        - MBMS Session ID
	1

	    - MBMS required UE action
	Acquire PTM RB info

	MBMS p-t-m activation time
	SS shall choose a value which is sufficient far ahead for the UE to establish the MTCH


PHYSICAL CHANNEL RECONFIGURATION (Steps 6 and 16)

Use the same message sub-type titled "Packet to CELL_FACH from CELL_FACH in PS" in TS 34.108 clause 9 with following exceptions:

	Information Element
	Value/remark

	RRC State Indicator
	CELL_PCH

	UTRAN DRX cycle length coefficient
	3


PAGING TYPE 1 (Step 19)

Use the following message:

	Information Element
	Value/remark

	Message Type
	

	Paging record list
	Only 1 entry

	Paging record
	

	     - CHOICE Used paging identity
	UTRAN identity

	       - U-RNTI
	

	        - SRNC Identity
	Set to the previously assigned SRNC identity

	       - S-RNTI
	Set to previously assigned S-RNTI

	      - CN originated page to connected mode UE
	Not Present

	BCCH modification info
	Not Present


CELL UPDATE (Step 10)

	Information Element
	Value/remark

	Cell update cause
	Check that the value is set to “Cell reselection”


CELL UPDATE CONFIRM (Steps 11 and 21)
Use the same message sub-type found in TS 34.108, clause 9, with the following exceptions:

	Information Element
	Value/remark

	New C-RNTI
	'1010 1010 1010 1010'


UE TEST LOOP MODE 3 RLC SDU COUNTER RESPONSE (Step 15)

	Information Element
	Value/remark

	RLC SDU Counter Value
	Check that the number is greater than zero


CELL UPDATE (Step 20)

	Information Element
	Value/remark

	Cell update cause
	Check that the value is set to “Paging response”


UE TEST LOOP MODE 3 RLC SDU COUNTER RESPONSE (Step 24)

	Information Element
	Value/remark

	RLC SDU Counter Value
	Check that the number is greater than the value reported at the previous sub-test.


8.5.6.3.5
Test requirement

After step 9, the UE shall transmit a CELL UPDATE message in cell 4.

After step 14 , the UE shall transmit a UE TEST LOOP MODE 3 RLC SDU COUNTER RESPONSE message with the number of reported RLC SDUs shall be greater than zero.

After step 23, the UE shall transmit a UE TEST LOOP MODE 3 RLC SDU COUNTER RESPONSE message with the number of reported RLC SDUs shall be greater than the number reported in step 15.

<End of the modified section>
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