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--------------------------------------------- Start of Text ---------------------------------------------------
5.1.2.2.2.3
Combining of TPC commands from radio links of different radio link sets

This subclause describes the general scheme for combination of the TPC commands from radio links of different radio link sets.

First, the UE shall conduct a soft symbol decision Wi on each of the power control commands TPCi, where i = 1, 2, …, N, where N is greater than 1 and is the number of TPC commands from radio links of different radio link sets, that may be the result of a first phase of combination according to subclause 5.1.2.2.2.2.
Finally, the UE derives a combined TPC command, TPC_cmd, as a function ( of all the N soft symbol decisions Wi:

-
TPC_cmd = ( (W1, W2, … WN), where TPC_cmd can take the values 1 or -1.

The function ( shall fulfil the following criteria:

If the N TPCi commands are random and uncorrelated, with equal probability of being transmitted as "0" or "1", the probability that the output of ( is equal to 1 shall be greater than or equal to 1/(2N), and the probability that the output of ( is equal to -1 shall be greater than or equal to 0.5. Further, the output of ( shall equal 1 if the TPC commands from all the radio link sets, that are not ignored according to section 5.1.2.2.1 or 5.1.2.3, are reliably "1", and the output of ( shall equal –1 if a TPC command from any of the radio link sets, that are not ignored according to section 5.1.2.2.1 or 5.1.2.3, is reliably "0".
5.1.2.2.3
Algorithm 2 for processing TPC commands

NOTE:
Algorithm 2 makes it possible to emulate smaller step sizes than the minimum power control step specified in subclause 5.1.2.2.1, or to turn off uplink power control by transmitting an alternating series of TPC commands.

--------------------------------------------- End of Text ---------------------------------------------------
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