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-------------------------------------- 1st Change -------------------------------------
11.9.1.1.1 HARQ entity

There is one HARQ entity in the UE. A number of parallel HARQ processes (identified by a HARQ process identifier) are used in the UE to support the HARQ entity, allowing transmissions to take place continuously while the UE is granted resources.The HARQ entity identifies the HARQ process for which transmission should take place if resources are available. Also, based on timing with respect to a previously-transmitted MAC-e PDU it routes the receiver feedback (ACK/NACK information), relayed by the physical layer, to the appropriate HARQ process. 

-------------------------------------- 2nd Change ------------------------------------
11.9.1.5
Scheduling Information reporting (1.28 Mcps TDD only)
If a UE has no Grant and the TEBS becomes larger than zero, the transmission of Scheduling Information shall be triggered via E-RUCCH.

If the UE has a Grant, the scheduling information shall be included in the MAC-e PDU and sent periodically (period defined by RRC) according to subclause 9.2.4.2. 

RRC can configure MAC with a delay timer to be used when the UE transits from having a Grant to not having a Grant and the TEBS is still larger than zero. The delay timer T_WAIT shall be started once the Grant expires and shall be stopped and reset when a Grant is received. When T_WAIT expires, the transmission of a Scheduling Information shall be triggered via E-RUCCH (T_WAIT shall be stopped and reset). In order to avoid unnecessarily frequent reporting, a timer is configured for scheduling information reporting whose period is set the same as T_WAIT, i.e. if the scheduling information is included in MAC-e PDU and sent, the timer will be started immediately and the scheduling information will not be sent again in new MAC-e PDU until the timer expires 
-------------------------------------- 3rd Change ------------------------------------
Annex BC (normative):
E-DCH Transport Block Size Tables for 1.28 Mcps TDD

The mapping between the chosen E-TFC index and the corresponding E-DCH transport block size is given in the following tables:

BC.1
5ms TTI E-DCH Transport Block Size Table 0
	
	Category 1-2
	Category 3-5

	TB index
	1 Timeslot TBS
	2 Timeslot TBS
	3 Timeslot TBS
	1 Timeslot TBS
	2 Timeslot TBS
	3 Timeslot TBS
	4 Timeslot TBS
	5 Timeslot TBS

	…..
	…..
	…..
	…..
	…..
	…..
	…..
	…..
	…..

	100
	664
	1166
	1613
	1155
	2017
	2788
	3502
	3502

	101
	682
	1204
	1670
	1192
	2094
	2903
	3656
	3656

	102
	700
	1243
	1730
	1230
	2174
	3024
	3816
	3816

	103
	718
	1283
	1792
	1270
	2257
	3149
	3983
	3983

	104
	737
	1324
	1856
	1311
	2342
	3279
	4158
	4158

	105
	757
	1367
	1922
	1353
	2432
	3415
	4340
	4340

	106
	777
	1411
	1991
	1397
	2524
	3557
	4531
	4531

	107
	798
	1457
	2062
	1442
	2620
	3704
	4729
	4729

	108
	819
	1504
	2136
	1488
	2720
	3858
	4937
	4937

	109
	840
	1553
	2212
	1536
	2823
	4018
	5153
	5153

	110
	863
	1603
	2291
	1586
	2931
	4185
	5379
	5379

	…..
	…..
	…..
	…..
	…..
	…..
	…..
	…..
	…..


Note: other unchanged entries in the table are omited
---------------------------------- End of Changes  ---------------------------------
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