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	Reason for change:
(
	To the last RAN2 meeting, a CR (R2-071499) was provided, proposing a correction of the IE "RAB info", in order to provide the full MBMS service identity in this IE for the purpose of establishing a RB for an MBMS service of the broadcast type. However, off-line discussions concluded that a correction of that kind was not necessary. Nevertheless, a clarification is needed to fully specify the expected UE behaviour in this case.

	
	

	Summary of change:
(
	The type and reference to the IE "MBMS service ID" is corrected in IE "RAB info".

A note is introduced explaining that the UE should consider that the "PLMN identity" part of the MBMS service identity in this case equals the PLMN identity of an MBMS service with the same "MBMS Service ID" stored in the variable ACTIVATED_MBMS_SERVICES.

	
	

	Consequences if 
(
not approved:
	In particular in the "shared network scenario", or when equivalent PLMNs are used, the PLMN identity of an MBMS service identity specified only with the MBMS Service ID (three octets) can be ambigous. Different interpretations may exist, leading to a failure to setup the desired p-t-p RB for an MBMS service of the broadcast type.

Isolated impact analysis

A UE intepreting the MBMS Service ID differently from what is proposed in this CR would fail in the p-t-p RB setup in certain scenarios. UE implementation of this CR is thus required.

No impact foreseen on the network implementation (assuming that the p-t-p RB setup is a result of a previous selection of MBMS service signalled from the UE side, including the full MBMS service identity of the selected MBMS service).

	
	

	Clauses affected:
(
	10.3.4.8

	
	

	
	Y
	N
	
	

	Other specs
(
	
	X
	 Other core specifications
(
	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(
	


10.3.4.8
RAB info

This IE contains information used to uniquely identify a radio access bearer.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	RAB identity
	MP
	
	RAB identity 10.3.1.14
	
	

	MBMS Service Identity
	CV-Message
	
	MBMS service ID 10.3.9a.8a
	Included when establishing a RB for a MBMS service of the broadcast type; NOTE 1
	REL-6

	MBMS Session identity
	CV-Message
	
	MBMS Session identity 10.3.9a.9
	
	REL-6

	
	
	
	
	
	

	CN domain identity
	MP
	
	CN domain identity 10.3.1.1
	
	

	NAS Synchronization Indicator
	OP
	
	NAS Synchronization indicator 10.3.4.12
	
	

	Re-establishment timer
	MP
	
	Re-establishment timer 10.3.3.30
	
	

	NOTE 1:
Only the "MBMS Service ID" part of the MBMS service identity is signalled in this IE. The UE should consider that the "PLMN identity" part of the MBMS service identity equals the PLMN identity of an MBMS service with the same "MBMS Service ID" stored in the variable ACTIVATED_MBMS_SERVICES. If there is no such MBMS service or more than one such MBMS service, the UE behaviour is unspecified.


	Condition
	Explanation

	Message
	This IE is optionally present in the RADIO BEARER SETUP and the SRNS RELOCATION INFO messages and not needed otherwise.





