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10.2.39
RRC CONNECTION REQUEST

RRC Connection Request is the first message transmitted by the UE when setting up an RRC Connection to the network.


RLC-SAP: TM


Logical channel: CCCH


Direction: UE ( UTRAN

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	Radio Bearer IEs
	
	
	
	
	

	Predefined configuration status information
	MP
	
	Boolean
	True indicates the UE has all pre- configurations stored with the same value tag as broadcast in the cell in which the RRC connection establishment is initiated
	REL-5

	UE information elements
	
	
	
	
	

	Initial UE identity
	MP
	
	Initial UE identity 10.3.3.15
	
	

	Establishment cause
	MP
	
	Establishment cause 10.3.3.11
	
	

	Protocol error indicator
	MD
	
	Protocol error indicator 10.3.3.27
	Default value is FALSE
	

	>UE Specific Behaviour Information 1 idle
	OP
	
	UE Specific Behaviour Information 1 idle

10.3.3.51
	This IE shall not be included in this version of the protocol
	

	Domain indicator
	MP
	
	CN domain identity 10.3.1.1
	
	REL-6

	Call type
	CV-CS-domain
	
	Enumerated (speech, video, other)
	One spare value is needed
	REL-6

	UE capability indication
	OP
	
	Enumerated (HS-DSCH, HS-DSCH+E-DCH)
	Absence of this IE implies that neither HS-DSCH nor E-DCH are supported by the UE
	REL-6

	MBMS Selected Services
	OP
	
	MBMS Selected Services Short 10.3.9a.7d
	
	REL-6

	Support for F-DPCH
	OP
	
	Enumerated (True)
	The IE shall be set to TRUE when F-DPCH is supported by the UE.

Absence of this information element indicates that F-DPCH is not supported
	REL-6

	Measurement information elements
	
	
	
	
	

	Measured results on RACH
	OP
	
	Measured results on RACH 10.3.7.45
	
	

	Access stratum release indicator
	MP
	
	Enumerated(REL-4,
	Absence of the IE implies R99.

The IE also indicates the release of the RRC transfer syntax supported by the UE

13 spare values are needed
	REL-4

	
	
	
	REL-5
	
	REL-5

	
	
	
	REL-6)
	
	REL-6


	Condition
	Explanation

	CS-domain
	This IE is mandatory present if the IE "Domain indicator" has the value "CS domain". Otherwise it is not needed.


If the encoded message does not fill a transport block, the RRC layer shall insert padding according to subclause 12.1.
[…]

10.3.3.42
UE radio access capability

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Access stratum release indicator
	MP
	
	Enumerated(R99)
	Indicates the release of the UE according to [35]. The IE also indicates the release of the RRC transfer syntax supported by the UE..
	

	
	CV-not_rrc_connectionSetupComplete
	
	Enumerated(REL-4,
	13 spare values are needed.
	REL-4

	
	
	
	REL-5
	
	REL-5

	
	
	
	REL-6)
	
	REL-6

	DL capability with simultaneous HS-DSCH configuration
	CV-not_iRAT_HoInfo
	
	Enumerated(32kbps, 64kbps, 128kbps, 384kbps)
	
	REL-5

	PDCP capability
	MP
	
	PDCP capability 10.3.3.24
	
	

	RLC capability
	MP
	
	RLC capability 10.3.3.34
	
	

	Transport channel capability
	MP
	
	Transport channel capability 10.3.3.40
	
	

	RF capability FDD
	OP
	
	RF capability FDD 10.3.3.33
	
	

	RF capability TDD
	OP
	
	RF capability TDD 10.3.3.33b
	One "TDD RF capability" entity shall be included for every Chip rate capability supported.
	

	
	
	1 to 2
	
	Note 1
	REL-4

	RF capability TDD 1.28 Mcps
	CV-iRAT_HoInfo
	
	RF capability TDD 1.28 Mcps 10.3.3.33c
	Note 1
	REL-4

	Physical channel capability
	MP
	
	Physical channel capability 10.3.3.25
	
	

	UE multi-mode/multi-RAT capability
	MP
	
	UE multi-mode/multi-RAT capability 10.3.3.41
	
	

	Security capability
	MP
	
	Security capability 10.3.3.37
	
	

	UE positioning capability
	MP
	
	UE positioning capability 10.3.3.45
	
	

	Measurement capability
	CV-fdd_req_sup
	
	Measurement capability 10.3.3.21
	
	

	Device type
	MD
	
	Enumerated (DoesNotBenefitFromBatteryConsumptionOptimisation)
	Absence of this value means that the device does benefit from NW-based battery consumption optimisation.

UE may set the value to 

DoesNotBenefitFromBatteryConsumptionOptimisation when it does not foresee to particularly benefit from NW-based
	REL-6

	Support for System Information Block type 11bis
	OP
	
	Enumerated (True)
	The IE shall be set to TRUE when System Information Block type 11bis is supported by the UE.

Absence of this information element indicates that System Information Block type 11bis is not supported
	REL-6

	Support for F-DPCH
	OP
	
	Enumerated (True)
	The IE shall be set to TRUE when F-DPCH is supported by the UE.

Absence of this information element indicates that F-DPCH is not supported
	REL-6

	Note 1:
The second entity of the "RF capability TDD" is not needed in the INTER RAT HANDOVER INFO message: if both TDD 3.84 Mcps and TDD 1.28 Mcps are supported, the "RF capability TDD 1.28 Mcps" entity shall be used for TDD 1.28 Mcps; the "UE power class" in the "RF capability TDD" entity shall apply for both chip rates.


	Condition
	Explanation

	fdd_req_sup
	The IE is mandatory present if the IE "Multi-mode capability" has the value "FDD" or "FDD/TDD" and a FDD capability update has been requested in a previous message. Otherwise this field is not needed in the message.

	not_rrc_connectionSetupComplete
	The IE is not needed in the RRC CONNECTION SETUP COMPLETE message. Otherwise the IE is mandatory present.

	not_iRAT_HoInfo
	The IE is not needed in the INTER RAT HANDOVER INFO message. Otherwise, it is optional.

	iRAT_HoInfo
	The IE is optional in the INTER RAT HANDOVER INFO message. Otherwise, the IE is not needed.


10.3.3.42o
UE radio access capability compressed

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Access stratum release indicator
	MP
	
	Enumerated(R99, REL-4, REL-5
	13 spare values are needed
	REL-5

	
	
	
	REL-6)
	
	REL-6

	Total AM RLC buffer size exceeds 10 kByte 
	MP
	
	BOOLEAN
	
	REL-5

	RF capability compressed
	MP
	
	RF capability compressed 10.3.3.32a
	
	REL-5

	Support for System Information Block type 11bis
	OP
	
	Enumerated (True)
	The IE shall be set to TRUE when System Information Block type 11bis is supported by the UE.

Absence of this information element indicates that System Information Block type 11bis is not supported
	REL-6


10.3.3.42oa
UE radio access capability comp 2

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	FDD physical channel capability for HS-PDSCH/E-DCH
	OP
	
	
	
	REL-6

	>DL capability with simultaneous HS-DSCH configuration
	OP
	
	Enumerated (32, 64, 128, 384)
	Unit: kbps.

This IE is always required, but the need is set to OP to align with ASN.1
	REL-6

	>HS-DSCH physical layer category
	MP
	
	Integer (1..64)
	As defined in [35]
	REL-6

	>CHOICE Support of E-DCH
	MP
	
	
	
	REL-6

	>>Supported
	
	
	
	
	REL-6

	>>>E-DCH physical layer category
	MP
	
	Integer (1..16)
	As defined in [35]
	REL-6

	>>Unsupported
	
	
	
	(no data)
	REL-6

	Support for F-DPCH
	OP
	
	Enumerated (True)
	The IE shall be set to TRUE when F-DPCH is supported by the UE.

Absence of this information element indicates that F-DPCH is not supported
	REL-6


[…]
11.2
PDU definitions

[…]
-- ***************************************************

--

-- INTER RAT HANDOVER INFO

--

-- ***************************************************

InterRATHandoverInfo ::= SEQUENCE {


-- This structure is defined for historical reasons, backward compatibility with 44.018


predefinedConfigStatusList

CHOICE {



absent






NULL,



present






PredefinedConfigStatusList


},


uE-SecurityInformation


CHOICE {



absent






NULL,



present






UE-SecurityInformation


},


ue-CapabilityContainer


CHOICE {



absent






NULL,



-- present is an octet aligned string containing Ie UE-RadioAccessCapabilityInfo


present






OCTET STRING (SIZE (0..63))


},


-- Non critical extensions


v390NonCriticalExtensions

CHOICE {



absent






NULL,



present






SEQUENCE {




interRATHandoverInfo-v390ext
InterRATHandoverInfo-v390ext-IEs,




v3a0NonCriticalExtensions

SEQUENCE  {





interRATHandoverInfo-v3a0ext
InterRATHandoverInfo-v3a0ext-IEs,





laterNonCriticalExtensions

SEQUENCE {






interRATHandoverInfo-v3d0ext 
InterRATHandoverInfo-v3d0ext-IEs,





-- Container for additional R99 extensions






interRATHandoverInfo-r3-add-ext

BIT STRING









(CONTAINING InterRATHandoverInfo-r3-add-ext-IEs)
OPTIONAL,






v3g0NonCriticalExtensions


SEQUENCE {







interRATHandoverInfo-v3g0ext
InterRATHandoverInfo-v3g0ext-IEs,







v4b0NonCriticalExtensions

SEQUENCE {








interRATHandoverInfo-v4b0ext
InterRATHandoverInfo-v4b0ext-IEs,







v4d0NonCriticalExtensions

SEQUENCE {









interRATHandoverInfo-v4d0ext
InterRATHandoverInfo-v4d0ext-IEs,








-- Reserved for future non critical extension









v590NonCriticalExtensions

SEQUENCE {










interRATHandoverInfo-v590ext

















InterRATHandoverInfo-v590ext-IEs,










v690NonCriticalExtensions

SEQUENCE {











interRATHandoverInfo-v690ext

















InterRATHandoverInfo-v690ext-IEs,











v6b0NonCriticalExtensions

SEQUENCE {












interRATHandoverInfo-v6b0ext



















InterRATHandoverInfo-v6b0ext-IEs,












v6e0nonCriticalExtensions

SEQUENCE {












interRATHandoverInfo-v6e0ext



















InterRATHandoverInfo-v6e0ext-IEs,













nonCriticalExtensions

SEQUENCE {} OPTIONAL











}
OPTIONAL











}
OPTIONAL










}
OPTIONAL









}
OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}


}
}

InterRATHandoverInfo-v390ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v380ext
UE-RadioAccessCapability-v380ext

OPTIONAL,



dl-PhysChCapabilityFDD-v380ext

DL-PhysChCapabilityFDD-v380ext
}

InterRATHandoverInfo-v3a0ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v3a0ext
UE-RadioAccessCapability-v3a0ext

OPTIONAL

}

InterRATHandoverInfo-v3d0ext-IEs ::= SEQUENCE {


-- User equipment IEs



uESpecificBehaviourInformation1interRAT

UESpecificBehaviourInformation1interRAT

OPTIONAL

}

InterRATHandoverInfo-v3g0ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v3g0ext
UE-RadioAccessCapability-v3g0ext

OPTIONAL

}

InterRATHandoverInfo-r3-add-ext-IEs ::= SEQUENCE {



interRATHandoverInfo-v690ext1

InterRATHandoverInfo-v690ext1-IEs,



nonCriticalExtensions



SEQUENCE {}

OPTIONAL

}

InterRATHandoverInfo-v4b0ext-IEs ::= SEQUENCE {


-- User equipment IEs



accessStratumReleaseIndicator

AccessStratumReleaseIndicator

}

InterRATHandoverInfo-v4d0ext-IEs ::= SEQUENCE {


-- User equipment IEs


tdd128-RF-Capability



RadioFrequencyBandTDDList

OPTIONAL

}

InterRATHandoverInfo-v590ext-IEs ::= SEQUENCE {


-- User equipment IEs



predefinedConfigStatusListComp

PredefinedConfigStatusListComp


OPTIONAL,



ue-RadioAccessCapabilityComp

UE-RadioAccessCapabilityComp


OPTIONAL
}

InterRATHandoverInfo-v690ext1-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v650ext

UE-RadioAccessCapability-v650ext
OPTIONAL
}
InterRATHandoverInfo-v690ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-SecurityInformation2



UE-SecurityInformation2




OPTIONAL,


ue-RadioAccessCapabilityComp

UE-RadioAccessCapabilityComp-ext

OPTIONAL,


ue-RadioAccessCapabilityComp2

UE-RadioAccessCapabilityComp2

}

InterRATHandoverInfo-v6b0ext-IEs ::= SEQUENCE {


-- User equipment IEs



supportForSIB11bis




ENUMERATED { true }


OPTIONAL

}

InterRATHandoverInfo-v6e0ext-IEs ::= SEQUENCE {


-- User equipment IEs



supportForFDPCH





ENUMERATED { true }


OPTIONAL

}

[…]
-- ***************************************************

--

-- RRC CONNECTION REQUEST

--

-- ***************************************************

RRCConnectionRequest ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message.


-- User equipment IEs



initialUE-Identity



InitialUE-Identity,



establishmentCause



EstablishmentCause,



-- protocolErrorIndicator is MD, but for compactness reasons no default value



-- has been assigned to it.



protocolErrorIndicator


ProtocolErrorIndicator,


-- Measurement IEs



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,


--
Non critical Extensions



v3d0NonCriticalExtensions


SEQUENCE {




rRCConnectionRequest-v3d0ext 
RRCConnectionRequest-v3d0ext-IEs,


-- Reserved for future non critical extension




v4b0NonCriticalExtensions


SEQUENCE {





rrcConnectionRequest-v4b0ext

RRCConnectionRequest-v4b0ext-IEs,





v590NonCriticalExtensions


SEQUENCE {






rrcConnectionRequest-v590ext

RRCConnectionRequest-v590ext-IEs,






v690NonCriticalExtensions


SEQUENCE {







rrcConnectionRequest-v690ext
RRCConnectionRequest-v690ext-IEs,







v6b0NonCriticalExtensions

SEQUENCE {








rrcConnectionRequest-v6b0ext
RRCConnectionRequest-v6b0ext-IEs,








v6e0NonCriticalExtensions

SEQUENCE {









rrcConnectionRequest-v6e0ext
RRCConnectionRequest-v6e0ext-IEs,









-- Reserved for future non critical extension









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



} 
OPTIONAL

}

RRCConnectionRequest-v3d0ext-IEs ::= SEQUENCE {


-- User equipment IEs



uESpecificBehaviourInformation1idle

UESpecificBehaviourInformation1idle

OPTIONAL

}

RRCConnectionRequest-v4b0ext-IEs ::= 
SEQUENCE {


-- User equipment IEs



accessStratumReleaseIndicator


AccessStratumReleaseIndicator

}

RRCConnectionRequest-v590ext-IEs ::= 
SEQUENCE {


-- User equipment IEs



predefinedConfigStatusInfo


BOOLEAN
}

RRCConnectionRequest-v690ext-IEs ::=
SEQUENCE {


-- User equipment IEs



ueCapabilityIndication



ENUMERATED { hsdch, hsdch-edch }
OPTIONAL,


-- Measurement IEs



measuredResultsOnRACHinterFreq

MeasuredResultsOnRACHinterFreq


OPTIONAL,



domainIndicator 




CHOICE {




cs-domain






SEQUENCE {





csCallType






ENUMERATED {speech, video, other, spare }




},




ps-domain 






NULL



}

}

RRCConnectionRequest-v6b0ext-IEs ::=
SEQUENCE {


-- MBMS IEs



mbmsSelectedServices



MBMS-SelectedServicesShort


OPTIONAL

}

RRCConnectionRequest-v6e0ext-IEs ::= 
SEQUENCE {


-- User equipment IEs



supportForFDPCH





ENUMERATED { true }


OPTIONAL

}

[…]
-- ***************************************************

--

-- RRC CONNECTION SETUP COMPLETE

--

-- ***************************************************

RRCConnectionSetupComplete ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message.


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



startList





STARTList,



ue-RadioAccessCapability

UE-RadioAccessCapability


OPTIONAL,


--
Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList
OPTIONAL,


-- Non critical extensions



v370NonCriticalExtensions


SEQUENCE {




rrcConnectionSetupComplete-v370ext
RRCConnectionSetupComplete-v370ext,




v380NonCriticalExtensions


SEQUENCE {





rrcConnectionSetupComplete-v380ext
RRCConnectionSetupComplete-v380ext-IEs,





-- Reserved for future non critical extension





v3a0NonCriticalExtensions


SEQUENCE {






rrcConnectionSetupComplete-v3a0ext
RRCConnectionSetupComplete-v3a0ext-IEs,






laterNonCriticalExtensions


SEQUENCE {







-- Container for additional R99 extensions







rrcConnectionSetupComplete-r3-add-ext

BIT STRING








(CONTAINING RRCConnectionSetupComplete-r3-add-ext-IEs)
OPTIONAL,







v3g0NonCriticalExtensions


SEQUENCE {








rrcConnectionSetupComplete-v3g0ext
RRCConnectionSetupComplete-v3g0ext-IEs,








v4b0NonCriticalExtensions


SEQUENCE {









rrcConnectionSetupComplete-v4b0ext

















RRCConnectionSetupComplete-v4b0ext-IEs,









v590NonCriticalExtensions


SEQUENCE {










rrcConnectionSetupComplete-v590ext

















RRCConnectionSetupComplete-v590ext-IEs,










v5c0NonCriticalExtensions


SEQUENCE {











rrcConnectionSetupComplete-v5c0ext

















RRCConnectionSetupComplete-v5c0ext-IEs,











v690NonCriticalExtensions


SEQUENCE {












rrcConnectionSetupComplete-v690ext

















RRCConnectionSetupComplete-v690ext-IEs,












nonCriticalExtensions



SEQUENCE {}

OPTIONAL











}

OPTIONAL










}

OPTIONAL









}

OPTIONAL








}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL

}

RRCConnectionSetupComplete-v370ext ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v370ext
UE-RadioAccessCapability-v370ext
OPTIONAL

}

RRCConnectionSetupComplete-v380ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v380ext
UE-RadioAccessCapability-v380ext

OPTIONAL,



dl-PhysChCapabilityFDD-v380ext

DL-PhysChCapabilityFDD-v380ext

}

RRCConnectionSetupComplete-v3a0ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v3a0ext
UE-RadioAccessCapability-v3a0ext
OPTIONAL

}
RRCConnectionSetupComplete-v3g0ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v3g0ext
UE-RadioAccessCapability-v3g0ext
OPTIONAL

}
RRCConnectionSetupComplete-r3-add-ext-IEs ::= SEQUENCE {



rrcConnectionSetupComplete-v650ext

RRCConnectionSetupComplete-v650ext-IEs
OPTIONAL,



v680NonCriticalExtensions



SEQUENCE {




rrcConnectionSetupComplete-v680ext

RRCConnectionSetupComplete-v680ext-IEs,



nonCriticalExtensions




SEQUENCE {}

OPTIONAL



}

OPTIONAL

}

RRCConnectionSetupComplete-v4b0ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v4b0ext

UE-RadioAccessCapability-v4b0ext

OPTIONAL

}

RRCConnectionSetupComplete-v590ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v590ext

UE-RadioAccessCapability-v590ext

OPTIONAL,


-- Other IEs



ue-RATSpecificCapability-v590ext

InterRAT-UE-RadioAccessCapability-v590ext
OPTIONAL

}

RRCConnectionSetupComplete-v5c0ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v5c0ext

UE-RadioAccessCapability-v5c0ext

OPTIONAL
}

RRCConnectionSetupComplete-v650ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v650ext

UE-RadioAccessCapability-v650ext

}
RRCConnectionSetupComplete-v680ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v680ext

UE-RadioAccessCapability-v680ext
}
RRCConnectionSetupComplete-v690ext-IEs ::= SEQUENCE {


-- User equipment IEs



ueCapabilityContainer



BIT STRING












(CONTAINING UE-CapabilityContainer-IEs)
OPTIONAL

}

[…]
-- ***************************************************

--

-- UE CAPABILITY INFORMATION

--

-- ***************************************************

UECapabilityInformation ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier


OPTIONAL,



ue-RadioAccessCapability

UE-RadioAccessCapability


OPTIONAL,


-- Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList

OPTIONAL,



v370NonCriticalExtensions


SEQUENCE {




ueCapabilityInformation-v370ext
UECapabilityInformation-v370ext,




v380NonCriticalExtensions


SEQUENCE {





ueCapabilityInformation-v380ext

UECapabilityInformation-v380ext-IEs,





v3a0NonCriticalExtensions


SEQUENCE {






ueCapabilityInformation-v3a0ext

UECapabilityInformation-v3a0ext-IEs,






laterNonCriticalExtensions


SEQUENCE {







-- Container for additional R99 extensions







ueCapabilityInformation-r3-add-ext

BIT STRING










(CONTAINING UECapabilityInformation-r3-add-ext-IEs)
OPTIONAL,







-- Reserved for future non critical extension







v4b0NonCriticalExtensions


SEQUENCE {








ueCapabilityInformation-v4b0ext

UECapabilityInformation-v4b0ext,








v590NonCriticalExtensions


SEQUENCE {









ueCapabilityInformation-v590ext

UECapabilityInformation-v590ext,









v5c0NonCriticalExtensions


SEQUENCE {










ueCapabilityInformation-v5c0ext


















UECapabilityInformation-v5c0ext,










v690NonCriticalExtensions


SEQUENCE {











ueCapabilityInformation-v690ext

















UECapabilityInformation-v690ext-IEs,











nonCriticalExtensions



SEQUENCE {}

OPTIONAL










}

OPTIONAL









}

OPTIONAL








}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL
}

UECapabilityInformation-v370ext ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v370ext

UE-RadioAccessCapability-v370ext

OPTIONAL

}

UECapabilityInformation-v380ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v380ext

UE-RadioAccessCapability-v380ext

OPTIONAL,



dl-PhysChCapabilityFDD-v380ext


DL-PhysChCapabilityFDD-v380ext

}

UECapabilityInformation-v3a0ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v3a0ext

UE-RadioAccessCapability-v3a0ext

OPTIONAL

}

UECapabilityInformation-r3-add-ext-IEs ::= SEQUENCE {



ueCapabilityInformation-v650ext

UECapabilityInformation-v650ext-IEs

OPTIONAL,



v680NonCriticalExtensions


SEQUENCE {




ueCapabilityInformation-v680ext

UECapabilityInformation-v680ext-IEs,




nonCriticalExtensions



SEQUENCE {}

OPTIONAL



}

OPTIONAL
}
UECapabilityInformation-v4b0ext ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v4b0ext

UE-RadioAccessCapability-v4b0ext

OPTIONAL

}

UECapabilityInformation-v590ext ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v3g0ext

UE-RadioAccessCapability-v3g0ext

OPTIONAL,



ue-RadioAccessCapability-v590ext

UE-RadioAccessCapability-v590ext

OPTIONAL,


-- Other IEs



ue-RATSpecificCapability-v590ext
InterRAT-UE-RadioAccessCapability-v590ext
OPTIONAL

}

UECapabilityInformation-v5c0ext ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v5c0ext

UE-RadioAccessCapability-v5c0ext

OPTIONAL
}

UECapabilityInformation-v650ext-IEs ::= SEQUENCE {



ue-RadioAccessCapability-v650ext

UE-RadioAccessCapability-v650ext
}

UECapabilityInformation-v680ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v680ext

UE-RadioAccessCapability-v680ext
}
UECapabilityInformation-v690ext-IEs ::= SEQUENCE {


-- User equipment IEs



ueCapabilityContainer



BIT STRING












(CONTAINING UE-CapabilityContainer-IEs)
OPTIONAL

}

[…]
11.3
Information element definitions

[…]

UE-CapabilityContainer-IEs ::= 


SEQUENCE {

-- Container for transparent transfer of capability information not related to

-- features for which early implementation is desired



ue-RadioAccessCapability-v690ext
UE-RadioAccessCapability-v690ext,


ue-RATSpecificCapability-v690ext
InterRAT-UE-RadioAccessCapability-v690ext
OPTIONAL,



v6b0NonCriticalExtensions


SEQUENCE {




ue-RadioAccessCapability-v6b0ext
UE-RadioAccessCapability-v6b0ext-IEs,




v6e0nonCriticalExtensions



SEQUENCE {




ue-RadioAccessCapability-v6e0ext
UE-RadioAccessCapability-v6e0ext-IEs,





nonCriticalExtensions



SEQUENCE {} OPTIONAL



}

OPTIONAL



}

OPTIONAL

}

UE-RadioAccessCapability-v6b0ext-IEs ::= SEQUENCE {


-- User equipment IEs



supportForSIB11bis




ENUMERATED { true }


OPTIONAL

}

UE-RadioAccessCapability-v6e0ext-IEs ::= SEQUENCE {


-- User equipment IEs



supportForFDPCH





ENUMERATED { true }


OPTIONAL

}

[…]
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