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9.1.3
RADIO LINK SETUP REQUEST

9.1.3.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	SRNC-ID
	M
	
	RNC-ID

9.2.1.50
	If the Extended SRNC-ID IE is included in the message, the SRNC-ID IE shall be ignored.
	YES
	reject

	S-RNTI
	M
	
	9.2.1.53
	
	YES
	reject

	D-RNTI
	O
	
	9.2.1.24
	
	YES
	reject

	Allowed Queuing Time
	O
	
	9.2.1.2
	
	YES
	reject

	UL DPCH Information
	
	1
	
	
	YES
	reject

	>UL Scrambling Code
	M
	
	9.2.2.53
	
	–
	

	>Min UL Channelisation Code Length 
	M
	
	9.2.2.25
	
	–
	

	>Max Number of UL DPDCHs
	C – CodeLen
	
	9.2.2.24
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.46
	For the UL.
	–
	

	>TFCS
	M
	
	9.2.1.63
	
	–
	

	>UL DPCCH Slot Format
	M
	
	9.2.2.52
	
	–
	

	>Uplink SIR Target
	O
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Diversity mode
	M
	
	9.2.2.8
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	   >DPC Mode
	O
	
	9.2.2.12A
	
	YES
	reject

	>UL DPDCH Indicator for E-DCH operation
	C-EDCHInfo
	
	9.2.2.52A
	
	YES
	reject

	DL DPCH Information
	
	0..1
	
	
	YES
	reject

	>TFCS
	M
	
	9.2.1.63
	
	–
	

	>DL DPCH Slot Format
	M
	
	9.2.2.9
	
	–
	

	>Number of DL Channelisation Codes
	M
	
	9.2.2.26A
	
	–
	

	>TFCI Signalling Mode
	M
	
	9.2.2.46
	
	–
	

	>TFCI Presence
	C- SlotFormat
	
	9.2.1.55
	
	–
	

	>Multiplexing Position
	M
	
	9.2.2.26
	
	–
	

	>Power Offset Information
	
	1
	
	
	–
	

	>>PO1
	M
	
	Power Offset
9.2.2.30
	Power offset for the TFCI bits.
	–
	

	>>PO2
	M
	
	Power Offset
9.2.2.30
	Power offset for the TPC bits.
	–
	

	>>PO3
	M
	
	Power Offset
9.2.2.30
	Power offset for the pilot bits.
	–
	

	>FDD TPC Downlink Step Size
	M
	
	9.2.2.16
	
	–
	

	>Limited Power Increase
	M
	
	9.2.2.21A
	
	–
	

	   >Inner Loop DL PC Status
	M
	
	9.2.2.21a
	
	–
	

	DCH Information
	M
	
	DCH FDD Information

9.2.2.4A
	
	YES
	reject

	RL Information
	
	1…<maxnoofRLs>
	
	
	EACH
	notify

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>C-ID
	M
	
	9.2.1.6
	
	–
	

	>First RLS Indicator
	M
	
	9.2.2.16A
	
	–
	

	>Frame Offset
	M
	
	9.2.1.30
	
	–
	

	>Chip Offset
	M
	
	9.2.2.1
	
	–
	

	>Propagation Delay
	O
	
	9.2.2.33
	
	–
	

	>Diversity Control Field
	C – NotFirstRL
	
	9.2.1.20
	
	–
	

	>Initial DL TX Power
	O
	
	DL Power

9.2.1.21A
	
	–
	

	>Primary CPICH Ec/No
	O
	
	9.2.2.32
	
	–
	

	>Not Used 
	O
	
	NULL
	
	–
	

	>Transmit Diversity Indicator
	C –
Diversity mode
	
	9.2.2.48
	
	–
	

	>Enhanced Primary CPICH Ec/No
	O
	
	9.2.2.13I
	
	YES
	ignore

	>RL Specific DCH Information
	O
	
	9.2.1.49A
	
	YES
	ignore

	>Delayed Activation
	O
	
	9.2.1.19Aa
	
	YES
	reject

	>Cell Portion ID
	O
	
	9.2.2.E
	
	YES
	ignore

	>RL specific E-DCH Information
	O
	
	9.2.2.35a
	
	YES
	reject

	>E-DCH RL Indication
	O
	
	9.2.2.4E
	
	YES
	reject

	>Extended Propagation Delay
	O
	
	9.2.2.33a
	
	YES
	ignore

	Transmission Gap Pattern Sequence Information
	O
	
	9.2.2.47A
	
	YES
	reject

	Active Pattern Sequence Information
	O
	
	9.2.2.A
	
	YES
	reject

	Permanent NAS UE Identity
	O
	
	9.2.1.73
	
	YES
	ignore

	DL Power Balancing Information
	O
	
	9.2.2.10A
	
	YES
	ignore

	HS-DSCH Information
	O
	
	HS-DSCH FDD Information

9.2.2.19a
	
	YES
	reject

	HS-PDSCH RL ID
	C – InfoHSDSCH
	
	RL ID 9.2.1.49
	
	YES
	reject

	MBMS Bearer Service List
	
	0…<maxnoofMBMS>
	
	
	GLOBAL
	notify

	>TMGI
	M
	
	9.2.1.80
	
	–
	

	E-DPCH Information
	
	0..1
	
	
	YES
	reject

	>Maximum Set of E-DPDCHs
	M
	
	9.2.2.24e
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.46
	
	–
	

	>E-TFCS Information
	M
	
	9.2.2.4G
	
	–
	

	>E-TTI
	M
	
	9.2.2.4J
	
	–
	

	>E-DPCCH Power Offset
	M
	
	9.2.2.4K
	
	–
	

	>E-RGCH 2-Index-Step Threshold
	M
	
	9.2.2.64
	
	–
	

	>E-RGCH 3-Index-Step Threshold
	M
	
	9.2.2.65
	
	–
	

	>HARQ Info for E-DCH
	M
	
	9.2.2.66
	
	–
	

	>HS-DSCH Configured Indicator
	M
	
	9.2.2.19C
	
	–
	

	E-DCH FDD Information
	C-EDCHInfo
	
	9.2.2.4B
	
	YES
	reject

	Serving E-DCH RL 
	O
	
	9.2.2.38C
	
	YES
	reject

	F-DPCH Information
	
	0..1
	
	
	YES
	reject

	>Power Offset Information
	
	1
	
	
	–
	

	>>PO2
	M
	
	Power Offset
9.2.2.30
	Power offset for the TPC bits.
	_
	

	>FDD TPC Downlink Step Size
	M
	
	9.2.2.16
	
	–
	

	>Limited Power Increase
	M
	
	9.2.2.21A
	
	–
	

	>Inner Loop DL PC Status
	M
	
	9.2.2.21a
	
	–
	

	Initial DL DPCH Timing Adjustment Allowed
	O
	
	9.2.2.21b
	
	YES
	ignore

	DCH Indicator For E-DCH-HSDPA Operation
	O
	
	9.2.2.67
	
	YES
	reject

	Serving Cell Change CFN
	O
	
	CFN

9.2.1.9
	
	YES
	reject

	Continuous Packet Connectivity DTX-DRX Information
	O
	
	9.2.2.72
	
	YES
	reject

	Continuous Packet Connectivity HS-SCCH less Information
	O
	
	9.2.2.74
	
	YES
	reject

	Extended SRNC-ID
	O
	
	Extended RNC-ID

9.2.1.xx
	The Extended SRNC-ID IE shall be used if the RNC identity has a value larger than 4095.
	YES
	reject


	Condition
	Explanation

	CodeLen
	The IE shall be present if Min UL Channelisation Code length IE equals to 4

	SlotFormat
	The IE shall be present if the DL DPCH Slot Format IE is equal to any of the values from 12 to 16.

	NotFirstRL
	The IE shall be present if the RL is not the first one in the RL Information IE.

	Diversity mode
	The IE shall be present if Diversity Mode IE in UL DPCH Information IE is not equal to "none".

	InfoHSDSCH
	This IE shall be present if HS-DSCH Information IE is present.

	EDCHInfo
	This IE shall be present if E-DPCH Information IE is present.


	Range bound
	Explanation

	maxnoofRLs
	Maximum number of RLs for one UE.

	maxnoofMBMS
	Maximum number of MBMS bearer services that a UE can join.


9.1.3.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	SRNC-ID
	M
	
	RNC-ID

9.2.1.50
	If the Extended SRNC-ID IE is included in the message, the SRNC-ID IE shall be ignored.
	YES
	reject

	S-RNTI
	M
	
	9.2.1.53
	
	YES
	reject

	D-RNTI
	O
	
	9.2.1.24
	
	YES
	reject

	UL Physical Channel Information
	
	1
	
	
	YES
	reject

	>Maximum Number of Timeslots
	M
	
	9.2.3.3A
	For the UL
	–
	

	>Minimum Spreading Factor
	M
	
	9.2.3.4A
	For the UL
	–
	

	>Maximum Number of UL Physical Channels per Timeslot
	M
	
	9.2.3.3B
	
	–
	

	>Support of 8PSK
	O
	
	9.2.3.7H
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>Minimum Spreading Factor 7.68Mcps
	O
	
	9.2.3.19
	Applicable to 7.68Mcps TDD only
	YES
	ignore

	DL Physical Channel Information
	
	1
	
	
	YES
	reject

	>Maximum Number of Timeslots
	M
	
	9.2.3.3A
	For the DL
	–
	

	>Minimum Spreading Factor
	M
	
	9.2.3.4A
	For the DL
	–
	

	>Maximum Number of DL Physical Channels
	M
	
	9.2.3.3C
	
	–
	

	>Maximum Number of DL Physical Channels per Timeslot 
	O
	
	9.2.3.3D
	
	YES
	ignore

	>Support of 8PSK
	O
	
	9.2.3.7H
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>Support of PLCCH
	O
	
	9.2.3.16
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>Minimum Spreading Factor 7.68Mcps
	O
	
	9.2.3.19
	Applicable to 7.68Mcps TDD only
	YES
	ignore

	>Maximum Number of DL Physical Channels 7.68Mcps
	O
	
	9.2.3.20
	Applicable to 7.68Mcps TDD only
	YES
	ignore

	>Maximum Number of DL Physical Channels per Timeslot 7.68Mcps
	O
	
	9.2.3.21
	Applicable to 7.68Mcps TDD only
	YES
	ignore

	Allowed Queuing Time
	O
	
	9.2.1.2
	
	YES
	reject

	UL CCTrCH Information
	
	0..<maxnoofCCTrCHs>
	
	For DCH and USCH
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>TFCS
	M
	
	9.2.1.63
	For the UL.
	–
	

	>TFCI Coding
	M
	
	9.2.3.11
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.46
	
	–
	

	>TDD TPC Uplink Step Size
	O
	
	9.2.3.10a
	Mandatory for 1.28Mcps TDD, not applicable to 3.84Mcps TDD or 7.68Mcps TDD
	YES
	reject

	DL CCTrCH Information
	
	0..<maxnoofCCTrCHs>
	
	For DCH and DSCH
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>TFCS
	M
	
	9.2.1.63
	For the DL.
	–
	

	>TFCI Coding
	M
	
	9.2.3.11
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.46
	
	–
	

	>TDD TPC Downlink Step Size
	M
	
	9.2.3.10
	
	–
	

	>TPC CCTrCH List
	
	0..<maxnoCCTrCHs>
	
	List of uplink CCTrCH which provide TPC
	–
	

	>>TPC CCTrCH ID 
	M
	
	CCTrCH ID

9.2.3.2
	
	–
	

	DCH Information
	O
	
	DCH TDD Information

9.2.3.2A
	
	YES
	reject

	DSCH Information
	O
	
	DSCH TDD Information

9.2.3.3a
	
	YES
	reject

	USCH Information
	O
	
	9.2.3.15
	
	YES
	reject

	RL Information
	
	1
	
	
	YES
	reject

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>C-ID
	M
	
	9.2.1.6
	
	–
	

	>Frame Offset
	M
	
	9.2.1.30
	
	–
	

	>Special Burst Scheduling
	M
	
	9.2.3.7D
	
	–
	

	>Primary CCPCH RSCP
	O
	
	9.2.3.5
	
	–
	

	>DL Time Slot ISCP Info
	O
	
	9.2.3.2D
	Applicable to 3.84Mcps TDD and 7.68Mcps TDD only
	–
	

	>DL Time Slot ISCP Info LCR
	O
	
	9.2.3.2F
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>TSTD Support Indicator
	O
	
	9.2.3.13F
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>RL Specific DCH Information
	O
	
	9.2.1.49A
	
	YES
	ignore

	>Delayed Activation
	O
	
	9.2.1.19Aa
	
	YES
	reject

	>UL Synchronisation Parameters LCR
	
	0..1
	
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	YES
	reject

	>>Uplink Synchronisation Step Size
	M
	
	9.2.3.13J
	
	–
	

	>>Uplink Synchronisation Frequency
	M
	
	9.2.3.13I
	
	–
	

	>Primary CCPCH RSCP Delta
	O
	
	9.2.3.5a
	
	YES
	ignore

	Permanent NAS UE Identity
	O
	
	9.2.1.73
	
	YES
	ignore

	HS-DSCH Information
	O
	
	HS-DSCH TDD Information 9.2.3.3aa
	
	YES
	reject

	HS-PDSCH RL ID
	C - InfoHSDSCH
	
	RL ID 9.2.1.49
	
	YES
	reject

	PDSCH-RL-ID
	O
	
	RL ID
9.2.1.49
	
	YES
	ignore

	MBMS Bearer Service List
	
	0..<maxnoofMBMS>
	
	
	GLOBAL
	notify

	>TMGI
	M
	
	9.2.1.80
	
	–
	

	E-DCH Information
	
	0..1
	
	3.84Mcps TDD only
	YES
	reject

	>E-PUCH Information
	M
	
	9.2.3.36
	
	–
	

	>E-TFCS Information TDD
	M
	
	9.2.3.37
	
	–
	

	>E-DCH MAC-d Flows Information TDD
	M
	
	9.2.3.38
	
	–
	

	>E-DCH TDD Information
	M
	
	9.2.3.40
	
	–
	

	E-DCH Serving RL
	O
	
	9.2.1.49
	TDD only
	YES
	reject

	E-DCH Information 7.68Mcps
	
	0..1
	
	7.68Mcps TDD only
	YES
	reject

	>E-PUCH Information
	M
	
	9.2.3.36
	
	–
	

	>E-TFCS Information TDD
	M
	
	9.2.3.37
	
	–
	

	>E-DCH MAC-d Flows Information TDD
	M
	
	9.2.3.38
	
	–
	

	>E-DCH TDD Information 7.68Mcps
	M
	
	9.2.3.51
	
	–
	

	E-DCH Information 1.28Mcps
	
	0..1
	
	1.28Mcps TDD only
	YES
	reject

	>E-PUCH Information LCR
	M
	
	9.2.3.36a
	
	–
	

	>E-TFCS Information TDD 
	M
	
	9.2.3.37
	
	–
	

	>E-DCH MAC-d Flows Information TDD
	M
	
	9.2.3.38
	
	–
	

	>E-DCH TDD Information LCR
	M
	
	9.2.3.40a
	
	–
	

	Extended SRNC-ID
	O
	
	Extended RNC-ID

9.2.1.xx
	The Extended SRNC-ID IE shall be used if the RNC identity has a value larger than 4095.
	YES
	reject


	Condition
	Explanation

	InfoHSDSCH
	This IE shall be present if HS-DSCH Information IE is present.


	Range bound
	Explanation

	maxnoofCCTrCHs
	Maximum number of CCTrCH for one UE.

	maxnoofMBMS
	Maximum number of MBMS bearer services that a UE can join.


9.1.25
DOWNLINK SIGNALLING TRANSFER REQUEST

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	C-ID
	M
	
	9.2.1.6
	May be a GERAN cell identifier
	YES
	ignore

	D-RNTI
	M
	
	9.2.1.24
	
	YES
	ignore

	L3 Information
	M
	
	9.2.1.32
	
	YES
	ignore

	D-RNTI Release Indication
	M
	
	9.2.1.25
	
	YES
	ignore

	URA-ID
	O
	
	9.2.1.70
	
	YES
	ignore

	MBMS Bearer Service List
	
	0..<maxnoofMBMS>
	
	
	GLOBAL
	ignore

	>TMGI
	M
	
	9.2.1.80
	
	–
	

	Old URA-ID
	O
	
	URA-ID

9.2.1.70
	
	YES
	ignore

	SRNC-ID
	C-URA
	
	RNC-ID

9.2.1.50
	If the Extended SRNC-ID IE is included in the message, the SRNC-ID IE shall be ignored.
	YES
	ignore

	Extended SRNC-ID
	O
	
	Extended RNC-ID

9.2.1.xx
	The Extended SRNC-ID IE shall be used if the RNC identity has a value larger than 4095.
	YES
	reject


	Condition
	Explanation

	URA
	The IE shall be present if the URA-ID IE or Old URA-ID IE is present.


	Range bound
	Explanation

	maxnoofMBMS
	Maximum number of MBMS bearer services that a UE can join.


9.1.27
PAGING REQUEST

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	CHOICE Paging Area
	M
	
	
	
	YES
	ignore

	>URA
	
	
	
	
	–
	

	>>URA-ID
	M
	
	9.2.1.70
	May be a GRA-ID.
	–
	

	>Cell
	
	
	
	UTRAN only
	–
	

	>>C-ID
	M
	
	9.2.1.6
	
	–
	

	SRNC-ID
	M
	
	RNC-ID

9.2.1.50
	May be a BSC-ID.

If the Extended SRNC-ID IE is included in the message, the SRNC-ID IE shall be ignored.
	YES
	ignore

	S-RNTI
	M
	
	9.2.1.53
	
	YES
	ignore

	IMSI
	M
	
	9.2.1.31
	
	YES
	ignore

	DRX Cycle Length Coefficient
	M
	
	9.2.1.26
	
	YES
	ignore

	CN Originated Page to Connected Mode UE
	
	0..1
	
	
	YES
	ignore

	>Paging Cause
	M
	
	9.2.1.41E
	
	–
	

	>CN Domain Type
	M
	
	9.2.1.11A
	
	–
	

	>Paging Record Type 
	M
	
	9.2.1.41F
	
	–
	

	
	
	
	
	
	
	

	Extended SRNC-ID
	O
	
	Extended RNC-ID

9.2.1.xx
	The Extended SRNC-ID IE shall be used if the RNC identity has a value larger than 4095.
	YES
	reject


9.1.55
RESET REQUEST

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	RNC-ID
	M
	
	9.2.1.50
	Identity of the sending RNC.
If the Extended RNC-ID IE is included in the message, the RNC-ID IE shall be ignored.
	YES
	reject

	CHOICE Reset Indicator 
	M
	
	
	
	YES
	reject

	>Context
	
	
	
	
	–
	

	>>Context Information
	
	1..<maxResetContext>
	
	
	EACH
	reject

	     >>>CHOICE Context     

            Type
	M
	
	
	
	–
	

	>>>>SRNTI
	
	
	
	
	–
	

	>>>>>S-RNTI
	M
	
	9.2.1.53
	
	–
	

	>>>>DRNTI
	
	
	
	
	–
	

	>>>>>D-RNTI 
	M
	
	9.2.1.24
	
	–
	

	>All Contexts
	
	
	NULL
	
	–
	

	>Context Group
	
	
	
	
	_
	

	>>Context Group Information
	
	1..<maxResetContextGroups>
	
	
	EACH
	reject

	>>>S-RNTI Group
	M
	
	9.2.1.53a
	
	–
	

	Extended RNC-ID
	O
	
	9.2.1.xx
	Identity of the sending RNC.
The Extended RNC-ID IE shall be used if the RNC identity has a value larger than 4095.
	YES
	reject


	Range bound
	Explanation

	maxResetContext
	Maximum number of contexts that can be reset by one RESET message. 

	maxResetContextGroups
	Maximum number of context groups that can be reset by one RESET message. 


9.1.56
RESET RESPONSE

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	RNC-ID
	M
	
	9.2.1.50
	Identity of the sending RNC.
If the Extended RNC-ID IE is included in the message, the RNC-ID IE shall be ignored.
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore

	Extended RNC-ID
	O
	
	9.2.1.xx
	Identity of the sending RNC.
The Extended RNC-ID IE shall be used if the RNC identity has a value larger than 4095.
	YES
	reject


9.1.67
MBMS ATTACH COMMAND

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	MBMS Bearer Service List
	
	1..<maxnoofMBMS>
	
	
	GLOBAL
	ignore

	>TMGI
	M
	
	9.2.1.80
	
	–
	

	CHOICE UE State
	O
	
	
	
	YES
	ignore

	>CELL_FACH/CELL_PCH
	
	
	
	
	–
	

	>>D-RNTI
	M
	
	9.2.1.24
	
	–
	

	>URA_PCH
	
	
	
	
	–
	

	>>SRNC-ID
	M
	
	RNC-ID

9.2.1.50
	If the Extended SRNC-ID IE is included in the message, the SRNC-ID IE shall be ignored.
	–
	

	>>URA-ID
	M
	
	9.2.1.70
	
	–
	

	>>Extended SRNC-ID
	O
	
	Extended RNC-ID

9.2.1.xx
	The Extended SRNC-ID IE shall be used if the RNC identity has a value larger than 4095.
	YES
	reject


	Range bound
	Explanation

	maxnoofMBMS
	Maximum number of MBMS bearer services that a UE can join.


9.1.68
MBMS DETACH COMMAND
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	MBMS Bearer Service List 
	
	1..<maxnoofMBMS>
	
	
	GLOBAL
	ignore

	>TMGI
	M
	
	9.2.1.80
	
	–
	

	CHOICE UE State
	O
	
	
	
	YES
	ignore

	>CELL_FACH/CELL_PCH
	
	
	
	
	–
	

	>>D-RNTI
	M
	
	9.2.1.24
	
	–
	

	>URA_PCH
	
	
	
	
	–
	

	>>SRNC-ID
	M
	
	RNC-ID

9.2.1.50
	If the Extended SRNC-ID IE is included in the message, the SRNC-ID IE shall be ignored.
	–
	

	>>URA-ID
	M
	
	9.2.1.70
	
	–
	

	>>Extended SRNC-ID
	O
	
	Extended RNC-ID

9.2.1.xx
	The Extended SRNC-ID IE shall be used if the RNC identity has a value larger than 4095.
	YES
	reject


	Range bound
	Explanation

	maxnoofMBMS
	Maximum number of MBMS bearer services that a UE can join.


9.1.69
DIRECT INFORMATION TRANSFER
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	RNC-ID
	M
	
	9.2.1.50
	ID of an RNC which initiates the procedure.
If the Extended RNC-ID IE is included in the message, the RNC-ID IE shall be ignored.
	YES
	ignore

	Provided Information
	M
	
	9.2.1.85
	
	YES
	ignore

	Extended RNC-ID
	O
	
	9.2.1.xx
	The Extended RNC-ID IE shall be used if the RNC identity has a value larger than 4095.
	YES
	reject


9.2.1.41A
Neighbouring UMTS Cell Information

The Neighbouring UMTS Cell Information IE provides information for UMTS Cells that are neighbouring cells to a cell in the DRNC. The neighbouring cell information is provided for each RNC (including the DRNC) that has cells that are neighbouring cells to the cell in the DRNC.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Neighbouring UMTS Cell Information
	
	1..<maxnoofneighbouringRNCs>
	
	
	EACH
	ignore

	>RNC-ID
	M
	
	9.2.1.50
	If the Extended RNC-ID IE is included in the Neighbouring UMTS Cell Information IE, the RNC-ID IE shall be ignored.
	–
	

	>CN PS Domain Identifier
	O
	
	9.2.1.12
	
	–
	

	>CN CS Domain Identifier
	O
	
	9.2.1.11
	
	–
	

	>Neighbouring FDD Cell Information
	O
	
	9.2.1.41B
	
	–
	

	>Neighbouring TDD Cell Information
	O
	
	9.2.1.41D
	
	–
	

	>Neighbouring TDD Cell Information LCR
	O
	
	9.2.1.72
	
	YES
	ignore

	>Extended RNC-ID
	O
	
	9.2.1.xx
	The Extended RNC-ID IE shall be used if the RNC identity has a value larger than 4095.
	YES
	reject


	Range bound
	Explanation

	maxnoofneighbouringRNCs
	Maximum number of neighbouring RNCs.


9.2.1.70B
URA Information

The URA Information IE contains URA Information for one cell.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	URA ID
	M
	
	9.2.1.70
	
	–
	

	Multiple URAs Indicator
	M
	
	9.2.1.41
	
	–
	

	RNCs with Cells in the Accessed URA
	
	0 .. <maxRNCinURA-1>
	
	Other RNCs having at least one cell in the URA identified by the URA ID IE.
	–
	

	>RNC-ID
	M
	
	9.2.1.50
	If the Extended RNC-ID IE is included in the URA Information IE, the RNC-ID IE shall be ignored.
	–
	

	>Extended RNC-ID
	O
	
	9.2.1.xx
	The Extended RNC-ID IE shall be used if the RNC identity has a value larger than 4095.
	YES
	reject


	Range Bound
	Explanation

	maxRNCinURA
	Maximum number of RNC in one URA.


9.2.1.71
UTRAN Cell Identifier (UC-ID)

The UC-ID (UTRAN Cell identifier) is the identifier of a cell in one UTRAN.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	RNC-ID
	M
	
	9.2.1.50
	If the Extended RNC-ID IE is included in the UC-ID IE, the RNC-ID IE shall be ignored.

	C-ID
	M
	
	9.2.1.6
	

	Extended RNC-ID
	O
	
	9.2.1.xx
	The Extended RNC-ID IE shall be used if the RNC identity has a value larger than 4095.


9.2.1.xx
Extended RNC-ID

This is the identifier of one RNC in UTRAN.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Extended RNC-ID
	
	
	INTEGER(4096..65535)
	Note: Application of the Extended RNC-ID IE to very large networks is FFS.


9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for RNSAP.

--

-- **************************************************************

RNSAP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-PDU-Contents (1) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Active-Pattern-Sequence-Information,


Active-MBMS-Bearer-Service-ListFDD,

Active-MBMS-Bearer-Service-ListFDD-PFL,


Active-MBMS-Bearer-Service-ListTDD,


Active-MBMS-Bearer-Service-ListTDD-PFL,

AllocationRetentionPriority,


AllowedQueuingTime,


Allowed-Rate-Information,

AlphaValue,

AlternativeFormatReportingIndicator,

AntennaColocationIndicator,

BLER,


SCTD-Indicator,

BindingID,


C-ID,


C-RNTI,


CCTrCH-ID,


CFN,


CGI,


ClosedLoopMode1-SupportIndicator,


Closedlooptimingadjustmentmode,

CN-CS-DomainIdentifier,


CN-PS-DomainIdentifier,


CNDomainType,

Cause,


CellCapabilityContainer-FDD,


CellCapabilityContainer-TDD,


CellCapabilityContainer-TDD-LCR,


CellCapabilityContainer-TDD768,


CellParameterID,


CellPortionID,

ChipOffset,


CommonMeasurementAccuracy,


CommonMeasurementType,


CommonMeasurementValue,

CommonMeasurementValueInformation,

CommonTransportChannelResourcesInitialisationNotRequired,

CongestionCause,

Continuous-Packet-Connectivity-DTX-DRX-Information,

Continuous-Packet-Connectivity-HS-SCCH-Less-Information,

Continuous-Packet-Connectivity-HS-SCCH-Less-Information-Response,

CPC-Information,

CoverageIndicator,

CriticalityDiagnostics,


D-RNTI,


D-RNTI-ReleaseIndication,


DCH-FDD-Information,

DCH-ID,


DCH-Indicator-For-E-DCH-HSDPA-Operation,


DPCH-ID768,

DCH-InformationResponse,


DCH-TDD-Information,

DL-DPCH-SlotFormat,


DL-TimeslotISCP,

DL-Power,

DL-PowerBalancing-Information,


DL-PowerBalancing-ActivationIndicator,


DL-PowerBalancing-UpdatedIndicator,


DL-ReferencePowerInformation,


DL-ScramblingCode,


DL-Timeslot-Information,


DL-Timeslot-Information768,


DL-TimeslotLCR-Information,

DL-TimeSlot-ISCP-Info,

DL-TimeSlot-ISCP-LCR-Information,

DPC-Mode,

DPC-Mode-Change-SupportIndicator,

DPCH-ID,


DL-DPCH-TimingAdjustment,

DRXCycleLengthCoefficient,


DedicatedMeasurementType,

DedicatedMeasurementValue,


DedicatedMeasurementValueInformation,

DelayedActivation,


DelayedActivationUpdate,

DiversityControlField,


DiversityMode,


DSCH-FlowControlInformation,


DSCH-FlowControlItem,


DSCH-TDD-Information,

DSCH-ID,

DSCH-RNTI,


EDCH-FDD-Information,


EDCH-FDD-InformationResponse,


EDCH-FDD-Information-To-Modify,

EDCH-FDD-DL-ControlChannelInformation,

EDCH-DDI-Value,

EDCH-MACdFlow-ID,

EDCH-MACdFlow-Specific-InfoList,

EDCH-MACdFlows-To-Delete,


EDCH-MACdFlows-Information,

EDCH-RL-Indication,

EDCH-Serving-RL,

E-DCH-Serving-cell-change-informationResponse,


EDPCH-Information-FDD,


EDPCH-Information-RLReconfPrepare-FDD,

EDPCH-Information-RLReconfRequest-FDD,


E-DCH-FDD-Update-Information,


E-DPCCH-PO,


E-RGCH-2-IndexStepThreshold,


E-RGCH-3-IndexStepThreshold,

E-RNTI,


E-TFCS-Information,


E-TTI,

ExtendedPropagationDelay,

Extended-RNC-ID,

SchedulingPriorityIndicator,

Enhanced-PrimaryCPICH-EcNo,

FACH-FlowControlInformation,


Fast-Reconfiguration-Mode,


Fast-Reconfiguration-Permission,


FDD-DCHs-to-Modify,

FDD-DL-ChannelisationCodeNumber,


FDD-DL-CodeInformation,

FDD-TPC-DownlinkStepSize,

FirstRLS-Indicator,

FNReportingIndicator,

FrameHandlingPriority,


FrameOffset,


GA-AccessPointPosition,


GA-Cell,

GA-CellAdditionalShapes,


HARQ-Info-for-E-DCH,

HCS-Prio,


HSDSCH-Configured-Indicator,

HSDSCH-FDD-Information,


HSDSCH-FDD-Information-Response,

HSDSCH-FDD-Update-Information,

HSDSCH-TDD-Update-Information,

HSDSCH-Information-to-Modify,


HSDSCH-Information-to-Modify-Unsynchronised,


HSDSCH-MACdFlow-ID,


HSDSCH-MACdFlows-Information,


HSDSCH-MACdFlows-to-Delete,

HSDSCH-RNTI,


HS-DSCH-serving-cell-change-information,


HS-DSCH-serving-cell-change-informationResponse,

HSDSCH-TDD-Information,


HSDSCH-TDD-Information-Response,


HS-SICH-ID,

IMSI,


InformationExchangeID,


InformationReportCharacteristics,


InformationType,

Initial-DL-DPCH-TimingAdjustment-Allowed,


InnerLoopDLPCStatus,

Inter-Frequency-Cell-List,

L3-Information,


LimitedPowerIncrease,


MaximumAllowedULTxPower,


MaxNrDLPhysicalchannels,


MaxNrDLPhysicalchannelsTS,

MaxNrDLPhysicalchannels768,


MaxNrDLPhysicalchannelsTS768,


MaxNrOfUL-DPCHs,


MaxNrTimeslots,

MaxNrULPhysicalchannels,


MACes-Guaranteed-Bitrate,

MaxNr-Retransmissions-EDCH,

Max-Set-E-DPDCHs,


MeasurementFilterCoefficient,


MeasurementID,


MeasurementRecoveryBehavior,


MeasurementRecoveryReportingIndicator,


MeasurementRecoverySupportIndicator,


MBMS-Bearer-Service-List,


MidambleAllocationMode,

MidambleShiftAndBurstType,


MidambleShiftAndBurstType768,


MidambleShiftLCR,

MinimumSpreadingFactor,


MinimumSpreadingFactor768,

MinUL-ChannelisationCodeLength,


MultiplexingPosition,


NeighbouringFDDCellMeasurementInformation,


NeighbouringTDDCellMeasurementInformation,

NeighbouringTDDCellMeasurementInformation768,

Neighbouring-GSM-CellInformation,

Neighbouring-UMTS-CellInformation,

NeighbouringTDDCellMeasurementInformationLCR,


NrOfDLchannelisationcodes,

PagingCause,


PagingRecordType,

PartialReportingIndicator,

PayloadCRC-PresenceIndicator,

PCCPCH-Power,

PC-Preamble,

Permanent-NAS-UE-Identity,


Phase-Reference-Update-Indicator,


PowerAdjustmentType,

PowerOffset,


PrimaryCCPCH-RSCP,

PrimaryCPICH-EcNo,


PrimaryCPICH-Power,


Primary-CPICH-Usage-For-Channel-Estimation,

PrimaryScramblingCode,


PropagationDelay,

ProvidedInformation,

PunctureLimit,


QE-Selector,


RANAP-RelocationInformation,


RB-Info,


RL-ID,


RL-Set-ID,

RL-Specific-EDCH-Information,

RNC-ID,


RepetitionLength,


RepetitionPeriod,


ReportCharacteristics,


Received-total-wide-band-power,

RequestedDataValue,


RequestedDataValueInformation,

RL-Specific-DCH-Info,

RxTimingDeviationForTA,

RxTimingDeviationForTA768,

S-RNTI,


S-RNTI-Group,


SCH-TimeSlot,

SAI,


SFN,

Secondary-CCPCH-Info-TDD,

Secondary-CCPCH-Info-TDD768,


Secondary-CPICH-Information,

Secondary-CPICH-Information-Change,


Secondary-LCR-CCPCH-Info-TDD,

SNA-Information,

SpecialBurstScheduling,

SSDT-SupportIndicator,


STTD-SupportIndicator,


AdjustmentPeriod,

ScaledAdjustmentRatio,

MaxAdjustmentStep,


SRB-Delay,


Support-8PSK,


SyncCase,


SynchronisationConfiguration,


SixtyfourQAM-DL-SupportIndicator,

TDD-ChannelisationCode,


TDD-ChannelisationCode768,


TDD-DCHs-to-Modify,


TDD-DL-Code-Information,

TDD-DPCHOffset,

TDD-PhysicalChannelOffset,


TDD-TPC-DownlinkStepSize,

TDD-ChannelisationCodeLCR,


TDD-DL-Code-LCR-Information,


TDD-DL-Code-Information768,

TDD-UL-Code-Information,

TDD-UL-Code-LCR-Information,


TDD-UL-Code-Information768,

TFCI-Coding,


TFCI-Presence,


TFCI-SignallingMode,


TimeSlot,


TimeSlotLCR,

TimingAdvanceApplied,


TMGI,


TnlQos,

ToAWE,


ToAWS,


TraceDepth,


TraceRecordingSessionReference,


TraceReference,


TrafficClass,

TransmitDiversityIndicator,


TransportBearerID,


TransportBearerRequestIndicator,


TFCS,


Transmission-Gap-Pattern-Sequence-Information,

TransportFormatManagement,


TransportFormatSet,


TransportLayerAddress,


TrCH-SrcStatisticsDescr,


TSTD-Indicator,


TSTD-Support-Indicator,

UARFCN,


UC-ID,


UEIdentity,


UEMeasurementType,

UEMeasurementTimeslotInfoHCR,

UEMeasurementTimeslotInfoLCR,


UEMeasurementTimeslotInfo768,

UEMeasurementReportCharacteristics,

UEMeasurementParameterModAllow,


UEMeasurementValueInformation,

UE-State,


UL-DPCCH-SlotFormat,

UL-DPDCHIndicatorEDCH,

UL-SIR,


UL-FP-Mode,


UL-PhysCH-SF-Variation,

UL-ScramblingCode,


UL-Timeslot-Information,


UL-Timeslot-Information768,

UL-TimeslotLCR-Information,

UL-TimeSlot-ISCP-Info,

UL-TimeSlot-ISCP-LCR-Info,

URA-ID,


URA-Information,


USCH-ID,


USCH-Information,


UL-Synchronisation-Parameters-LCR,


TDD-DL-DPCH-TimeSlotFormat-LCR,


TDD-UL-DPCH-TimeSlotFormat-LCR,


MAChs-ResetIndicator,


UL-TimingAdvanceCtrl-LCR,


TDD-TPC-UplinkStepSize-LCR,


PrimaryCCPCH-RSCP-Delta,


SynchronisationIndicator,


Support-PLCCH,


PLCCHinformation,


RxTimingDeviationForTAext,


E-DCH-Information,


E-DCH-Information-Reconfig,

E-DCH-Information-Response,


E-DCH-768-Information,


E-DCH-768-Information-Reconfig,

E-DCH-768-Information-Response,

E-DCH-LCR-Information,


E-DCH-LCR-Information-Reconfig,

E-DCH-LCR-Information-Response
FROM RNSAP-IEs

PrivateIE-Container{},

ProtocolExtensionContainer{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-Container{},


ProtocolIE-Single-Container{},

RNSAP-PRIVATE-IES,


RNSAP-PROTOCOL-EXTENSION,


RNSAP-PROTOCOL-IES,


RNSAP-PROTOCOL-IES-PAIR

FROM RNSAP-Containers


maxCellsMeas,

maxNoOfDSCHs,


maxNoOfUSCHs,

maxNrOfCCTrCHs,


maxNrOfDCHs,


maxNrOfTS,

maxNrOfDPCHs,


maxNrOfDPCHs768,

maxNrOfDPCHsPerRL-1,

maxNrOfDPCHs768PerRL-1,


maxNrOfInterfaces,


maxNrOfRLs,


maxNrOfRLSets,


maxNrOfRLSets-1,


maxNrOfRLs-1,


maxNrOfRLs-2,


maxNrOfULTs,

maxNrOfDLTs,

maxResetContext,


maxResetContextGroup,

maxNoOfDSCHsLCR,


maxNoOfUSCHsLCR,


maxNrOfCCTrCHsLCR,


maxNrOfTsLCR,


maxNrOfDLTsLCR,


maxNrOfULTsLCR,


maxNrOfDPCHsLCR,

maxNrOfDPCHsLCRPerRL-1,

maxNrOfLCRTDDNeighboursPerRNC,

maxNrOfMeasNCell,

maxNrOfMACdFlows,

maxNrOfMACdPDUSize,

maxNrOfEDCHMACdFlows,


maxNrOfHSSICHs,

maxNrOfHSSICHs-1,

maxNrOfActiveMBMSServices,


maxNrOfMBMSServices,

maxNrofSigSeqERGHICH-1,


id-Active-MBMS-Bearer-ServiceFDD,

id-Active-MBMS-Bearer-ServiceFDD-PFL,

id-Active-MBMS-Bearer-ServiceTDD,

id-Active-MBMS-Bearer-ServiceTDD-PFL,

id-Active-Pattern-Sequence-Information,

id-AdjustmentRatio,


id-AllowedQueuingTime,


id-AlternativeFormatReportingIndicator,

id-AntennaColocationIndicator,

id-BindingID,


id-C-ID,


id-C-RNTI,


id-CFN,

    id-CFNReportingIndicator,

id-CN-CS-DomainIdentifier,


id-CN-PS-DomainIdentifier,


id-Cause,


id-CauseLevel-RL-AdditionFailureFDD,


id-CauseLevel-RL-AdditionFailureTDD,


id-CauseLevel-RL-ReconfFailure,


id-CauseLevel-RL-SetupFailureFDD,


id-CauseLevel-RL-SetupFailureTDD,

id-CCTrCH-InformationItem-RL-FailureInd,


id-CCTrCH-InformationItem-RL-RestoreInd,

id-CellCapabilityContainer-FDD,


id-CellCapabilityContainer-TDD,


id-CellCapabilityContainer-TDD-LCR,

id-CellPortionID,

id-ClosedLoopMode1-SupportIndicator,

id-CNOriginatedPage-PagingRqst,

id-CommonMeasurementAccuracy,


id-CommonMeasurementObjectType-CM-Rprt,

id-CommonMeasurementObjectType-CM-Rqst,

id-CommonMeasurementObjectType-CM-Rsp,


id-CommonMeasurementType,

id-CommonTransportChannelResourcesInitialisationNotRequired,

id-CongestionCause,

id-Continuous-Packet-Connectivity-DTX-DRX-Information,

id-Continuous-Packet-Connectivity-HS-SCCH-Less-Information,

id-Continuous-Packet-Connectivity-HS-SCCH-Less-Information-Response,

id-CPC-Information,

id-CoverageIndicator,

id-CriticalityDiagnostics,


id-D-RNTI,


id-D-RNTI-ReleaseIndication,


id-DCHs-to-Add-FDD,


id-DCHs-to-Add-TDD,


id-DCH-DeleteList-RL-ReconfPrepFDD,


id-DCH-DeleteList-RL-ReconfPrepTDD,


id-DCH-DeleteList-RL-ReconfRqstFDD,


id-DCH-DeleteList-RL-ReconfRqstTDD,


id-DCH-FDD-Information,


id-DCH-TDD-Information,

id-DCH-Indicator-For-E-DCH-HSDPA-Operation,

id-FDD-DCHs-to-Modify,


id-TDD-DCHs-to-Modify,


id-DCH-InformationResponse,


id-DCH-Rate-InformationItem-RL-CongestInd,

id-DL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD,

id-DL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD,


id-DL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD,

id-DL-CCTrCH-InformationListIE-RL-ReconfReadyTDD,

id-DL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD,


id-DL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD,

id-DL-CCTrCH-InformationItem-RL-SetupRqstTDD,

id-DL-CCTrCH-InformationListIE-PhyChReconfRqstTDD,

id-DL-CCTrCH-InformationListIE-RL-AdditionRspTDD,


id-DL-CCTrCH-InformationListIE-RL-SetupRspTDD,

id-DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD,


id-DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD,

id-DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD,

id-DL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD,


id-DL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD,

id-DL-CCTrCH-InformationList-RL-SetupRqstTDD,

id-FDD-DL-CodeInformation,

id-DL-DPCH-Information-RL-ReconfPrepFDD,


id-DL-DPCH-Information-RL-SetupRqstFDD,


id-DL-DPCH-Information-RL-ReconfRqstFDD,

id-DL-DPCH-InformationItem-PhyChReconfRqstTDD,

id-DL-DPCH-InformationItem-RL-AdditionRspTDD,

id-DL-DPCH-InformationItem-RL-SetupRspTDD,

id-DL-DPCH-InformationAddListIE-RL-ReconfReadyTDD,

id-DL-DPCH-InformationDeleteListIE-RL-ReconfReadyTDD,

id-DL-DPCH-InformationModifyListIE-RL-ReconfReadyTDD,

id-DL-DPCH-TimingAdjustment,

id-DL-DPCH-Power-Information-RL-ReconfPrepFDD,


id-DL-Physical-Channel-Information-RL-SetupRqstTDD,

id-DL-PowerBalancing-Information,


id-DL-PowerBalancing-ActivationIndicator,


id-DL-PowerBalancing-UpdatedIndicator,


id-DL-ReferencePowerInformation,


id-DLReferencePower,


id-DLReferencePowerList-DL-PC-Rqst,


id-DL-ReferencePowerInformation-DL-PC-Rqst,


id-DRXCycleLengthCoefficient,


id-DedicatedMeasurementObjectType-DM-Fail,


id-DedicatedMeasurementObjectType-DM-Fail-Ind,

id-DedicatedMeasurementObjectType-DM-Rprt,


id-DedicatedMeasurementObjectType-DM-Rqst,


id-DedicatedMeasurementObjectType-DM-Rsp,


id-DedicatedMeasurementType,


id-DelayedActivation,


id-DelayedActivationList-RL-ActivationCmdFDD,


id-DelayedActivationList-RL-ActivationCmdTDD,


id-DelayedActivationInformation-RL-ActivationCmdFDD,

id-DelayedActivationInformation-RL-ActivationCmdTDD,

id-DPC-Mode,

id-DPC-Mode-Change-SupportIndicator,

id-DSCHs-to-Add-TDD,


id-DSCH-DeleteList-RL-ReconfPrepTDD,


id-DSCH-InformationListIE-RL-AdditionRspTDD,


id-DSCH-InformationListIEs-RL-SetupRspTDD,


id-DSCH-TDD-Information,


id-DSCH-ModifyList-RL-ReconfPrepTDD,


id-DSCH-RNTI,

id-DSCHToBeAddedOrModifiedList-RL-ReconfReadyTDD,


id-EDPCH-Information,


id-EDCH-RL-Indication,


id-EDCH-FDD-Information,


id-Serving-EDCHRL-Id,


id-EDCH-FDD-DL-ControlChannelInformation,

id-EDCH-FDD-InformationResponse,


id-E-DCH-FDD-Update-Information,


id-EDCH-MACdFlows-To-Add,


id-EDCH-FDD-Information-To-Modify,


id-EDCH-MACdFlows-To-Delete,


id-EDPCH-Information-RLReconfRequest-FDD,


id-EDPCH-Information-RLAdditionReq-FDD,

id-EDCH-MacdFlowSpecificInformationList-RL-PreemptRequiredInd,


id-EDCH-MacdFlowSpecificInformationItem-RL-PreemptRequiredInd,


id-EDCH-MacdFlowSpecificInformationList-RL-CongestInd,


id-EDCH-MacdFlowSpecificInformationItem-RL-CongestInd,


id-ExtendedPropagationDelay,

id-Extended-SRNC-ID,

id-Extended-RNC-ID,

id-Serving-cell-change-CFN,


id-E-DCH-Serving-cell-change-informationResponse,

id-Enhanced-PrimaryCPICH-EcNo,

id-FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspFDD,


id-FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspTDD,

id-Fast-Reconfiguration-Mode,


id-Fast-Reconfiguration-Permission,


id-F-DPCH-Information-RL-ReconfPrepFDD,


id-F-DPCH-Information-RL-SetupRqstFDD,


id-GA-Cell,

id-GA-CellAdditionalShapes,

id-GSM-Cell-InfEx-Rqst,

id-HCS-Prio,


id-HSDSCH-Configured-Indicator,

id-HSDSCH-FDD-Information,


id-HSDSCH-FDD-Information-Response,


id-HSDSCH-FDD-Update-Information,


id-HSDSCH-TDD-Update-Information,

id-HSDSCH-Information-to-Modify,


id-HSDSCH-Information-to-Modify-Unsynchronised,


id-HSDSCH-MACdFlows-to-Add,


id-HSDSCH-MACdFlows-to-Delete,

id-HSDSCHMacdFlowSpecificInformationList-RL-PreemptRequiredInd,


id-HSDSCHMacdFlowSpecificInformationItem-RL-PreemptRequiredInd,


id-HSDSCH-RNTI,


id-HS-DSCH-serving-cell-change-information,


id-HS-DSCH-serving-cell-change-informationResponse,


id-HSDSCH-TDD-Information,


id-HSDSCH-TDD-Information-Response,

id-HSPDSCH-RL-ID,


id-HSPDSCH-Timeslot-InformationList-PhyChReconfRqstTDD,


id-HSPDSCH-Timeslot-InformationListLCR-PhyChReconfRqstTDD,

id-HSSICH-Info-DM-Rprt,


id-HSSICH-Info-DM-Rqst,

id-HSSICH-Info-DM,

id-IMSI,


id-InformationExchangeID,


id-InformationExchangeObjectType-InfEx-Rprt,


id-InformationExchangeObjectType-InfEx-Rqst,


id-InformationExchangeObjectType-InfEx-Rsp,


id-InformationReportCharacteristics,


id-InformationType,

id-Initial-DL-DPCH-TimingAdjustment,


id-Initial-DL-DPCH-TimingAdjustment-Allowed,


id-InnerLoopDLPCStatus,

id-InterfacesToTraceItem,

id-Inter-Frequency-Cell-List,

id-L3-Information,

id-AdjustmentPeriod,

id-ListOfInterfacesToTrace,


id-MaxAdjustmentStep,


id-MBMS-Bearer-Service-List,

id-MBMS-Bearer-Service-List-InfEx-Rsp,

id-MeasurementFilterCoefficient,


id-MeasurementID,


id-MeasurementRecoveryBehavior,


id-MeasurementRecoveryReportingIndicator,


id-MeasurementRecoverySupportIndicator,

id-Multiple-RL-InformationResponse-RL-ReconfReadyTDD,

id-NACC-Related-Data,

id-Old-URA-ID,

id-PagingArea-PagingRqst,

id-PartialReportingIndicator,

id-PDSCH-RL-ID,

id-Permanent-NAS-UE-Identity,


id-Phase-Reference-Update-Indicator,

id-FACH-FlowControlInformation,


id-PLCCH-Information-PhyChReconfRqstTDD,

id-PowerAdjustmentType,


id-PrimCCPCH-RSCP-DL-PC-RqstTDD,


id-Primary-CPICH-Usage-For-Channel-Estimation,


id-PropagationDelay,

id-ProvidedInformation,

id-RANAP-RelocationInformation,

id-ResetIndicator,


id-EDCH-RLSet-Id,

id-RL-Information-PhyChReconfRqstFDD,


id-RL-Information-PhyChReconfRqstTDD,


id-RL-Information-RL-AdditionRqstFDD,


id-RL-Information-RL-AdditionRqstTDD,


id-RL-Information-RL-DeletionRqst,


id-RL-Information-RL-FailureInd,


id-RL-Information-RL-ReconfPrepFDD,


id-RL-Information-RL-ReconfPrepTDD,

id-RL-Information-RL-RestoreInd,


id-RL-Information-RL-SetupRqstFDD,


id-RL-Information-RL-SetupRqstTDD,


id-RL-InformationItem-RL-CongestInd,

id-RL-InformationItem-DM-Rprt,


id-RL-InformationItem-DM-Rqst,


id-RL-InformationItem-DM-Rsp,


id-RL-InformationItem-RL-PreemptRequiredInd,

id-RL-InformationItem-RL-SetupRqstFDD,


id-RL-InformationList-RL-CongestInd,

id-RL-InformationList-RL-AdditionRqstFDD,


id-RL-InformationList-RL-DeletionRqst,


id-RL-InformationList-RL-PreemptRequiredInd,

id-RL-InformationList-RL-ReconfPrepFDD,


id-RL-InformationResponse-RL-AdditionRspTDD,


id-RL-InformationResponse-RL-ReconfReadyTDD,


id-RL-InformationResponse-RL-ReconfRspTDD,


id-RL-InformationResponse-RL-SetupRspTDD,


id-RL-InformationResponseItem-RL-AdditionRspFDD,


id-RL-InformationResponseItem-RL-ReconfReadyFDD,


id-RL-InformationResponseItem-RL-ReconfRspFDD,


id-RL-InformationResponseItem-RL-SetupRspFDD,


id-RL-InformationResponseList-RL-AdditionRspFDD,


id-RL-InformationResponseList-RL-ReconfReadyFDD,


id-RL-InformationResponseList-RL-ReconfRspFDD,


id-RL-InformationResponseList-RL-SetupRspFDD,


id-RL-ParameterUpdateIndicationFDD-RL-Information-Item,


id-RL-ParameterUpdateIndicationFDD-RL-InformationList,


id-RL-ReconfigurationFailure-RL-ReconfFail,


id-RL-ReconfigurationRequestFDD-RL-InformationList,
    id-RL-ReconfigurationRequestFDD-RL-Information-IEs,


id-RL-ReconfigurationRequestTDD-RL-Information,


id-RL-ReconfigurationResponseTDD-RL-Information,

id-RL-Specific-DCH-Info,


id-RL-Specific-EDCH-Information,

id-RL-Set-InformationItem-DM-Rprt,


id-RL-Set-InformationItem-DM-Rqst,


id-RL-Set-InformationItem-DM-Rsp,


id-RL-Set-Information-RL-FailureInd,


id-RL-Set-Information-RL-RestoreInd,


id-RL-Set-Successful-InformationItem-DM-Fail,


id-RL-Set-Unsuccessful-InformationItem-DM-Fail,


id-RL-Set-Unsuccessful-InformationItem-DM-Fail-Ind,


id-RL-Successful-InformationItem-DM-Fail,


id-RL-Unsuccessful-InformationItem-DM-Fail,


id-RL-Unsuccessful-InformationItem-DM-Fail-Ind,

id-ReportCharacteristics,


id-Reporting-Object-RL-FailureInd,

id-Reporing-Object-RL-RestoreInd,

id-RNC-ID,

id-RxTimingDeviationForTA,

id-S-RNTI,


id-SAI,


id-Secondary-CPICH-Information,

id-Secondary-CPICH-Information-Change,


id-SixtyfourQAM-DL-SupportIndicator,

id-SFN,


id-SFNReportingIndicator,


id-SNA-Information,


id-SRNC-ID,

id-STTD-SupportIndicator,


id-SuccessfulRL-InformationResponse-RL-AdditionFailureFDD,


id-SuccessfulRL-InformationResponse-RL-SetupFailureFDD,


id-TDD-maxNrDLPhysicalchannels,


id-TDD-Support-8PSK,


id-TDD-Support-PLCCH,


id-timeSlot-ISCP,

id-TimeSlot-RL-SetupRspTDD,

id-TnlQos,

id-TraceDepth,


id-TraceRecordingSessionReference,


id-TraceReference,

id-TransportBearerID,


id-TransportBearerRequestIndicator,


id-TransportLayerAddress,


id-UC-ID,


id-ContextInfoItem-Reset,


id-ContextGroupInfoItem-Reset,

id-Transmission-Gap-Pattern-Sequence-Information,


id-UEIdentity,


id-UEMeasurementType,

id-UEMeasurementTimeslotInfoHCR,

id-UEMeasurementTimeslotInfoLCR,

id-UEMeasurementReportCharacteristics,

id-UEMeasurementParameterModAllow,


id-UEMeasurementValueInformation,

id-UE-State,

id-UL-CCTrCH-AddInformation-RL-ReconfPrepTDD,


id-UL-CCTrCH-DeleteInformation-RL-ReconfPrepTDD,

id-UL-CCTrCH-ModifyInformation-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD,

id-UL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD,


id-UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD,

id-UL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD,


id-UL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD,

id-UL-CCTrCH-InformationItem-RL-SetupRqstTDD,


id-UL-CCTrCH-InformationList-RL-SetupRqstTDD,

id-UL-CCTrCH-InformationListIE-PhyChReconfRqstTDD,

id-UL-CCTrCH-InformationListIE-RL-AdditionRspTDD,


id-UL-CCTrCH-InformationListIE-RL-ReconfReadyTDD,


id-UL-CCTrCH-InformationListIE-RL-SetupRspTDD,

id-UL-DPCH-Information-RL-ReconfPrepFDD,


id-UL-DPCH-Information-RL-ReconfRqstFDD,

id-UL-DPCH-Information-RL-SetupRqstFDD,

id-UL-DPDCHIndicatorEDCH,

id-UL-DPCH-InformationItem-PhyChReconfRqstTDD,

id-UL-DPCH-InformationItem-RL-AdditionRspTDD,

id-UL-DPCH-InformationItem-RL-SetupRspTDD,

id-UL-DPCH-InformationAddListIE-RL-ReconfReadyTDD,

id-UL-DPCH-InformationDeleteListIE-RL-ReconfReadyTDD,


id-UL-DPCH-InformationModifyListIE-RL-ReconfReadyTDD,

id-UL-Physical-Channel-Information-RL-SetupRqstTDD,

id-UL-SIRTarget,

id-URA-ID,

id-URA-Information,

id-UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD,


id-UnsuccessfulRL-InformationResponse-RL-AdditionFailureTDD,

id-UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD,


id-UnsuccessfulRL-InformationResponse-RL-SetupFailureTDD,


id-USCHs-to-Add,


id-USCH-DeleteList-RL-ReconfPrepTDD,


id-USCH-InformationListIE-RL-AdditionRspTDD,


id-USCH-InformationListIEs-RL-SetupRspTDD,


id-USCH-Information,


id-USCH-ModifyList-RL-ReconfPrepTDD,


id-USCHToBeAddedOrModifiedList-RL-ReconfReadyTDD,


id-DL-Timeslot-ISCP-LCR-Information-RL-SetupRqstTDD,


id-RL-LCR-InformationResponse-RL-SetupRspTDD,


id-UL-CCTrCH-LCR-InformationListIE-RL-SetupRspTDD,


id-UL-DPCH-LCR-InformationItem-RL-SetupRspTDD,


id-DL-CCTrCH-LCR-InformationListIE-RL-SetupRspTDD,


id-DL-DPCH-LCR-InformationItem-RL-SetupRspTDD,


id-DSCH-LCR-InformationListIEs-RL-SetupRspTDD,


id-USCH-LCR-InformationListIEs-RL-SetupRspTDD,


id-DL-Timeslot-ISCP-LCR-Information-RL-AdditionRqstTDD,


id-RL-LCR-InformationResponse-RL-AdditionRspTDD,


id-UL-CCTrCH-LCR-InformationListIE-RL-AdditionRspTDD,


id-UL-DPCH-LCR-InformationItem-RL-AdditionRspTDD,


id-DL-CCTrCH-LCR-InformationListIE-RL-AdditionRspTDD,


id-DL-DPCH-LCR-InformationItem-RL-AdditionRspTDD,


id-DSCH-LCR-InformationListIEs-RL-AdditionRspTDD,


id-USCH-LCR-InformationListIEs-RL-AdditionRspTDD,


id-UL-DPCH-LCR-InformationAddListIE-RL-ReconfReadyTDD,


id-UL-Timeslot-LCR-InformationModifyList-RL-ReconfReadyTDD,


id-DL-DPCH-LCR-InformationAddListIE-RL-ReconfReadyTDD,


id-DL-Timeslot-LCR-InformationModifyList-RL-ReconfReadyTDD,


id-UL-Timeslot-LCR-InformationList-PhyChReconfRqstTDD,


id-DL-Timeslot-LCR-InformationList-PhyChReconfRqstTDD,


id-timeSlot-ISCP-LCR-List-DL-PC-Rqst-TDD,


id-TSTD-Support-Indicator-RL-SetupRqstTDD,


id-PrimaryCCPCH-RSCP-RL-ReconfPrepTDD,

id-DL-TimeSlot-ISCP-Info-RL-ReconfPrepTDD,

id-DL-Timeslot-ISCP-LCR-Information-RL-ReconfPrepTDD,


id-neighbouringTDDCellMeasurementInformationLCR,


id-UL-SIR-Target-CCTrCH-InformationItem-RL-SetupRspTDD,


id-UL-SIR-Target-CCTrCH-LCR-InformationItem-RL-SetupRspTDD,


id-TrafficClass,


id-UL-Synchronisation-Parameters-LCR,
id-TDD-DL-DPCH-TimeSlotFormatModifyItem-LCR-RL-ReconfReadyTDD,


id-TDD-UL-DPCH-TimeSlotFormatModifyItem-LCR-RL-ReconfReadyTDD,


id-MAChs-ResetIndicator,


id-UL-TimingAdvanceCtrl-LCR,

id-CCTrCH-Maximum-DL-Power-RL-SetupRspTDD,


id-CCTrCH-Minimum-DL-Power-RL-SetupRspTDD,


id-CCTrCH-Maximum-DL-Power-RL-AdditionRspTDD,


id-CCTrCH-Minimum-DL-Power-RL-AdditionRspTDD,


id-CCTrCH-Maximum-DL-Power-RL-ReconfReadyTDD,


id-CCTrCH-Minimum-DL-Power-RL-ReconfReadyTDD,


id-Maximum-DL-Power-TimeslotLCR-InformationModifyItem-RL-ReconfReadyTDD,


id-Minimum-DL-Power-TimeslotLCR-InformationModifyItem-RL-ReconfReadyTDD,


id-DL-CCTrCH-InformationList-RL-ReconfRspTDD,


id-DL-DPCH-InformationModifyItem-LCR-RL-ReconfRspTDD,


id-TDD-TPC-UplinkStepSize-LCR-RL-SetupRqstTDD,

id-UL-CCTrCH-InformationList-RL-AdditionRqstTDD,


id-UL-CCTrCH-InformationItem-RL-AdditionRqstTDD,


id-DL-CCTrCH-InformationList-RL-AdditionRqstTDD,


id-DL-CCTrCH-InformationItem-RL-AdditionRqstTDD,

id-TDD-TPC-UplinkStepSize-InformationAdd-LCR-RL-ReconfPrepTDD,


id-TDD-TPC-UplinkStepSize-InformationModify-LCR-RL-ReconfPrepTDD,


id-TDD-TPC-DownlinkStepSize-InformationAdd-RL-ReconfPrepTDD,


id-TDD-TPC-DownlinkStepSize-InformationModify-RL-ReconfPrepTDD,


id-PrimaryCCPCH-RSCP-Delta,


id-multiple-DedicatedMeasurementValueList-TDD-DM-Rsp,


id-multiple-DedicatedMeasurementValueList-LCR-TDD-DM-Rsp,


id-SynchronisationIndicator,


id-secondary-LCR-CCPCH-Info-TDD,


id-multiple-HSSICHMeasurementValueList-TDD-DM-Rsp,

id-CellCapabilityContainer-TDD768,

id-neighbouringTDDCellMeasurementInformation768,

id-RL-InformationResponse-RL-SetupRspTDD768,


id-UL-CCTrCH-InformationListIE-RL-SetupRspTDD768,


id-DL-CCTrCH-InformationListIE-RL-SetupRspTDD768,


id-UL-DPCH-InformationItem-RL-SetupRspTDD768,


id-DL-DPCH-InformationItem-RL-SetupRspTDD768,


id-TDD768-minimumSpreadingFactor-UL,


id-TDD768-minimumSpreadingFactor-DL,


id-TDD768-maxNrDLPhysicalchannels,


id-TDD768-maxNrDLPhysicalchannelsTS,

id-RL-InformationResponse-RL-AdditionRspTDD768,


id-UL-CCTrCH-InformationListIE-RL-AdditionRspTDD768,


id-DL-CCTrCH-InformationListIE-RL-AdditionRspTDD768,


id-UL-DPCH-InformationItem-RL-AdditionRspTDD768,


id-DL-DPCH-InformationItem-RL-AdditionRspTDD768,


id-UL-DPCH-InformationAddListIE-RL-ReconfReadyTDD768,


id-UL-Timeslot-InformationModifyList-RL-ReconfReadyTDD768,

id-DL-DPCH-InformationAddListIE-RL-ReconfReadyTDD768,

id-DL-Timeslot-InformationModifyList-RL-ReconfReadyTDD768,


id-secondary-CCPCH-Info-RL-ReconfReadyTDD768,

id-HSPDSCH-Timeslot-InformationList-PhyChReconfRqstTDD768,


id-UL-Timeslot-InformationList-PhyChReconfRqstTDD768,


id-DL-Timeslot-InformationList-PhyChReconfRqstTDD768,


id-multiple-DedicatedMeasurementValueList-TDD768-DM-Rsp,

id-UEMeasurementTimeslotInfo768,


id-DL-DPCH-InformationDeleteList768-RL-ReconfReadyTDD,

id-DPCH-ID768-DM-Rsp,


id-DPCH-ID768-DM-Rqst,


id-DPCH-ID768-DM-Rprt,


id-RxTimingDeviationForTAext,


id-RxTimingDeviationForTA768,


id-E-DCH-Information,


id-E-DCH-Information-Reconfig,


id-E-DCH-Serving-RL-ID,


id-E-DCH-Information-Response,


id-E-DCH-768-Information,


id-E-DCH-768-Information-Reconfig,


id-E-DCH-768-Information-Response,


id-E-DCH-LCR-Information,


id-E-DCH-LCR-Information-Reconfig,


id-E-DCH-LCR-Information-Response
FROM RNSAP-Constants;

-- **************************************************************

--

-- RADIO LINK SETUP REQUEST FDD

--

-- **************************************************************

RadioLinkSetupRequestFDD ::= SEQUENCE {

protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupRequestFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupRequestFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkSetupRequestFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-SRNC-ID




CRITICALITY reject
TYPE RNC-ID





PRESENCE mandatory} |

{ ID id-S-RNTI




CRITICALITY reject
TYPE S-RNTI 




PRESENCE mandatory
} |


{ ID id-D-RNTI




CRITICALITY reject
TYPE D-RNTI




PRESENCE optional
} |


{ ID id-AllowedQueuingTime


CRITICALITY reject
TYPE AllowedQueuingTime 


PRESENCE optional
} |


{ ID id-UL-DPCH-Information-RL-SetupRqstFDD
CRITICALITY reject
TYPE UL-DPCH-Information-RL-SetupRqstFDD

PRESENCE mandatory
} |


{ ID id-DL-DPCH-Information-RL-SetupRqstFDD
CRITICALITY reject
TYPE DL-DPCH-Information-RL-SetupRqstFDD

PRESENCE optional
} |


{ ID id-DCH-FDD-Information

CRITICALITY reject
TYPE DCH-FDD-Information

PRESENCE mandatory
} |


{ ID id-RL-Information-RL-SetupRqstFDD

CRITICALITY notify
TYPE RL-InformationList-RL-SetupRqstFDD

PRESENCE mandatory
}|


{ ID id-Transmission-Gap-Pattern-Sequence-Information

CRITICALITY reject
TYPE Transmission-Gap-Pattern-Sequence-Information
 PRESENCE optional } |

{ ID id-Active-Pattern-Sequence-Information
CRITICALITY reject
TYPE Active-Pattern-Sequence-Information
 PRESENCE optional },

...

}

UL-DPCH-Information-RL-SetupRqstFDD ::= SEQUENCE {


ul-ScramblingCode



UL-ScramblingCode,


minUL-ChannelisationCodeLength


MinUL-ChannelisationCodeLength,


maxNrOfUL-DPCHs




MaxNrOfUL-DPCHs


OPTIONAL


-- This IE shall be present if minUL-ChannelisationCodeLength equals to 4 -- ,


ul-PunctureLimit



PunctureLimit,


ul-TFCS






TFCS,


ul-DPCCH-SlotFormat



UL-DPCCH-SlotFormat,


ul-SIRTarget




UL-SIR


OPTIONAL,


diversityMode




DiversityMode,


not-Used-sSDT-CellIdLength

NULL


OPTIONAL,


not-Used-s-FieldLength


NULL


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {UL-DPCH-Information-RL-SetupRqstFDD-ExtIEs} } OPTIONAL,


...

}

UL-DPCH-Information-RL-SetupRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-DPC-Mode



CRITICALITY reject

EXTENSION DPC-Mode



PRESENCE optional }|


{ ID id-UL-DPDCHIndicatorEDCH
CRITICALITY reject

EXTENSION UL-DPDCHIndicatorEDCH
PRESENCE conditional },

-- This IE shall be present if E-DPCH Information IE is present.


...

}

DL-DPCH-Information-RL-SetupRqstFDD ::= SEQUENCE {


tFCS






TFCS,


dl-DPCH-SlotFormat



DL-DPCH-SlotFormat,


nrOfDLchannelisationcodes

NrOfDLchannelisationcodes,

tFCI-SignallingMode



TFCI-SignallingMode,


tFCI-Presence




TFCI-Presence


OPTIONAL


-- This IE shall be present if DL DPCH Slot Format IE is equal to any of the values from 12 to 16 --,


multiplexingPosition



MultiplexingPosition,


powerOffsetInformation



PowerOffsetInformation-RL-SetupRqstFDD,

fdd-dl-TPC-DownlinkStepSize

FDD-TPC-DownlinkStepSize,

limitedPowerIncrease


LimitedPowerIncrease,

innerLoopDLPCStatus



InnerLoopDLPCStatus,

iE-Extensions




ProtocolExtensionContainer { {DL-DPCH-Information-RL-SetupRqstFDD-ExtIEs} } OPTIONAL,


...

}

DL-DPCH-Information-RL-SetupRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

PowerOffsetInformation-RL-SetupRqstFDD ::= SEQUENCE {



po1-ForTFCI-Bits



PowerOffset,



po2-ForTPC-Bits




PowerOffset,



po3-ForPilotBits



PowerOffset,



iE-Extensions




ProtocolExtensionContainer { { PowerOffsetInformation-RL-SetupRqstFDD-ExtIEs} } OPTIONAL,


...

}
PowerOffsetInformation-RL-SetupRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
RL-InformationList-RL-SetupRqstFDD 


::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF ProtocolIE-Single-Container { {RL-InformationItemIEs-RL-SetupRqstFDD} }

RL-InformationItemIEs-RL-SetupRqstFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationItem-RL-SetupRqstFDD
CRITICALITY notify
TYPE RL-InformationItem-RL-SetupRqstFDD 

PRESENCE mandatory
}
}

RL-InformationItem-RL-SetupRqstFDD ::= SEQUENCE {


rL-ID






RL-ID,


c-ID






C-ID,


firstRLS-indicator



FirstRLS-Indicator,

frameOffset





FrameOffset,


chipOffset





ChipOffset,


propagationDelay



PropagationDelay

OPTIONAL,


diversityControlField


DiversityControlField

OPTIONAL


-- This IE shall be present if the RL is not the first one in the RL-InformationList-RL-SetupRqstFDD --,


dl-InitialTX-Power



DL-Power


OPTIONAL,


primaryCPICH-EcNo



PrimaryCPICH-EcNo


OPTIONAL,


not-Used-sSDT-CellID


NULL


OPTIONAL,


transmitDiversityIndicator

TransmitDiversityIndicator

OPTIONAL,


-- This IE shall be present unless Diversity Mode IE in UL DPCH Information group is "none"

iE-Extensions




ProtocolExtensionContainer { {RL-InformationItem-RL-SetupRqstFDD-ExtIEs} } OPTIONAL,


...

}

RL-InformationItem-RL-SetupRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-Enhanced-PrimaryCPICH-EcNo
CRITICALITY ignore
EXTENSION Enhanced-PrimaryCPICH-EcNo
PRESENCE optional
}|


{ ID id-RL-Specific-DCH-Info

CRITICALITY ignore
EXTENSION RL-Specific-DCH-Info


PRESENCE optional
}|

{ ID id-DelayedActivation


CRITICALITY reject
EXTENSION DelayedActivation



PRESENCE optional }|


{ ID id-CellPortionID



CRITICALITY ignore
EXTENSION CellPortionID 



PRESENCE optional }|


{ ID id-RL-Specific-EDCH-Information


CRITICALITY reject

EXTENSION RL-Specific-EDCH-Information 


PRESENCE optional }|


{ ID id-EDCH-RL-Indication





CRITICALITY reject

EXTENSION EDCH-RL-Indication





PRESENCE optional }|


{ ID id-ExtendedPropagationDelay
CRITICALITY ignore
EXTENSION ExtendedPropagationDelay 

PRESENCE optional },

...

}

RadioLinkSetupRequestFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-Permanent-NAS-UE-Identity




CRITICALITY ignore
EXTENSION Permanent-NAS-UE-Identity





PRESENCE optional }|


{ ID id-DL-PowerBalancing-Information



CRITICALITY ignore
EXTENSION DL-PowerBalancing-Information




PRESENCE optional}|


{ ID id-HSDSCH-FDD-Information





CRITICALITY reject
EXTENSION HSDSCH-FDD-Information




PRESENCE optional }|


{ ID id-HSPDSCH-RL-ID







CRITICALITY reject
EXTENSION RL-ID












PRESENCE conditional }|

-- This IE shall be present if HS-DSCH Information IE is present.

{ ID id-MBMS-Bearer-Service-List



CRITICALITY notify
EXTENSION MBMS-Bearer-Service-List





PRESENCE optional }|


{ ID id-EDPCH-Information





CRITICALITY reject

EXTENSION EDPCH-Information-FDD




PRESENCE optional }|


{ ID id-EDCH-FDD-Information




CRITICALITY reject

EXTENSION EDCH-FDD-Information





PRESENCE conditional }|


-- This IE is present if E-DPCH Information IE is present.


{ ID id-Serving-EDCHRL-Id





CRITICALITY reject

EXTENSION EDCH-Serving-RL














PRESENCE optional }|


-- This IE is present if E-DCHInformation IE is present.

{ ID id-F-DPCH-Information-RL-SetupRqstFDD

CRITICALITY reject
EXTENSION F-DPCH-Information-RL-SetupRqstFDD









PRESENCE optional }|


{ ID id-Initial-DL-DPCH-TimingAdjustment-Allowed
CRITICALITY ignore
EXTENSION Initial-DL-DPCH-TimingAdjustment-Allowed






PRESENCE optional }|


{ ID id-DCH-Indicator-For-E-DCH-HSDPA-Operation

CRITICALITY reject
EXTENSION DCH-Indicator-For-E-DCH-HSDPA-Operation









PRESENCE optional }|

{ ID id-Serving-cell-change-CFN





CRITICALITY reject
EXTENSION CFN


















PRESENCE optional }|


{ ID id-Continuous-Packet-Connectivity-DTX-DRX-Information


CRITICALITY reject
EXTENSION Continuous-Packet-Connectivity-DTX-DRX-Information









PRESENCE optional }|


{ ID id-Continuous-Packet-Connectivity-HS-SCCH-Less-Information

CRITICALITY reject
EXTENSION Continuous-Packet-Connectivity-HS-SCCH-Less-Information









PRESENCE optional }|

{ ID id-Extended-SRNC-ID





CRITICALITY reject
EXTENSION Extended-RNC-ID


















PRESENCE optional },

...

}

F-DPCH-Information-RL-SetupRqstFDD ::= SEQUENCE {


powerOffsetInformation


PowerOffsetInformation-F-DPCH-RL-SetupRqstFDD,


fdd-dl-TPC-DownlinkStepSize

FDD-TPC-DownlinkStepSize,

limitedPowerIncrease


LimitedPowerIncrease,

innerLoopDLPCStatus



InnerLoopDLPCStatus,

iE-Extensions




ProtocolExtensionContainer { { F-DPCH-Information-RL-SetupRqstFDD-ExtIEs} }




OPTIONAL,


...
}
F-DPCH-Information-RL-SetupRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
PowerOffsetInformation-F-DPCH-RL-SetupRqstFDD ::= SEQUENCE {


po2-ForTPC-Bits




PowerOffset,


iE-Extensions




ProtocolExtensionContainer { { PowerOffsetInformation-F-DPCH-RL-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

PowerOffsetInformation-F-DPCH-RL-SetupRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK SETUP REQUEST TDD

--

-- **************************************************************

RadioLinkSetupRequestTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupRequestTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupRequestTDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkSetupRequestTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-SRNC-ID









CRITICALITY reject
TYPE RNC-ID












PRESENCE mandatory} |

{ ID id-S-RNTI









CRITICALITY reject
TYPE S-RNTI 











PRESENCE mandatory} |


{ ID id-D-RNTI









CRITICALITY reject
TYPE D-RNTI












PRESENCE optional
} |


{ ID id-UL-Physical-Channel-Information-RL-SetupRqstTDD
CRITICALITY reject
TYPE UL-Physical-Channel-Information-RL-SetupRqstTDD

PRESENCE mandatory
} |


{ ID id-DL-Physical-Channel-Information-RL-SetupRqstTDD
CRITICALITY reject
TYPE DL-Physical-Channel-Information-RL-SetupRqstTDD

PRESENCE mandatory
} |

{ ID id-AllowedQueuingTime






CRITICALITY reject
TYPE AllowedQueuingTime 








PRESENCE optional
} |


{ ID id-UL-CCTrCH-InformationList-RL-SetupRqstTDD
CRITICALITY notify
TYPE UL-CCTrCH-InformationList-RL-SetupRqstTDD
PRESENCE optional
} |


{ ID id-DL-CCTrCH-InformationList-RL-SetupRqstTDD
CRITICALITY notify
TYPE DL-CCTrCH-InformationList-RL-SetupRqstTDD 
PRESENCE optional
} |


{ ID id-DCH-TDD-Information


CRITICALITY reject
TYPE DCH-TDD-Information 


PRESENCE optional
} |


{ ID id-DSCH-TDD-Information

CRITICALITY reject
TYPE DSCH-TDD-Information


PRESENCE optional
} |


{ ID id-USCH-Information

CRITICALITY reject
TYPE USCH-Information


PRESENCE optional
} |

{ ID id-RL-Information-RL-SetupRqstTDD



CRITICALITY reject
TYPE RL-Information-RL-SetupRqstTDD




PRESENCE mandatory},


...

}

UL-Physical-Channel-Information-RL-SetupRqstTDD ::= SEQUENCE {


maxNrTimeslots-UL



MaxNrTimeslots,


minimumSpreadingFactor-UL

MinimumSpreadingFactor,


maxNrULPhysicalchannels


MaxNrULPhysicalchannels,


iE-Extensions




ProtocolExtensionContainer { {UL-Physical-Channel-InformationItem-RL-SetupRqstTDD-ExtIEs} } OPTIONAL,


...

}

UL-Physical-Channel-InformationItem-RL-SetupRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-TDD-Support-8PSK

CRITICALITY ignore

EXTENSION Support-8PSK

PRESENCE optional
}|

-- Applicable to 1.28Mcps TDD only

{ ID id-TDD768-minimumSpreadingFactor-UL

CRITICALITY ignore


EXTENSION MinimumSpreadingFactor768

PRESENCE optional
},

...

}

DL-Physical-Channel-Information-RL-SetupRqstTDD ::= SEQUENCE {


maxNrTimeslots-DL



MaxNrTimeslots,


minimumSpreadingFactor-DL

MinimumSpreadingFactor,


maxNrDLPhysicalchannels


MaxNrDLPhysicalchannels,


iE-Extensions




ProtocolExtensionContainer { {DL-Physical-Channel-InformationItem-RL-SetupRqstTDD-ExtIEs} } OPTIONAL,


...

}

DL-Physical-Channel-InformationItem-RL-SetupRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-TDD-maxNrDLPhysicalchannels



CRITICALITY ignore


EXTENSION MaxNrDLPhysicalchannelsTS


PRESENCE optional
}|

{ ID id-TDD-Support-8PSK





CRITICALITY ignore


EXTENSION Support-8PSK






PRESENCE optional
}|

-- Applicable to 1.28Mcps TDD only

{ ID id-TDD-Support-PLCCH





CRITICALITY ignore


EXTENSION Support-PLCCH






PRESENCE optional
}|

{ ID id-TDD768-minimumSpreadingFactor-DL

CRITICALITY ignore


EXTENSION MinimumSpreadingFactor768


PRESENCE optional
}|

{ ID id-TDD768-maxNrDLPhysicalchannels


CRITICALITY ignore


EXTENSION MaxNrDLPhysicalchannels768

PRESENCE optional
}|

{ ID id-TDD768-maxNrDLPhysicalchannelsTS

CRITICALITY ignore


EXTENSION MaxNrDLPhysicalchannelsTS768

PRESENCE optional
},


...

}
UL-CCTrCH-InformationList-RL-SetupRqstTDD


::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF ProtocolIE-Single-Container { {UL-CCTrCH-InformationItemIEs-RL-SetupRqstTDD} }

UL-CCTrCH-InformationItemIEs-RL-SetupRqstTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-CCTrCH-InformationItem-RL-SetupRqstTDD
CRITICALITY notify
TYPE UL-CCTrCH-InformationItem-RL-SetupRqstTDD 
PRESENCE mandatory
}
}

UL-CCTrCH-InformationItem-RL-SetupRqstTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


ul-TFCS





TFCS,


tFCI-Coding




TFCI-Coding,


ul-PunctureLimit



PunctureLimit,


iE-Extensions




ProtocolExtensionContainer { {UL-CCTrCH-InformationItem-RL-SetupRqstTDD-ExtIEs} } OPTIONAL,


...

}

UL-CCTrCH-InformationItem-RL-SetupRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-TDD-TPC-UplinkStepSize-LCR-RL-SetupRqstTDD

CRITICALITY reject

EXTENSION
TDD-TPC-UplinkStepSize-LCR

PRESENCE optional
},

-- Mandatory for 1.28Mcps TDD, not applicable to 3.84Mcps TDD or 7.68Mcps TDD

...

}

DL-CCTrCH-InformationList-RL-SetupRqstTDD


::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF ProtocolIE-Single-Container { {DL-CCTrCH-InformationItemIEs-RL-SetupRqstTDD} }

DL-CCTrCH-InformationItemIEs-RL-SetupRqstTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CCTrCH-InformationItem-RL-SetupRqstTDD
CRITICALITY notify
TYPE DL-CCTrCH-InformationItem-RL-SetupRqstTDD
PRESENCE mandatory
 }
}

DL-CCTrCH-InformationItem-RL-SetupRqstTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


dl-TFCS





TFCS,


tFCI-Coding




TFCI-Coding,


dl-PunctureLimit



PunctureLimit,


tdd-TPC-DownlinkStepSize

TDD-TPC-DownlinkStepSize,

cCTrCH-TPCList




CCTrCH-TPCList-RL-SetupRqstTDD
OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {DL-CCTrCH-InformationItem-RL-SetupRqstTDD-ExtIEs} } OPTIONAL,


...

}

DL-CCTrCH-InformationItem-RL-SetupRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

CCTrCH-TPCList-RL-SetupRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF CCTrCH-TPCItem-RL-SetupRqstTDD

CCTrCH-TPCItem-RL-SetupRqstTDD
 ::= SEQUENCE {


cCTrCH-ID






CCTrCH-ID,


iE-Extensions





ProtocolExtensionContainer { { CCTrCH-TPCItem-RL-SetupRqstTDD-ExtIEs} } OPTIONAL,

...
}
CCTrCH-TPCItem-RL-SetupRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
RL-Information-RL-SetupRqstTDD ::= SEQUENCE {


rL-ID





RL-ID,


c-ID





C-ID,


frameOffset




FrameOffset,


specialBurstScheduling

SpecialBurstScheduling,

primaryCCPCH-RSCP



PrimaryCCPCH-RSCP

OPTIONAL,


dL-TimeSlot-ISCP



DL-TimeSlot-ISCP-Info
OPTIONAL,


--for 3.84Mcps TDD and 7.68Mcps TDD only

iE-Extensions




ProtocolExtensionContainer { {RL-Information-RL-SetupRqstTDD-ExtIEs} } OPTIONAL,


...

}

RL-Information-RL-SetupRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-DL-Timeslot-ISCP-LCR-Information-RL-SetupRqstTDD
CRITICALITY reject

EXTENSION 
DL-TimeSlot-ISCP-LCR-Information
PRESENCE optional
}|


{ ID id-TSTD-Support-Indicator-RL-SetupRqstTDD



CRITICALITY ignore

EXTENSION 
TSTD-Support-Indicator



PRESENCE optional
}|


--for 1.28Mcps TDD only

{ ID id-RL-Specific-DCH-Info
CRITICALITY
ignore

EXTENSION 
RL-Specific-DCH-Info
PRESENCE 
optional
}|

{ ID id-DelayedActivation CRITICALITY reject EXTENSION DelayedActivation PRESENCE optional }|


{ ID id-UL-Synchronisation-Parameters-LCR


CRITICALITY
reject

EXTENSION 
UL-Synchronisation-Parameters-LCR

PRESENCE 
optional
}|
-- Mandatory for 1.28Mcps TDD, Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD

{ ID id-PrimaryCCPCH-RSCP-Delta

CRITICALITY
ignore

EXTENSION 
PrimaryCCPCH-RSCP-Delta

PRESENCE 
optional
},

...

}

RadioLinkSetupRequestTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-Permanent-NAS-UE-Identity



CRITICALITY ignore


EXTENSION Permanent-NAS-UE-Identity

PRESENCE optional
}|


{ ID id-HSDSCH-TDD-Information




CRITICALITY reject


EXTENSION HSDSCH-TDD-Information

PRESENCE optional
}|


{ ID id-HSPDSCH-RL-ID






CRITICALITY reject


EXTENSION RL-ID








PRESENCE conditional
}|

-- This IE shall be present if HS-DSCH Information IE is present.

{ ID id-PDSCH-RL-ID



CRITICALITY ignore


EXTENSION RL-ID

PRESENCE optional }|


{ ID id-MBMS-Bearer-Service-List

CRITICALITY
notify 
EXTENSION MBMS-Bearer-Service-List


PRESENCE optional}|


{ ID id-E-DCH-Information


CRITICALITY reject

EXTENSION E-DCH-Information
PRESENCE optional
}|


{ ID id-E-DCH-Serving-RL-ID


CRITICALITY reject

EXTENSION RL-ID



PRESENCE optional
}|


{ ID id-E-DCH-768-Information


CRITICALITY reject

EXTENSION E-DCH-768-Information
PRESENCE optional
}|


{ ID id-E-DCH-LCR-Information


CRITICALITY reject

EXTENSION E-DCH-LCR-Information
PRESENCE optional
}|

{ ID id-Extended-SRNC-ID





CRITICALITY reject
EXTENSION Extended-RNC-ID


















PRESENCE optional },


...

}

-- **************************************************************

--

-- RADIO LINK SETUP RESPONSE FDD

--

-- **************************************************************

#Partilly Omitted
-- **************************************************************

--

-- DOWNLINK SIGNALLING TRANSFER REQUEST

--

-- **************************************************************

DownlinkSignallingTransferRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{DownlinkSignallingTransferRequest-IEs}},


protocolExtensions              ProtocolExtensionContainer {{DownlinkSignallingTransferRequest-Extensions}}                   OPTIONAL,


...

}

DownlinkSignallingTransferRequest-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-C-ID




CRITICALITY ignore
TYPE C-ID




PRESENCE mandatory
} |


-- May be a GERAN cell identifier

{ ID id-D-RNTI




CRITICALITY ignore
TYPE D-RNTI




PRESENCE mandatory
} |


{ ID id-L3-Information



CRITICALITY ignore
TYPE L3-Information



PRESENCE mandatory
} |


{ ID id-D-RNTI-ReleaseIndication

CRITICALITY ignore
TYPE D-RNTI-ReleaseIndication


PRESENCE mandatory
},


...

}

DownlinkSignallingTransferRequest-Extensions RNSAP-PROTOCOL-EXTENSION ::= {

{ ID id-URA-ID

CRITICALITY ignore

EXTENSION
URA-ID
PRESENCE optional}|


{ ID id-MBMS-Bearer-Service-List

CRITICALITY
ignore
EXTENSION MBMS-Bearer-Service-List


PRESENCE optional}|


{ ID id-Old-URA-ID

CRITICALITY
ignore

EXTENSION
URA-ID
PRESENCE optional}|


{ ID id-SRNC-ID

CRITICALITY  ignore

EXTENSION
RNC-ID
PRESENCE
conditional}|
-- This IE shall be present if the URA-ID IE or Old URA-ID IE is present.

{ ID id-Extended-SRNC-ID

CRITICALITY  reject

EXTENSION
Extended-RNC-ID
PRESENCE
optional},

...

}

-- **************************************************************

--

-- RELOCATION COMMIT

--

-- **************************************************************

#Partilly Omitted
-- **************************************************************

--

-- PAGING REQUEST

--

-- **************************************************************

PagingRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{PagingRequest-IEs}},


protocolExtensions              ProtocolExtensionContainer {{PagingRequest-Extensions}}                   OPTIONAL,


...

}

PagingRequest-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-PagingArea-PagingRqst


CRITICALITY ignore
TYPE PagingArea-PagingRqst


PRESENCE mandatory
} |


{ ID id-SRNC-ID




CRITICALITY ignore
TYPE RNC-ID




PRESENCE mandatory
} | -- May be a BSC-Id.


{ ID id-S-RNTI




CRITICALITY ignore
TYPE S-RNTI




PRESENCE mandatory
} |


{ ID id-IMSI




CRITICALITY ignore
TYPE IMSI




PRESENCE mandatory
} |

{ ID id-DRXCycleLengthCoefficient



CRITICALITY ignore
TYPE DRXCycleLengthCoefficient



PRESENCE mandatory
}|


{ ID id-CNOriginatedPage-PagingRqst



CRITICALITY ignore  TYPE CNOriginatedPage-PagingRqst


PRESENCE optional

},

...

}

PagingArea-PagingRqst ::= CHOICE {


uRA





URA-PagingRqst, -- May be a GRA-ID.

cell




Cell-PagingRqst, -- UTRAN only


...

}

URA-PagingRqst ::= SEQUENCE {


uRA-ID





URA-ID,


iE-Extensions



ProtocolExtensionContainer { { URAItem-PagingRqst-ExtIEs} } OPTIONAL,


...

}

URAItem-PagingRqst-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
Cell-PagingRqst ::= SEQUENCE {


c-ID





C-ID,


iE-Extensions



ProtocolExtensionContainer { { CellItem-PagingRqst-ExtIEs} } OPTIONAL,


...

}

CellItem-PagingRqst-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
CNOriginatedPage-PagingRqst::= SEQUENCE {


pagingCause




PagingCause,


cNDomainType



CNDomainType,


pagingRecordType


PagingRecordType,

iE-Extensions



ProtocolExtensionContainer { { CNOriginatedPage-PagingRqst-ExtIEs} } OPTIONAL,


...

}

CNOriginatedPage-PagingRqst-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
PagingRequest-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-Extended-SRNC-ID

CRITICALITY  reject

EXTENSION
Extended-RNC-ID
PRESENCE
optional},

...

}

#Partilly Omitted
-- **************************************************************

--

-- RESET REQUEST

--

-- **************************************************************

ResetRequest ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{ResetRequest-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{ResetRequest-Extensions}}

OPTIONAL,


...

}

ResetRequest-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RNC-ID



CRITICALITY reject
TYPE RNC-ID

PRESENCE mandatory} |

{ ID id-ResetIndicator

CRITICALITY
reject

TYPE 
ResetIndicator

PRESENCE 
mandatory},


...

}

ResetRequest-Extensions RNSAP-PROTOCOL-EXTENSION ::= {

{ ID id-Extended-RNC-ID



CRITICALITY reject
EXTENSION Extended-RNC-ID

PRESENCE optional},

...

}

ResetIndicator ::= CHOICE {


context


ContextList-Reset,


all-contexts

NULL,


...,


contextGroup
ContextGroupList-Reset
}

ContextList-Reset ::= SEQUENCE {


contextInfoList-Reset

ContextInfoList-Reset,


iE-Extensions






ProtocolExtensionContainer  { {ContextItem-Reset-ExtIEs} }

OPTIONAL,


...

}

ContextItem-Reset-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

ContextInfoList-Reset ::= SEQUENCE (SIZE (1.. maxResetContext))
OF ProtocolIE-Single-Container {{ ContextInfoItemIE-Reset }}

ContextInfoItemIE-Reset RNSAP-PROTOCOL-IES ::= {


{ID id-ContextInfoItem-Reset

CRITICALITY reject

TYPE ContextInfoItem-Reset

PRESENCE mandatory}
}

ContextInfoItem-Reset ::= SEQUENCE {


contextType-Reset


ContextType-Reset,


iE-Extensions



ProtocolExtensionContainer  { { ContextInfoItem-Reset-ExtIEs} }

OPTIONAL,


...

}

ContextInfoItem-Reset-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
ContextType-Reset ::= CHOICE {


sRNTI


S-RNTI,


dRNTI


D-RNTI,


...

}
ContextGroupList-Reset ::= SEQUENCE {


contextGroupInfoList-Reset

ContextGroupInfoList-Reset,


iE-Extensions




ProtocolExtensionContainer  { {ContextGroupItem-Reset-ExtIEs} }

OPTIONAL,


...

}

ContextGroupItem-Reset-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

ContextGroupInfoList-Reset ::= SEQUENCE (SIZE (1.. maxResetContextGroup))
OF ProtocolIE-Single-Container {{ ContextGroupInfoItemIE-Reset }}

ContextGroupInfoItemIE-Reset RNSAP-PROTOCOL-IES ::= {


{ID id-ContextGroupInfoItem-Reset

CRITICALITY reject

TYPE ContextGroupInfoItem-Reset

PRESENCE mandatory}

}

ContextGroupInfoItem-Reset ::= SEQUENCE {


s-RNTI-Group



S-RNTI-Group,


iE-Extensions



ProtocolExtensionContainer  { { ContextGroupInfoItem-Reset-ExtIEs} }

OPTIONAL,


...

}

ContextGroupInfoItem-Reset-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RESET RESPONSE

--

-- **************************************************************

ResetResponse ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{ResetResponse-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{ResetResponse-Extensions}}     

OPTIONAL,


...

}

ResetResponse-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RNC-ID



CRITICALITY ignore
TYPE RNC-ID

PRESENCE mandatory} |

{ ID id-CriticalityDiagnostics

CRITICALITY

ignore

TYPE
CriticalityDiagnostics

PRESENCE
optional},


...

}

ResetResponse-Extensions RNSAP-PROTOCOL-EXTENSION ::= {

{ ID id-Extended-RNC-ID



CRITICALITY reject
EXTENSION Extended-RNC-ID

PRESENCE optional},

...

}
-- **************************************************************

--

-- RADIO LINK ACTIVATION COMMAND FDD

--

-- **************************************************************

#Partilly Omitted
-- **************************************************************

--

-- DIRECT INFORMATION TRANSFER

--

-- **************************************************************

DirectInformationTransfer ::= SEQUENCE {

protocolIEs



ProtocolIE-Container

{{DirectInformationTransfer-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{DirectInformationTransfer-Extensions}}

OPTIONAL,


...

}

DirectInformationTransfer-IEs RNSAP-PROTOCOL-IES ::= {

{ ID id-RNC-ID







CRITICALITY ignore 
TYPE RNC-ID








PRESENCE mandatory} |

{ ID id-ProvidedInformation




CRITICALITY ignore 
TYPE ProvidedInformation




PRESENCE mandatory} ,

...

}
DirectInformationTransfer-Extensions RNSAP-PROTOCOL-EXTENSION ::= {

{ ID id-Extended-RNC-ID





CRITICALITY reject
EXTENSION Extended-RNC-ID
PRESENCE optional },

...

}

-- **************************************************************

--

-- PRIVATE MESSAGE

--

-- **************************************************************

#Partilly Omitted
9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

RNSAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

maxCellSIB11OrSIB12,

maxNrOfFACHs,

maxIBSEG,

maxCellsMeas,

maxNoOfDSCHs,


maxNoOfUSCHs,

maxNrOfDCHs,


maxNrOfDL-Codes,


maxNrOfDLTs,

maxNrOfDLTsLCR,


maxNrOfDPCHs,

maxNrOfDPCHs768,


maxNrOfDPCHsLCR,

maxNrOfEDCH-HARQ-PO-QUANTSTEPs,

maxNrOfEDCHHARQProcesses2msEDCH,


maxNrOfBits-MACe-PDU-non-scheduled,


maxNrOfEDPCCH-PO-QUANTSTEPs,

maxNrOfRefETFCI-PO-QUANTSTEPs,

maxNrOfRefETFCIs,


maxNrOfErrors,


maxNrOfFDDNeighboursPerRNC,


maxNrOfMACcshSDU-Length,


maxNrOfNeighbouringRNCs,


maxNrOfTDDNeighboursPerRNC,


maxNrOfLCRTDDNeighboursPerRNC,


maxNrOfTS,


maxNrOfTsLCR,

maxNrOfULTs,

maxNrOfULTsLCR,


maxNrOfGSMNeighboursPerRNC,

maxRateMatching,


maxNrOfPoints,

maxNoOfRB,


maxNrOfRLs,


maxNrOfTFCs,


maxNrOfTFs,


maxCTFC,


maxRNCinURA-1,

maxNrOfSCCPCHs,

maxNrOfSCCPCHs768,


maxTGPS,

maxTTI-Count,


maxNoGPSTypes,


maxNoSat,


maxNrOfActiveMBMSServices,

maxNrOfCells,

maxNrOfSNAs,

maxNrOfHARQProc,

maxNrOfHSSCCHCodes,


maxNrOfMACdFlows,


maxNrOfMACdFlows-1,


maxNrOfMACdPDUSize,

maxNrOfEDCHMACdFlows,


maxNrOfEDCHMACdFlows-1,

maxNrOfMBMSServices,

maxNrOfPDUIndexes,


maxNrOfPDUIndexes-1,


maxNrOfPrioQueues,


maxNrOfPrioQueues-1,

maxNrOfSatAlmanac-maxNoSat,

maxNrOfGERANSI,

maxNrofSigSeqERGHICH-1,

maxNrOfUEs,

maxNrOfAddFreq,


maxNrOfCellsPerFreq,

maxNoOfLogicalChannels,

maxNrOfRefBetas,


maxNrOfEAGCHCodes,

maxNrOfHS-DSCHTBSs,

maxNrOfHS-DSCHTBSs-HS-SCCHless,

maxHS-PDSCHCodeNrComp-1,

maxNrOfEHICHCodes,


id-Allowed-Rate-Information,


id-AntennaColocationIndicator,

id-BindingID,

id-Cell-Capacity-Class-Value,


id-CellCapabilityContainer-FDD,


id-CellCapabilityContainer-TDD,


id-CellCapabilityContainer-TDD-LCR,

id-Continuous-Packet-Connectivity-HS-SCCH-Less-Information,

id-Continuous-Packet-Connectivity-HS-SCCH-Less-Information-Response,

id-CoverageIndicator,

id-DPC-Mode-Change-SupportIndicator,

id-E-DCH-Minimum-Set-E-TFCIValidityIndicator,


id-E-RGCH-E-HICH-ChannelisationCodeValidityIndicator,

id-Extended-Round-Trip-Time-Value,


id-ExtendedPropagationDelay,

id-Extended-SRNC-ID, 

id-Extended-RNC-ID,

id-GERAN-Cell-Capability,


id-GERAN-Classmark,

id-Guaranteed-Rate-Information,


id-HARQ-Preamble-Mode-Activation-Indicator,

id-HCS-Prio,


id-Inter-Frequency-Cell-Information,

id-Load-Value,

id-Load-Value-IncrDecrThres,

id-Neighbouring-GSM-CellInformation,

id-Neighbouring-UMTS-CellInformationItem,


id-neighbouring-LCR-TDD-CellInformation,

id-NRT-Load-Information-Value,


id-NRT-Load-Information-Value-IncrDecrThres,

id-OnModification,


id-Received-Total-Wideband-Power-Value,

id-Received-Total-Wideband-Power-Value-IncrDecrThres,

id-RT-Load-Value,


id-RT-Load-Value-IncrDecrThres,

id-SFNSFNMeasurementThresholdInformation,

id-SNA-Information,

id-TrafficClass,

id-Transmitted-Carrier-Power-Value,

id-Transmitted-Carrier-Power-Value-IncrDecrThres,

id-TUTRANGPSMeasurementThresholdInformation,

id-UL-Timeslot-ISCP-Value,

id-UL-Timeslot-ISCP-Value-IncrDecrThres,

maxNrOfLevels,


maxNrOfMeasNCell,


maxNrOfMeasNCell-1,

id-MessageStructure,

id-RestrictionStateIndicator,


id-Rx-Timing-Deviation-Value-LCR,


id-TransportLayerAddress,

id-TypeOfError,


id-Angle-Of-Arrival-Value-LCR,


id-IPDL-TDD-ParametersLCR,


id-DSCH-InitialWindowSize,


id-Maximum-DL-Power-TimeslotLCR-InformationItem,

id-MBMS-Bearer-Service-Full-Address,

id-Minimum-DL-Power-TimeslotLCR-InformationItem,

id-HS-SICH-Reception-Quality,


id-HS-SICH-Reception-Quality-Measurement-Value,

id-HS-PDSCH-Code-Change-Grant,


id-HS-PDSCH-Code-Change-Indicator,

id-ExtendedGSMCellIndividualOffset,


id-Unidirectional-DCH-Indicator,


id-RTLoadValue,


id-NRTLoadInformationValue,


id-Satellite-Almanac-Information-ExtItem,


id-TnlQos,


id-UpPTSInterferenceValue,


id-NACC-Related-Data,


id-HARQ-Preamble-Mode,


id-User-Plane-Congestion-Fields-Inclusion,


id-FrequencyBandIndicator,


id-PLCCH-Information-UL-TimeslotLCR-Info,


id-CellCapabilityContainer-TDD768,

id-hSSCCH-TDD-Specific-InfoList-Response768,


id-hSPDSCH-TDD-Specific-InfoList-Response768,


id-Rx-Timing-Deviation-Value-768,


id-UEMeasurementValueTransmittedPowerList768,


id-UEMeasurementValueTimeslotISCPList768,


id-E-DCH-PowerOffset-for-SchedulingInfo,


id-Rx-Timing-Deviation-Value-ext,


id-TrCH-SrcStatisticsDescr,


id-eDCH-MACdFlow-Retransmission-Timer-LCR,


id-MIMO-Information,


id-MIMO-InformationResponse,


id-MIMO-InformationToModify
FROM RNSAP-Constants

#Partilly Omitted
-- E

#Partilly Omitted
E-HICH-TimeOffset-LCR ::= INTEGER (4..15)
E-DCH-SubframeNumber-LCR ::= ENUMERATED{s0,s1}
E-DCH-TimeslotResource-LCR ::= BIT STRING (SIZE (5))

E-DCH-Non-Scheduled-Grant-Info-LCR  ::= SEQUENCE {


timeslotResource-LCR





E-DCH-TimeslotResource-LCR,


powerResource







E-DCH-PowerResource,


repetitionPeriod






RepetitionPeriod,


repetitionLength






RepetitionLength,


subframenumber







E-DCH-SubframeNumber-LCR,


tddE-PUCH-Offset






TddE-PUCH-Offset,


tdd-ChannelisationCode





TDD-ChannelisationCode,


iE-Extensions







ProtocolExtensionContainer { { E-DCH-Non-Scheduled-Grant-Info-LCR-ExtIEs } }

OPTIONAL,


...

}

E-DCH-Non-Scheduled-Grant-Info-LCR-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

Enabling-Delay ::= ENUMERATED {v0, v1, v2, v4, v8, v16, v32, v64, v128}
-- Unit radio frame
ExtendedPropagationDelay ::= INTEGER(255..1023)

Extended-RNC-ID




::= INTEGER (4096..65535)
Extended-Round-Trip-Time-Value ::= INTEGER(32767..103041)

-- See also mapping in [23]
-- F

#Partilly Omitted
-- N

NACC-Related-Data ::= SEQUENCE {


gERAN-SI-Type



GERAN-SI-Type,


iE-Extensions



ProtocolExtensionContainer { {NACC-Related-Data-ExtIEs} }

OPTIONAL,


...


}

NACC-Related-Data-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

Nack-Power-Offset ::= INTEGER (0..8,...)

-- According to mapping in ref. [21] subclause 4.2.1
NCC ::= BIT STRING (SIZE (3))
Neighbouring-UMTS-CellInformation ::= SEQUENCE (SIZE (1..maxNrOfNeighbouringRNCs)) OF ProtocolIE-Single-Container {{ Neighbouring-UMTS-CellInformationItemIE }}

Neighbouring-UMTS-CellInformationItemIE RNSAP-PROTOCOL-IES ::= {


{ ID id-Neighbouring-UMTS-CellInformationItem
CRITICALITY ignore
TYPE
Neighbouring-UMTS-CellInformationItem
PRESENCE
mandatory }
}
Neighbouring-UMTS-CellInformationItem ::= SEQUENCE {


rNC-ID








RNC-ID,


cN-PS-DomainIdentifier




CN-PS-DomainIdentifier

OPTIONAL,


cN-CS-DomainIdentifier




CN-CS-DomainIdentifier

OPTIONAL,


neighbouring-FDD-CellInformation

Neighbouring-FDD-CellInformation
OPTIONAL,


neighbouring-TDD-CellInformation

Neighbouring-TDD-CellInformation
OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { {Neighbouring-UMTS-CellInformationItem-ExtIEs} } OPTIONAL,


...

}

Neighbouring-UMTS-CellInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-neighbouring-LCR-TDD-CellInformation


CRITICALITY  ignore

EXTENSION
Neighbouring-LCR-TDD-CellInformation


PRESENCE optional }|

{ ID id-Extended-RNC-ID





CRITICALITY reject
EXTENSION Extended-RNC-ID


















PRESENCE optional },

...

}

Neighbouring-FDD-CellInformation ::= SEQUENCE ( SIZE (1..maxNrOfFDDNeighboursPerRNC,...)) OF Neighbouring-FDD-CellInformationItem

Neighbouring-FDD-CellInformationItem ::= SEQUENCE {


c-ID







C-ID,


uARFCNforNu






UARFCN,

uARFCNforNd






UARFCN,

frameOffset






FrameOffset


OPTIONAL,


primaryScramblingCode



PrimaryScramblingCode,


primaryCPICH-Power




PrimaryCPICH-Power

OPTIONAL,


cellIndividualOffset



CellIndividualOffset
OPTIONAL,


txDiversityIndicator 



TxDiversityIndicator,


sTTD-SupportIndicator



STTD-SupportIndicator
OPTIONAL,


closedLoopMode1-SupportIndicator
ClosedLoopMode1-SupportIndicator
OPTIONAL,


not-used-closedLoopMode2-SupportIndicator
NULL
OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { { Neighbouring-FDD-CellInformationItem-ExtIEs} } OPTIONAL,


...
}

Neighbouring-FDD-CellInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-RestrictionStateIndicator



CRITICALITY ignore


EXTENSION RestrictionStateIndicator

PRESENCE optional
}|


{ ID id-DPC-Mode-Change-SupportIndicator
CRITICALITY
ignore

EXTENSION
DPC-Mode-Change-SupportIndicator

PRESENCE optional }|


{ ID id-CoverageIndicator



CRITICALITY ignore


EXTENSION CoverageIndicator




PRESENCE optional
}|


{ ID id-AntennaColocationIndicator

CRITICALITY ignore


EXTENSION AntennaColocationIndicator

PRESENCE optional
}|


{ ID id-HCS-Prio





CRITICALITY ignore


EXTENSION HCS-Prio







PRESENCE optional
}|


{ ID id-CellCapabilityContainer-FDD


CRITICALITY
ignore

EXTENSION
CellCapabilityContainer-FDD



PRESENCE optional }|

{ ID id-SNA-Information




CRITICALITY ignore


EXTENSION SNA-Information


PRESENCE optional }|

{ ID id-FrequencyBandIndicator




CRITICALITY ignore


EXTENSION FrequencyBandIndicator


PRESENCE optional },

...

}
NeighbouringFDDCellMeasurementInformation ::= SEQUENCE {


uC-ID







UC-ID,

uARFCN







UARFCN,


primaryScramblingCode



PrimaryScramblingCode,


iE-Extensions





ProtocolExtensionContainer { { NeighbouringFDDCellMeasurementInformationItem-ExtIEs} } OPTIONAL,


...

}

NeighbouringFDDCellMeasurementInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
Neighbouring-GSM-CellInformation ::= ProtocolIE-Single-Container {{ Neighbouring-GSM-CellInformationIE }}

Neighbouring-GSM-CellInformationIE RNSAP-PROTOCOL-IES ::= {


{ ID id-Neighbouring-GSM-CellInformation
CRITICALITY ignore
TYPE
Neighbouring-GSM-CellInformationIEs
PRESENCE
mandatory }
}
Neighbouring-GSM-CellInformationIEs ::= SEQUENCE ( SIZE (1..maxNrOfGSMNeighboursPerRNC,...)) OF Neighbouring-GSM-CellInformationItem

Neighbouring-GSM-CellInformationItem ::= SEQUENCE {


cGI








CGI,


cellIndividualOffset



CellIndividualOffset
OPTIONAL,

bSIC







BSIC,


band-Indicator 





Band-Indicator,

bCCH-ARFCN






BCCH-ARFCN,


iE-Extensions





ProtocolExtensionContainer { { Neighbouring-GSM-CellInformationItem-ExtIEs} } OPTIONAL,


...

}

Neighbouring-GSM-CellInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-CoverageIndicator



CRITICALITY ignore


EXTENSION CoverageIndicator





PRESENCE optional
} |


{ ID id-AntennaColocationIndicator

CRITICALITY ignore


EXTENSION AntennaColocationIndicator


PRESENCE optional
} |


{ ID id-HCS-Prio





CRITICALITY ignore


EXTENSION HCS-Prio








PRESENCE optional
} |

{ ID id-SNA-Information




CRITICALITY ignore


EXTENSION SNA-Information






PRESENCE optional
} |

{ ID id-GERAN-Cell-Capability


CRITICALITY ignore


EXTENSION GERAN-Cell-Capability




PRESENCE optional
} |


{ ID id-GERAN-Classmark




CRITICALITY ignore


EXTENSION GERAN-Classmark






PRESENCE optional
} |


{ ID id-ExtendedGSMCellIndividualOffset
CRITICALITY ignore


EXTENSION ExtendedGSMCellIndividualOffset
PRESENCE optional
},

...

}
Neighbouring-TDD-CellInformation ::= SEQUENCE ( SIZE (1..maxNrOfTDDNeighboursPerRNC,...)) OF Neighbouring-TDD-CellInformationItem

Neighbouring-TDD-CellInformationItem ::= SEQUENCE {


c-ID






C-ID,


uARFCNforNt





UARFCN,

frameOffset





FrameOffset


OPTIONAL,


cellParameterID




CellParameterID,


syncCase





SyncCase,


timeSlot





TimeSlot


OPTIONAL


-- This IE shall be present if Sync Case = Case1 -- ,


sCH-TimeSlot




SCH-TimeSlot


OPTIONAL


-- This IE shall be present if Sync Case = Case2 -- ,


sCTD-Indicator


SCTD-Indicator,

cellIndividualOffset


CellIndividualOffset
OPTIONAL,


dPCHConstantValue



DPCHConstantValue
OPTIONAL,


pCCPCH-Power




PCCPCH-Power


OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { { Neighbouring-TDD-CellInformationItem-ExtIEs} } OPTIONAL,


...
}

Neighbouring-TDD-CellInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-RestrictionStateIndicator



CRITICALITY ignore


EXTENSION RestrictionStateIndicator

PRESENCE optional
}|


{ ID id-CoverageIndicator



CRITICALITY ignore


EXTENSION CoverageIndicator




PRESENCE optional
}|


{ ID id-AntennaColocationIndicator

CRITICALITY ignore


EXTENSION AntennaColocationIndicator

PRESENCE optional
}|


{ ID id-HCS-Prio





CRITICALITY ignore


EXTENSION HCS-Prio







PRESENCE optional
}|


{ ID id-CellCapabilityContainer-TDD



CRITICALITY
ignore
EXTENSION
CellCapabilityContainer-TDD


PRESENCE optional }|

{ ID id-SNA-Information






CRITICALITY ignore
EXTENSION SNA-Information





PRESENCE optional
}|

{ ID id-CellCapabilityContainer-TDD768



CRITICALITY
ignore
EXTENSION
CellCapabilityContainer-TDD768


PRESENCE optional },

...

}
NeighbouringTDDCellMeasurementInformation ::= SEQUENCE {


uC-ID







UC-ID,

uARFCN







UARFCN,


cellParameterID





CellParameterID,


timeSlot






TimeSlot




OPTIONAL,


midambleShiftAndBurstType


MidambleShiftAndBurstType
OPTIONAL,

iE-Extensions





ProtocolExtensionContainer { { NeighbouringTDDCellMeasurementInformationItem-ExtIEs} } OPTIONAL,


...

}

NeighbouringTDDCellMeasurementInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
NeighbouringTDDCellMeasurementInformationLCR ::= SEQUENCE {


uC-ID







UC-ID,

uARFCN







UARFCN,


cellParameterID





CellParameterID,


timeSlotLCR






TimeSlotLCR




OPTIONAL,


midambleShiftLCR




MidambleShiftLCR


OPTIONAL,

iE-Extensions





ProtocolExtensionContainer { { NeighbouringTDDCellMeasurementInformationLCRItem-ExtIEs} } OPTIONAL,


...

}

NeighbouringTDDCellMeasurementInformationLCRItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
NeighbouringTDDCellMeasurementInformation768 ::= SEQUENCE {


uC-ID







UC-ID,

uARFCN







UARFCN,


cellParameterID





CellParameterID,


timeSlot






TimeSlot




OPTIONAL,


midambleShiftAndBurstType768

MidambleShiftAndBurstType768
OPTIONAL,

iE-Extensions





ProtocolExtensionContainer { { NeighbouringTDDCellMeasurementInformationItem768-ExtIEs} } OPTIONAL,


...

}

NeighbouringTDDCellMeasurementInformationItem768-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
Neighbouring-LCR-TDD-CellInformation ::= SEQUENCE (SIZE (1.. maxNrOfLCRTDDNeighboursPerRNC,...)) OF Neighbouring-LCR-TDD-CellInformationItem

Neighbouring-LCR-TDD-CellInformationItem ::= SEQUENCE {

c-ID






C-ID,


uARFCNforNt





UARFCN,

frameOffset





FrameOffset


OPTIONAL,


cellParameterID




CellParameterID,


sCTD-Indicator


SCTD-Indicator,

cellIndividualOffset


CellIndividualOffset
OPTIONAL,


dPCHConstantValue



DPCHConstantValue
OPTIONAL,


pCCPCH-Power




PCCPCH-Power


OPTIONAL,

restrictionStateIndicator

RestrictionStateIndicator

OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { { Neighbouring-LCR-TDD-CellInformationItem-ExtIEs} } OPTIONAL,


...
}

Neighbouring-LCR-TDD-CellInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-CoverageIndicator



CRITICALITY ignore

EXTENSION
CoverageIndicator






PRESENCE optional
}|


{ ID id-AntennaColocationIndicator

CRITICALITY ignore

EXTENSION
AntennaColocationIndicator



PRESENCE optional
}|


{ ID id-HCS-Prio





CRITICALITY ignore

EXTENSION
HCS-Prio








PRESENCE optional
}|

{ ID id-CellCapabilityContainer-TDD-LCR
CRITICALITY
ignore

EXTENSION
CellCapabilityContainer-TDD-LCR

PRESENCE optional }|

{ ID id-SNA-Information




CRITICALITY ignore

EXTENSION
SNA-Information







PRESENCE optional },


...

}
NotProvidedCellList
::= SEQUENCE (SIZE (1..maxNrOfCells)) OF MBMSChannelTypeCellList

NrOfDLchannelisationcodes
::= INTEGER (1..8)
NrOfTransportBlocks


::= INTEGER (0..512)

NRT-Load-Information-Value-IncrDecrThres ::= INTEGER(0..3) 

NRT-Load-Information-Value ::= INTEGER(0..3)
NRTLoadInformationValue ::= SEQUENCE {



uplinkNRTLoadInformationValue

INTEGER(0..3),



downlinkNRTLoadInformationValue

INTEGER(0..3)

}
N-E-UCCH ::= INTEGER (1..12)
N-E-UCCH-LCR ::= INTEGER (1..5)

-- O

#Partilly Omitted
-- U

#Partilly Omitted
UE-State ::= CHOICE {


cell-fach-pch











Cell-Fach-Pch-State,

ura-pch













Ura-Pch-State,


...
}

Cell-Fach-Pch-State ::= SEQUENCE {


d-RNTI






D-RNTI, 

iE-Extensions




ProtocolExtensionContainer  { { Cell-Fach-Pch-State-ExtIEs} }

OPTIONAL,


...
}

Cell-Fach-Pch-State-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
Ura-Pch-State ::= SEQUENCE {


srnc-id






RNC-ID, 

ura-id






URA-ID,


iE-Extensions




ProtocolExtensionContainer  { { Ura-Pch-State-ExtIEs} }

OPTIONAL,


...
}

Ura-Pch-State-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

{ ID id-Extended-SRNC-ID




CRITICALITY reject
EXTENSION Extended-RNC-ID




PRESENCE optional
},

...

}
UL-DL-mode ::= ENUMERATED {


ul-only,


dl-only,


both-ul-and-dl

}

UL-DPDCHIndicatorEDCH ::= ENUMERATED {


uL-DPDCH-present,

uL-DPDCH-not-present}
UL-Timeslot-Information::= SEQUENCE ( SIZE (1..maxNrOfTS)) OF UL-Timeslot-InformationItem
UL-Timeslot-InformationItem ::= SEQUENCE {


timeSlot





TimeSlot,


midambleShiftAndBurstType

MidambleShiftAndBurstType,


tFCI-Presence




TFCI-Presence,


uL-Code-Information



TDD-UL-Code-Information,


iE-Extensions




ProtocolExtensionContainer { {UL-Timeslot-InformationItem-ExtIEs} } OPTIONAL,


...

}

UL-Timeslot-InformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UL-TimeslotLCR-Information ::= SEQUENCE (SIZE (1..maxNrOfULTsLCR)) OF UL-TimeslotLCR-InformationItem

UL-TimeslotLCR-InformationItem ::= SEQUENCE {


timeSlotLCR







TimeSlotLCR,


midambleShiftLCR





MidambleShiftLCR,


tFCI-Presence






TFCI-Presence,


uL-Code-LCR-InformationList


TDD-UL-Code-LCR-Information,


iE-Extensions






ProtocolExtensionContainer { { UL-TimeslotLCR-InformationItem-ExtIEs} }

OPTIONAL,


...

}

UL-TimeslotLCR-InformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-PLCCH-Information-UL-TimeslotLCR-Info   CRITICALITY ignore

EXTENSION  PLCCHinformation

PRESENCE optional },


...

}
PLCCHinformation ::= SEQUENCE {


tDD-ChannelisationCode




TDD-ChannelisationCode,


timeSlotLCR







TimeSlotLCR,


midambleShiftLCR





MidambleShiftLCR,


sequenceNumber






PLCCHsequenceNumber,


iE-Extensions






ProtocolExtensionContainer { { PLCCHinformation-ExtIEs} }

OPTIONAL,


...

}

PLCCHinformation-ExtIEs  RNSAP-PROTOCOL-EXTENSION ::= {


...

}
UL-Timeslot-Information768::= SEQUENCE ( SIZE (1..maxNrOfTS)) OF UL-Timeslot-InformationItem768
UL-Timeslot-InformationItem768 ::= SEQUENCE {


timeSlot





TimeSlot,


midambleShiftAndBurstType768

MidambleShiftAndBurstType768,


tFCI-Presence




TFCI-Presence,


uL-Code-Information768



TDD-UL-Code-Information768,


iE-Extensions




ProtocolExtensionContainer { {UL-Timeslot-InformationItem768-ExtIEs} } OPTIONAL,


...

}

UL-Timeslot-InformationItem768-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UL-TimeSlot-ISCP-Info ::= SEQUENCE (SIZE (1..maxNrOfULTs)) OF UL-TimeSlot-ISCP-InfoItem

UL-TimeSlot-ISCP-InfoItem ::= SEQUENCE {


timeSlot




TimeSlot,


uL-TimeslotISCP



UL-TimeslotISCP,

iE-Extensions



ProtocolExtensionContainer { { UL-TimeSlot-ISCP-InfoItem-ExtIEs} } OPTIONAL,


...

}
UL-TimeSlot-ISCP-InfoItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
UL-TimeSlot-ISCP-LCR-Info ::= SEQUENCE (SIZE (1..maxNrOfULTsLCR)) OF
UL-TimeSlot-ISCP-LCR-InfoItem
UL-TimeSlot-ISCP-LCR-InfoItem ::= SEQUENCE {

 
timeSlotLCR





TimeSlotLCR,


iSCP






UL-Timeslot-ISCP-Value,


iE-Extensions




ProtocolExtensionContainer { { UL-TimeSlot-ISCP-LCR-InfoItem-ExtIEs} }

OPTIONAL,


...

 }

UL-TimeSlot-ISCP-LCR-InfoItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
UL-Timeslot-ISCP-Value ::= UL-TimeslotISCP

UL-Timeslot-ISCP-Value-IncrDecrThres ::= INTEGER(0..126)

-- Unit dB. Step 0.5dB

-- e.g. Value 100 means 50dB
UL-TimingAdvanceCtrl-LCR ::= SEQUENCE {


sync-UL-codes-bitmap





BIT STRING (SIZE(8)),


fPACH-info








FPACH-Information,


prxUpPCHdes








INTEGER (-120 .. -58, ...),


syncUL-procParameter





SYNC-UL-ProcParameters,


mMax









INTEGER (1..32),


...


}

Uplink-Compressed-Mode-Method 
::= ENUMERATED {


sFdiv2,


higher-layer-scheduling,


...

}
UL-SIR




::= INTEGER (-82..173)

-- The UL-SIR gives the UL-SIR in number of 0.1 dB steps.

-- E.g. Value 173 means 17.3 dB

-- Unit dB. Step 0.1 dB.
UC-ID ::= SEQUENCE {


rNC-ID



RNC-ID,


c-ID



C-ID,


iE-Extensions


ProtocolExtensionContainer { {UC-ID-ExtIEs} } OPTIONAL,


...

}

UC-ID-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-Extended-RNC-ID

CRITICALITY  reject

EXTENSION
Extended-RNC-ID
PRESENCE
optional},

...

}
UL-DPCCH-SlotFormat


::= INTEGER (0..5,...)

UL-FP-Mode ::= ENUMERATED {


normal,


silent,


...

}

UL-PhysCH-SF-Variation ::= ENUMERATED {


sf-variation-supported,


sf-variation-not-supported

}
UL-ScramblingCode ::= SEQUENCE {


ul-ScramblingCodeNumber

UL-ScramblingCodeNumber,


ul-ScramblingCodeLength

UL-ScramblingCodeLength,


iE-Extensions


ProtocolExtensionContainer { {UL-ScramblingCode-ExtIEs} } OPTIONAL

}

UL-ScramblingCode-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UL-ScramblingCodeLength ::= ENUMERATED {


short,


long

}

UL-ScramblingCodeNumber


::= INTEGER (0..16777215)

UL-Synchronisation-Parameters-LCR ::= SEQUENCE {


uL-Synchronisation-StepSize


UL-Synchronisation-StepSize,


uL-Synchronisation-Frequency


UL-Synchronisation-Frequency,


iE-Extensions




ProtocolExtensionContainer { { UL-Synchronisation-Parameters-LCR-ExtIEs } }

OPTIONAL,


...
}

UL-Synchronisation-Parameters-LCR-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
UL-Synchronisation-StepSize ::= INTEGER (1..8)

UL-Synchronisation-Frequency ::= INTEGER (1..8)

UL-TimeslotISCP


::= INTEGER (0..127)

-- According to mapping in [14]
UpPTSInterferenceValue
::=
INTEGER (0..127,...)

Unidirectional-DCH-Indicator
::= ENUMERATED {


downlink-DCH-only,


uplink-DCH-only

}
URA-ID




::= INTEGER (0..65535)

URA-Information ::= SEQUENCE {


uRA-ID







URA-ID,


multipleURAsIndicator



MultipleURAsIndicator,


rNCsWithCellsInTheAccessedURA-List
RNCsWithCellsInTheAccessedURA-List
OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { {URA-Information-ExtIEs} } OPTIONAL,


...

}

URA-Information-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

{ ID id-Extended-RNC-ID





CRITICALITY reject
EXTENSION Extended-RNC-ID


















PRESENCE optional },

...

}

RNCsWithCellsInTheAccessedURA-List ::= SEQUENCE (SIZE (1..maxRNCinURA-1)) OF RNCsWithCellsInTheAccessedURA-Item
RNCsWithCellsInTheAccessedURA-Item ::= SEQUENCE {


rNC-ID






RNC-ID,


iE-Extensions




ProtocolExtensionContainer { {RNCsWithCellsInTheAccessedURA-Item-ExtIEs} } OPTIONAL,


...

}

RNCsWithCellsInTheAccessedURA-Item-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
USCH-ID




::= INTEGER (0..255)
USCH-Information ::=  SEQUENCE (SIZE (1..maxNoOfUSCHs)) OF USCH-InformationItem
USCH-InformationItem ::= SEQUENCE {


uSCH-ID







USCH-ID,


ul-CCTrCH-ID





CCTrCH-ID,


trChSourceStatisticsDescriptor

TrCH-SrcStatisticsDescr,


transportFormatSet




TransportFormatSet,


allocationRetentionPriority 

AllocationRetentionPriority,


schedulingPriorityIndicator


SchedulingPriorityIndicator,


rb-Info







RB-Info,


iE-Extensions





ProtocolExtensionContainer { {USCH-InformationItem-ExtIEs} } OPTIONAL,


...

}

USCH-InformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-TrafficClass

CRITICALITY ignore
EXTENSION TrafficClass

PRESENCE mandatory
}|

{ ID id-BindingID





CRITICALITY
ignore

EXTENSION 
BindingID
PRESENCE 
optional
}|


-- Shall be ignored if bearer establishment with ALCAP.

{ ID id-TransportLayerAddress


CRITICALITY
ignore

EXTENSION 
TransportLayerAddress

PRESENCE 
optional
},

-- Shall be ignored if bearer establishment with ALCAP.

...

}
User-Plane-Congestion-Fields-Inclusion

::= ENUMERATED { shall-be-included }

-- V

-- W

-- X

-- Y

-- Z

END
#Partilly Omitted
9.3.6
Constant Definitions
#Partilly Omitted
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-AllowedQueuingTime













ProtocolIE-ID ::= 4

id-Allowed-Rate-Information












ProtocolIE-ID ::= 42
id-AntennaColocationIndicator











ProtocolIE-ID ::= 309
id-BindingID















ProtocolIE-ID ::= 5

id-C-ID

















ProtocolIE-ID ::= 6

id-C-RNTI
















ProtocolIE-ID ::= 7

id-Cell-Capacity-Class-Value











ProtocolIE-ID ::= 303
id-CFN

















ProtocolIE-ID ::= 8

id-CN-CS-DomainIdentifier












ProtocolIE-ID ::= 9

id-CN-PS-DomainIdentifier












ProtocolIE-ID ::= 10

id-Cause
















ProtocolIE-ID ::= 11

id-CoverageIndicator













ProtocolIE-ID ::= 310
id-CriticalityDiagnostics












ProtocolIE-ID ::= 20

id-ContextInfoItem-Reset












ProtocolIE-ID ::= 211
id-ContextGroupInfoItem-Reset











ProtocolIE-ID ::= 515
id-D-RNTI
















ProtocolIE-ID ::= 21

id-D-RNTI-ReleaseIndication












ProtocolIE-ID ::= 22

id-DCHs-to-Add-FDD














ProtocolIE-ID ::= 26

id-DCHs-to-Add-TDD














ProtocolIE-ID ::= 27

id-DCH-DeleteList-RL-ReconfPrepFDD










ProtocolIE-ID ::= 30

id-DCH-DeleteList-RL-ReconfPrepTDD










ProtocolIE-ID ::= 31

id-DCH-DeleteList-RL-ReconfRqstFDD










ProtocolIE-ID ::= 32

id-DCH-DeleteList-RL-ReconfRqstTDD










ProtocolIE-ID ::= 33

id-DCH-FDD-Information













ProtocolIE-ID ::= 34

id-DCH-TDD-Information













ProtocolIE-ID ::= 35

id-FDD-DCHs-to-Modify













ProtocolIE-ID ::= 39

id-TDD-DCHs-to-Modify













ProtocolIE-ID ::= 40

id-DCH-InformationResponse












ProtocolIE-ID ::= 43

id-DCH-Rate-InformationItem-RL-CongestInd








ProtocolIE-ID ::= 38
id-DL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD






ProtocolIE-ID ::= 44

id-DL-CCTrCH-InformationListIE-RL-ReconfReadyTDD






ProtocolIE-ID ::= 45

id-DL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD






ProtocolIE-ID ::= 46

id-DL-CCTrCH-InformationItem-RL-SetupRqstTDD







ProtocolIE-ID ::= 47

id-DL-CCTrCH-InformationListIE-PhyChReconfRqstTDD






ProtocolIE-ID ::= 48

id-DL-CCTrCH-InformationListIE-RL-AdditionRspTDD






ProtocolIE-ID ::= 49

id-DL-CCTrCH-InformationListIE-RL-SetupRspTDD







ProtocolIE-ID ::= 50

id-DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD






ProtocolIE-ID ::= 51

id-DL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD






ProtocolIE-ID ::= 52

id-DL-CCTrCH-InformationList-RL-SetupRqstTDD







ProtocolIE-ID ::= 53

id-FDD-DL-CodeInformation












ProtocolIE-ID ::= 54

id-DL-DPCH-Information-RL-ReconfPrepFDD









ProtocolIE-ID ::= 59

id-DL-DPCH-Information-RL-SetupRqstFDD









ProtocolIE-ID ::= 60

id-DL-DPCH-Information-RL-ReconfRqstFDD









ProtocolIE-ID ::= 61

id-DL-DPCH-InformationItem-PhyChReconfRqstTDD







ProtocolIE-ID ::= 62

id-DL-DPCH-InformationItem-RL-AdditionRspTDD







ProtocolIE-ID ::= 63

id-DL-DPCH-InformationItem-RL-SetupRspTDD








ProtocolIE-ID ::= 64

id-DL-DPCH-TimingAdjustment












ProtocolIE-ID ::= 278
id-DLReferencePower














ProtocolIE-ID ::= 67

id-DLReferencePowerList-DL-PC-Rqst










ProtocolIE-ID ::= 68

id-DL-ReferencePowerInformation-DL-PC-Rqst








ProtocolIE-ID ::= 69

id-DPC-Mode
















ProtocolIE-ID ::= 12
id-DRXCycleLengthCoefficient











ProtocolIE-ID ::= 70

id-DedicatedMeasurementObjectType-DM-Fail-Ind







ProtocolIE-ID ::= 470

id-DedicatedMeasurementObjectType-DM-Fail








ProtocolIE-ID ::= 471
id-DedicatedMeasurementObjectType-DM-Rprt








ProtocolIE-ID ::= 71

id-DedicatedMeasurementObjectType-DM-Rqst








ProtocolIE-ID ::= 72

id-DedicatedMeasurementObjectType-DM-Rsp








ProtocolIE-ID ::= 73

id-DedicatedMeasurementType












ProtocolIE-ID ::= 74

id-FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspFDD





ProtocolIE-ID ::= 82

id-FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspTDD





ProtocolIE-ID ::= 83

id-Guaranteed-Rate-Information











ProtocolIE-ID ::= 41
id-IMSI

















ProtocolIE-ID ::= 84

id-HCS-Prio
















ProtocolIE-ID ::= 311
id-L3-Information














ProtocolIE-ID ::= 85

id-AdjustmentPeriod














ProtocolIE-ID ::= 90

id-MaxAdjustmentStep













ProtocolIE-ID ::= 91

id-MeasurementFilterCoefficient











ProtocolIE-ID ::= 92

id-MessageStructure














ProtocolIE-ID ::= 57
id-MeasurementID














ProtocolIE-ID ::= 93

id-Neighbouring-GSM-CellInformation










ProtocolIE-ID ::= 13
id-Neighbouring-UMTS-CellInformationItem








ProtocolIE-ID ::= 95
id-NRT-Load-Information-Value











ProtocolIE-ID ::= 305

id-NRT-Load-Information-Value-IncrDecrThres








ProtocolIE-ID ::= 306
id-PagingArea-PagingRqst












ProtocolIE-ID ::= 102

id-FACH-FlowControlInformation











ProtocolIE-ID ::= 103

id-PartialReportingIndicator











ProtocolIE-ID ::= 472
id-Permanent-NAS-UE-Identity











ProtocolIE-ID ::= 17
id-PowerAdjustmentType













ProtocolIE-ID ::= 107

id-RANAP-RelocationInformation











ProtocolIE-ID ::= 109

id-RL-Information-PhyChReconfRqstFDD









ProtocolIE-ID ::= 110

id-RL-Information-PhyChReconfRqstTDD









ProtocolIE-ID ::= 111

id-RL-Information-RL-AdditionRqstFDD









ProtocolIE-ID ::= 112

id-RL-Information-RL-AdditionRqstTDD









ProtocolIE-ID ::= 113

id-RL-Information-RL-DeletionRqst










ProtocolIE-ID ::= 114

id-RL-Information-RL-FailureInd











ProtocolIE-ID ::= 115

id-RL-Information-RL-ReconfPrepFDD










ProtocolIE-ID ::= 116

id-RL-Information-RL-RestoreInd











ProtocolIE-ID ::= 117

id-RL-Information-RL-SetupRqstFDD










ProtocolIE-ID ::= 118

id-RL-Information-RL-SetupRqstTDD










ProtocolIE-ID ::= 119

id-RL-InformationItem-RL-CongestInd










ProtocolIE-ID ::= 55
id-RL-InformationItem-DM-Rprt











ProtocolIE-ID ::= 120

id-RL-InformationItem-DM-Rqst











ProtocolIE-ID ::= 121

id-RL-InformationItem-DM-Rsp











ProtocolIE-ID ::= 122

id-RL-InformationItem-RL-PreemptRequiredInd








ProtocolIE-ID ::= 2
id-RL-InformationItem-RL-SetupRqstFDD









ProtocolIE-ID ::= 123

id-RL-InformationList-RL-CongestInd










ProtocolIE-ID ::= 56
id-RL-InformationList-RL-AdditionRqstFDD








ProtocolIE-ID ::= 124

id-RL-InformationList-RL-DeletionRqst









ProtocolIE-ID ::= 125

id-RL-InformationList-RL-PreemptRequiredInd








ProtocolIE-ID ::= 1
id-RL-InformationList-RL-ReconfPrepFDD









ProtocolIE-ID ::= 126

id-RL-InformationResponse-RL-AdditionRspTDD








ProtocolIE-ID ::= 127

id-RL-InformationResponse-RL-ReconfReadyTDD








ProtocolIE-ID ::= 128

id-RL-InformationResponse-RL-SetupRspTDD








ProtocolIE-ID ::= 129

id-RL-InformationResponseItem-RL-AdditionRspFDD







ProtocolIE-ID ::= 130

id-RL-InformationResponseItem-RL-ReconfReadyFDD







ProtocolIE-ID ::= 131

id-RL-InformationResponseItem-RL-ReconfRspFDD







ProtocolIE-ID ::= 132

id-RL-InformationResponseItem-RL-SetupRspFDD







ProtocolIE-ID ::= 133

id-RL-InformationResponseList-RL-AdditionRspFDD







ProtocolIE-ID ::= 134

id-RL-InformationResponseList-RL-ReconfReadyFDD







ProtocolIE-ID ::= 135

id-RL-InformationResponseList-RL-ReconfRspFDD







ProtocolIE-ID ::= 136

id-RL-InformationResponse-RL-ReconfRspTDD








ProtocolIE-ID ::= 28
id-RL-InformationResponseList-RL-SetupRspFDD







ProtocolIE-ID ::= 137

id-RL-ReconfigurationFailure-RL-ReconfFail








ProtocolIE-ID ::= 141

id-RL-Set-InformationItem-DM-Rprt










ProtocolIE-ID ::= 143

id-RL-Set-InformationItem-DM-Rqst










ProtocolIE-ID ::= 144

id-RL-Set-InformationItem-DM-Rsp










ProtocolIE-ID ::= 145

id-RL-Set-Information-RL-FailureInd










ProtocolIE-ID ::= 146

id-RL-Set-Information-RL-RestoreInd










ProtocolIE-ID ::= 147

id-RL-Set-Successful-InformationItem-DM-Fail







ProtocolIE-ID ::= 473

id-RL-Set-Unsuccessful-InformationItem-DM-Fail







ProtocolIE-ID ::= 474

id-RL-Set-Unsuccessful-InformationItem-DM-Fail-Ind






ProtocolIE-ID ::= 475

id-RL-Successful-InformationItem-DM-Fail








ProtocolIE-ID ::= 476

id-RL-Unsuccessful-InformationItem-DM-Fail








ProtocolIE-ID ::= 477

id-RL-Unsuccessful-InformationItem-DM-Fail-Ind







ProtocolIE-ID ::= 478
id-ReportCharacteristics












ProtocolIE-ID ::= 152

id-Reporting-Object-RL-FailureInd










ProtocolIE-ID ::= 153

id-Reporing-Object-RL-RestoreInd










ProtocolIE-ID ::= 154

id-RT-Load-Value














ProtocolIE-ID ::= 307

id-RT-Load-Value-IncrDecrThres











ProtocolIE-ID ::= 308
id-S-RNTI
















ProtocolIE-ID ::= 155

id-ResetIndicator














ProtocolIE-ID ::= 244
id-RNC-ID
















ProtocolIE-ID ::= 245
id-SAI

















ProtocolIE-ID ::= 156

id-SRNC-ID
















ProtocolIE-ID ::= 157

id-SuccessfulRL-InformationResponse-RL-AdditionFailureFDD




ProtocolIE-ID ::= 159

id-SuccessfulRL-InformationResponse-RL-SetupFailureFDD





ProtocolIE-ID ::= 160

id-TransportBearerID













ProtocolIE-ID ::= 163

id-TransportBearerRequestIndicator










ProtocolIE-ID ::= 164

id-TransportLayerAddress












ProtocolIE-ID ::= 165

id-TypeOfError















ProtocolIE-ID ::= 140
id-UC-ID
















ProtocolIE-ID ::= 166

id-UL-CCTrCH-AddInformation-RL-ReconfPrepTDD







ProtocolIE-ID ::= 167

id-UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD






ProtocolIE-ID ::= 169

id-UL-CCTrCH-InformationItem-RL-SetupRqstTDD







ProtocolIE-ID ::= 171

id-UL-CCTrCH-InformationList-RL-SetupRqstTDD







ProtocolIE-ID ::= 172

id-UL-CCTrCH-InformationListIE-PhyChReconfRqstTDD






ProtocolIE-ID ::= 173

id-UL-CCTrCH-InformationListIE-RL-AdditionRspTDD






ProtocolIE-ID ::= 174

id-UL-CCTrCH-InformationListIE-RL-ReconfReadyTDD






ProtocolIE-ID ::= 175

id-UL-CCTrCH-InformationListIE-RL-SetupRspTDD







ProtocolIE-ID ::= 176

id-UL-DPCH-Information-RL-ReconfPrepFDD









ProtocolIE-ID ::= 177

id-UL-DPCH-Information-RL-ReconfRqstFDD









ProtocolIE-ID ::= 178

id-UL-DPCH-Information-RL-SetupRqstFDD









ProtocolIE-ID ::= 179

id-UL-DPCH-InformationItem-PhyChReconfRqstTDD







ProtocolIE-ID ::= 180

id-UL-DPCH-InformationItem-RL-AdditionRspTDD







ProtocolIE-ID ::= 181

id-UL-DPCH-InformationItem-RL-SetupRspTDD








ProtocolIE-ID ::= 182

id-UL-DPCH-InformationAddListIE-RL-ReconfReadyTDD






ProtocolIE-ID ::= 183

id-UL-SIRTarget















ProtocolIE-ID ::= 184

id-URA-Information














ProtocolIE-ID ::= 185

id-UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD




ProtocolIE-ID ::= 188

id-UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD




ProtocolIE-ID ::= 189

id-UnsuccessfulRL-InformationResponse-RL-SetupFailureTDD




ProtocolIE-ID ::= 190

id-Active-Pattern-Sequence-Information









ProtocolIE-ID ::= 193

id-AdjustmentRatio














ProtocolIE-ID ::= 194
id-CauseLevel-RL-AdditionFailureFDD










ProtocolIE-ID ::= 197

id-CauseLevel-RL-AdditionFailureTDD










ProtocolIE-ID ::= 198

id-CauseLevel-RL-ReconfFailure











ProtocolIE-ID ::= 199

id-CauseLevel-RL-SetupFailureFDD










ProtocolIE-ID ::= 200
id-CauseLevel-RL-SetupFailureTDD










ProtocolIE-ID ::= 201
id-DL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD






ProtocolIE-ID ::= 205
id-DL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD






ProtocolIE-ID ::= 206
id-DL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD






ProtocolIE-ID ::= 207
id-DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD






ProtocolIE-ID ::= 208
id-DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD






ProtocolIE-ID ::= 209
id-DL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD






ProtocolIE-ID ::= 210
id-DL-DPCH-InformationAddListIE-RL-ReconfReadyTDD






ProtocolIE-ID ::= 212
id-DL-DPCH-InformationDeleteListIE-RL-ReconfReadyTDD





ProtocolIE-ID ::= 213
id-DL-DPCH-InformationModifyListIE-RL-ReconfReadyTDD





ProtocolIE-ID ::= 214
id-DSCHs-to-Add-TDD














ProtocolIE-ID ::= 215
id-Unused-ProtocolIE-ID-216












ProtocolIE-ID ::= 216
id-DSCH-DeleteList-RL-ReconfPrepTDD










ProtocolIE-ID ::= 217
id-Unused-ProtocolIE-ID-218












ProtocolIE-ID ::= 218
id-Unused-ProtocolIE-ID-219












ProtocolIE-ID ::= 219
id-DSCH-InformationListIE-RL-AdditionRspTDD








ProtocolIE-ID ::= 220
id-DSCH-InformationListIEs-RL-SetupRspTDD








ProtocolIE-ID ::= 221
id-DSCH-TDD-Information













ProtocolIE-ID ::= 222
id-Unused-ProtocolIE-ID-223












ProtocolIE-ID ::= 223
id-Unused-ProtocolIE-ID-226












ProtocolIE-ID ::= 226
id-DSCH-ModifyList-RL-ReconfPrepTDD










ProtocolIE-ID ::= 227
id-Unused-ProtocolIE-ID-228












ProtocolIE-ID ::= 228
id-Unused-ProtocolIE-ID-324












ProtocolIE-ID ::= 324
id-Unused-ProtocolIE-ID-229












ProtocolIE-ID ::= 229
id-DSCHToBeAddedOrModifiedList-RL-ReconfReadyTDD






ProtocolIE-ID ::= 230
id-Unused-ProtocolIE-ID-29












ProtocolIE-ID ::= 29

id-Unused-ProtocolIE-ID-225












ProtocolIE-ID ::= 225

id-GA-Cell
















ProtocolIE-ID ::= 232
id-GA-CellAdditionalShapes












ProtocolIE-ID ::= 3
id-Unused-ProtocolIE-ID-246












ProtocolIE-ID ::= 246

id-Transmission-Gap-Pattern-Sequence-Information






ProtocolIE-ID ::= 255
id-UL-CCTrCH-DeleteInformation-RL-ReconfPrepTDD







ProtocolIE-ID ::= 256
id-UL-CCTrCH-ModifyInformation-RL-ReconfPrepTDD







ProtocolIE-ID ::= 257
id-UL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD






ProtocolIE-ID ::= 258
id-UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD






ProtocolIE-ID ::= 259
id-UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD






ProtocolIE-ID ::= 260
id-UL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD






ProtocolIE-ID ::= 261
id-UL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD






ProtocolIE-ID ::= 262
id-UL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD






ProtocolIE-ID ::= 263
id-UL-DPCH-InformationDeleteListIE-RL-ReconfReadyTDD





ProtocolIE-ID ::= 264
id-UL-DPCH-InformationModifyListIE-RL-ReconfReadyTDD





ProtocolIE-ID ::= 265
id-UnsuccessfulRL-InformationResponse-RL-AdditionFailureTDD




ProtocolIE-ID ::= 266
id-USCHs-to-Add















ProtocolIE-ID ::= 267
id-USCH-DeleteList-RL-ReconfPrepTDD










ProtocolIE-ID ::= 268
id-USCH-InformationListIE-RL-AdditionRspTDD








ProtocolIE-ID ::= 269
id-USCH-InformationListIEs-RL-SetupRspTDD








ProtocolIE-ID ::= 270
id-USCH-Information














ProtocolIE-ID ::= 271
id-USCH-ModifyList-RL-ReconfPrepTDD










ProtocolIE-ID ::= 272
id-USCHToBeAddedOrModifiedList-RL-ReconfReadyTDD






ProtocolIE-ID ::= 273
id-DL-Physical-Channel-Information-RL-SetupRqstTDD






ProtocolIE-ID ::= 274

id-UL-Physical-Channel-Information-RL-SetupRqstTDD






ProtocolIE-ID ::= 275

id-ClosedLoopMode1-SupportIndicator










ProtocolIE-ID ::= 276
id-Unused-ProtocolIE-ID-277












ProtocolIE-ID ::= 277
id-STTD-SupportIndicator












ProtocolIE-ID ::= 279
id-CFNReportingIndicator             









ProtocolIE-ID ::= 14

id-CNOriginatedPage-PagingRqst











ProtocolIE-ID ::= 23
id-InnerLoopDLPCStatus













ProtocolIE-ID ::= 24
id-PropagationDelay














ProtocolIE-ID ::= 25
id-RxTimingDeviationForTA












ProtocolIE-ID ::= 36
id-timeSlot-ISCP














ProtocolIE-ID ::= 37
id-CCTrCH-InformationItem-RL-FailureInd









ProtocolIE-ID ::= 15

id-CCTrCH-InformationItem-RL-RestoreInd









ProtocolIE-ID ::= 16
id-CommonMeasurementAccuracy











ProtocolIE-ID ::= 280
id-CommonMeasurementObjectType-CM-Rprt









ProtocolIE-ID ::= 281

id-CommonMeasurementObjectType-CM-Rqst









ProtocolIE-ID ::= 282

id-CommonMeasurementObjectType-CM-Rsp









ProtocolIE-ID ::= 283

id-CommonMeasurementType












ProtocolIE-ID ::= 284

id-CongestionCause 














ProtocolIE-ID ::= 18

id-SFN

















ProtocolIE-ID ::= 285

id-SFNReportingIndicator












ProtocolIE-ID ::= 286
id-InformationExchangeID












ProtocolIE-ID ::= 287

id-InformationExchangeObjectType-InfEx-Rprt








ProtocolIE-ID ::= 288

id-InformationExchangeObjectType-InfEx-Rqst








ProtocolIE-ID ::= 289

id-InformationExchangeObjectType-InfEx-Rsp








ProtocolIE-ID ::= 290

id-InformationReportCharacteristics










ProtocolIE-ID ::= 291

id-InformationType














ProtocolIE-ID ::= 292
id-neighbouring-LCR-TDD-CellInformation









ProtocolIE-ID ::= 58

id-DL-Timeslot-ISCP-LCR-Information-RL-SetupRqstTDD






ProtocolIE-ID ::= 65

id-RL-LCR-InformationResponse-RL-SetupRspTDD







ProtocolIE-ID ::= 66
id-UL-CCTrCH-LCR-InformationListIE-RL-SetupRspTDD






ProtocolIE-ID ::= 75

id-UL-DPCH-LCR-InformationItem-RL-SetupRspTDD







ProtocolIE-ID ::= 76

id-DL-CCTrCH-LCR-InformationListIE-RL-SetupRspTDD






ProtocolIE-ID ::= 77

id-DL-DPCH-LCR-InformationItem-RL-SetupRspTDD







ProtocolIE-ID ::= 78

id-DSCH-LCR-InformationListIEs-RL-SetupRspTDD







ProtocolIE-ID ::= 79

id-USCH-LCR-InformationListIEs-RL-SetupRspTDD







ProtocolIE-ID ::= 80

id-DL-Timeslot-ISCP-LCR-Information-RL-AdditionRqstTDD





ProtocolIE-ID ::= 81

id-RL-LCR-InformationResponse-RL-AdditionRspTDD







ProtocolIE-ID ::= 86

id-UL-CCTrCH-LCR-InformationListIE-RL-AdditionRspTDD





ProtocolIE-ID ::= 87

id-UL-DPCH-LCR-InformationItem-RL-AdditionRspTDD






ProtocolIE-ID ::= 88

id-DL-CCTrCH-LCR-InformationListIE-RL-AdditionRspTDD





ProtocolIE-ID ::= 89

id-DL-DPCH-LCR-InformationItem-RL-AdditionRspTDD






ProtocolIE-ID ::= 94

id-DSCH-LCR-InformationListIEs-RL-AdditionRspTDD






ProtocolIE-ID ::= 96

id-USCH-LCR-InformationListIEs-RL-AdditionRspTDD






ProtocolIE-ID ::= 97

id-UL-DPCH-LCR-InformationAddListIE-RL-ReconfReadyTDD





ProtocolIE-ID ::= 98

id-UL-Timeslot-LCR-InformationModifyList-RL-ReconfReadyTDD




ProtocolIE-ID ::= 100

id-DL-DPCH-LCR-InformationAddListIE-RL-ReconfReadyTDD





ProtocolIE-ID ::= 101

id-DL-Timeslot-LCR-InformationModifyList-RL-ReconfReadyTDD




ProtocolIE-ID ::= 104

id-UL-Timeslot-LCR-InformationList-PhyChReconfRqstTDD





ProtocolIE-ID ::= 105

id-DL-Timeslot-LCR-InformationList-PhyChReconfRqstTDD





ProtocolIE-ID ::= 106

id-timeSlot-ISCP-LCR-List-DL-PC-Rqst-TDD








ProtocolIE-ID ::= 138
id-TSTD-Support-Indicator-RL-SetupRqstTDD








ProtocolIE-ID ::= 139

id-RestrictionStateIndicator











ProtocolIE-ID ::= 142
id-Load-Value















ProtocolIE-ID ::= 233
id-Load-Value-IncrDecrThres












ProtocolIE-ID ::= 234
id-OnModification














ProtocolIE-ID ::= 235
id-Received-Total-Wideband-Power-Value









ProtocolIE-ID ::= 236
id-Received-Total-Wideband-Power-Value-IncrDecrThres





ProtocolIE-ID ::= 237
id-SFNSFNMeasurementThresholdInformation








ProtocolIE-ID ::= 238
id-Transmitted-Carrier-Power-Value










ProtocolIE-ID ::= 239
id-Transmitted-Carrier-Power-Value-IncrDecrThres






ProtocolIE-ID ::= 240
id-TUTRANGPSMeasurementThresholdInformation








ProtocolIE-ID ::= 241
id-UL-Timeslot-ISCP-Value












ProtocolIE-ID ::= 242
id-UL-Timeslot-ISCP-Value-IncrDecrThres









ProtocolIE-ID ::= 243
id-Rx-Timing-Deviation-Value-LCR










ProtocolIE-ID ::= 293
id-DPC-Mode-Change-SupportIndicator










ProtocolIE-ID ::= 19
id-Unused-ProtocolIE-ID-247












ProtocolIE-ID ::= 247
id-Unused-ProtocolIE-ID-295












ProtocolIE-ID ::= 295
id-PrimaryCCPCH-RSCP-RL-ReconfPrepTDD









ProtocolIE-ID ::= 202

id-DL-TimeSlot-ISCP-Info-RL-ReconfPrepTDD








ProtocolIE-ID ::= 203

id-DL-Timeslot-ISCP-LCR-Information-RL-ReconfPrepTDD





ProtocolIE-ID ::= 204
id-DSCH-RNTI















ProtocolIE-ID ::= 249
id-DL-PowerBalancing-Information










ProtocolIE-ID ::= 296
id-DL-PowerBalancing-ActivationIndicator








ProtocolIE-ID ::= 297
id-DL-PowerBalancing-UpdatedIndicator









ProtocolIE-ID ::= 298
id-DL-ReferencePowerInformation











ProtocolIE-ID ::= 299
id-Enhanced-PrimaryCPICH-EcNo











ProtocolIE-ID ::= 224
id-IPDL-TDD-ParametersLCR












ProtocolIE-ID ::= 252
id-CellCapabilityContainer-FDD











ProtocolIE-ID ::= 300
id-CellCapabilityContainer-TDD











ProtocolIE-ID ::= 301
id-CellCapabilityContainer-TDD-LCR










ProtocolIE-ID ::= 302
id-RL-Specific-DCH-Info













ProtocolIE-ID ::= 317

id-RL-ReconfigurationRequestFDD-RL-InformationList 






ProtocolIE-ID ::= 318

id-RL-ReconfigurationRequestFDD-RL-Information-IEs






ProtocolIE-ID ::= 319

id-RL-ReconfigurationRequestTDD-RL-Information







ProtocolIE-ID ::= 321
id-CommonTransportChannelResourcesInitialisationNotRequired




ProtocolIE-ID ::= 250
id-DelayedActivation 













ProtocolIE-ID ::= 312

id-DelayedActivationList-RL-ActivationCmdFDD







ProtocolIE-ID ::= 313
id-DelayedActivationInformation-RL-ActivationCmdFDD






ProtocolIE-ID ::= 314
id-DelayedActivationList-RL-ActivationCmdTDD







ProtocolIE-ID ::= 315
id-DelayedActivationInformation-RL-ActivationCmdTDD






ProtocolIE-ID ::= 316
id-neighbouringTDDCellMeasurementInformationLCR







ProtocolIE-ID ::= 251
id-UL-SIR-Target-CCTrCH-InformationItem-RL-SetupRspTDD





ProtocolIE-ID ::= 150
id-UL-SIR-Target-CCTrCH-LCR-InformationItem-RL-SetupRspTDD




ProtocolIE-ID ::= 151
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