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Progress Report since the last TSG (for all involved WGs):

Since previous TSG-RAN #36 meeting, the progress of the WI Enhanced CELL_FACH State in FDD has been following in different RAN working groups.

TSG-RAN WG1 #50
TSG-RAN WG1 agreed on two minor clarifications:
· TS 25.211 CR242r1 "PICH associated HS-SCCH for Enhanced CELL_FACH" in [1].
· TS 25.214 CR454r2 "Corrections to HS-DSCH procedures for CELL_FACH and MIMO" in [2].
TSG-RAN WG2 #59
TSG-RAN WG 2 focused on resolving one outstanding issue and some minor clarifications:
· MAC-ehs reordering functionality (previous outstanding issue) – the relevant CRs to TS 25.321 and TS 25.331 specifications were agreed in Cr0348 in [1] and Cr3078 in [5] respectively.
TSG-RAN WG3 #56
TSG-RAN WG 3 agreed on some minor corrections in TS25.433 and TS25.435. And one potential problem related to URA Update in[17] in case of Rel7 SRNC and pre-Rel7 DRNC was confirmed. 
TSG-RAN WG4 #44
In meeting #44 in Athens, TSG-RAN WG4 discussed on the impact of Enhanced CELL_FACH on HSDPA Requirements. The issue was not concluded as such. However, it was concluded that a minimum requirements for HS-DSCH reception in CELL_FACH state will be defined and that there was no need for additional signaling of UE receiver capability on the UL. This conclusion was agreed in a liaison to RAN2 in [14]. 
List of Completed elements (for complex work items):

RAN1: The introduction of Enhanced CELL_FACH state to 06/2007 specifications (already complete in RAN #36)
RAN2: The introduction of Enhanced CELL_FACH state to 06/2007 specifications (already complete in RAN #36)
RAN3: The introduction of Enhanced CELL_FACH state to 06/2007 specifications (already complete in RAN #36)
RAN4: Definition of minimum HS-DSCH reception requirements.
List of open issues:

RAN3: Solution for a problem on URA Update in case of Pre-Rel7 SRNC and Rel7 DRNC
RAN4: Definition of minimum performance requirements for HS-DSCH reception in CELL_FACH state.
Estimates of the level of completion (when possible):

95% (The WI was already closed in June 2007).
WI completion date review resulting from the discussion at the working group:

June 2007. 
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