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Reason for change:
(

This test case is applicable for both CS and PS domain. In the present TTCN implementation when the test case is executed in CS domain the AMR CS call is active and then the configuration of Cell B is activated. As a result the configuration and sending down of System Information of Cell B slows down considerably because of AMR data. This results in the test case taking a long time to execute and also it becomes unreliable.




Summary of change:
(

Moved the test step ts_ToStateMO_CS_6_9_PS_6_10Or6_11 from line 7 to line 10 as shown below i.e after configurations of Cell B.




Consequences if 
(

not approved:
TTCN implementation will result in delayed and unreliable system
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1 Change 1

Table Name
tc_8_4_1_28

ATS Suite
iWD_2007_wk28

Test Case affected
tc_8_4_1_28

Reason for change
This testcase is applicable for both CS and PS domain. In the present TTCN implementation when the test case is executed in CS domain the AMR CS call is active and then the configuration of Cell B is activated. As a result the configuration and sending down of System Information of Cell B slows down considerably because of AMR data. This results in the test case taking a long time to execute and also it becomes unreliable.

Summary of change
Moved the teststep ts_ToStateMO_CS_6_9_PS_6_10Or6_11 from line 7 to line 10 as shown below i.e after configurations of Cell B.




Test Case

 

Test Case Id:
tc_8_4_1_28
Test Group Reference:
RRC_Measurements/
Purpose:
1. To confirm that the UE performs UE internal measurements and reporting for events 6F and 6G, when requested by the UTRAN to do so in the MEASUREMENT CONTROL message.
Configuration:
 
Defaults:
RRC_Def1
Comments:
@sic Thomas R5s070026 sic@


 

Nr
Label
Behaviour Description
Constraint Ref
Verdict
Comments
1
 
START t_Guard
 
 
 
2
 
 [ px_RAT = fdd ]
 
 
FDD specific behaviour
3
 
  +lt_InitVariables
 
 
 
4
 
   +ts_SS_CreateCellDCH ( tsc_CellA )
 
 
 
5
 
    +ts_SendDef_sysInfo_MultiCell ( tsc_CellA )
 
 
 
6
 
     +ts_IdleUpdated ( tsc_CellA )
 
 
Idle Update and bring UE to Cell_Fach state and release the connection again
7
 
      +ts_ToStateMO_CS_6_9_PS_6_10Or6_11 ( tsc_CellA )
 
 
 
8
 
        +ts_SS_CreateCellDCH ( tsc_CellB )
 
 
Configure lower tester
9
 
         +ts_SendDef_sysInfo_MultiCell ( tsc_CellB )
 
 
Sends the default system information in CellA
10
 
        +ts_ToStateMO_CS_6_9_PS_6_10Or6_11 ( tsc_CellA )
 
 
 
11
 
         +lt_TestBody
 
 
 
12
 
          +po_SHO_ConnectionAndSS_Rel
 
 
Postamble : To release the RRC connection and all the SS configuration
13
ERR1
 [ px_RAT = tdd ]
 
 
TDD specific behaviour
14
ERR2
 [ TRUE ]
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