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<Start of first modified section (clause 8.3.4 / Specific message contents)>
8.3.4
Method of test
Initial conditions

UE contains either ISIM and USIM applications or only USIM application on UICC. UE is registered to IMS services by performing the generic registration test procedure in Annex C.2 up to the last step.
SS is configured with the IMSI within the USIM application, the home domain name, public and private user identities together with the shared secret key of IMS AKA algorithm, related to the IMS private user identity (IMPI) that is configured on the UICC card equipped into the UE. SS is listening to SIP default port 5060 for both UDP and TCP protocols. SS is able to perform AKAv1-MD5 authentication algorithm for that IMPI, according to 3GPP TS 33.203[14] clause 6.1 and RFC 3310 [17].

Related ICS/IXIT Statement(s)
Method of triggering the UE to deregister from IMS services
Yes/No

IMS security (Yes/No)

Test procedure

1)
The UE is triggered by MMI to initiate a deregistration procedure 

2)
IMS deregistration is initiated on the UE. SS waits the UE to send a REGISTER request, in accordance to 3GPP TS 24.229 [10], clause 5.1.1.6 

Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	REGISTER
	UE sends deregistration for IMS services. (Register request with Expires header set to 0).

	2
	(
	200 OK
	The SS responds REGISTER with 200 OK


Specific message contents
REGISTER (step 1)

SS shall check that in accordance to the 3GPP TS 24.229 [10] clause 5.1.1.6 the UE sends an initial REGISTER request where the Request-URI and the headers have been correctly populated according to the REGISTER common message definition in annex A.1.1condition A2 without the “Supported” header and with the following exception:

	Header/param
	Value/remark

	Contact
	

	
addr-spec
	SIP URI with IP address or FQDN and protected server port of UE or *

	
expires
	0 (if present, see Rule)

	Expires 
	(if present, see Rule)

	
delta-seconds
	0


Rule:
if the addr-spec parameter of Contact header is *, expires parameter must not be present and Expires header is mandatory, if the addr-spec parameter of Contact header is not *, expires parameter is mandatory and Expires header must not be present.

<End of modified section >
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