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Introduction

Total Number of CRs agreed for this WI: 13. TSs being affected:

· 34.121-1 - 
13 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-072388
	34.121-1
	923
	
	F
	Rel-7
	7.5.0
	New E-DCH TC: RLS not containing the Serving E-DCH cell (10ms TTI, Type 1)
	RInImp-UEConTest_RxDivEDCH

	R5-072389
	34.121-1
	924
	
	F
	Rel-7
	7.5.0
	New E-DCH TC: RLS not containing the Serving E-DCH cell (2ms TTI, Type 1)
	RInImp-UEConTest_RxDivEDCH

	R5-072390
	34.121-1
	925
	
	F
	Rel-7
	7.5.0
	New E-DCH TC: RLS containing the Serving E-DCH cell (10ms TTI, Type 1)
	RInImp-UEConTest_RxDivEDCH

	R5-072391
	34.121-1
	926
	
	F
	Rel-7
	7.5.0
	New E-DCH TC: RLS containing the Serving E-DCH cell (2ms TTI, Type 1)
	RInImp-UEConTest_RxDivEDCH

	R5-072392
	34.121-1
	927
	
	F
	Rel-7
	7.5.0
	New E-DCH TC: E-RGCH single link performance (10ms TTI, Type 1)
	RInImp-UEConTest_RxDivEDCH

	R5-072393
	34.121-1
	928
	
	F
	Rel-7
	7.5.0
	New E-DCH TC: E-RGCH single link performance (2ms TTI, Type 1)
	RInImp-UEConTest_RxDivEDCH

	R5-072394
	34.121-1
	929
	
	F
	Rel-7
	7.5.0
	New E-DCH TC: Detection in Inter-Cell Handover conditions (Type 1)
	RInImp-UEConTest_RxDivEDCH

	R5-072395
	34.121-1
	930
	
	F
	Rel-7
	7.5.0
	New E-DCH TC: E-AGCH single link performance (Type 1)
	RInImp-UEConTest_RxDivEDCH

	R5-072396
	34.121-1
	931
	
	F
	Rel-7
	7.5.0
	Measurement uncertainties for E-DCH RX diversity (Type 1) tests 
	RInImp-UEConTest_RxDivEDCH

	R5-072397
	34.121-1
	932
	
	F
	Rel-7
	7.5.0
	Downlink physical Channels for E-DCH RX-diversity (Type 1) tests
	RInImp-UEConTest_RxDivEDCH

	R5-072343
	34.121-1
	933
	
	F
	Rel-7
	7.5.0
	New E-DCH Connection Diagram: 2 cells/Fading/RX-diversity
	RInImp-UEConTest_RxDivEDCH

	R5-072414
	34.121-1
	941
	
	F
	Rel-7
	7.5.0
	New E-DCH TC: E-HICH single link performance (10ms TTI, Type 1)
	RInImp-UEConTest_RxDivEDCH

	R5-072415
	34.121-1
	942
	
	F
	Rel-7
	7.5.0
	New E-DCH TC: E-HICH single link performance (2ms TTI, Type 1)
	RInImp-UEConTest_RxDivEDCH
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