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Progress Report since the last TSG (for all involved WGs):
An updated work plan for MBMS RF and RRM testing has been agreed in [1]

At RAN5#38 there were contributions agreed to close the open issue how to handle transport channel mapping of MCCH and FACH/PCH (UE requirement for the maximum number of simultaneous S-CCPCH is 4), [2] and [13]. The solution requires the MCCH to be mapped on the same SCCPCH as the other R99 control channels (BCCH, FACH, PCH). This means that the slot format as well as the transport channel parameters needs to be changed from how it has been defined in current TS 25.133. However, this will not affect the test purpose since the relevant parameter maxTTI is kept unchanged. As this require a CR to TS 25.133 then the RAN5 CR to TS 34.121-1 in [13] R5-080307 was deferred for email agreement pending the agreement of the associated RAN4 CR (will be submitted as a company contribution by NEC to RAN4).
Other contributions in [3] to [12] and [14] were agreed to complete the MBMS RF and RRM test cases. 
The completion status of the work item was increased from 95% to 100%. 
RAN5 has agreed to close the work item as 100% completion reached.
List of Completed elements (for complex work items):
Not Applicable.
List of open issues:

None 

Estimates of the level of completion (when possible):

100% 


WI completion date review resulting from the discussion at the working group:
TSG RAN #39, March 2008

References to WG's internal documentation and/or TRs:
[1] R5-080314
Work plan for MBMS RF/RRM test cases (MBMS-RAN-RF_Test) – Status after RAN5#38
[2] R5-080600
Addition of new RB Combination for MBMS Testing; NEC
[3] R5-080149
Addition of default message contents for MBMS RF/RRM testing; NEC

[4] R5-080418
PICH power level for MBMS performance test; NEC
[5] R5-080147
Clarification on MBMS MTCH reference channel for TC 11.3; NEC
[6] R5-080391
Correction to TC 8.3.6.3;
NEC
[7] R5-080392
Correction to test procedure in 8.3.5.4 and 8.3.6.3; Anritsu
[8] R5-080224
Addition the message exceptions to 8.3.6.3; Anritsu
[9] R5-080225
Correction to the time for sending valid MAC headers and RLS SDUs in 11.2 and 11.2A; Anritsu
[10] R5-080227
Correction to cell update procedure in the transition from CELL_PCH to CELL_FACH; Anritsu
[11] R5-080228
Correction to the BCCH ARFCN for 8.3.6.3; Anritsu
[12] R5-080393
Correction to MBMS test case 11.3; Ericsson
[13] R5-080307
Correction to TC 8.3.5.4; NEC (For e-mail approval after RAN5#38)

[14] R5-080428
Addition of test frequency to MBMS test case 11.2A; Anritsu
