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Reason for change:
(

1 ) In test step lt_ReceivePhyChReconfCmpl, the test step ts_CalculateActTime  is called to get the current CFN.

The condition check should use the variable tcv_FrameNumber

2) The indentation of the 3rd measurement report is not correct.




Summary of change:
(

1) Chaned the condition to use tcv_FrameNumber

[ ( tcv_CountC_ActTime MOD 8 <> 0 ) OR ( ((tcv_CountC_ActTime+256-tcv_FrameNumber) MOD 256) < 200 ) ]

2) Corrected the indentation to be the same as in line 82 & 83.
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2 Correction to testcase 8.2.6.37, 8.2.6.37b & 8.3.4.3.
2.1 8.2.6.37 & 8.2.6.37b.

Test stept Name
lt_ReceivePhyChReconfCmpl

Reason for change
In test step lt_ReceivePhyChReconfCmpl, the test step ts_CalculateActTime  is called to get the current CFN.

The condition check should use the variable tcv_FrameNumber

Summary of change
Chaned the condition to use tcv_FrameNumber

[ ( tcv_CountC_ActTime MOD 8 <> 0 ) OR ( ((tcv_CountC_ActTime+256-tcv_FrameNumber) MOD 256) < 200 ) ]

Source of change
New change

Label
WA#RRC
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START {_waiths
[tev_RRC_RAB_Type = cell_DCH_Speech) OR (tov_RRC_RAB_Type =
coll_DCH_B4KCS_RAB_SRE) OR (tov_RRC_RAB_Type =
cell_DCH_57_BkCS_RAB_SRE) |

2 TIMEOUT L_Waitis

A ? RLC_AM_DATA_IND
(1v_CountC_ActTime =

car_PhyChReconiCmpl (
tsc_CelDedicated,

RLC_AM_DATA_IND.aM_message.uL_DCCH_Message.message.physicalChannel tsc_RB2,

ReconfigurationComplets count_C_ActivationTime )
CANCEL {_Waitvs
+ts_CalculateActTime (p_Celld)
[ (to_CountC_ctTi a
(tev_Countc_ActTime+86-tcv_FrameNumber) OD 258) < 200) ]
[TRUE]
[tov_RRC_RAB_Type = cell_DCH_64kPS_RAB_SRE |
2 TIMEOUT {_Waitis

AM 7 RLC_AM_DATA_IND
CANCEL L Waitvs

er_PhyChannelReconfomplCipherinfo (tov_RRC_Ti)
)

car_PhyChReconiCmpl (

tsc_CelDedicated,

tse_RB2,

cr_PhyChannelReconfCmpINoCipherinfo (tov_RRC_Ti)
)

Cacase

®

®

(F) WAHRRC
®

P case
®

®





2.2 8.3.4.3.

Test stept Name
lt_ReceiveMeasurementReportCellABC_e1b

Reason for change
The indentation of the 3rd measurement report is not correct.

Summary of change
Corrected the indentation to be the same as in line 82 & 83.

Source of change
New change

Label
WA#RRC
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:

car_MeasurementReport (tsc_CellDedicated, tsc_RB2,
cr_MeasReporiintraFreqPeriodic3cell_sh (1,
tov_CellinfoA priScrmCode, OMIT,
tev_CellinfoB.prisermCode,
©_CeliSynchronisationinformation,

tov_CellinfoC priScrmCode, OMIT,
tev_CellinfoC.priScrmCote))
car_MeasurementReport(tsc_CellDedicated, tsc_RB2,
cr_MeasReporiintraFreqPeriodic3cell_sh (1,
tov_CellinfoA priScrmCode, OMIT,

tov_CellinfoC priScrmCode, OMIT,
tev_CellinfoB.prisermCode,
©_CeliSynchronisationinformation,
tev_Cellinfoc.priScrmCotie))
car_MeasurementReport(tsc_CellDedicated, tsc_RB2,
cr_MeasReporiintraFreqPeriodic2cell_s1h (1,
tov_CellinfoA priScrmCode, OMIT,
tev_CellinfoB.prisermCode,
©_CeliSynchronisationinformation,

tov_CallinfoC priSermCode))

(P) Cell A, B, C order, @sic Thomas OR
T1-040243 sic@

(P) Cell A, C, B order, @sic Thomas
ER1478 sic@, @sic Thomas OR
TI-040243 51c@

(P) Cell A, B arder, @sic Thomas CR
T1-040243 51c@
WAFRRC
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