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Reason for change:
(

In testcase 8.1.6.5, the constraint cr_InitDirectTransferEstCause is used in the tree header lt_LocalTest for INITIAL DIRECT TRANSFER (CM SERVICE REQUEST). This constraint does not handle the case in which a UE sends INITIAL DIRECT TRANSFER with v690NonCriticalExtensions.




Summary of change:
(

Change the constraint to handle the case in which UE sends INITIAL DIRECT TRANSFER with v690NonCriticalExtensions.
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2 Correction to Test Case 8.1.6.5
2.1 cr_InitDirectTransferEstCause

Test step name
cr_InitDirectTransferEstCause

Reason for change
In testcase 8.1.6.5, the constraint cr_InitDirectTransferEstCause is used in the tree header lt_LocalTest for INITIAL DIRECT TRANSFER (CM SERVICE REQUEST). This constraint does not handle the case in which a UE sends INITIAL DIRECT TRANSFER with v690NonCriticalExtensions.

Summary of change
Change the constraint to handle the case in which UE sends INITIAL DIRECT TRANSFER with v690NonCriticalExtensions.

Source of change
Modification
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[image: image1.png]Constraint Name:  cr_InitDirectTransferEstCause (
p_CH_DomainId : CN_DomainTdentity;
p_THST_PTUST : BITSTRING;
p_BAS_msy: NAS Message;
p_EstablishuentCause : EstablishuentCause )

Grow:

DU Hame: UL_DCCH Message

Derivation Path:

Encoding Rule Nane:

Encoding Variation:

Comnents:

Constraint Value

integrityCheckIngo ¥ ,
nessage initialDirectTranster :
¢
en_Domainldentity p_CH_Donainld,
intraDonainliasliodeselector
{ version releasess :
¢
en_Type gem_Nap_IDIS :
{ routingbasis localPTHST ©
{ routingparameter o_BitstringXeract | p_THST_PTHST , 32, 10, 8)
- extract bits 14 to 23
b
aumny 2

)

b

nas_Message p_NAS_usg,

neasuredResul tOnRACH 7,

v3alNonCriticalExtensions {
initialDirectTransfer vialext ( start Value © ),
LaterllonCriticalExtensions

SifiancriticalExtensions

initialDirectTransfer_vs90ext ( establishnentCause p_EstablishmentCause )





After:
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