Page 1



3GPP TSG RAN WG R5 Meeting #38
(
R5-080165

Malaga, Spain, 28 Jan - 1 Feb 2008
	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	34.123-1
	CR
	2200
	(

rev
	-
	(

Current version:
	8.1.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Correction to GCF WI 49 MBMS RRC test case 8.5.1.4

	
	

	Source to WG:
(

	Anite

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	TEI6_Test
	
	Date: (

	21/01/2008

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8 
Rel-9
(Release 9)

	
	

	Reason for change:
(

	Test procedure specifies that UE has selected the MBMS Broadcast or joined the MBMS multicast service. 

However as this test case is only for MBMS Broadcast services, thus reference to Multicast service should be removed.

	
	

	Summary of change:
(

	Removed reference to MBMS Multicast service from the test procedure.

	
	

	Consequences if 
(

not approved:
	Test specification will be incorrect.

	
	

	Clauses affected:
(

	8.5.1.4.4

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	This CR has no TTCN impact.


8.5.1.4
MBMS PTM Session Start at MCCH Notification in CELL_DCH state / MBMS Broadcast Service
8.5.1.4.1
Definition

This test case is applicable for all UEs that support MBMS broadcast services and support MBMS p-t-m reception in CELL_DCH state.

8.5.1.4.2
Conformance requirement
The UE shall detect the available MBMS services by acquiring the MBMS MODIFIED SERVICES INFORMATION and the MBMS UNMODIFIED SERVICES INFORMATION messages without delaying reading of MCCH until the next modification period and without stopping at the end of the modification period, in accordance with subclause 8.7.1.3 of TS 25.331.

The UE shall immediately acquire the MBMS ACCESS INFORMATION and the MBMS GENERAL INFORMATION messages ie. it shall not delay reception of these messages until it has completed the acquisition of the MBMS MODIFIED SERVICES INFORMATION and the MBMS UNMODIFIED SERVICES INFORMATION messages. Likewise, the UE should immediately acquire the MBMS CURRENT CELL P-T-M RB INFORMATION and MBMS NEIGHBOURING CELL P-T-M RB INFORMATION messages. 

The UE shall continue acquiring the above messages until it has received a consistent set of MCCH information eg. both the MBMS MODIFIED SERVICES INFORMATION and the MBMS UNMODIFIED SERVICES INFORMATION message should be acquired in the same modification period.

…

1>
if the IE "MBMS required UE action" is set to 'Acquire PTM RB info'; or

1>
if the IE "MBMS required UE action" is set to 'Acquire counting info– PTM RBs unmodified' and the UE is not receiving a p-t-m RB for the concerned service:

2>
continue acquiring the MBMS COMMON P-T-M RB INFORMATION, MBMS CURRENT CELL P-T-M RB INFORMATION and the MBMS NEIGHBOURING CELL P-T-M RB INFORMATION messages without delaying reading of MCCH until the next modification period and without stopping at the end of the modification period, in accordance with subclause 8.7.1.3

2>
act upon the MBMS COMMON P-T-M RB INFORMATION, MBMS CURRENT CELL P-T-M RB INFORMATION and the MBMS NEIGHBOURING CELL P-T-M RB INFORMATION message, if received, in accordance with subclause 8.7.5;

Reference

3GPP TS 25.331 clause 8.7.2.3, 8.7.3.3.1, 8.6.9.6.
8.5.1.4.3
Test purpose
1 
To verify that the UE handles reading of MCCH during compressed mode measurements in CELL_DCH state if the UE requires compressed mode.

2.
To verify that the UE correctly handles the notification procedure after receiving the MBMS MODIFIED SERVICES INFORMATION message via MCCH in CELL_DCH state.

3. To verify that the UE starts the p-t-m reception of MBMS services according to notification via MCCH when the UE is in CELL_DCH state.

8.5.1.4.4
Method of test

Initial Condition

System Simulator:

2 MBMS cells, Cell 21 and Cell 24

User Equipment:


The UE is in CELL_DCH state as specified in clause 7.6 of TS 34.108.


The UE is interested in the broadcast service to be provided by the SS( included in MBMS_ACTIVATED_SERVICES variable).

Related ICS/IXIT statement(s)

-
MBMS Broadcast service application available on UE
 Yes/no

-
UE supports MBMS p-t-m reception in CELL_DCH state
 Yes/no

-
Compressed mode required yes/no

Test Procedure

Table 8.5.1.4
	Parameter
	Unit
	Cell 21
	Cell 24

	
	
	T0
	T1
	T0
	T1

	UTRA RF Channel Number
	
	Ch 1
	Ch 2

	CPICH Ec (FDD)
	dBm/3.84MHz
	-60
	-70
	-70
	-60

	P-CCPCH RSCP (TDD)
	dBm
	-60
	-70
	-70
	-60


The UE is in the CELL_DCH state in cell 21 and has selected the broadcast service to be provided by the SS.

The SS configures then compressed mode (if required), to prepare the UE for inter-frequency measurements, by sending a PHYSICAL CHANNEL RECONFIGURATION message on DCCH using AM-RLC. The UE shall answer with a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message.

The SS then sets up inter-frequency measurements (event 2b), by sending a MEASUREMENT CONTROL message to the UE. Compressed mode is started at the same time in that message (if required).

The SS notifies on MCCH about the start of an MBMS session. The SS waits for the UE to start reception of the MBMS data on MTCH and then the MBMS radio bearer on MTCH is put into loopback mode 3. 

The SS sends 10 RLC SDUs of MBMS data on MTCH on the concerned MBMS radio bearer. The SS then applies the power settings according to column “T1” in table 8.5.1.4. The UE transmits a MEASUREMENT REPORT message to the SS.
The SS retrives the number of RLC SDUs on MTCH counted by the UE by sending the UE TEST LOOP MODE 3 RLC SDU COUNTER REQUEST message. The number of received RLC SDUs reported by the UE shall be at least one.
The loopback mode 3 in the UE is deactivated. 
SS calls for generic procedure C.3 to check that UE is in CELL_DCH state.
NOTE:
If the UE fails the test because of a failure to reselect to a right cell, then the operator may re-run the test.
Expected sequence
	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	ACTIVATE RB TEST MODE
	

	2
	(
	ACTIVATE RB TEST MODE COMPLETE
	If compresed mode is not required (refer ICS/IXIT), goto step 5.

	3
	(
	PHYSICAL CHANNEL RECONFIGURATION
	The SS downloads the compressed mode parameters in the UE.

	4
	(
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE
	The UE acknowleges the downloading of the compressed mode parameters.

	5
	(
	MEASUREMENT CONTROL
	The SS configures inter-frequency measurements in the UE, and If compresed mode is required (refer ICS/IXIT) activates compressed mode.

	6
	(
	MBMS MODIFIED SERVICES INFORMATION
	MBMS session start. 

	7
	SS
	
	The SS waits for the UE to start MTCH reception according to the activation time.

	8
	(
	CLOSE UE TEST LOOP
	

	9
	(
	CLOSE UE TEST LOOP COMPLETE
	Loop back mode 3 on MTCH is activated.

	10
	SS
	
	The SS sends 10 RLC SDUs of MBMS data on MTCH on the concerned MBMS radio bearer.

	11
	
	
	The SS changes the power of the cells according to column T1 in table 8.5.1.4.

	12
	(
	MEASUREMENT REPORT
	Cell 24 triggers event 2b in the UE, which sends a MEASUREMENT REPORT message to the SS.

	13
	(
	UE TEST LOOP MODE 3 RLC SDU COUNTER REQUEST
	

	14
	(
	UE TEST LOOP MODE 3 RLC SDU COUNTER RESPONSE
	The SS checks that the UE has received MBMS data.

	15
	(
	OPEN UE TEST LOOP
	

	16
	(
	OPEN UE TEST LOOP COMPLETE
	

	17
	((
	CALL C.3
	If the test result of C.3 indicates that UE is in CELL_DCH state, the test passes, otherwise it fails.
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