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11.2
Demodulation of MTCH

11.2.1
Definition and applicability

The receive characteristic of the MTCH is determined by RLC SDU error rate (RLC SDU ER). RLC SDU ER is specified for each individual data rate of the MTCH. The requirement is valid for all RRC states for which the UE has capabilities for MBMS.

The requirements and this test apply to Release 6 and later releases for all types of UTRA for the FDD UE  that support MBMS.

Note:
This test is incomplete.

11.2.2
Minimum requirement

 For the parameters specified in Table 11.2.2.1 the average downlink S-CCPCH_Ec /Ior power ratio shall be below the specified value for the RLC SDU ER shown in Table 11.2.2.2.

Table 11.2.2.1: Parameters for MTCH detection

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	Phase reference
	-
	
	P-CPICH
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	dBm/3.84 MHz
	-60
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or

I

I

ˆ


	dB
	-3
	-3
	-3

	MTCH Data Rate
	
	128 kbps
	256 kbps
	128 kbps

	Transmission Time Interval
	ms
	40
	40
	80

	Propagation condition
	
	VA3

	Number of Radio Links p
	
	3 
	3
	3

	Delay of Radio Link 2 compared with Radio Link 1
	
	160ms
	20 ms
	20 ms

	Delay of Radio Link 3 compared with Radio Link 1
	
	1240ms
	40.67 ms 

(1 TTI + 1 slot)
	80.67 ms
 (1 TTI + 1 slot)


Table 11.2.2.2: Test requirements for MTCH detection

	Test Number
	S-CCPCH_Ec/Ior (dB)
	RLC SDU ER

	1
	-4.9
	0.1

	2
	-5.6
	0.1

	3
	-8.5
	0.1


11.2.3
Test Purpose

The aim of the test is to verify that the RLC SDU error rate (RLC SDU ER) for each individual data rate of the MTCH channel does not exceed 0.1. The test shall be performed in CELL_PCH state only.

11.2.4
Method of test

11.2.4.1
Initial conditions
Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.
{Unchanged sections clipped here}
11.2A
Demodulation of MTCH - Enhanced Performance Requirements Type 1

11.2A.1
Definition and applicability

The receive characteristic of the MTCH is determined by RLC SDU error rate (RLC SDU ER). RLC SDU ER is specified for each individual data rate of the MTCH. The requirement is valid for all RRC states for which the UE has capabilities for MBMS.

The requirements and this test apply to Release 7 and later releases for all types of UTRA for the FDD UE  that support MBMS and enhanced receiver type 1.

11.2A.2
Minimum requirement

For the parameters specified in Table 11.2A.2.1 the average downlink S-CCPCH_Ec /Ior power ratio shall be below the specified value for the RLC SDU ER shown in Table 11.2A.2.2.

Table 11.2A.2.1: Parameters for MTCH detection

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	Phase reference
	-
	P-CPICH
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	dBm/3.84 MHz
	-60
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or

I
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ˆ


	dB
	-3
	-3
	-3

	MTCH Data Rate
	
	128 kbps
	256 kbps
	128 kbps

	Transmission Time Interval
	ms
	40
	40
	80

	Propagation condition
	
	VA3

	Number of Radio Links p
	
	3 
	3
	3

	Delay of Radio Link 2 compared with Radio Link 1
	
	160ms
	20 ms
	20 ms

	Delay of Radio Link 3 compared with Radio Link 1
	
	1240ms
	40.67 ms 

(1 TTI + 1 slot)
	80.67 ms
 (1 TTI + 1 slot)


Table 11.2A.2.2: Test requirements for MTCH detection for UE supporting the enhanced performance requirements type1

	Test Number
	S-CCPCH_Ec/Ior (dB)
	RLC SDU ER

	1
	-7.7
	0.1

	2
	-8.7
	0.1

	3
	-11.5
	0.1


11.2A.3
Test Purpose

The aim of the test is to verify that the RLC SDU error rate (RLC SDU ER) for each individual data rate of the MTCH channel does not exceed 0.1. The test shall be performed in CELL_PCH state only. 

11.2A.4
Method of test

11.2A.4.1
Initial conditions
Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.
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