Page 1



3GPP TSG RAN WG R5 Meeting #38
(
R5-080417
Malaga, Spain, 28 Jan - 1 Feb 2008
	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	34.121-1
	CR
	1046
	(

rev
	-
	(

Current version:
	8.1.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	x
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	CR to 34.121-1: Introduction of test tolerances for UE Transmitter 16-QAM test cases

	
	

	Source to WG:
(

	Motorola

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	RANimp-UEConTest_16QamUplink
	
	Date: (

	28/01/2008

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8 
Rel-9
(Release 9)

	
	

	Reason for change:
(

	The introduction of test tolerances for UE Transmitter 16-QAM tests.

	
	

	Summary of change:
(

	The following changes were made:

·  Introduction of test tolerances for test case 5.2E: UE Relative Code Domain Power Accuracy for HS-DPCCH and E-DCH with 16QAM to Annex F

· Introduction of test tolerances for test case 5.13.2C: Relative Code Domain Error for HS-DJPCCH and E-DCH with 16-QAM to Annex F


	
	

	Consequences if 
(

not approved:
	If not approved the test tolerances for UE transmitter 16-QAM test cases would not be defined.

	
	

	Clauses affected:
(

	Annex F.1.2, F.2.1, F.4.1, F.5.1, C.11.1

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	This CR is applicable to Rel-7 and later releases


C.11
Reference channel parameters for E-DCH tests

This annex specifies the reference channel parameters for E-DCH test cases.

C.11.1
UL reference measurement channel for E-DCH tests

On uplink E-DCH the MAC-d flow parameters and the physical channel parameters according to default Radio Bearer Setup message of section 9.2.1 of TS 34.108 are used. On uplink DCH the reference measurement channel according to section C.2.1 is used with the exception that for transmitter characteristics tests the DPCCH/DPDCH power ratio depends on the beta values given in table C.11.1.3. For transmitter characteristics tests the beta values on all uplink channels according to table C.11.1.3. are used.

Table C.11.1.1: Void

Table C.11.1.2: Void

Table C.11.1.3: ( values for transmitter characteristics tests with HS-DPCCH and E-DCH

	Sub-test
	(c
	(d
	(d

(SF)
	(c/(d
	(HS

(Note1)
	(ec


	(ed

(Note 5)
(Note 6)
	(ed

(SF)
	(ed

(Codes)
	CM

(dB)

(Note 2)
	MPR

(dB)
(Note 2)
	AG

Index

(Note 6)
	E-TFCI

	1
	11/15

(Note 3)
	15/15

(Note 3)
	64
	11/15

(Note 3)
	22/15
	209/225
	1309/225
	4
	1
	1.0
	0.0
	20
	75

	2
	6/15
	15/15
	64
	6/15
	12/15
	12/15
	94/75
	4
	1
	3.0
	2.0
	12
	67

	3
	15/15
	9/15
	64
	15/9
	30/15
	30/15
	(ed1: 47/15

(ed2: 47/15
	4

4
	2
	2.0
	1.0
	15
	92

	4
	2/15
	15/15
	64
	2/15
	4/15
	2/15
	56/75
	4
	1
	3.0
	2.0
	17
	71

	5
	15/15

(Note 4)
	15/15

(Note 4)
	64
	15/15

(Note 4)
	30/15
	24/15
	134/15
	4
	1
	1.0
	0.0
	21
	81

	Note 1:
∆ACK, ∆NACK and ∆CQI = 30/15 with [image: image1.wmf]hs

b

= 30/15 * [image: image2.wmf]c

b

.

Note 2:
CM = 1 for (c/(d =12/15, hs/c=24/15. For all other combinations of DPDCH, DPCCH, HS- DPCCH, E-DPDCH and E-DPCCH the MPR is based on the relative CM difference.

Note 3:
For subtest 1 the c/d ratio of 11/15 for the TFC during the measurement period (TF1, TF0) is achieved by setting the signalled gain factors for the reference TFC (TF1, TF1) to c = 10/15 and d = 15/15.

Note 4:
For subtest 5 the c/d ratio of 15/15 for the TFC during the measurement period (TF1, TF0) is achieved by setting the signalled gain factors for the reference TFC (TF1, TF1) to c = 14/15 and d = 15/15.
Note 5:
In case of testing by UE using E-DPDCH Physical Layer category 1, Sub-test 3 is omitted according to TS25.306 Table 5.1g.
Note 6:
(ed can not be set directly, it is set by Absolute Grant Value.


C.11.2
DL reference measurement channel for E-DCH tests

On downlink DCH the reference measurement channel according to section C.3.1 is used. On downlink HS-DSCH the fixed reference channel H-Set 1 according to section C.8.1.1 is used.

C.11.3
RLC SDU size for E-DCH tests

The DL RLC SDU size for all E-DCH tests is set to 2936bits and UL RLC SDU size for all E-DCH tests is shown in Table C.11.3.1

Table C.11.3.1: UL RLC SDU size for E-DCH tests

	TC Clause
	TS 34.121-1 E-DCH Test Cases
	UL RLC SDU Size

(Note)

	5.2B
	Maximum Output Power with HS-DPCCH and E-DCH
	2936bits

(1*DL RLC SDU)

	5.2D
	UE Relative Code Domain Power Accuracy for HS-DPCCH and E-DCH
	2936bits

(1*DL RLC SDU)

	5.2E
	UE Relative Code Domain Power Accuracy for HS-DPCCH and E-DCH with 16QAM
	2936bits

(1*DL RLC SDU)

	5.9B
	Spectrum Emission Mask with E-DCH
	2936bits

(1*DL RLC SDU)

	5.10B
	ACLR with E-DCH
	2936bits

(1*DL RLC SDU)

	5.13.2B
	Relative Code Domain Error with HS-DPCCH and E-DCH
	2936bits

(1*DL RLC SDU)

	5.13.2C
	Relative Code Domain Error for HS-DPCCH and E-DCH with 16QAM
	2936bits

(1*DL RLC SDU)

	8.4.4.1
	10 ms TTI E-DCH E-TFC Restriction
	11744bits

(4*DL RLC SDU)

	8.4.4.2
	2ms TTI E-DCH E-TFC Restriction
	35232bits

(12*DL RLC SDU)

	8.7.9
	UE Transmission Power Headroom
	No E-DCH payload data transmitted

	10.2.1.1
	Detection of E-HICH -Single Link Performance (10ms)
	2936bits

(1*DL RLC SDU)

	10.2.1.2
	Detection of E-HICH -Single Link Performance (2ms)
	5872bits

(2*DL RLC SDU)

	10.2.2.1.1
	Detection in Inter-Cell Handover conditions- RLS not containing the Serving E-DCH cell (10ms)
	11744bits

(4*DL RLC SDU)

	10.2.2.1.2
	Detection in Inter-Cell Handover conditions- RLS not containing the Serving E-DCH cell (2ms)
	17616bits

(6*DL RLC SDU)

	10.2.2.2.1
	Detection in Inter-Cell Handover conditions- RLS containing the Serving E-DCH cell (10ms)
	17616bits

(6*DL RLC SDU)

	10.2.2.2.2
	Detection in Inter-Cell Handover conditions- RLS containing the Serving E-DCH cell (2ms)
	29360bits

(10*DL RLC SDU)

	10.3.1.1
	Detection of E-RGCH - Single Link Performance (10ms)
	2936bits

(1*DL RLC SDU)

	10.3.1.2
	Detection of E-RGCH - Single Link Performance (2ms)
	5872bits

(2*DL RLC SDU)

	10.3.2
	Detection of E-RGCH - Detection in Inter-Cell Handover conditions
	11744bits

(4*DL RLC SDU)

	10.4.1
	Demodulation of E-AGCH ( Single Link Performance)
	8808its

(3*DL RLC SDU)

	Note:
The UL RLC SDU size for each test case is defined based on the asymmetrical DL/UL data rates transmitted within the test case


------------------- NEXT CHANGED SECTION -------------------------------
E.5
HSDPA DL Physical channels

E.5.0
Downlink Physical Channels for connection set-up

Table E.5.0: Levels for HSDPA connection setup

	Parameter

During Connection setup
	Unit
	Value

	P-CPICH_Ec/Ior
	dB
	-10

	P-CCPCH and SCH_Ec/Ior
	dB
	-12

	PICH _Ec/Ior
	dB
	-15

	HS-PDSCH
	dB
	off

	HS-SCCH_1
	dB
	off

	DPCH_Ec/Ior
	dB
	-5

	OCNS_Ec/Ior
	dB
	-3.1


E.5.1
Downlink Physical Channels for measurement

Table E.5.1 is applicable for the measurements for tests in subclauses 5.2A, 5.2AA, 5.2C, 5.7A, 5.9A, 5.10A, 5.13.1A, 5.13.1AA, 5.13.2A, 6.3A, 9.2.1A to 9.2.1I, 9.3.1 and 9.3.2. Table E.5.2 is applicable for the measurements for tests in subclauses 9.2.2A to 9.2.2D, 9.3.3 and 9.3.4. Table E.5.3 is applicable for the measurements for tests in subclauses 9.2.3A to 9.2.3D, 9.3.5 and 9.3.6. Table E.5.4 is applicable for the measurements for tests in subclauses 9.4.1, 9.4.1A. Table E.5.4A is applicable for the measurements for tests in subclauses 9.4.2, 9.4.2A.

 Table E.5.1: Downlink physical channels for HSDPA receiver testing for Single Link performance

	Physical Channel
	Parameter
	Value
	Note

	P-CPICH
	P-CPICH_Ec/Ior
	-10dB
	

	P-CCPCH
	P-CCPCH_Ec/Ior
	-12dB
	Mean power level is shared with SCH.

	SCH
	SCH_Ec/Ior
	-12dB
	Mean power level is shared with P-CCPCH – SCH includes P- and S-SCH, with power split between both.

P-SCH code is S_dl,0 as per [14]

S-SCH pattern is scrambling code group 0

	PICH
	PICH_Ec/Ior
	-15dB
	

	DPCH
	DPCH_Ec/Ior
	Test-specific
	12.2 kbps DL reference measurement channel as defined in Annex C.3.1

	HS-SCCH-1
	HS-SCCH_Ec/Ior
	Test-specific
	Specifies fraction of Node-B radiated power transmitted when TTI is active (i.e. due to minimum inter-TTI interval). During TTIs, in which the HS-SCCH is not allocated to the UE the HS-SCCH shall be transmitted continuously  with constant  power.

	HS-SCCH-2
	HS-SCCH_Ec/Ior
	DTX’d
	No signalling scheduled, or power radiated, on this HS-SCCH, but signalled to the UE as present.

	HS-SCCH-3
	HS-SCCH_Ec/Ior
	DTX’d
	As HS-SCCH-2.

	HS-SCCH-4
	HS-SCCH_Ec/Ior
	DTX’d
	As HS-SCCH-2.

	HS-PDSCH
	HS-PDSCH_Ec/Ior
	Test-specific
	.

	OCNS
	
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one1
	OCNS interference consists of a number of  dedicated data channels as specified in table E.5.5 and E.5.5A. Table E.5.5 specifies the OCNS setup for H-Set 1 to H-Set 6. Table E.5.5A specifies the OCNS setup for H-Set 8.

	NOTE 1:
For dynamic power correction required to compensate for the presence of transient channels, e.g. control channels, a subset of the OCNS DPCH channels may be used.


Table E.5.2: Downlink physical channels for HSDPA receiver testing for Open Loop Transmit Diversity performance and MIMO performance
	Physical Channel
	Parameter
	Value
	Note

	P-CPICH (antenna 1)
	P-CPICH_Ec1/Ior
	-13dB
	1. Total P-CPICH_Ec/Ior = -10dB

	P-CPICH (antenna 2)
	P-CPICH_Ec2/Ior
	-13dB
	

	P-CCPCH (antenna 1)
	P-CCPCH_Ec1/Ior
	-15dB
	1. STTD applied.

2. Total P-CCPCH Ec/Ior is –12dB.

	P-CCPCH (antenna 2)
	P-CCPCH_Ec2/Ior
	-15dB
	

	SCH (antenna 1/2)
	SCH_Ec/Ior
	-12dB
	1. TSTD applied.

2. Power divided equally between primary and secondary SCH.

	PICH (antenna 1)
	PICH_Ec1/Ior
	-18dB
	1. STTD applied.

2. Total PICH Ec/Ior is –15dB.

	PICH (antenna 2)
	PICH_Ec2/Ior
	-18dB
	

	DPCH
	DPCH_Ec/Ior
	Test-specific
	1. STTD applied.
2. Total power from both antennas

	HS-SCCH-1
	HS-SCCH_Ec/Ior
	Test-specific
	1. STTD applied.
2. Specifies fraction of Node-B radiated power transmitted when TTI is active (i.e. due to minimum inter-TTI interval). During TTIs, in which the HS-SCCH_1 is not allocated to the UE, the HS-SCCH_1 shall be transmitted continuously  with constant  power.

	HS-SCCH-2
	HS-SCCH_Ec/Ior
	DTX’d
	1. UE assumes STTD applied.

2. No signalling scheduled, or power radiated, on this HS-SCCH, but signalled to the UE as present.

	HS-SCCH-3
	HS-SCCH_Ec/Ior
	DTX’d
	1. As HS-SCCH-2.

	HS-SCCH-4
	HS-SCCH_Ec/Ior
	DTX’d
	2. As HS-SCCH-2.

	HS-PDSCH
	HS-PDSCH_Ec/Ior
	Test-specific
	1. STTD applied.
2. Total power from both antennas

	OCNS
	
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one1,2
	1. Balance of power 
[image: image3.wmf]or

I

 of the Node-B is assigned to OCNS.

2. Power divided equally between antennas.

3. OCNS interference consists of 6 dedicated data channels as specified in table E.5.5.

	NOTE 1: 
For dynamic power correction required to compensate for the presence of transient channels, e.g. control channels, a subset of the OCNS DPCH channels may be used.

NOTE 2:
For the case of DPCH with transmit diversity, the OCNS power calculation shall be based on the addition of the power from Antenna 1 and Antenna 2, i.e. disregarding any phase relationship between the antennas.


Table E.5.3: Downlink physical channels for HSDPA receiver testing for Closed Loop
Transmit Diversity (Mode-1) performance.

	Physical Channel
	Parameter
	Value
	Note

	P-CPICH (antenna 1)
	P-CPICH_Ec1/Ior
	-13dB
	1. Total P-CPICH_Ec/Ior = -10dB

	P-CPICH (antenna 2)
	P-CPICH_Ec2/Ior
	-13dB
	

	P-CCPCH (antenna 1)
	P-CCPCH_Ec1/Ior
	-15dB
	1. STTD applied.

2. Total P-CCPCH Ec/Ior is –12dB.

	P-CCPCH (antenna 2)
	P-CCPCH_Ec2/Ior
	-15dB
	

	SCH (antenna 1/2)
	SCH_Ec/Ior
	-12dB
	1. TSTD applied.

2. Power divided equally between primary and secondary SCH.

	PICH (antenna 1)
	PICH_Ec1/Ior
	-18dB
	1. STTD applied.

2. Total PICH Ec/Ior is –15dB.

	PICH (antenna 2)
	PICH_Ec2/Ior
	-18dB
	

	DPCH
	DPCH_Ec/Ior
	Test-specific
	1. CL1 applied.
2. Total power from both antennas

	HS-SCCH-1
	HS-SCCH_Ec/Ior
	Test-specific
	1. STTD applied.
2. Specifies fraction of Node-B radiated power transmitted when TTI is active (i.e. due to minimum inter-TTI interval). During TTIs, in which the HS-SCCH_1 is not allocated to the UE, the HS-SCCH_1 shall be transmitted continuously  with constant  power.

	HS-SCCH-2
	HS-SCCH_Ec/Ior
	DTX’d
	1. UE assumes STTD applied.

2. No signalling scheduled, or power radiated, on this HS-SCCH, but signalled to the UE as present.

	HS-SCCH-3
	HS-SCCH_Ec/Ior
	DTX’d
	1. As HS-SCCH-2.

	HS-SCCH-4
	HS-SCCH_Ec/Ior
	DTX’d
	2. As HS-SCCH-2.

	HS-PDSCH
	HS-PDSCH_Ec/Ior
	Test-specific
	1. CL1 applied.
2. Total power from both antennas

	OCNS
	
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one1,2
	1. Balance of power 
[image: image4.wmf]or

I

 of the Node-B is assigned to OCNS.

2. Power divided equally between antennas.

3. OCNS interference consists of 6 dedicated data channels as specified in table E.5.5.

	NOTE 1:
For dynamic power correction required to compensate for the presence of transient channels, e.g. control channels, a subset of the OCNS DPCH channels may be used.

NOTE 2:
For the case of DPCH with transmit diversity, the OCNS power calculation shall be based on the addition of the power from Antenna 1 and Antenna 2, i.e. disregarding any phase relationship between the antennas.


Table E.5.4: Downlink physical channels for HSDPA receiver testing for HS-SCCH detection performance

	Parameter
	Units
	Value
	Comment

	CPICH 
[image: image5.wmf]/

cor

EI


	dB
	-10
	

	CCPCH 
[image: image6.wmf]/
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	dB
	-12
	Mean power level is shared with SCH.

	SCH 
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	dB
	-12
	Mean power level is shared with P-CCPCH – SCH includes P- and S-SCH, with power split between both.

P-SCH code is S_dl,0 as per [14]

S-SCH pattern is scrambling code group 0

	PICH 
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	dB
	-15
	

	HS-PDSCH-1 
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	dB
	-10
	HS-PDSCH associated with HS-SCCH-1. The HS-PDSCH shall be transmitted continuously with constant  power.

	HS-PDSCH-2 
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	dB
	DTX
	HS-PDSCH associated with HS-SCCH-2

	HS-PDSCH-3 
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	dB
	DTX
	HS-PDSCH associated with HS-SCCH-3

	HS-PDSCH-4 
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	dB
	DTX
	HS-PDSCH associated with HS-SCCH-4

	DPCH 
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	dB
	-8
	12.2 kbps DL reference measurement channel as defined in Annex C.3.1

	HS-SCCH-1
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	dB
	Test Specific
	All HS-SCCH’s  allocated equal  
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. Specifies 
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 when TTI is active. During TTIs, in which the HS-SCCH’s are not allocated to the UE, the HS-SCCH’s shall be transmitted continuously  with constant  power.

	HS-SCCH-2 
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	dB
	
	

	HS-SCCH-3 
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	dB
	
	

	HS-SCCH-4 
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	dB
	
	

	OCNS 
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	dB
	Remaining power at Node-B (including HS-SCCH power allocation when HS-SCCH’s inactive).1,2
	OCNS interference consists of 6 dedicated data channels as specified in table E.5.5

	NOTE 1:
For dynamic power correction required to compensate for the presence of transient channels, e.g. control channels, a subset of the OCNS DPCH channels may be used.

NOTE 2:
For the case of DPCH with transmit diversity, the OCNS power calculation shall be based on the addition of the power from Antenna 1 and Antenna 2, i.e. disregarding any phase relationship between the antennas.


Table E.5.4A: Downlink physical channels for HSDPA receiver testing for HS-SCCH detection with Open Loop Transmit Diversity performance
	Parameter
	Units
	Value
	Comment

	P-CPICH (antenna 1)
	P-CPICH_Ec1/Ior
	-13dB
	1. Total P-CPICH_Ec/Ior = -10dB

	P-CPICH (antenna 2)
	P-CPICH_Ec2/Ior
	-13dB
	

	P-CCPCH (antenna 1)
	P-CCPCH_Ec1/Ior
	-15dB
	1. STTD applied.

2. Total P-CCPCH Ec/Ior is –12dB.

	P-CCPCH (antenna 2)
	P-CCPCH_Ec2/Ior
	-15dB
	

	SCH (antenna 1/2)
	SCH_Ec/Ior
	-12dB
	1. TSTD applied.

2. Power divided equally between primary and secondary SCH.

	PICH (antenna 1)
	PICH_Ec1/Ior
	-18dB
	1. STTD applied.

2. Total PICH Ec/Ior is –15dB.

	PICH (antenna 2)
	PICH_Ec2/Ior
	-18dB
	

	HS-PDSCH-1 
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	dB
	-10 dB
	1. STTD applied.
2.HS-PDSCH associated with HS-SCCH-1. The HS-PDSCH shall be transmitted continuously with constant  power.
3. Total power from both antennas

	HS-PDSCH-2 
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	dB
	DTX
	HS-PDSCH associated with HS-SCCH-2

	HS-PDSCH-3 
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	dB
	DTX
	HS-PDSCH associated with HS-SCCH-3

	HS-PDSCH-4 
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	dB
	DTX
	HS-PDSCH associated with HS-SCCH-4

	DPCH 
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	dB
	-8
	1. STTD applied.
2. Total power from both antennas

	HS-SCCH-1
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	dB
	Test Specific
	1. UE assumes STTD applied.
2.All HS-SCCH’s  allocated equal  
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. Specifies 
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 when TTI is active. During TTIs, in which the HS-SCCH’s are not allocated to the UE, the HS-SCCH’s shall be transmitted continuously  with constant  power.

	HS-SCCH-2 
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	dB
	
	

	HS-SCCH-3 
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	dB
	
	

	HS-SCCH-4 
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	dB
	
	

	OCNS 
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	dB
	Remaining power at Node-B (including HS-SCCH power allocation when HS-SCCH’s inactive).1,2
	OCNS interference consists of 6 dedicated data channels as specified in table E.5.5

	NOTE 1:
For dynamic power correction required to compensate for the presence of transient channels, e.g. control channels, a subset of the OCNS DPCH channels may be used.

NOTE 2:
For the case of DPCH with transmit diversity, the OCNS power calculation shall be based on the addition of the power from Antenna 1 and Antenna 2, i.e. disregarding any phase relationship between the antennas.


E.5.2
HSDPA OCNS Definition

The selected channelization codes and relative power levels for OCNS transmission for HSDPA performance assessment are defined in Table E.5.5 and E.5.5A. The selected codes are designed to have a single length-16 parent code.

Table E.5.5: OCNS definition for HSDPA receiver testing

	Channelization Code at SF=128
	Relative Level setting (dB)
	DPCH Data

	122
	0
	The DPCH data for each channelization code shall be uncorrelated with each other and with any wanted signal over the period of any measurement. For OCNS with transmit diversity the DPCH data sent to each antenna shall be either STTD encoded or generated from uncorrelated sources.

	123
	-2
	

	124
	-2
	

	125
	-4
	

	126
	-1
	

	127
	-3
	


Table E.5.5A: OCNS definition for HSDPA receiver testing, FRC H-Set 8.

	Channelization Code at SF=128
	Relative Level setting (dB) 
(Note 1)
	DPCH Data

	4
	0
	The DPCH data for each channelization code shall be uncorrelated with each other and with any wanted signal over the period of any measurement. For OCNS with transmit diversity the DPCH data sent to each antenna shall be either STTD encoded or generated from uncorrelated sources.

	5
	-2
	

	6
	-4
	

	7
	-1
	


NOTE 1:
The relative level setting specified in dB refers only to the relationship between the OCNS channels. The level of the OCNS channels relative to the Ior of the complete signal is a function of the power of the other channels in the signal with the intention that the power of the group of OCNS channels is used to make the total signal add up to 1.

E.5.3
Downlink Physical Channels for measurement including test tolerances

Table E.5.6 to E.5.8B are applicable for tests in subclause 9.2. Table E.5.9 indicates which levels are applied, when the primary level settings (Ec/Ior and Ior/Ioc) and propagation conditions (PA3, PB3, VA30, VA120) vary. Table E.5.6 is also applicable for tests in subclause 9.5.1 and 9.5.1A.

Table E.5.6: Level set 1 for HSDPA measurements including test tolerances

	Parameter

During Measurement
	Unit
	Value

	P-CPICH_Ec/Ior
	dB
	-9.9

	P-CCPCH and SCH_Ec/Ior
	dB
	-11.9

	PICH _Ec/Ior
	dB
	-14.9

	HS-PDSCH
	dB
	-5,9

	HS-SCCH_1
	dB
	-7.4

	DPCH_Ec/Ior
	dB
	-5

	OCNS_Ec/Ior
	dB
	-13.3

	Measurement conditions
	PA3 & Case 8:HS-PDSCH = -6dB, Ior/Ioc = 0 dB

Case 8: HS-PDSCH = -9 dB, Ior/Ioc = 0 dB


Table E.5.7: Level set 2 for HSDPA measurements including test tolerances

	Parameter

During Measurement
	Unit
	Value

	P-CPICH_Ec/Ior
	dB
	-9.9

	P-CCPCH and SCH_Ec/Ior
	dB
	-11.9

	PICH _Ec/Ior
	dB
	-14.9

	HS-PDSCH
	dB
	-5.9

	HS-SCCH_1
	dB
	-8.4

	DPCH_Ec/Ior
	dB
	-5

	OCNS_Ec/Ior
	dB
	-10.75

	Measurement conditions
	HS-PDSCH = -6dB,   

Ior/Ioc = 10dB and 0dB


Table E.5.8: Level set 3 for HSDPA measurements including test tolerances

	Parameter

During Measurement
	Unit
	Value

	P-CPICH_Ec/Ior
	dB
	-9.9

	P-CCPCH and SCH_Ec/Ior
	dB
	-11.9

	PICH _Ec/Ior
	dB
	-14.9

	HS-PDSCH
	dB
	-2,9

	HS-SCCH_1
	dB
	-8.4

	DPCH_Ec/Ior
	dB
	-8.4

	OCNS_Ec/Ior
	dB
	off

	Measurement conditions
	HS-PDSCH = -3dB,  

 Ior/Ioc = 10dB and 0 dB


Table E.5.8A: Level set 4 for HSDPA measurements including test tolerances

	Parameter

During Measurement
	Unit
	Value

	P-CPICH_Ec/Ior
	dB
	-9.9

	P-CCPCH and SCH_Ec/Ior
	dB
	-11.9

	PICH _Ec/Ior
	dB
	-14.9

	HS-PDSCH
	dB
	-8,9

	HS-SCCH_1
	dB
	-8.4

	DPCH_Ec/Ior
	dB
	-5

	OCNS_Ec/Ior
	dB
	-6.75

	Measurement conditions
	HS-PDSCH = -9dB,  

 Ior/Ioc = 10dB


Table E.5.8B: Level set 5 for HSDPA measurements including test tolerances

	Parameter

During Measurement
	Unit
	Value

	P-CPICH_Ec/Ior
	dB
	-9.9

	P-CCPCH and SCH_Ec/Ior
	dB
	-11.9

	PICH _Ec/Ior
	dB
	-14.9

	HS-PDSCH
	dB
	-11,9

	HS-SCCH_1
	dB
	-8.4

	DPCH_Ec/Ior
	dB
	-5

	OCNS_Ec/Ior
	dB
	-5.6

	Measurement conditions
	HS-PDSCH = -12dB,  

 Ior/Ioc = 10dB


Table E.5.9: Application of level sets for measurement

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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cor
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/
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= 10 dB

	1
	PA3
	-12
	Not tested
	Level set 5

	
	
	-9
	Not tested
	Level set 4

	
	
	-6
	Level set 1
	Level set 2

	
	
	-3
	Level set 3
	Level set 3

	2
	PB3
	-9
	Not tested
	Level set 4

	
	
	-6
	Level set 2
	Level set 2

	
	
	-3
	Level set 3
	Level set 3

	3
	VA30
	-9
	Not tested
	Level set 4

	
	
	-6
	Level set 2
	Level set 2

	
	
	-3
	Level set 3
	Level set 3

	4
	VA120
	-9
	Not tested
	Level set 4

	
	
	-6
	Level set 2
	Level set 2

	
	
	-3
	Level set 3
	Level set 3


E.5.4
Downlink Physical Channels for Transmitter Characteristics with HS-DPCCH

Table E.5.10 is applicable for measurements on the Transmitter Characteristics with HSDPA in clauses 5.2A, 5.2AA, 5.2C, 5.7A, 5.9A, 5.10A, 5.13.1A, 5.13.1AA and 5.13.2A.

Table E.5.10: Test specific downlink physical channels

	Parameter
	Unit
	Test 

	DPCH
	DPCH_Ec/Ior (dB)
	-9

	HS-SCCH_1
	HS-SCCH_Ec/Ior (dB)
	-8

	HS-PDSCH
	HS-PDSCH_Ec/Ior (dB)
	-3

	Note:
The power levels are selected high enough to keep the DTX reporting ratio very small and to ensure that the radio link is maintained during the test.


E.5A
E-DCH with HSDPA DL Physical channels

E.5A.0
Downlink Physical Channels for connection set-up

Table E.5A.0: Levels for connection setup

	Parameter

During Connection setup
	Unit
	Value

	P-CPICH_Ec/Ior
	dB
	-10

	P-CCPCH and SCH_Ec/Ior
	dB
	-12

	PICH _Ec/Ior
	dB
	-15

	HS-PDSCH
	dB
	off

	HS-SCCH_1
	dB
	off

	DPCH_Ec/Ior
	dB
	-5

	E-HICH
	dB
	off

	E-AGCH
	dB
	off

	E-RGCH
	dB
	off

	OCNS_Ec/Ior
	dB
	-3.1


E.5A.1
Downlink Physical Channels for measurement

Table E.5A.1 is applicable for tests in subclause 5.2B, 5.2D, 5.2E, 5.9B, 5.10B, 5.13.2B, and 5.13.2C. Table E.5A.2 is applicable for tests in subclause 10.2.1, 10.3.1, 10.4.1. and 10.4.1A. Table E.5A.3 is applicable for tests in subclause 10.2.2, 10.3.2 and 10.3.2A.
Table E.5A.1: Downlink Physical Channel parameters for E-DCH the Transmitter Characteristics tests
	Parameter

During Measurement
	Unit
	Value
	Remark

	P-CPICH_Ec/Ior
	dB
	-10
	

	P-CCPCH and SCH_Ec/Ior
	dB
	-12
	

	PICH _Ec/Ior
	dB
	-15
	

	HS-PDSCH
	dB
	-3
	During TTIs, in which the HS-PDSCH is not allocated to the UE via HS-SCCH signalling, the HS-PDSCH shall be transmitted continuously  with constant  power

	HS-SCCH_1
	dB
	-8
	During TTIs, in which the HS-SCCH is not allocated to the UE the HS-SCCH shall be transmitted continuously  with constant  power.

	DPCH_Ec/Ior
	dB
	-10
	

	E-AGCH
	dB
	-20
	

	E-HICH
	dB
	-20
	

	E-RGCH
	dB
	DTX’d
	

	OCNS_Ec/Ior
	dB
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one
	OCNS interference consists of 6 dedicated data channels as specified in table E.5A.4

	NOTE 1:
For dynamic power correction required to compensate for the presence of transient channels, e.g. control channels, a subset of the OCNS DPCH channels may be used.
NOTE 2:
For 5.2B, 5.9B, 5.10B, the power levels are selected high enough to keep the DTX reporting ratio very small and to ensure that the radio link is maintained during the test.


Table E.5A.2: Downlink Physical Channel parameters for E-DCH singlelink performance tests
	Parameter

During Measurement
	Unit
	Value
	Remark

	P-CPICH_Ec/Ior
	dB
	-10
	

	P-CCPCH and SCH_Ec/Ior
	dB
	-12
	

	PICH _Ec/Ior
	dB
	-15
	

	HS-PDSCH
	dB
	-3
	During TTIs, in which the HS-PDSCH is not allocated to the UE via HS-SCCH signalling, the HS-PDSCH shall be transmitted continuously  with constant  power

	HS-SCCH_1
	dB
	-7.5
	During TTIs, in which the HS-SCCH is not allocated to the UE the HS-SCCH shall be transmitted continuously  with constant  power.

	DPCH_Ec/Ior
	dB
	-10
	

	E-AGCH
	dB
	Test specific
	Test-specific value or –20dB is used 

	E-HICH
	dB
	Test specific
	Test-specific value or DTX’d is used

	E-RGCH
	dB
	Test specific
	Test-specific value or DTX’d is used

	OCNS_Ec/Ior
	dB
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one
	OCNS interference consists of 6 dedicated data channels as specified in table E.5A.4

	NOTE 1:
For dynamic power correction required to compensate for the presence of transient channels, e.g. control channels, a subset of the OCNS DPCH channels may be used.


Table E.5A.3: Downlink Physical Channel parameters for E-DCH in Inter-cell SHO tests
	Parameter

During Measurement (Note 1)
	Unit
	Value
	Remark

	P-CPICH_Ec/Ior 1 and 2
	dB
	-10
	

	P-CCPCH and SCH_Ec/Ior1 and 2
	dB
	-12
	

	PICH _Ec/Ior1 and 2
	dB
	-15
	

	HS-PDSCH1 
	dB
	Test specific
	During TTIs, in which the HS-PDSCH is not allocated to the UE via HS-SCCH signalling, the HS-PDSCH shall be transmitted continuously  with constant  power

	HS-SCCH_11 
	dB
	-7.5
	 During TTIs, in which the HS-SCCH is not allocated to the UE the HS-SCCH shall be transmitted continuously  with constant  power.

	DPCH_Ec/Ior1 and 2
	dB
	-10
	

	E-AGCH1 
	dB
	Test specific
	Test-specific value or –20dB is used

	E-HICH 1  
	dB
	Test specific
	Test-specific value or DTX’d is used

	E-RGCH1   
	dB
	Test specific
	Test-specific value or DTX’d is used

	OCNS_Ec/Ior 1 and 2
	dB
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one).
	OCNS interference consists of 6 dedicated data channels as specified in table E.5A.4

	NOTE1:
Index 1: cell belonging to RLS containing the Serving E-DCH cell, Index 2: cell belonging to RLS  not containing the Serving E-DCH cell


E.5A.2
E-DCH OCNS Definition

The selected channelization codes and relative power levels for OCNS transmission for E-DCH tests assessment are defined in Table E.5A.4. The selected codes are designed to have a single length-16 parent code.

Table E.5A.4: OCNS definition for HSDPA receiver testing

	Channelization Code at SF=128
	Relative Level setting (dB)
	DPCH Data

	122
	0
	The DPCH data for each channelization code shall be uncorrelated with each other and with any wanted signal over the period of any measurement. For OCNS with transmit diversity the DPCH data sent to each antenna shall be either STTD encoded or generated from uncorrelated sources.

	123
	-2
	

	124
	-2
	

	125
	-4
	

	126
	-1
	

	127
	-3
	


NOTE 1:
The relative level setting specified in dB refers only to the relationship between the OCNS channels. The level of the OCNS channels relative to the Ior of the complete signal is a function of the power of the other channels in the signal with the intention that the power of the group of OCNS channels is used to make the total signal add up to 1.

------------------- NEXT CHANGED SECTION -------------------------------
F.1.2
Measurement of transmitter

Table F.1.2: Maximum Test System Uncertainty for transmitter tests

	Clause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	5.2 Maximum Output Power
	0,7 dB
	

	5.2A Maximum Output Power with HS-DPCCH (Release 5 only)
	0,7 dB
	

	5.2AA Maximum Output Power with HS-DPCCH (Release 6 and later)
	0,7 dB
	

	5.2B Maximum Output Power with HS-DPCCH and E-DCH
	0,7 dB
	

	5.2C UE relative code domain power accuracy
	For 0 dB ≥ -10 dB CDP 0.2 dB

For -10 dB ≥ -15 dB CDP 0.3 dB

For -15 dB ≥ -20 dB CDP 0.4 dB
	This accuracy is based on the linearity of the code domain power measurement of the test equipment.

	5.2D UE Relative Code Domain Power Accuracy with HS-DPCCH and E-DCH
	For 0 dB ≥ -10 dB CDP 0.2 dB

For -10 dB ≥ -15 dB CDP 0.3 dB

For -15 dB ≥ -20 dB CDP 0.4 dB
	This accuracy is based on the linearity of the code domain power measurement of the test equipment.

	5.2E UE Relative Code Domain Power Accuracy for HS-DPCCH and E-DCH with 16QAM
	For 0 dB ≥ -10 dB CDP [0.2 dB]
For -10 dB ≥ -15 dB CDP [0.3 dB]
For -15 dB ≥ -20 dB CDP [0.4 dB]
For -20 dB ≥ -30 dB CDP [0.5 dB]
	This accuracy is based on the linearity of the code domain power measurement of the test equipment.

	5.3 Frequency Error
	±10 Hz
	

	5.4.1 Open loop power control in uplink
	1,0 dB



	The uncertainty of this test is a combination of the downlink level setting error and the uplink power measurement that are uncorrelated.

Formula = SQRT(source_level_error2 + power_meas_error2)

	5.4.2 Inner loop power control in the uplink
	The test system uncertainty is the function of the UE transmitter power control range for each combination of the step size and number of steps.

For 0 dB and 1 dB range 0,1 dB

For a nominal 2 dB range 0,15 dB

For a nominal 3 dB range 0,2 dB

For a greater than 3 dB range 0,3 dB
	This accuracy is based on the linearity of the absolute power measurement of the test equipment.

	5.4.3 Minimum Output Power
	1,0 dB
	Measured on a static signal

	5.4.4 Out-of-synchronisation handling of output power: 
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	0,4 dB
	0.1 dB uncertainty in DPCCH ratio
0.3 dB uncertainty in 
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 based on power meter measurement after the combiner

Overall error is the sum of the 
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 ratio error and the DPCCH_Ec/Ior ratio. The absolute error of the AWGN Ioc is not important but is specified as 1.0 dB

	5.5.1 Transmit OFF Power: (static case)
	1,0 dB
	Measured on a static signal

	5.5.2 Transmit ON/OFF time mask (dynamic case)
	On power +0,7 dB – 1,0 dB 

Off power (dynamic case) TBD
	Assume asymmetric meas error -1.0 dB / 0.7 dB comprising RSS of: -0.7 dB downlink error plus -0.7 dB meas error, and +0.7 dB for upper limit (assume UE won't go above 24 nominal). 

For the off power, the accuracy of a two-pass measurement needs to be analysed.

	5.6 Change of TFC: power control step size (7 dB step)
	0,3 dB relative over a 9 dB range
	

	5.7 Power setting in uplink compressed mode:-
UE output power
	A subset of 5.4.2.
	

	5.7A HS-DPCCH
	The test system uncertainty is the function of the UE transmitter power range for each step size on the HS-DPCCH channel.

For 0 dB and 1 dB range 0,1 dB

For a nominal 2 dB range 0,15 dB

For a nominal 3 dB range 0,2 dB

For a greater than 3 dB range 0,3 dB
	This accuracy is based on the linearity of the absolute power measurement of the test equipment.

	5.8 Occupied Bandwidth
	100 kHz
	Accuracy = 3*RBW. Assume 30 kHz bandwidth.

	5.9 Spectrum emission mask 
	1,5 dB

	

	5.9A Spectrum emission mask with HS-DPCCH
	1,5 dB

	

	5.9B Spectrum emission mask with E-DCH
	1,5 dB

	

	5.10 ACLR


	5 MHz offset: 0,8 dB

10 MHz offset: 0,8 dB
	

	5.10A ACLR with HS-DPCCH
	5 MHz offset: 0,8 dB

10 MHz offset: 0,8 dB
	

	5.10B ACLR with E-DCH
	5 MHz offset: 0,8 dB

10 MHz offset: 0,8 dB
	

	5.11 Spurious emissions
	2,0 dB for UE and coexistence bands for results ≥ ‑60 dBm

3,0 dB for results < -60 dBm

Outside above:

f2.2GHz: ± 1.5 dB

2.2 GHz < f 4 GHz:

± 2.0 dB

f > 4 GHz: ±4.0 dB
	

	5.12 Transmit Intermodulation
	2.2 dB
	CW Interferer error is 0.7 dB for the UE power RSS with 0.7 dB for CW setting = 1.0 dB

Measurement error of intermod product is 0.7 dB for UE power RSS with 0.7 dB for relative = 1.0 dB

Interferer has an effect of 2 times on the intermod product so overall test uncertainty is 2*1.0 RSS with 1.0 = 2.2 dB.

Apply half any excess test system uncertainty to increase the interferer level

	5.13.1 Transmit modulation: EVM
	±2.5 % 

(for single code)
	

	5.13.1A Transmit modulation: EVM with HS-DPCCH
	±2.5 % 

(for single code)
	

	5.13.1AA Transmit modulation: EVM and phase discontinuity with HS-DPCCH
	±2.5 % 

(for single code)
	

	
	±6 degree for Phase discontinuity
	

	5.13.2 Transmit modulation: peak code domain error
	±1.0dB
	

	5.13.2A Relative Code Domain Error
	±0.5 dB
	

	5.13.2B Relative Code Domain Error with HS-DPCCH and E-DCH
	±0.5 dB
	

	5.13.2C Relative Code Domain Error for HS-DPCCh and E-DCH with 16QAM
	[±0.5 dB]
	

	5.13.3 UE phase discontinuity 
	±2.5 % for EVM (for single code)
	

	
	±10 Hz for Frequency error
	

	
	±6 degree for Phase discontinuity
	

	5.13.4 PRACH quality (EVM)
	±2.5 %
	

	5.13.4 PRACH quality (Frequency error)
	±10 Hz
	


------------------------------- NEXT SECTION CHANGED --------------------------------
F.2.1
Transmitter

Table F.2.1: Test Tolerances for transmitter tests.

	Clause
	Test Tolerance

	5.2 Maximum Output Power
	0.7 dB 

	5.2A Maximum Output Power with HS-DPCCH (Release 5 only)
	0.7 dB

	5.2AA Maximum Output Power with HS-DPCCH (Release 6 and later)
	0.7 dB

	5.2B Maximum Output Power with HS-DPCCH and E-DCH
	0.7 dB

	5.2C UE relative code domain power accuracy
	For 0 dB ≥ -10 dB CDP 0.2 dB

For -10 dB ≥ -15 dB CDP 0.3 dB

For -15 dB ≥ -20 dB CDP 0.4 dB

	5.2D UE Relative Code Domain Power Accuracy with HS-DPCCH and E-DCH
	For 0 dB ≥ -10 dB CDP 0.2 dB

For -10 dB ≥ -15 dB CDP 0.3 dB

For -15 dB ≥ -20 dB CDP 0.4 dB

	5.2E UE Relative Code Domain Power Accuracy for HS-DPCCH and E-DCH with 16QAM
	For 0 dB ≥ -10 dB CDP [0.2 dB]
For -10 dB ≥ -15 dB CDP [0.3 dB]
For -15 dB ≥ -20 dB CDP [0.4 dB]
For -20 dB ≥ -30 dB CDP [0.5 dB]

	5.3 Frequency error
	10 Hz 

	5.4.1 Open loop power control in uplink
	1.0 dB

	5.4.2 Inner loop power control in the uplink
	0.1 dB (1 dB and 0 dB range)

0.15 dB (2 dB range)

0.2 dB (3 dB range

0.3 dB (> 3 dB range))

	5.4.3 Minimum Output Power
	1.0 dB 

	5.4.4 Out-of-synchronisation handling of output power: 
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	0.4 dB

	5.4.4 Out-of-synchronisation handling of output power: transmit ON/OFF time
	0 ms 

	5.5.1 Transmit OFF power
	1.0 dB 

	5.5.2 Transmit ON/OFF time mask (dynamic case)
	On power +0.7 dB / -1.0 dB

Off power TT 1.0 dB

	5.6 Change of TFC: power control step size
	0.3 dB

	5.7 Power setting in uplink compressed mode:-
UE output power
	See subset of 5.4.2

	5.7A HS-DPCCH
	0.1 dB (1 dB and 0 dB range)

0.15 dB (2 dB range)

0.2 dB (3 dB range)

0.3 dB (> 3 dB range)

	5.8 Occupied Bandwidth
	0 kHz 

	5.9 Spectrum emission mask 
	1.5 dB (0 dB for additional requirements for Band II, Band IV, Band V and Band X only)

	5.9A Spectrum emission mask with HS-DPCCH
	1.5 dB (0 dB for additional requirements for Band II, Band IV, Band V and Band X only)

	5.9B Spectrum emission mask with E-DCH
	1.5 dB (0 dB for additional requirements for Band II, Band IV and Band V only)

	5.10 ACLR
	0.8 dB for ratio

0.0 dB for absolute power

	5.10A ACLR with HS-DPCCH
	0.8 dB for ratio

0.0 dB for absolute power

	5.10B ACLR with E-DCH
	0.8 dB for ratio

0.0 dB for absolute power

	5.11 Spurious emissions
	0 dB

	5.12 Transmit Intermodulation
	0 dB

	5.13.1 Transmit modulation: EVM
	0%

	5.13.1A Transmit modulation: EVM with HS-DPCCH
	0%

	5.13.1AA Transmit modulation: EVM and phase discontinuity with HS-DPCCH
	0% EVM

6 degress phase discontinuity

	5.13.2 Transmit modulation: peak code domain error
	1.0 dB 

	5.13.2A Relative Code Domain Error
	±0.5 dB

	5.13.2B Relative Code Domain Error with HS-DPCCH and E-DCH
	±0.5 dB

	5.13.2C Relative Code Domain Error for HS-DPCCH and E-DCH with 16QAM
	[±0.5 dB]

	5.13.3 UE phase discontinuity
	0% for EVM

	
	10 Hz for Frequency error

	
	6 degree for Phase discontinuity

	5.13.4 PRACH preamble quality (EVM)
	0%

	5.13.4 PRACH preamble quality (Frequency error)
	10 Hz


------------------------------- NEXT SECTION CHANGED --------------------------------
F.4.1
Transmitter

Table F.4.1: Derivation of Test Requirements (Transmitter tests)

	Test 
	Minimum Requirement in TS 25.101
	Test Tolerance
(TT)
	Test Requirement in TS 34.121

	5.2 Maximum Output Power

	Power class 1 (33 dBm) 
Tolerance = +1/-3 dB

Power class 2 (27 dBm) 
Tolerance = +1/-3 dB

Power class 3 (24 dBm) 
Tolerance = +1/-3 dB

Power class 4 (21 dBm) 
Tolerance = ±2 dB
	0.7 dB
	Formula: (Upper) Minimum Requirement + TT

 (Lower) Minimum  Requirement – TT

For power classes 1-3:

Upper Tolerance limit = +1.7 dB
Lower Tolerance limit = -3.7 dB

For power class 4:

Upper Tolerance limit = +2.7 dB
Lower Tolerance limit= -2.7 dB

	5.2A Maximum Output Power with HS-DPCCH (Release 5 only)
	For Power class 3:

   Power class 3 (24 dBm) 
   Tolerance = +1/-3 dB

   Power class 3 (23 dBm) 
   Tolerance = +2/-3 dB

   Power class 3 (22 dBm) 
   Tolerance = +3/-3 dB

For Power class 4:

   Power class 4 (21 dBm) 
   Tolerance = ±2 dB

   Power class 4 (20 dBm) 
   Tolerance = +3/-2 dB

   Power class 4 (19 dBm) 
   Tolerance = +4/-2 dB
	0.7 dB
	Formula: (Upper) Minimum  Requirement  + TT

 (Lower) Minimum  Requirement – TT

For power classes 3:

   Upper Tolerance limit = +1.7 dB (24 dBm)

   Upper Tolerance limit = +2.7 dB (23 dBm)

   Upper Tolerance limit = +1.7 dB (22 dBm)
   Lower Tolerance limit = -3.7 dB

For power class 4:

   Upper Tolerance limit = +2.7 dB (24 dBm)
   Upper Tolerance limit = +3.7 dB (23 dBm)
   Upper Tolerance limit = +4.7 dB (22 dBm)
   Lower Tolerance limit = -2.7 dB

	5.2AA Maximum Output Power with HS-DPCCH (Release 6 and later)
	For Power class 3:

   Sub-test 1: Power class 3 (24 dBm)
   Tolerance = +1/-3 dB

Sub-test 2: Power class 3 (24 dBm)
   Tolerance = +1/-3 dB

Sub-test 3: Power class 3 (23.5 dBm)
   Tolerance = +1.5/-3 dB

Sub-test 4: Power class 3 (23.5 dBm)
   Tolerance = +1.5/-3 dB

For Power class 4:

   Sub-test 1: Power class 4 (21 dBm) 
Tolerance = ±2 dB

Sub-test 2: Power class 4 (21 dBm)
   Tolerance = ±2 dB

Sub-test 3: Power class 4 (20.5 dBm)
   Tolerance = +2.5/-2 dB

Sub-test 4: Power class 4 (20.5 dBm)
   Tolerance = +2.5/-2 dB
	0.7 dB
	Formula: (Upper) Minimum Requirement + TT

 

(Lower) Minimum Requirement – TT

For power classes 3:

    Sub-test 1: Upper Tolerance limit = 

+1.7 dB (24 dBm)

    Sub-test 1: Lower Tolerance limit = 

-3.7 dB

   Sub-test 2: Upper Tolerance limit = +1.7 dB (24 dBm)

    Sub-test 2: Lower Tolerance limit = 

-3.7 dB

    Sub-test 3: Upper Tolerance limit = +2.2 dB (23.5 dBm)

    Sub-test 3: Lower Tolerance limit = 

-3.7 dB

    Sub-test 4: Upper Tolerance limit = +2.2 dB (23.5 dBm)

    Sub-test 4: Lower Tolerance limit = 

-3.7 dB

For power class 4:

       Sub-test 1: Upper Tolerance limit = +2.7 dB (21 dBm)

    Sub-test 1: Lower Tolerance limit = 

-2.7 dB

   Sub-test 2: Upper Tolerance limit = +2.7 dB (21 dBm)

    Sub-test 2: Lower Tolerance limit = 

-2.7 dB

    Sub-test 3: Upper Tolerance limit = +3.2 dB (20.5 dBm)

    Sub-test 3: Lower Tolerance limit = 

-2.7 dB

    Sub-test 4: Upper Tolerance limit = +3.2 dB (20.5 dBm)

    Sub-test 4: Lower Tolerance limit = 

-2.7 dB

	5.2B Maximum Output Power with HS-DPCCH and E-DCH
	For Power class 3:

   Sub-test 1: Power class 3 (24 dBm)

Tolerance = +1/-3
   Sub-test 2: Power class 3 (22 dBm)

Tolerance = +3/-3

   Sub-test 3: Power class 3 (23 dBm)

Tolerance = +2/-3

   Sub-test 4: Power class 3 (22 dBm)

Tolerance = +1/-3

   Sub-test 5: Power class 3 (24 dBm)

Tolerance = +1/-3
For Power class 4:

   Sub-test 1: Power class 4 (21 dBm)

Tolerance = ±2 dB   
   Sub-test 2: Power class 4 (19 dBm)

Tolerance = +4/-2 dB   
   Sub-test 3: Power class 4 (20 dBm)

Tolerance = +3/-2 dB   
   Sub-test 4: Power class 4 (19 dBm)

Tolerance = +4/-2 dB   
   Sub-test 5: Power class 4 (21 dBm)

Tolerance = ±2 dB   

	0.7 dB
	Formula: (Upper) Minimum Requirement + TT

 

(Lower) Minimum Requirement – TT

For power classes 3:

    Sub-test 1: Upper Tolerance limit = +1.7 dB (24 dBm)

    Sub-test 1: Lower Tolerance limit = -3.7 dB (24 dBm)

    Sub-test 2: Upper Tolerance limit = +3.7 dB (22 dBm)

    Sub-test 2: Lower Tolerance limit = -3.7 dB (22 dBm)

    Sub-test 3: Upper Tolerance limit = +2.7 dB (23 dBm)

    Sub-test 3: Lower Tolerance limit = -3.7 dB (23 dBm)

    Sub-test 4: Upper Tolerance limit = +3.7 dB (22 dBm)

    Sub-test 4: Lower Tolerance limit = -3.7 dB (22 dBm)

    Sub-test 5: Upper Tolerance limit = +1.7 dB (24 dBm)

    Sub-test 5: Lower Tolerance limit = -3.7 dB (24 dBm)

For power class 4:

       Sub-test 1: Upper Tolerance limit = +2.7 dB (21 dBm)

    Sub-test 1: Lower Tolerance limit = -2.7 dB (21 dBm)

       Sub-test 2: Upper Tolerance limit = +4.7 dB (19 dBm)

    Sub-test 2: Lower Tolerance limit = -2.7 dB (19 dBm)

       Sub-test 3: Upper Tolerance limit = +3.7 dB (20 dBm)

    Sub-test 3: Lower Tolerance limit = -2.7 dB (20 dBm)

       Sub-test 4: Upper Tolerance limit = +4.7 dB (19 dBm)

    Sub-test 4: Lower Tolerance limit = -2.7 dB (19 dBm)

       Sub-test 5: Upper Tolerance limit = +2.7 dB (21 dBm)

    Sub-test 5: Lower Tolerance limit = -2.7 dB (21 dBm)

	5.2C UE relative code domain power accuracy
	For 0 dB ≥ -10 dB CDP ± 1.5 dB
For -10 dB ≥ -15 dB CDP ± 2.0 dB

For -15 dB ≥ -20 dB CDP ± 2.5 dB
	For 0 dB ≥ -10 dB CDP 0.2 dB

For -10 dB ≥ -15 dB CDP 0.3 dB

For -15 dB ≥ -20 dB CDP 0.4 dB
	Formula: UE relative CDP accuray + TT

For 0 dB ≥ -10 dB CDP ± 1.7 dB

For -10 dB ≥ -15 dB CDP ± 2.3 dB

For -15 dB ≥ -20 dB CDP ± 2.9 dB

	5.2D UE Relative Code Domain Power Accuracy with HS-DPCCH and E-DCH
	For 0 dB ≥ -10 dB CDP ±1.5 dB
For -10 dB ≥ -15 dB CDP ± 2.0 dB

For -15 dB ≥ -20 dB CDP ± 2.5 dB
	For 0 dB ≥ -10 dB CDP 0.2 dB

For -10 dB ≥ -15 dB CDP 0.3 dB

For -15 dB ≥ -20 dB CDP 0.4 dB
	Formula: UE relative CDP accuracy + TT

For 0 dB ≥ -10 dB CDP ± 1.7 dB

For -10 dB ≥ -15 dB CDP ± 2.3 dB

For -15 dB ≥ -20 dB CDP ± 2.9 dB

	5.2E UE Relative Code Domain Power Accuracy for HS-DPCCh and E-DCH with 16QAM
	For 0 dB ≥ -10 dB CDP ±1.5 dB
For -10 dB ≥ -15 dB CDP ± 2.0 dB

For -15 dB ≥ -20 dB CDP ± 2.5 dB
For -20 dB ≥ -30 dB CDP ± 3.0 dB
	For 0 dB ≥ -10 dB CDP [0.2 dB]
For -10 dB ≥ -15 dB CDP [0.3 dB]
For -15 dB ≥ -20 dB CDP [0.4 dB]
For -20 dB ≥ -30 dB CDP [0.5 dB]
	Formula: UE relative CDP accuracy + TT

For 0 dB ≥ -10 dB CDP [± 1.7 dB]
For -10 dB ≥ -15 dB CDP [± 2.3 dB]
For -15 dB ≥ -20 dB CDP [± 2.9 dB]
For -20 dB ≥ -30 dB CDP [± 3.5 dB]

	5.3 Frequency Error


	The UE modulated carrier frequency shall be accurate to within 0.1 ppm compared to the carrier frequency received from the Node B.
	10 Hz
	Formula: modulated carrier frequency error + TT

modulated carrier frequency error = (0.1 ppm + 10 Hz).

	5.4.1 Open loop power control in the uplink
	Open loop power control tolerance ±9 dB (Normal)

Open loop power control tolerance ±12 dB (Extreme)
	1.0 dB
	Formula: (Upper) Minimum Requirement + TT

(Lower) Minimum  Requirement – TT

For Normal conditions:

Upper Tolerance limit = +10 dB
Lower Tolerance limit = -10 dB

For Extreme conditions:

Upper Tolerance limit = +13 dB
Lower Tolerance limit = -13 dB

	5.4.2 Inner loop power control in uplink
	See table 5.4.2.1 and 5.4.2.2
	0.1dB

0.15 dB

0.2 dB

0.3 dB
	Formula: (Upper) Minimum  Requirement + TT

 
(Lower) Minimum  Requirement – TT

	5.4.3 Minimum Output Power

	UE minimum transmit power shall be less than –50 dBm
	1.0 dB
	Formula: 
Minimum Requirement  + TT

UE minimum transmit power = –49 dBm

	5.4.4 Out-of-synchronisation handling of output power: 
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0 ms for timing measurement
	Formulas:
Minimum Requirement between A and B + TT
Minimum Requirement between B and D – TT 
Minimum Requirement between D and E – TT
Minimum Requirement between E and F + TT
transmit ON/OFF time Minimum Requirement + TT timing 
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200ms timing

Uncertainty of OFF power measurement is handled by Transmit OFF power test and uncertainty of ON power measurement is handled by Minimum output power test.

	5.5.1 Transmit OFF power (static case)

	Transmit OFF power shall be less than -56 dBm
	1.0 dB
	Formula: Transmit OFF power Minimum Requirement + TT
Transmit OFF power = –55dBm.

	5.5.2 Transmit ON/OFF time mask (dynamic case)
	Transmit ON power shall be the target value as defined in clause 5.5.2.2

Transmit OFF power shall be less than -56 dBm
	On power upper TT = 0.7 dB

On power lower TT = 1.0 dB 

Off power TT = 1.0 dB
	Formula for transmit ON power:

(Upper) Minimum Requirement (Transmit ON power) + On power upper TT

(Lower) Minimum Requirement (Transmit ON power) - On power lower TT

To calculate Transmit ON power target value range take the nominal TX power range from Table 5.5.2.3 then apply table 5.4.1.1 open limits then apply table 5.7.1 (only if there has been a transmission gap) then cap the upper value using table 5.2.1.
Formula for transmit OFF power: Transmit OFF power Minimum Requirement + Off power TT

Transmit OFF power = -55 dBm

	5.6 Change of TFC: power control step size
	TFC step size = 7dB (Up or Down)

Tolerance=2dB
	0.3 dB
	For the nominal -7dB step:
(Upper) Minimum Requirement + TT = -4.7 dB

(Lower) Minimum Requirement  - TT = -9.3 dB

For the nominal +7dB step:

(Upper) Minimum Requirement + TT = +9.3 dB

(Lower) Minmum Requirement  - TT = +4.7 dB

	5.7 Power setting in uplink compressed mode
	See tables  5.7.2 and 5.7.3
	 Subset of 5.4.2
	Formula: (Upper) Minimum Requirement + TT

 (Lower) Minimum Requirement – TT

	5.7A HS-DPCCH
	See table 5.7A.1 and 5.7A.2
	0.1 dB

0.15 dB

0.2 dB

0.3 dB
	Formula: (Upper) Minimum Requirement + TT

 (Lower) Minimum Requirement – TT

	5.8 Occupied Bandwidth


	The occupied channel bandwidth shall be less than 5 MHz based on a chip rate of 3.84 Mcps.
	0 kHz
	Formula: occupied channel bandwidth Minimum Requirement + TT

occupied channel bandwidth = 5.0 MHz

	5.9 Spectrum emission mask

	Minimum requirement defined in TS25.101 Table 6.10.

The lower limit shall be (50 dBm / 3.84 MHz or which ever is higher. This is expressed as the equivalent power in the measurement band-width used at each offset.


	1.5 dB
	Formula: Minimum requirement + TT
Lower limit Minimum Requirement + TT

Add 1.5 to Minimum requirement entries in TS25.101 Table 6.10.

Zero test tolerance is applied for Additional requirements for Band II, Band IV Band V and Band X due to FCC regulatory requirements.

The lower limit shall be (48.5 dBm / 3.84 MHz or which ever is higher.

	5.9A Spectrum emission mask with HS-DPCCH
	Minimum requirement defined in TS25.101 Table 6.10.

The lower limit shall be (50 dBm / 3.84 MHz or which ever is higher.


	1.5 dB
	Formula: Minimum requirement + TT
Lower limit Minimum Requirement + TT

Add 1.5 to Minimum requirement entries in TS25.101 Table 6.10.

Zero test tolerance is applied for Additional requirements for Band II, Band IV, Band V and Band X due to FCC regulatory requirements.

The lower limit shall be (48.5 dBm / 3.84 MHz or which ever is higher.

	5.9B Spectrum emission mask with E-DCH
	Minimum requirement defined in TS25.101 Table 6.10.

The lower limit shall be (50 dBm / 3.84 MHz or which ever is higher.


	1.5 dB
	Formula: Lower limit Minimum Requirement + TT
Add 1.5 to Minimum requirement entries in TS25.101 Table 6.10.

Zero test tolerance is applied for Additional requirements for Band II, Band IV, Band V and Band X due to FCC regulatory requirements.

The lower limit shall be (48.5 dBm / 3.84 MHz or which ever is higher.

	5.10 Adjacent Channel Leakage Power Ratio (ACLR)

	If the adjacent channel power is greater than –50 dBm then the ACLR shall be higher than the values specified below.
	0.0 dB
	Formula: Absolute power threshold + TT

	
	Power Classes 3 and 4:

UE channel +5 MHz or -5 MHz, ACLR limit: 33 dB

UE channel +10 MHz or -10 MHz, ACLR limit: 43 dB 


	0.8 dB
	Formula: ACLR Minimum Requirement - TT

Power Classes 3 and 4:

UE channel +5 MHz or -5 MHz, ACLR limit = 32.2 dB

UE channel +10 MHz or -10 MHz, ACLR limit = 42.2 dB

	5.10A Adjacent Channel Leakage Power Ratio (ACLR) with HS-DPCCH

	If the adjacent channel power is greater than –50 dBm then the ACLR shall be higher than the values specified below.
	0.0 dB
	Formula: Absolute power threshold + TT

	
	Power Classes 3 and 4:

UE channel +5 MHz or -5MHz,

ACLR limit: 33 dB

UE channel +10 MHz or -10MHz, ACLR limit: 43 dB
	0.8 dB
	Formula: ACLR Minimum Requirement – TT

Power Classes 3 and 4:

UE channel +5 MHz or -5MHz, ACLR Limit : 32.2 dB

UE channel +10 MHz or -10MHz, ACLR Limit: 42.2 dB

	5.10B Adjacent Channel Leakage Power Ratio (ACLR) with E-DCH

	If the adjacent channel power is greater than –50 dBm then the ACLR shall be higher than the values specified below.
	0.0 dB
	Formula: Absolute power threshold Minimum Requirement + TT

	
	Power Classes 3 and 4:

UE channel +5 MHz or -5MHz,

ACLR limit: 33 dB

UE channel +10 MHz or -10MHz, ACLR limit: 43 dB
	0.8 dB
	Formula: ACLR Minimum Requirement– TT

Power Classes 3 and 4:

UE channel +5 MHz or -5MHz, ACLR Limit: 32.2 dB

UE channel +10 MHz or -10MHz, ACLR Limit:42.2 dB

	5.11 Spurious Emissions

	
	
	Formula: Minimum Requirement+ TT
Add zero to all the values of Minimum Requirements in table 5.11.1a and 5.11.1b.

	
	Frequency Band
	Minimum Requirement
	
	Frequency Band
	Minimum Requirement

	
	9 kHz  f < 150 kHz
	36dBm
/1kHz
	0 dB
	9kHz ( f ( 1GHz
	36dBm
/1kHz

	
	150 kHz  f < 30 MHz
	36dBm
/10kHz
	 0 dB
	150 kHz  f < 30 MHz
	36dBm
/10kHz

	
	30 MHz  f < 1000 MHz
	36dBm
/100kHz
	 0 dB
	30 MHz  f < 1000 MHz
	36dBm
/100kHz

	
	1 GHz  f < 12.75 GHz
	30dBm
/1MHz
	0 dB
	1 GHz  f < 2.2 GHz
	30dBm
/1MHz

	
	
	
	 0 dB
	2.2 GHz  f < 4 GHz
	30dBm
/1MHz

	
	
	
	 0 dB
	4 GHz  f < 12.75 GHz
	30dBm
/1MHz

	
	1893.5 MHz < f < 1919.6 MHz
	41dBm
/300kHz
	 0 dB
	1893.5 MHz < f < 1919.6 MHz
	41dBm
/300kHz

	
	925 MHz  935 MHz f 
	67dBm
/100kHz
	 0 dB
	925 MHz  935 MHz f 
	67dBm
/100kHz

	
	935 MHz < f  960 MHz
	79dBm
/100kHz
	 0 dB
	935 MHz < f  960 MHz
	79dBm
/100kHz

	
	1805 MHz  1880 MHz f 
	71dBm
/100kHz
	0 dB
	1805 MHz  1880 MHz f 
	71dBm
/100kHz

	5.12 Transmit Intermodulation


	Intermodulation Product
5MHz
       -31 dBc
10MHz
 -41 dBc 

CW Interferer level = -40 dBc
	0 dB
	Formula: CW interferer Minimum Requirement– TT/2

Intermod Products limits remain unchanged.

CW interferer level = -40 dBc

	5.13.1 Transmit modulation: EVM
	The measured EVM shall not exceed 17.5%.
	0%
	Formula: EVM Minimum Requirement + TT

EVM limit = 17.5 %

	5.13.1A Transmit modulation: EVM with HS-DPCCH
	The measured EVM shall not exceed 17.5%.
	0%
	Formula: EVM Minimum Requirement + TT

EVM limit = 17.5 %

	5.13.1AA Transmit modulation: EVM with HS-DPCCH
	The measured EVM shall not exceed 17.5%.
	0%
	Formula: EVM Minimum Requirement + TT

EVM limit = 17.5 %

	
	Phase discontinuity:
	[6] degree
	Formula: Phase discontinuity + TT

	5.13.2 Transmit modulation: peak code domain error
	The measured Peak code domain error shall not exceed ‑15 dB.
	1.0 dB
	Formula: Peak code domain Minimum Requirement + TT

Peak code domain error = -14 dB

	5.13.2A Relative Code Domain Error
	The measured RCDE shall not exceed table 5.13.2A.1
	0.5 dB
	Formula: UE RCDE requirement +TT

	5.13.2B Relative Code Domain Error with HS-DPCCH and E-DCH
	The measured RCDE shall not exceed table 5.13.2B.1.
	0.5 dB
	Formula: UE RCDE requirement + TT

	5.13.2C Relative Code Domain Error for HS-DPCCH and E-DCH with 16QAM
	The measured RCDE shall not exceed tables 5.13.2C.1.and 5.13.2C.2
	[0.5 dB]
	Formula: UE RCDE requirement + TT

	5.13.3 UE phase discontinuity 
	EVM:The measured EVM shall not exceed 17.5%.
	0%
	Formula: EVM Minimum Requirement + TT

EVM limit = 17.5 %

	
	Frequency error:

The UE modulated carrier frequency shall be accurate to within +/-0.1 ppm compared to the carrier frequency received from the Node B.
	10 Hz
	Formula: modulated carrier frequency error + TT

modulated carrier frequency error = +/-(0.1 ppm + 10 Hz).



	
	Phase discontinuity:
	6 degree
	Formula: Phase discontinuity + TT

	5.13.4 PRACH preamble quality (EVM)
	The measured EVM shall not exceed 17.5%.
	0%
	Formula: EVM Minimum Requirement + TT

EVM limit = 17.5 %

	5.13.4 PRACH preamble quality (Frequency error)
	The UE modulated carrier frequency shall be accurate to within +/-0.1 ppm compared to the carrier frequency received from the Node B.
	10 Hz
	Formula: modulated carrier frequency error Minimum Requirement + TT

modulated carrier frequency error = +/- (0.1 ppm + 10 Hz).


------------------------------- NEXT SECTION CHANGED --------------------------------
F.5.1
Transmitter measurements

Table F.5.1: Equipment accuracy for transmitter measurements

	Test


	Equipment accuracy
	Test conditions

	5.2 Maximum Output Power
	Not critical
	19 to 25 dBm

	5.2A Maximum Output Power with HS-DPCCH (Release 5 only)
	Not critical
	19 to 25 dBm

	5.2AA Maximum Output Power with HS-DPCCH (Release 6 and later)
	Not critical
	19 to 25 dBm

	5.2B Maximum Output Power with HS-DPCCH and E-DCH
	Not critical
	19 to 25 dBm

	5.2C UE relative code domain power accuracy
	For 0 dB ≥ -10 dB CDP ± 0.2 dB
For -10 dB ≥ -15 dB CDP ± 0.3 dB

For -15 dB ≥ -20 dB CDP ± 0.4 dB
	-10 to 10 dBm

	5.2D UE Relative Code Domain Power Accuracy with HS-DPCCH and E-DCH
	For 0 dB ≥ -10 dB CDP ± 0.2 dB
For -10 dB ≥ -15 dB CDP ± 0.3 dB

For -15 dB ≥ -20 dB CDP ± 0.4 dB
	-10 to 10 dBm

	5.2E UE Relative Code Domain Power Accuracy for HS-DPCCH and E-DCH with 16QAM
	For 0 dB ≥ -10 dB CDP[± 0.2 dB]
For -10 dB ≥ -15 dB CDP [± 0.3 dB]
For -15 dB ≥ -20 dB CDP [± 0.4 dB]
For -20 dB ≥ -30 dB CDP [± 0.5 dB]
	-10 to 10 dBm

	5.3 Frequency error
	± 10 Hz 
	0 to 500 Hz.

	5.4.1 Open loop power control in uplink
	Not critical
	-43.7 dBm to 25 dBm



	5.4.2 Inner loop power control in the uplink
	0.1 dB relative over a 1.5 dB range

0.15 dB relative over a 3.0 dB range
0.2 dB relative over a 4.5 dB range

0.3 dB relative over a 26 dB range
	+25 dBm to -50 dBm

	5.4.3 Minimum Output Power
	Not critical
	

	5.4.4 Out-of-synchronisation handling of output power: 
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	0.1 dB uncertainty in DPCCH_Ec/Ior ratio
	Ratio from –16.6 dB to –28 dB

	5.5.1 Transmit ON/OFF Power: UE transmit OFF power
	Not critical
	-56 dBm (static power)

	5.5.2 Transmit ON/OFF Power: transmit ON/OFF time mask
	TBD
	-56 dBm (dynamic power over approx. 70 dB range)

	5.6 Change of TFC: power control step size
	0.3 dB relative over a 9 dB range
	+25 dBm to –50 dBm

	5.7 Power setting in uplink compressed mode:-
UE output power
	Subset of 5.4.2
	+25 dBm to –50 dBm

	5.7A HS-DPCCH
	0.1 dB relative over a 1.5 dB range

0.15 dB relative over a 3.0 dB range

0.2 dB relative over a 4.5 dB range

0.3 dB relative over a 26 dB range
	+25 dBm to -50 dBm

	5.8 Occupied Bandwidth
	100 kHz
	For results between 4 and 6 MHz?

	5.9 Spectrum emission mask 
	Not critical
	P_Max

Accuracy applies 5dB either side of UE requirements

	5.9A Spectrum emission mask with HS-DPCCH
	Not critical
	P_Max

Accuracy applies 5dB either side of UE requirements

	5.9B Spectrum emission mask with E-DCH
	Not critical
	P_Max

Accuracy applies 5dB either side of UE requirements

	5.10 ACLR
	5 MHz offset 0.8 dB
10 MHz offset 0.8 dB
	19 to 25 dBm at 5 MHz offset for results between 40 dB and 50 dB.

25 dBm at 10 MHz offset for results between 45 dB and 55 dB.

	5.10A ACLR with HS-DPCCH
	5 MHz offset 0.8 dB
10 MHz offset 0.8 dB
	19 to 25 dBm at 5 MHz offset for results between 40 dB and 50 dB.

25 dBm at 10 MHz offset for results between 45 dB and 55 dB.

	5.10B ACLR with E-DCH
	5 MHz offset 0.8 dB
10 MHz offset 0.8 dB
	19 to 25 dBm at 5 MHz offset for results between 40 dB and 50 dB.

25 dBm at 10 MHz offset for results between 45 dB and 55 dB.

	5.11 Spurious emissions
	Not critical
	19 to 25 dBm

	5.12 Transmit Intermodulation
	Not critical
	19 to 25 dBm

	5.13.1 Transmit modulation: EVM
	2.5 % 

(for single code)
	25 dBm to –21 dBm

	5.13.1A Transmit modulation: EVM with HS-DPCCH
	2.5 % 

(for single code)
	25 dBm to –21 dBm

	5.13.2 Transmit modulation: peak code domain error
	±1.0dB
	For readings between -10 dB to –20 dB.

	5.13.2A Relative Code Domain Error
	±0.5 dB
	Effective Code Domain Power > -30 dB

Nominal Code Domain Power 

> ‑20 dB

	5.13.2B Relative Code Domain Error with HS-DPCCH and E-DCH
	±0.5 dB
	 Effective Code Domain Power > -30 dB

Nominal Code Domain Power 

> ‑20 dB

	5.13.2C Relative Code Domain Error for HS-DPCCH and E-DCH with 16QAM
	[±0.5 dB]
	Effective Code Domain Power > -30 dB
Nominal Code Domain Power 

> ‑30 dB

	5.13.3 UE phase discontinuity
	10 Hz for Frequency error
	+25 dBm to –50 dBm

	
	2.5 % for EVM (for single code)
	+25 dBm to –20 dBm

	
	6 degree for Phase discontinuity
	+25 dBm to –50 dBm

	5.13.4 PRACH preamble quality (EVM)
	2.5 %
	25 dBm to –21 dBm

	5.13.4 PRACH preamble quality (Frequency error)
	± 10 Hz 
	0 to 500 Hz.
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