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E.3.2.9
EFGBANL (GBA NAF List)

The programming of this EF is a test house option.

Annex F (normative):
Generic Requirements for MTSI Supplementary Services
This Annex contains references to such generic requirements for IMS Multimedia Telephony Supplementary Services which apply to multiple test cases. These references are to the 3GPP documents which earlier were annexes of TS 24.173 [65].
F.1
XCAP over Ut interface

The generic UE requirements for XCAP over Ut interface are specified in 3GPP TS 24.423 [74] clauses 4, 5.1, 5.2.1, 5.3.1 and 6. 
Note: 3GPP TS 24.173 refers to this document as its Annex I.
F.2
Originating Identification Presentation (OIP) / Originating Identification Restriction (OIR)
The UE requirements for Originating Identification Presentation (OIP) and Originating Identification Restriction (OIR) are specified in 3GPP TS 24.407 [75] clauses 4.2, 4.5.0, 4.5.1, 4.5.2.1, 4.5.2.12 and 4.10. 

Note: 3GPP TS 24.173 refers to this document as its Annex A.
F.3
Terminating Identification Presentation (TIP) / Terminating Identification Restriction (TIR)
The UE requirements for Terminating Identification Presentation (TIP) and Terminating Identification Restriction (TIR) are specified in 3GPP TS 24.408 [76] clauses 4.2, 4.5.0, 4.5.1, 4.5.2.1, 4.5.2.12 and 4.9. 

Note: 3GPP TS 24.173 refers to this document as its Annex B.
F.4
Communication Diversion (CDIV)

The UE requirements for Communication Diversion (CDIV) are specified in 3GPP TS 24.404 [77] clauses 4.2, 4.5.0, 4.5.1, 4.5.2.1, 4.5.2.15, 4.5.2.16 and 4.9. 

Note: 3GPP TS 24.173 refers to this document as its Annex C.
F.5
Communication Barring (CB)

The UE requirements for Communication Barring (CB) are specified in 3GPP TS 24.411 [78] clauses 4.2, 4.5.0, 4.5.1, 4.5.2.1, 4.5.2.13 and 4.9. 

Note: 3GPP TS 24.173 refers to this document as its Annex E.
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