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Introduction

Total Number of CRs agreed for this WI: 20. TSs being affected:

· 34.108 - 
07 CR(s)

· 34.121-1 - 
10 CR(s)

· 34.121-2 - 
01 CR(s)

· 34.122 - 
00 CR(s)

· 34.123-1 - 
02 CR(s)

· 34.123-2 - 
00 CR(s)

· 34.123-3 - 
00 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-081435
	34.108
	0668
	
	F
	Rel-8
	8.2.0
	Correction to RRC Connection setup messages for 64kbps(Channel2)
	TEI6_Test

	R5-081436
	34.108
	0669
	
	F
	Rel-8
	8.2.0
	Additional IEs for 7.8.4 of 34.121-1
	TEI6_Test

	R5-081279
	34.108
	0670
	
	F
	Rel-8
	8.2.0
	Additional test procedure for HSDPA with F-DPCH RF Performance Requirement for 7.8.5 of 34.121-1
	TEI6_Test

	R5-081280
	34.108
	0671
	
	F
	Rel-8
	8.2.0
	Additional RB setup message for 7.8.5 of 34.121-1
	TEI6_Test

	R5-081174
	34.121-1
	1066
	
	F
	Rel-8
	8.2.1
	Correction to test requirements of TC 5.2B
	TEI6_Test

	R5-081441
	34.121-1
	1069
	
	F
	Rel-8
	8.2.1
	Correction to Annex C.3.5 and C.6.2 for 7.8.1A
	TEI6_Test

	R5-081271
	34.121-1
	1070
	
	F
	Rel-8
	8.2.1
	Correction to test procedure in 7.8.5 of 34.121-1
	TEI6_Test

	R5-081274
	34.121-1
	1073
	
	F
	Rel-8
	8.2.1
	Correction to 8.3.6.3
	TEI6_Test

	R5-081221
	34.121-1
	1075
	
	F
	Rel-8
	8.2.1
	Correction to 34.121-1 HSDPA tests’ applicabilities for Enhanced Performance type 1 type 2 and type 3 terminals
	TEI6_Test

	R5-081444
	34.121-1
	1076
	
	F
	Rel-8
	8.2.1
	Statistical requirements for Clause 11 (MBMS)
	TEI6_Test

	R5-081445
	34.121-1
	1077
	
	F
	Rel-8
	8.2.1
	Correction to cell power in Section 11 Test Cases
	TEI6_Test

	R5-081286
	34.121-1
	1078
	
	F
	Rel-8
	8.2.1
	Correction to TC 8.3.5.4
	TEI6_Test

	R5-081449
	34.121-1
	1079
	
	F
	Rel-8
	8.2.1
	Corrections to TBS size for MBMS test cases
	TEI6_Test

	R5-081261
	34.121-1
	1081
	
	F
	Rel-8
	8.2.1
	Correction to system uncertainty and test tolerance of 8.3.6.3
	TEI6_Test

	R5-081222
	34.121-2
	0046
	
	F
	Rel-8
	8.2.1
	Correction to 34.121-2 HSDPA tests’ applicabilities for Enhanced Performance type 1 type 2 and type 3 terminals.
	TEI6_Test

	R5-081205
	34.108
	0681
	
	F
	Rel-8
	8.2.0
	Correction to the Contents of RADIO BEARER SETUP message: AM or UM for MBMS PtP Radio Bearer Setup
	TEI6_Test

	R5-081298
	34.108
	0685
	
	F
	Rel-8
	8.2.0
	Correction to RB Combination for MBMS Testing
	TEI6_Test

	R5-081508
	34.108
	0686
	
	F
	Rel-8
	8.2.0
	Removal of MBMS dispersion indicator in default message content
	TEI6_Test

	R5-081611
	34.123-1
	2263
	
	F
	Rel-8
	8.2.0
	Network sharing: Correction to test case 6.1.2.11
	TEI6_Test

	R5-081504
	34.123-1
	2275
	
	F
	Rel-8
	8.2.0
	Correction to GCF WI-25 MACTestcase 7.1.6.2.6
	TEI6_Test
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