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8.1.1.6.3
System Information Block type 3
The UE should store all relevant IEs included in this system information block. The UE shall:

1>
if in connected mode, and System Information Block 4 is indicated as used in the cell:

2>
read and act on information sent in that block.

1>
if IE "Deferred measurement control UTRAN support" is present:

2>
set variable DEFERRED_MEASUREMENT_STATUS to TRUE.

1>
else:

2>
set variable DEFERRED_MEASUREMENT_STATUS to FALSE.

With respect to Domain Specific Access Control and Paging Permission with Access Control, the UE shall:

1>
if the IE "Multiple PLMN List" is not included in the Master Information Block:

2>
apply the domain specific access restrictions as indicated by the IE "Domain Specific Access Restriction Parameters For PLMN Of MIB", and the paging permission with access control as indicated by the IE "Paging Permission with Access Control Parameters for PLMN Of MIB".

1>
else:

2>
if the PLMN specified by the IE "PLMN Identity" of the Master Information Block is chosen by the UE:

3>
apply the domain specific access restrictions as indicated by the IE "Domain Specific Access Restriction Parameters For PLMN Of MIB", and the paging permission with access control as indicated by the IE "Paging Permission with Access Control Parameters for PLMN Of MIB".

2>
else, if N-th (N=1..5) PLMN in the IE "Multiple PLMNs" contained in the IE "Multiple PLMN List" is chosen by the UE:

3>
if the IE "Domain Specific Access Restriction List" of the IE "Domain Specific Access Restriction For Shared Network", or the IE "Paging Permission with Access Control List" of the IE "Paging Permission with Access Control For Shared Network" is indicated:

4>
if the IE "Domain Specific Access Restriction Parameters For OperatorN" is indicated:

5>
apply the domain specific access restrictions as indicated by the IE "Domain Specific Access Restriction Parameters For OperatorN":
4>
if the IE "Paging Permission with Access Control Parameters For OperatorN" is indicated:

5>
apply the paging permission with access control as indicated by the IE "Paging Permission with Access Control Parameters For OperatorN".
3>
else, if the IE "Domain Specific Access Restriction Parameters For All" of the IE "Domain Specific Access Restriction For Shared Network", or the IE "Paging Permission with Access Control Parameters For All" of the IE "Paging Permission with Access Control For Shared Network" is indicated:

4>
apply the domain specific access restrictions as indicated by the IE "Domain Specific Access Restriction Parameters For All".

4>
apply the paging permission with access control as indicated by the IE "Paging Permission with Access Control Parameters For All".
The UE shall apply the following handling with respect to any Access Class Barring information:

1>
if in idle mode and any Access Class Barring information is indicated:

2>
if no Domain Specific Access Restriction Parameters or Paging Permission with Access Control Parameters are included in System Information Block Type 3, the UE shall:

3>
act on the IE "Access Class Barred list" when initiating RRC Connection establishment as specified in [4].

2>
if the Domain Specific Access Restriction Parameters to be applied are included, and no Paging Permission with Access Control Parameters are included in System Information Block Type 3 the UE shall:

3>
act on the IE "Domain Specific Access Class Barred List" if indicated in the IE "CS Domain Specific Access Restriction" when initiating RRC Connection establishment to send an INITIAL DIRECT TRANSFER message to the CS domain, as specified in [4];

3>
act on the IE "Domain Specific Access Class Barred List" if indicated in the IE "PS Domain Specific Access Restriction" when initiating RRC Connection establishment to send an INITIAL DIRECT TRANSFER message to the PS domain, as specified in [4];

3>
upon transition to UTRA RRC connected, the UE shall:

4>
store that Domain Specific Access Restriction Parameters to the variable "DSAC_PARAM" and maintain the variable until it is cleared, the PLMN chosen by the UE is changed or the RRC connection is released;

4>
act on the stored IE "Domain Specific Access Class Barred List" if indicated in the IE "CS Domain Specific Access Restriction" when initiating an INITIAL DIRECT TRANSFER message to the CS domain, as specified in [4];

4>
act on the stored IE "Domain Specific Access Class Barred List" if indicated in the IE "PS Domain Specific Access Restriction" when initiating an INITIAL DIRECT TRANSFER message to the PS domain, as specified in [4]; 

2>
if Paging Permission with Access Control Parameters are included in System Information Block Type 3, the UE shall:

3>
if Paging Response Restriction Indication is set to “None”:

4>
when sending a response to any PAGING TYPE 1 message, act as if the default value is indicated in the IE  “Access Class Barred List” as specified in [4].

3> if Paging Response Restriction Indication is set to “PS”:

4>
when sending a response to any PAGING TYPE 1 message from CS domain, act as if the default value is indicated in the IE  “Access Class Barred List” as specified in [4];

4>
when sending a response to any PAGING TYPE 1 message from PS domain, act on the IE "Domain Specific Access Class Barred List" if indicated in the IE "PS Domain Specific Access Restriction" (or IE " Access Class Barred list " if IE "Domain Specific Access Class Barred List" is not present) as specified in [4];
3>
if Paging Response Restriction Indication is set to “CS”:

4>
when sending a response to any PAGING TYPE 1 message from PS domain, act as if the default value is indicated in the IE  “Access Class Barred List” as specified in [4];

4>
when sending a response to any PAGING TYPE 1 message from CS domain, act on the IE "Domain Specific Access Class Barred List" if indicated in the IE "CS Domain Specific Access Restriction" (or IE " Access Class Barred list " if IE "Domain Specific Access Class Barred List" is not present) as specified in [4];
3>
else (if Paging Response Restriction Indication is set to “All”):

4>
when sending a response to any PAGING TYPE 1 message from CS domain, act on the IE "Domain Specific Access Class Barred List" if indicated in the IE "CS Domain Specific Access Restriction" as specified in [4];
4>
when sending a response to any PAGING TYPE 1 message from PS domain, act on the IE "Domain Specific Access Class Barred List" if indicated in the IE "PS Domain Specific Access Restriction" as specified in [4];
4>
when sending a response to any PAGING TYPE 1 message from PS or CS domain, act on the IE " Access Class Barred list " if IE "Domain Specific Access Class Barred List" is not present;
3>
when initiating a Location/Registration procedure to CS domain, act on the IE “Location/Registration Access Class Barred List” if the IE “Location/Registration Restriction Indicator” is set to “All” or “CS”,as specified in [4];

3>
when initiating an access to CS domain for any other reason, act on the IE "Domain Specific Access Class Barred List" if indicated in the IE "CS Domain Specific Access Restriction" (or IE " Access Class Barred list " if IE "Domain Specific Access Class Barred List" is not present) as specified in [4];
3>
when initiating a Location/Registration procedure to PS domain, act on the IE “Location/Registration Access Class Barred List” if the IE “Location/Registration Restriction Indicator” is set to “All” or “PS”, as specified in [4];

3>
when initiating an access to PS domain for any other reason, act on the IE "Domain Specific Access Class Barred List" if indicated in the IE "PS Domain Specific Access Restriction" (or IE " Access Class Barred list " if IE "Domain Specific Access Class Barred List" is not present) as specified in [4];
1>
if in connected mode:

2> for the variable “DSAC_PARAM”:

3>
if no Access Class Barring information is indicated:

4>
if the variable "DSAC_PARAM" is set, the UE shall

5>
clear the variable "DSAC_PARAM";

5>
act as if no Access Class is barred.

3>
else if the Domain Specific Access Restriction Parameters to be applied is not included in System Information Block Type 3:

4>
if the variable "DSAC_PARAM" is set, the UE shall:

5>
clear the variable "DSAC_PARAM";

5>
act as if no Access Class is barred.

3>
else if the Domain Specific Access Restriction Parameters to be applied are included in the System Information Block Type 3:

4>
if the variable "DSAC_PARAM is not set, the UE shall:

5>
store that Domain Specific Access Restriction Parameters to the variable "DSAC_PARAM" and maintain the variable until it is cleared, the PLMN chosen by the UE is changed or the RRC connection is released;

5>
act on the stored IE "Domain Specific Access Class Barred List" if indicated in the IE "CS Domain Specific Access Restriction" when initiating an INITIAL DIRECT TRANSFER message to the CS, as specified in [4];

5>
act on the stored IE "Domain Specific Access Class Barred List" if indicated in the IE "PS Domain Specific Access Restriction" when initiating an INITIAL DIRECT TRANSFER message to the PS domain, as specified in [4].

4>
else (the access class barring information is stored) UE shall:

5>
update the variable "DSAC_PARAM" with that Domain Specific Access Restriction Parameters;

5>
act on the updated IE "Domain Specific Access Class Barred List" if indicated in the IE "CS Domain Specific Access Restriction" when initiating an INITIAL DIRECT TRANSFER message to the CS domain, as specified in [4];

5>
act on the updated IE "Domain Specific Access Class Barred List" if indicated in the IE "PS Domain Specific Access Restriction" when initiating an INITIAL DIRECT TRANSFER message to the PS domain, as specified in [4].

2>
for the variable “PPAC_PARAM”:

3>
if no Access Class Barring information is indicated:
4>
if the variable "PPAC_PARAM" is set, the UE shall

5>
clear the variable "PPAC_PARAM";

5>
act as if no Access Class is barred.

3>
else if the Paging Permission with Access Control Parameters to be applied is not included in System Information Block Type 3:

4>
if the variable "PPAC_PARAM" is set, the UE shall:

5>
clear the variable "PPAC_PARAM";

5>
act as if no Access Class is barred.

3>
else if the Paging Permission with Access Control Parameters to be applied are included in the System Information Block Type 3:

4>
if the variable "PPAC_PARAM is not set, the UE shall:

5>
store that Paging Permission with Access Control Parameters to the variable "PPAC_PARAM" and maintain the variable until it is cleared;

5>
act on the stored IE “Paging Response Restriction Indicator” when sending a response to any PAGING TYPE 1 or PAGING TYPE 2 message 

5>
act on the stored IE "Location/Registration Access Class Barred List" if the IE “Location/Registration Restriction Indicator” is set to “All” or “CS”, when initiating a Location/Registration procedure to the CS domain, as specified in [4];

5>
act on the stored IE "Location/Registration Access Class Barred List" if the IE “Location/Registration Restriction Indicator” is set to “All” or “PS”, when initiating a Location/Registration procedure to the PS domain, as specified in [4];

4>
else (the access class barring information is stored) UE shall:

5>
update the variable "PPAC_PARAM" with that Paging Permission with Access Control Parameters;

5>
act on the stored IE “Paging Response Restriction Indicator” when sending a response to any PAGING TYPE 1 or PAGING TYPE 2 message; 

5>
act on the stored IE "Location/Registration Access Class Barred List" if the IE “Location/Registration Restriction Indicator” is set to “All” or “CS”, when initiating a Location/Registration procedure to the CS domain, as specified in [4];

5>
act on the stored IE "Location/Registration Access Class Barred List" if the IE “Location/Registration Restriction Indicator” is set to “All” or “PS”, when initiating a Location/Registration procedure to the PS domain, as specified in [4];

If the IE "MBSFN only service" is set to TRUE the UE shall:

1>
consider this cell to operate in MBSFN mode;
1>
for TDD consider that all slots operate in MBSFN mode;
1>
for FDD and 3.84/7.68 Mcps TDD if the UE capabilities allow the reception of MBSFN in addition to the normal UE operation the UE may receive MBMS services from this cell in accordance with requirements for selection of a cell providing only MBSFN as specified in [4]. For 1.28 Mcps TDD, if the UE capabilities allow the reception of MBSFN in addition to the normal UE operation the UE may get synchronized to the MBSFN cluster as specified in [4].
10.3.4.10
RAB information for setup
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	RAB info
	MP
	
	RAB info 10.3.4.8
	
	

	CS-HSPA information
	CV-CS
	
	
	
	REL-8

	>UL AMR rate
	MD
	
	Enumerated (t0, t1, t2, t3, t4, t5, t6, t7, t8)
	Indicates the bit rate as defined in [62] and [63].

In case NAS Synchronization Indicator indicates AMR, default value is “t7”.

In case NAS Synchronization Indicator indicates AMR-WB, default value is “t8“.

7 spare values are needed.
	REL-8

	>Max CS delay
	MP
	
	Integer (20..200 by step of 10)
	Indicates the maximum possible delay for CS voice frames Unit is ms
	REL-8

	RB information to setup list
	MP
	1 to <maxRBperRAB>
	
	
	

	>RB information to setup
	MP
	
	RB information to setup

10.3.4.20
	
	

	
	
	
	
	
	

	
	
	
	
	



	

	
	
	
	
	
	


	Condition
	Explanation

	CS
	This IE is mandatory if the IE “CN domain identity” has the value “CS domain” and the RAB is mapped on HS-DSCH/E-DCH. It is not needed otherwise.


11.2
PDU definitions

--**************************************************************

--

-- TABULAR: The message type and integrity check info are not

-- visible in this module as they are defined in the class module. 

-- Also, all FDD/TDD specific choices have the FDD option first 

-- and TDD second, just for consistency.

--

--**************************************************************

PDU-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

--**************************************************************

--

-- IE parameter types from other modules

--

--**************************************************************

IMPORTS


/ .. /

-- Physical Channel IEs :


Alpha,


BEACON-PL-Est,


CCTrCH-PowerControlInfo,


CCTrCH-PowerControlInfo-r4,

CCTrCH-PowerControlInfo-r5,

CCTrCH-PowerControlInfo-r7,


ConstantValue,


ConstantValueTdd,


CPCH-SetInfo,


DHS-Sync,


DL-CommonInformation,


DL-CommonInformation-r4,


DL-CommonInformation-r5,

DL-CommonInformation-r6,


DL-CommonInformation-r7,


DL-CommonInformationPost,


DL-HSPDSCH-Information,


DL-HSPDSCH-Information-r6,

DL-HSPDSCH-Information-r7,


DL-HSPDSCH-Information-r8,


DL-HSPDSCH-MultiCarrier-Information,


DL-InformationPerRL-List,


DL-InformationPerRL-List-r4,


DL-InformationPerRL-List-r5,

DL-InformationPerRL-List-r5bis,

DL-InformationPerRL-List-r6,

DL-InformationPerRL-List-r7,


DL-InformationPerRL-List-v6b0ext,

DL-InformationPerRL-ListPostFDD,


DL-InformationPerRL-PostTDD,


DL-InformationPerRL-PostTDD-LCR-r4,

DL-MultiCarrier-Information,


DL-PDSCH-Information,


DL-TPC-PowerOffsetPerRL-List,

DLUL-HSPA-Information-r8,

DPC-Mode,


DPCH-CompressedModeStatusInfo,

HS-DSCH-TBSizeTable,

DTX-DRX-TimingInfo-r7,


DTX-DRX-Info-r7,


DynamicPersistenceLevel,


E-DCH-ReconfigurationInfo,


E-DCH-ReconfigurationInfo-r7,


E-DCH-RL-InfoSameServingCell,


E-TFC-Boost-Info-r7,

E-DPDCH-PowerInterpolation,

EXT-UL-TimingAdvance,


Feedback-cycle-r7,

FrequencyInfo,


FrequencyInfoFDD,


FrequencyInfoTDD,


HARQ-Preamble-Mode,

HS-SCCH-LessInfo-r7,


HS-SICH-Power-Control-Info-TDD384,

HS-SICH-Power-Control-Info-TDD768,


MaxAllowedUL-TX-Power,


MIMO-Parameters-r7,

OpenLoopPowerControl-IPDL-TDD-r4,


PDSCH-CapacityAllocationInfo,


PDSCH-CapacityAllocationInfo-r4,

PDSCH-CapacityAllocationInfo-r7,


PDSCH-Identity,


Multi-frequencyInfo-LCR-r7,


PrimaryCPICH-Info,


PrimaryCCPCH-TX-Power,


PUSCH-CapacityAllocationInfo,


PUSCH-CapacityAllocationInfo-r4,

PUSCH-CapacityAllocationInfo-r7,


PUSCH-Identity,


PUSCH-SysInfoList-HCR-r5,


PDSCH-SysInfoList-HCR-r5,


RL-AdditionInformationList,


RL-AdditionInformationList-r6,


RL-AdditionInformation-list-v6b0ext,


RL-AdditionInformationList-r7,


RL-RemovalInformationList,


Serving-HSDSCH-CellInformation,


SpecialBurstScheduling,


SSDT-Information,


SSDT-Information-r4,


TFC-ControlDuration,


SSDT-UL,


TimingMaintainedSynchInd,


TimeslotList,


TimeslotList-r4,

TX-DiversityMode,


UL-16QAM-Config,


UL-ChannelRequirement,


UL-ChannelRequirement-r4,


UL-ChannelRequirement-r5,

UL-ChannelRequirementWithCPCH-SetID,


UL-ChannelRequirementWithCPCH-SetID-r4,


UL-ChannelRequirementWithCPCH-SetID-r5,

UL-DPCH-Info,


UL-DPCH-Info-r4,

UL-DPCH-Info-r5,

UL-DPCH-Info-r6,


UL-DPCH-Info-r7,

UL-DPCH-InfoPostFDD,


UL-DPCH-InfoPostTDD,


UL-DPCH-InfoPostTDD-LCR-r4,

UL-EDCH-Information-r6,


UL-EDCH-Information-r7,


UL-SynchronisationParameters-r4,

UL-TimingAdvance,


UL-TimingAdvanceControl,


UL-TimingAdvanceControl-r4,

UL-TimingAdvanceControl-r7,

UpPCHposition-LCR,

/ .. /

-- ***************************************************

--

-- CELL UPDATE CONFIRM

--

-- ***************************************************


/ .. /
CellUpdateConfirm-r8-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7
OPTIONAL,



waitTime





WaitTime






OPTIONAL,


rlc-Re-establishIndicatorRb2-3or4

BOOLEAN,



rlc-Re-establishIndicatorRb5orAbove

BOOLEAN,


-- CN information elements



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN







OPTIONAL,


-- Radio bearer IEs



rb-InformationReleaseList

RB-InformationReleaseList


OPTIONAL,



rb-InformationReconfigList

RB-InformationReconfigList-r7

OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList-r8

OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,


pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r8

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r7

OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r7

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7


OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r7





OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters




MIMO-Parameters-r7




OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r7





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r7



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r8


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r7



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r7


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}


/ .. /

-- ***************************************************

--

-- HANDOVER TO UTRAN COMMAND

--

-- ***************************************************


/ .. /
HandoverToUTRANCommand-r8-IEs ::= SEQUENCE {


-- User equipment IEs



new-U-RNTI





U-RNTI-Short,



cipheringAlgorithm



CipheringAlgorithm-r7




OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN,



new-H-RNTI





H-RNTI








OPTIONAL,



newPrimary-E-RNTI



E-RNTI








OPTIONAL,



newSecondary-E-RNTI



E-RNTI








OPTIONAL,


-- Radio bearer IEs


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {





srb-InformationSetupList

SRB-InformationSetupList-r8,





rab-InformationSetupList

RAB-InformationSetupList-r8

OPTIONAL,





ul-CommonTransChInfo


UL-CommonTransChInfo-r4,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r8,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r7,





ul-DPCH-Info




UL-DPCH-Info-r7,





ul-EDCH-Information-r7


UL-EDCH-Information-r7


OPTIONAL,





dl-HSPDSCH-Information


DL-HSPDSCH-Information-r8

OPTIONAL,





dl-CommonInformation


DL-CommonInformation-r7,





dl-InformationPerRL-List

DL-InformationPerRL-List-r7,





frequencyInfo




FrequencyInfo,





multi-frequencyInfo



Multi-frequencyInfo-LCR-r7

OPTIONAL




},




preconfiguration



SEQUENCE {





-- All IEs that include an FDD/TDD choice are split in two IEs for this message,





-- one for the FDD only elements and one for the TDD only elements, so that one





-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r6,







dlul-HSPA-Information-r8

DLUL-HSPA-Information-r8
OPTIONAL






}





},





rab-Info





RAB-Info-Post

OPTIONAL,





modeSpecificInfo



CHOICE {






fdd







SEQUENCE {







ul-DPCH-Info




UL-DPCH-InfoPostFDD,







dl-CommonInformationPost

DL-CommonInformationPost,







dl-InformationPerRL-List

DL-InformationPerRL-ListPostFDD,







frequencyInfo




FrequencyInfoFDD






},






tdd







CHOICE {







tdd384






SEQUENCE {








ul-DPCH-Info




UL-DPCH-InfoPostTDD,








dl-InformationPerRL



DL-InformationPerRL-PostTDD,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power







},







tdd128






SEQUENCE {








ul-DPCH-Info




UL-DPCH-Info-r7,








dl-InformationPerRL



DL-InformationPerRL-PostTDD-LCR-r4,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power,








multi-frequencyInfo



Multi-frequencyInfo-LCR-r7

OPTIONAL







},







tdd768






SEQUENCE {








ul-DPCH-Info




UL-DPCH-Info-r7,








dl-InformationPerRL



DL-InformationPerRL-List-r7,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power







}






}





}




}



},


-- Physical channel IEs



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power

}


/ .. /

-- ***************************************************

--

-- RADIO BEARER RECONFIGURATION

--

-- ***************************************************

RadioBearerReconfiguration ::= CHOICE {


r3







SEQUENCE {



radioBearerReconfiguration-r3
RadioBearerReconfiguration-r3-IEs,



-- Prefix "v3ao" is used (in one instance) to keep alignment with R99



v3aoNonCriticalExtensions

SEQUENCE {




radioBearerReconfiguration-v3a0ext
RadioBearerReconfiguration-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





radioBearerReconfiguration-r3-add-ext

BIT STRING

OPTIONAL,





v4b0NonCriticalExtensions


SEQUENCE {






radioBearerReconfiguration-v4b0ext















RadioBearerReconfiguration-v4b0ext-IEs,






v590NonCriticalExtensions


SEQUENCE {







radioBearerReconfiguration-v590ext
















RadioBearerReconfiguration-v590ext-IEs,







v5d0NonCriticalExtenstions


SEQUENCE {








radioBearerReconfiguration-v5d0ext
















RadioBearerReconfiguration-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {








radioBearerReconfiguration-v690ext
















RadioBearerReconfiguration-v690ext-IEs,








v770NonCriticalExtensions

SEQUENCE {










radioBearerReconfiguration-v770ext
















RadioBearerReconfiguration-v770ext-IEs,










nonCriticalExtensions


SEQUENCE {} OPTIONAL









}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





radioBearerReconfiguration-r4
RadioBearerReconfiguration-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






radioBearerReconfiguration-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions


SEQUENCE {







radioBearerReconfiguration-v590ext















RadioBearerReconfiguration-v590ext-IEs,







v5d0NonCriticalExtenstions


SEQUENCE {








radioBearerReconfiguration-v5d0ext
















RadioBearerReconfiguration-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {








radioBearerReconfiguration-v690ext
















RadioBearerReconfiguration-v690ext-IEs,








v770NonCriticalExtensions

SEQUENCE {










radioBearerReconfiguration-v770ext
















RadioBearerReconfiguration-v770ext-IEs,










nonCriticalExtensions


SEQUENCE {}

OPTIONAL









}
OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5








SEQUENCE {






radioBearerReconfiguration-r5

RadioBearerReconfiguration-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






radioBearerReconfiguration-r5-add-ext

BIT STRING

OPTIONAL,






v5d0NonCriticalExtenstions


SEQUENCE {







radioBearerReconfiguration-v5d0ext
RadioBearerReconfiguration-v5d0ext-IEs,







v690NonCriticalExtensions


SEQUENCE {







radioBearerReconfiguration-v690ext
















RadioBearerReconfiguration-v690ext-IEs,







v770NonCriticalExtensions


SEQUENCE {









radioBearerReconfiguration-v770ext
















RadioBearerReconfiguration-v770ext-IEs,









nonCriticalExtensions



SEQUENCE {}

OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




},





criticalExtensions



CHOICE {






r6








SEQUENCE {







radioBearerReconfiguration-r6

RadioBearerReconfiguration-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







radioBearerReconfiguration-r6-add-ext

BIT STRING

OPTIONAL,







v6b0NonCriticalExtensions


SEQUENCE {








radioBearerReconfiguration-v6b0ext















RadioBearerReconfiguration-v6b0ext-IEs,








v6f0NonCriticalExtensions


SEQUENCE {









radioBearerRconfiguration-v6f0ext
















RadioBearerReconfiguration-v6f0ext-IEs,









v770NonCriticalExtensions


SEQUENCE {










radioBearerReconfiguration-v770ext
















RadioBearerReconfiguration-v770ext-IEs,










nonCriticalExtensions



SEQUENCE {}

OPTIONAL









}
OPTIONAL








}
OPTIONAL






}
OPTIONAL





},






criticalExtensions



CHOICE {







r7








SEQUENCE {








radioBearerReconfiguration-r7

RadioBearerReconfiguration-r7-IEs,








-- Container for adding non critical extensions after freezing REL-8






radioBearerReconfiguration-r7-add-ext

BIT STRING

OPTIONAL,








v780NonCriticalExtensions

SEQUENCE {









radioBearerReconfiguration-v780ext























RadioBearerReconfiguration-v780ext-IEs,









nonCriticalExtensions



SEQUENCE {}

OPTIONAL








}
OPTIONAL







},







criticalExtensions



CHOICE {








r8








SEQUENCE {









radioBearerReconfiguration-r8
RadioBearerReconfiguration-r8-IEs,









-- Container for adding non critical extensions after freezing REL-9








radioBearerReconfiguration-r8-add-ext
BIT STRING

OPTIONAL,









nonCriticalExtensions



SEQUENCE {}

OPTIONAL








},








criticalExtensions



SEQUENCE {}






}






}





}




}



}


}

}


/ .. /
RadioBearerReconfiguration-r8-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



delayRestrictionFlag


DelayRestrictionFlag



OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



ueMobilityStateIndicator

High-MobilityDetected



OPTIONAL,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN







OPTIONAL,



responseToChangeOfUE-Capability
ENUMERATED { true }




OPTIONAL,


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {




-- Radio bearer IEs





rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,





rab-InformationMBMSPtpList

RAB-InformationMBMSPtpList


OPTIONAL,





rb-InformationReconfigList

RB-InformationReconfigList-r8

OPTIONAL,





rb-InformationAffectedList

RB-InformationAffectedList-r8

OPTIONAL,





rb-PDCPContextRelocationList
RB-PDCPContextRelocationList

OPTIONAL,





pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,




-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,





ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r8

OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r7

OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r7

OPTIONAL




},




preconfiguration



SEQUENCE {




-- All IEs that include an FDD/TDD choice are split in two IEs for this message,




-- one for the FDD only elements and one for the TDD only elements, so that one




-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r6






}





}




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7


OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r7





OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters




MIMO-Parameters-r7




OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r7





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r7



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r8


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r7



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r7


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

/ .. /

-- ***************************************************

--

-- RADIO BEARER RELEASE

--

-- ***************************************************


/ .. /
RadioBearerRelease-r8-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



ueMobilityStateIndicator

High-MobilityDetected



OPTIONAL,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,



signallingConnectionRelIndication
CN-DomainIdentity



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN







OPTIONAL,


-- Radio bearer IEs



rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,



rb-InformationReleaseList

RB-InformationReleaseList,



rb-InformationReconfigList

RB-InformationReconfigList-r8

OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList-r8

OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,

-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r8

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r7

OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r7

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7


OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r7





OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters




MIMO-Parameters-r7




OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r7





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r7



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r8


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r7



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r7


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL,



mbms-RB-ListReleasedToChangeTransferMode











RB-InformationReleaseList


OPTIONAL

}

/ .. /

-- ***************************************************

--

-- RADIO BEARER SETUP

--

-- ***************************************************


/ .. /
RadioBearerSetup-r8-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN







OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,



specificationMode



CHOICE {




complete





SEQUENCE {




-- Radio bearer IEs





srb-InformationSetupList

SRB-InformationSetupList-r8

OPTIONAL,





rab-InformationSetupList

RAB-InformationSetupList-r8


OPTIONAL,





rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,




rb-InformationReconfigList

RB-InformationReconfigList-r8

OPTIONAL,





rb-InformationAffectedList

RB-InformationAffectedList-r8

OPTIONAL,





dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,





pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,




-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,





ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r8

OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r7

OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r7

OPTIONAL




},




-- dummy is not used in this version of the specification




-- if it is sent, the UE behaviour is unspecified.




dummy






NULL



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7


OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r7





OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters




MIMO-Parameters-r7




OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r7





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r7



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r8


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r7



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r7


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

RadioBearerSetup-v820ext-IEs ::= SEQUENCE {


-- Radio bearer IEs



rab-InformationSetupList

RAB-InformationSetupList-v820ext
OPTIONAL

}


/ ... /

-- ***************************************************

--

-- RRC CONNECTION SETUP

--

-- ***************************************************


/ .. /
RRCConnectionSetup-r8-IEs ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message.



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI,



new-c-RNTI





C-RNTI







OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7,



-- TABULAR: If capabilityUpdateRequirement is not present, the default value



-- defined in 10.3.3.2 shall be used.



capabilityUpdateRequirement

CapabilityUpdateRequirement-r7

OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN,


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {





-- Radio bearer IEs





srb-InformationSetupList

SRB-InformationSetupList2-r8,





-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r8

OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r7

OPTIONAL




},




preconfiguration



SEQUENCE {





-- All IEs that include an FDD/TDD choice are split in two IEs for this message,





-- one for the FDD only elements and one for the TDD only elements, so that one





-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r6






}





}




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7


OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r7





OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r7





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r7



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r8


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r7



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r7


OPTIONAL

}


/ .. /

-- ***************************************************

--

-- TRANSPORT CHANNEL RECONFIGURATION

--

-- ***************************************************


/ .. /
TransportChannelReconfiguration-r8-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



delayRestrictionFlag


DelayRestrictionFlag



OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE “new-DSCH-RNTI” should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



ueMobilityStateIndicator

High-MobilityDetected



OPTIONAL,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN







OPTIONAL,



responseToChangeOfUE-Capability
ENUMERATED { true }




OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r8

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r7

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7


OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r7





OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters




MIMO-Parameters-r7




OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r7





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r7



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r8


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r7



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r7


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}


/ .. /

11.3
Information element definitions


/ .. /

-- ***************************************************

--

--     RADIO BEARER INFORMATION ELEMENTS (10.3.4)

--

-- ***************************************************


/ .. /

RAB-InformationSetup-r8 ::=


SEQUENCE {


rab-Info






RAB-Info-r7,


cs-HSPA-Information




CS-HSPA-Information


OPTIONAL,

rb-InformationSetupList



RB-InformationSetupList-r8

}
RAB-InformationSetup-v820ext ::=
SEQUENCE {


cs-HSPA-Information




CS-HSPA-Information


OPTIONAL
}


/ .. /

-- ***************************************************

--

--     PHYSICAL CHANNEL INFORMATION ELEMENTS (10.3.6)

--

-- ***************************************************


/ .. /
DL-HSPDSCH-Information-r7 ::=
SEQUENCE {


hs-scch-Info




HS-SCCH-Info-r7






OPTIONAL,


measurement-feedback-Info

Measurement-Feedback-Info-r7


OPTIONAL,


modeSpecificInfo



CHOICE {



tdd







CHOICE {




tdd384






SEQUENCE {





dl-HSPDSCH-TS-Configuration

DL-HSPDSCH-TS-Configuration
OPTIONAL




},




tdd768






SEQUENCE {





dl-HSPDSCH-TS-Configuration

DL-HSPDSCH-TS-Configuration-VHCR
OPTIONAL




},




tdd128






SEQUENCE {





hs-PDSCH-Midamble-Configuration-tdd128







HS-PDSCH-Midamble-Configuration-TDD128





OPTIONAL,





dl-MultiCarrier-Information

DL-MultiCarrier-Information


OPTIONAL



}


},



fdd







SEQUENCE {




dl-64QAM-Configured



ENUMERATED { true }




OPTIONAL



}


}
}

DL-HSPDSCH-Information-r8 ::=
SEQUENCE {


hs-scch-Info




HS-SCCH-Info-r7






OPTIONAL,


measurement-feedback-Info

Measurement-Feedback-Info-r7


OPTIONAL,


modeSpecificInfo



CHOICE {



tdd







CHOICE {




tdd384






SEQUENCE {





dl-HSPDSCH-TS-Configuration

DL-HSPDSCH-TS-Configuration
OPTIONAL




},




tdd768






SEQUENCE {





dl-HSPDSCH-TS-Configuration

DL-HSPDSCH-TS-Configuration-VHCR
OPTIONAL




},




tdd128






SEQUENCE {





hs-PDSCH-Midamble-Configuration-tdd128







HS-PDSCH-Midamble-Configuration-TDD128





OPTIONAL,





dl-MultiCarrier-Information

DL-MultiCarrier-Information


OPTIONAL



}


},



fdd







SEQUENCE {




dl-64QAM-Configured



ENUMERATED { true }




OPTIONAL,



hs-DSCH-TBSizeTable



HS-DSCH-TBSizeTable




OPTIONAL


}


}
}

DL-HSPDSCH-MultiCarrier-Information ::=
SEQUENCE (SIZE (1..maxTDD128Carrier)) OF












SEQUENCE {



uarfcn-Carrier






UARFCN,



harqInfo







HARQ-Info







OPTIONAL,



hs-PDSCH-Midamble-Configuration


HS-PDSCH-Midamble-Configuration-TDD128
OPTIONAL,



hs-SCCH-TDD128-MultiCarrier



SEQUENCE (SIZE (1..maxHSSCCHs)) OF














HS-SCCH-TDD128-MultiCarrier


OPTIONAL


}


/ .. /

DLUL-HSPA-Information-r8 ::=


SEQUENCE {


ul-EDCH-Information-r7




UL-EDCH-Information-r7,


dl-CommonInformation




DL-CommonInformation-r7,


dl-InformationPerRL-List



DL-InformationPerRL-List-r7,


dl-HSPDSCH-Information




DL-HSPDSCH-Information-r8
}


/ .. /

-- ***************************************************

--

--     MEASUREMENT INFORMATION ELEMENTS (10.3.7)

--

-- ***************************************************

/ .. /
UE-Positioning-GPS-MeasurementResults ::=

SEQUENCE {


referenceTime





CHOICE {



utran-GPSReferenceTimeResult

UTRAN-GPSReferenceTimeResult,



gps-ReferenceTimeOnly



GPS-TOW-1msec

},


gps-MeasurementParamList


GPS-MeasurementParamList

}


/ .. /

11.5
RRC information between network nodes


/ .. /

-- ***************************************************

--

-- SRNC Relocation information

--

-- ***************************************************

/ .. /

SRNC-RelocationInfo-r8-IEs ::=


SEQUENCE {


-- Non-RRC IEs



-- IE rb-IdentityForHOMessage includes the identity of the RB used by the source SRNC



-- to send the message contained in the IE “TargetRNC-ToSourceRNC-Container”.



-- Only included if type is "UE involved"



rb-IdentityForHOMessage


RB-Identity






OPTIONAL,



stateOfRRC





StateOfRRC,



stateOfRRC-Procedure


StateOfRRC-Procedure,


-- Ciphering related information IEs



cipheringStatusList



CipheringStatusList-r4,



latestConfiguredCN-Domain

CN-DomainIdentity,



calculationTimeForCiphering

CalculationTimeForCiphering


OPTIONAL,



count-C-List




COUNT-C-List





OPTIONAL,



cipheringInfoPerRB-List


CipheringInfoPerRB-List-r4


OPTIONAL,


-- Integrity protection related information IEs



integrityProtectionStatus

IntegrityProtectionStatus,



srb-SpecificIntegrityProtInfo
SRB-SpecificIntegrityProtInfoList
OPTIONAL,



implementationSpecificParams
ImplementationSpecificParams

OPTIONAL,


-- User equipment IEs



u-RNTI






U-RNTI,



c-RNTI






C-RNTI







OPTIONAL,



-- IE 'UE-RadioAccessCapability-r6' includes the Rel-5 radio access capability extensions



-- and earlier. Rel-6 and later extensions are included in IE 'UE-CapabilityContainer-IEs'.


ue-RadioAccessCapability

UE-RadioAccessCapability-r6,



ue-RadioAccessCapability-ext
UE-RadioAccessCapabBandFDDList

OPTIONAL,



ue-Positioning-LastKnownPos

UE-Positioning-LastKnownPos


OPTIONAL,



uESpecificBehaviourInformation1idle










UESpecificBehaviourInformation1idle

OPTIONAL,



uESpecificBehaviourInformation1interRAT










UESpecificBehaviourInformation1interRAT

OPTIONAL,



-- IE ueCapabilityContainer is used for the transparent transfer of capability information



-- received from the UE



ueCapabilityContainer


BIT STRING












(CONTAINING UE-CapabilityContainer-IEs)
OPTIONAL,



-- IE ueCapabilityContainer-RSC and IE ueCapabilityContainer-UCI are used for the 



-- transparent transfer of capability information received from the UE that was introduced 



-- in a release independent manner, i.e., transferred within a VLEC. These UE capabilities 



-- are included both in the RRC CONNECTION SETUP COMPLETE and the UE CAPABILITY INFORMATION 



-- messages. Only the VLEC of one message needs to be included i.e. the one from these



-- messages that was last received.



-- Case 1: If the last received message was a RRC CONNECTION SETUP COMPLETE (RSC)



ueCapabilityContainer-RSC

BIT STRING








(CONTAINING RRCConnectionSetupComplete-r3-add-ext-IEs)
OPTIONAL,



-- Case 2: If the last received message was a UE CAPABILITY INFORMATION (UCI)



ueCapabilityContainer-UCI

BIT STRING








(CONTAINING UECapabilityInformation-r3-add-ext-IEs)

OPTIONAL,


-- Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList-r5
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



srns-t-305





T-305







OPTIONAL,

-- Core network IEs



cn-CommonGSM-MAP-NAS-SysInfo
NAS-SystemInformationGSM-MAP,



cn-DomainInformationList

CN-DomainInformationListFull

OPTIONAL,


-- Measurement IEs



ongoingMeasRepList



OngoingMeasRepList-r7



OPTIONAL,



interRATCellInfoIndication

InterRATCellInfoIndication


OPTIONAL,


-- Radio bearer IEs



predefinedConfigStatusList

PredefinedConfigStatusList,



srb-InformationList



SRB-InformationSetupList-r8,



rab-InformationList



RAB-InformationSetupList-r8


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-TransChInfoList



UL-AddReconfTransChInfoList-r8

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-TransChInfoList



DL-AddReconfTransChInfoList-r7

OPTIONAL,


-- PhyCH IEs



tpc-CombinationInfoList


TPC-CombinationInfoList



OPTIONAL,



storedCompressedModeInfo

StoredCompressedModeInfo


OPTIONAL,


-- Measurement report



measurementReport



BIT STRING








(CONTAINING MeasurementReport)




OPTIONAL,


-- Other IEs



failureCause




FailureCauseWithProtErr



OPTIONAL,


-- MBMS IEs



mbms-JoinedInformation


MBMS-JoinedInformation-r6


OPTIONAL,



mbmsSelectedServiceInfo


MBMS-SelectedServiceInfo


OPTIONAL

}




