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Source
TSG RAN WG3

Agenda Item
7.4.1

7.4.3
Approval of CRs to Rel99, Rel-4, Rel-5, Rel-6 and Rel-7 with linked CRs

RP-080575 CRs (Rel-6 cat F, Rel-7 cat A)
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	Rel
	Work item
	Title

	R3-081917
	25.402
	73
	 
	F
	6.5.0
	Rel-6
	TEI6
	Enable node synchronization is supported by the user plane protocols for HS-DSCH

	R3-081918
	25.402
	74
	 
	A
	7.5.0
	Rel-7
	TEI6
	Enable node synchronization is supported by the user plane protocols for HS-DSCH

	R3-081919
	25.425
	127
	 
	F
	6.4.0
	Rel-6
	TEI6
	Enable node synchronization is supported by the user plane protocols for HS-DSCH

	R3-081920
	25.425
	128
	 
	A
	7.7.0
	Rel-7
	TEI6
	Enable node synchronization is supported by the user plane protocols for HS-DSCH

	R3-081921
	25.435
	182
	 
	F
	6.4.0
	Rel-6
	TEI6
	Enable node synchronization is supported by the user plane protocols for HS-DSCH

	R3-081922
	25.435
	183
	 
	A
	7.8.0
	Rel-7
	TEI6
	Enable node synchronization is supported by the user plane protocols for HS-DSCH


RP-080576 CRs (Rel-7 cat F, Rel-8 cat A) to 25.423 and 25.433
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	Rel
	Work item
	Title

	R3-081783
	25.433
	1503
	 
	F
	7.9.0
	Rel-7
	TEI7
	Extension of the ranges of the HS-DSCH / E-DCH Provided Bit Rate Value  IEs

	R3-081784
	25.433
	1504
	 
	A
	8.1.0
	Rel-8
	TEI7
	Extension of the ranges of the HS-DSCH / E-DCH Provided Bit Rate Value  IEs

	R3-082333
	25.433
	1505
	1
	F
	7.9.0
	Rel-7
	TEI7
	COMMON TRANSPORT CHANNEL SETUP REQUEST TDD message ASN correction

	R3-082334
	25.433
	1506
	1
	A
	8.1.0
	Rel-8
	TEI7
	COMMON TRANSPORT CHANNEL SETUP REQUEST TDD message ASN correction

	R3-082350
	25.433
	1511
	2
	F
	7.9.0
	Rel-7
	TEI7
	Addition of 16QAM AG table choice IE

	R3-082351
	25.433
	1512
	2
	A
	8.1.0
	Rel-8
	TEI7
	Addition of 16QAM AG table choice IE

	R3-082352
	25.423
	1402
	2
	F
	7.9.0
	Rel-7
	TEI7
	Addition of 16QAM AG table choice IE

	R3-082353
	25.423
	1403
	2
	A
	8.1.0
	Rel-8
	TEI7
	Addition of 16QAM AG table choice IE

	R3-082249
	25.433
	1513
	2
	F
	7.9.0
	Rel-7
	TEI7
	Adding abnormal conditions to Continuous Packet Connectivity

	R3-082250
	25.433
	1514
	2
	A
	8.1.0
	Rel-8
	TEI7
	Adding abnormal conditions to Continuous Packet Connectivity

	R3-082251
	25.423
	1404
	1
	F
	7.9.0
	Rel-7
	TEI7
	Adding abnormal conditions to Continuous Packet Connectivity

	R3-082252
	25.423
	1405
	1
	A
	8.1.0
	Rel-8
	TEI7
	Adding abnormal conditions to Continuous Packet Connectivity

	R3-082255
	25.433
	1541
	 
	F
	7.9.0
	Rel-7
	TEI7
	Correction on Enhanced Cell_FACH/Cell_PCH

	R3-082256
	25.433
	1542
	 
	A
	8.1.0
	Rel-8
	TEI7
	Correction on Enhanced Cell_FACH/Cell_PCH


RP-080577 CRs (Rel-7 cat F, Rel-8 cat A) on CPC
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	Rel
	Work item
	Title

	R3-081960
	25.423
	1390
	 
	F
	7.9.0
	Rel-7
	RANimp-CPC, RANimp-RABSE-CodeOptFDD
	DRX-DTX and F-DPCH

	R3-081961
	25.423
	1391
	 
	A
	8.1.0
	Rel-8
	RANimp-CPC, RANimp-RABSE-CodeOptFDD
	DRX-DTX and F-DPCH

	R3-081962
	25.433
	1522
	 
	F
	7.9.0
	Rel-7
	RANimp-CPC, RANimp-RABSE-CodeOptFDD
	DRX-DTX and F-DPCH

	R3-081963
	25.433
	1523
	 
	A
	8.1.0
	Rel-8
	RANimp-CPC, RANimp-RABSE-CodeOptFDD
	DRX-DTX and F-DPCH


RP-080578 CRs (Rel-7 cat F, Rel-8 cat A) on Enhanced CELL_FACH state
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	Rel
	Work item
	Title

	R3-081970
	25.435
	184
	 
	F
	7.8.0
	Rel-7
	RANimp-EnhState
	Incorrect description of HS-DSCH DATA FRAME TYPE usage

	R3-081971
	25.423
	1395
	 
	F
	7.9.0
	Rel-7
	RANimp-Enhstate
	Description of Priority Queue ID for Enhanced Cell_FACH

	R3-081972
	25.423
	1396
	 
	A
	8.1.0
	Rel-8
	RANimp-Enhstate
	Description of Priority Queue ID for Enhanced Cell_FACH

	R3-081973
	25.433
	1527
	 
	F
	7.9.0
	Rel-7
	RANimp-Enhstate
	Description of Priority Queue ID for Enhanced Cell_FACH

	R3-081974
	25.433
	1528
	 
	A
	8.1.0
	Rel-8
	RANimp-Enhstate
	Description of Priority Queue ID for Enhanced Cell_FACH

	R3-082257
	25.433
	1529
	1
	F
	7.9.0
	Rel-7
	RANimp-Enhstate
	Removing the ambiguity in HS-DSCH Common System Information description

	R3-082258
	25.433
	1530
	1
	A
	8.1.0
	Rel-8
	RANimp-Enhstate
	Removing the ambiguity in HS-DSCH Common System Information description


RP-080579 CRs (Rel-7 cat F, Rel-8 cat A) on 64 QAM Downlink
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	Rel
	Work item
	Title

	R3-082071
	25.423
	1397
	 
	F
	7.9.0
	Rel-7
	RANimp-64QamDownlink
	Correction of SixtyfourQAM-DL-UsageIndicator

	R3-082072
	25.423
	1398
	 
	A
	8.1.0
	Rel-8
	RANimp-64QamDownlink
	Correction of SixtyfourQAM-DL-UsageIndicator

	R3-082073
	25.433
	1535
	 
	F
	7.9.0
	Rel-7
	RANimp-64QamDownlink
	Correction of SixtyfourQAM-DL-UsageIndicator

	R3-082074
	25.433
	1536
	 
	A
	8.1.0
	Rel-8
	RANimp-64QamDownlink
	Correction of SixtyfourQAM-DL-UsageIndicator


RP-080580 CRs (Rel-7 cat F, Rel-8 cat A) to 25.423 and 25.433 on LCR TDD
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	Rel
	Work item
	Title

	R3-082335
	25.433
	1507
	1
	F
	7.9.0
	Rel-7
	TEI7
	Correct ASN.1 compatibility problem in PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message for 1.28Mcps TDD

	R3-082336
	25.433
	1508
	1
	A
	8.1.0
	Rel-8
	TEI7
	Correct ASN.1 compatibility problem in PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message for 1.28Mcps TDD

	R3-082016
	25.433
	1531
	 
	F
	7.9.0
	Rel-7
	TEI7
	Some minor description corrections for E-DCH in LCR TDD

	R3-082017
	25.433
	1532
	 
	A
	8.1.0
	Rel-8
	TEI7
	Some minor description corrections for E-DCH in LCR TDD

	R3-082259
	25.433
	1533
	2
	F
	7.9.0
	Rel-7
	TEI7
	Add Additional Time Slot LCR IE in common measuement messages

	R3-082260
	25.433
	1534
	2
	A
	8.1.0
	Rel-8
	TEI7
	Add Additional Time Slot LCR IE in common measuement messages


8.
 Release-8 CRs on closed Work Items
RP-080581 CR (Rel-8 cat F) on Improved L2
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	Rel
	Work item
	Title

	R3-081946
	25.423
	1387
	
	F
	8.1.0
	Rel-8
	RANimp-UplinkL2dataRates
	Introduction of flexible E-DCH MAC-d PDU size indicator


9.1.4
3G Long Term Evolution: eUTRAN interfaces
RP-080582 CRs to 36.401
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	Rel
	Work item
	Title

	R3-081887
	36.401
	16
	 
	F
	8.2.0
	Rel-8
	LTE-interfaces
	Uniqueness of eNB UE X2AP ID

	R3-082231
	36.401
	19
	 
	F
	8.2.0
	Rel-8
	LTE-interfaces
	Updating the Control Plane Protocol Stack

	R3-082263
	36.401
	17
	1
	F
	8.2.0
	Rel-8
	LTE-interfaces
	Completion of Cell and eNB identifiers

	R3-082266
	36.401
	20
	 
	F
	8.2.0
	Rel-8
	LTE-interfaces
	Correction of the description of subscriber and equipment trace


RP-080583 CRs to 36.412, 36.422, 36.424
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	Rel
	Work item
	Title

	R3-082230
	36.412
	8
	 
	D
	8.2.0
	Rel-8
	LTE-interfaces
	Enhancing the understandability of section 7 TS 36.412

	R3-082267
	36.412
	7
	1
	F
	8.2.0
	Rel-8
	LTE-interfaces
	Correct the wording of common and dedicated procedures

	R3-082268
	36.422
	5
	1
	F
	8.2.0
	Rel-8
	LTE-interfaces
	Correct the wording of common and dedicated procedures

	R3-082324
	36.412
	9
	 
	F
	8.2.0
	Rel-8
	LTE-interfaces
	Clarification of SCTP Congestion Indication over S1

	R3-082325
	36.422
	7
	 
	F
	8.2.0
	Rel-8
	LTE-interfaces
	Clarification of SCTP Congestion Indication over X2

	R3-082361
	36.422
	6
	2
	F
	8.2.0
	Rel-8
	LTE-interfaces
	SCTP restart function for X2 interface

	R3-082270
	36.424
	6
	1
	F
	8.2.0
	Rel-8
	LTE-interfaces
	X2 transport bearers


RP-080584 CR to 36.413
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	Rel
	Work item
	Title

	R3-082378
	36.413
	223
	 
	F
	8.2.0
	Rel-8
	LTE-interfaces
	changes to TS36.413 agreed in RAN3#61


RP-080585 CR to 36.423
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	Rel
	Work item
	Title

	R3-082379
	36.423
	144
	 
	F
	8.2.0
	Rel-8
	LTE-interfaces
	changes to TS36.423 agreed in RAN3#61


9.3.3
Enhanced Uplink for CELL_FACH State in FDD

RP-080587 CRs for Introduction of Enhanced Uplink in Cell_FACH
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	Rel
	Work item
	Title

	R3-082128
	25.435
	186
	
	B
	7.8.0
	Rel-8
	RANimp-UplinkEnhState
	Introduction of frame formats supporting E-DCH for CELL_FACH and Idle over Iub

	R3-082154
	25.401
	123
	
	B
	8.0.0
	Rel-8
	RANimp-UplinkEnhState
	Introduction of Enhanced Uplink in Cell_FACH

	R3-082337
	25.425
	129
	1
	B
	7.7.0
	Rel-8
	RANimp-UplinkEnhState
	Introduction of frame formats supporting E-DCH for CELL_FACH and Idle over Iur

	R3-082338
	25.423
	1400
	2
	B
	8.1.0
	Rel-8
	RANimp-UplinkEnhState
	Introduction of Enhanced Uplink in Cell_FACH

	R3-082339
	25.433
	1539
	2
	B
	8.1.0
	Rel-8
	RANimp-UplinkEnhState
	Introduction of Enhanced Uplink in Cell_FACH


9.3.4
Enhanced UE DRX for FDD
RP-080588 CRs for Introduction of Enhanced UE DRX
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	Rel
	Work item
	Title

	R3-082161
	25.425
	131
	 
	B
	7.7.0
	Rel-8
	RANimp-DRX
	Introduction of Enhanced UE DRX

	R3-082163
	25.435
	188
	 
	B
	7.8.0
	Rel-8
	RANimp-DRX
	Introduction of Enhanced UE DRX

	R3-082340
	25.433
	1540
	1
	B
	8.1.0
	Rel-8
	RANimp-DRX
	Introduction of Enhanced UE DRX


9.3.5
Enhancements for SRNS Relocation
RP-080589 CRs for Introduction of Enhanced Relocation
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	Rel
	Work item
	Title

	R3-082332
	25.423
	1399
	1
	B
	8.1.0
	Rel-8
	RANimp-SrnsReloc
	Introduction of Enhanced Relocation

	R3-082387
	25.413
	0952
	2
	B
	7.9.0
	Rel-8
	RANimp-SrnsReloc
	Introduction of Enhanced Relocation


9.5
Technical small enhancements and improvements

RP-080590 The supplement of IPv4 encoding in NSAP structure
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	Rel
	Work item
	Title

	R3-082313
	25.401
	122
	1
	F
	8.0.0
	Rel-8
	TEI8
	The supplement of IPv4 encoding in NSAP structure
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