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8.4.4.2
2ms TTI E-DCH E-TFC restriction

8.4.4.2.1
Definition and applicability

When the UE estimates that a certain TFC and E-TFC would require more power than the maximum transmit power, it shall limit the usage of transport format combinations for the assigned transport format set, according to the functionality specified in section 11.8.1.4 in TS25.321 [13]. This is in order to make it possible for the network operator to maximise the coverage. E-TFC selection is described in section 11.8.1.4 of TS25.321 [13].

The requirements of this test apply to Release 6 and later releases for all types of UTRA for the FDD UE  that support E-DCH and HSDPA.
<Many Sections Clipped Here>
Table 8.4.4.2.4B Contents of RADIO BEARER SETUP message: AM or UM (E-DCH and HSDPA)

	Information Element
	Value/Remark

	Added or Reconfigured  TrCH information list
	

	 - Added or Reconfigured UL TrCH information
	

	        - CHOICE UL parameters
	

	          - E-DCH Transmission Time Interval
	2 ms

	          - Added or reconfigured E-DCH MAC-d flow
	

	            - E-DCH MAC-d flow maximum number of retransmissions
	0

	Uplink DPCH info
	

	         - ACK
	8, giving Ahs = 30/15

	         - NACK
	8, giving Ahs = 30/15

	         - Ack-Nack repetition factor
	3 (required for continuous HS-DPCCH signal)

	E-DCH info
	Uplink DPCH info

	    - E-DPCCH info
	

	      - E-DPCCH/DPCCH power offset
	8, giving Aec = 30/15

	    - E-DPDCH info
	

	      - E-DCH minimum set E-TFCI
	0, making E-DCH transport block size with index 0 unblockable even in power limited phase

	      - Reference E-TFCIs
	1 E-TFCI

	        - Reference E-TFCI
	0

	        - Reference E-TFCI PO
	0, giving Aed = 5/15

	      - Maximum channelisation codes
	2sf4, for E-DPDCH Category 2

2sf2, for E-DPDCH Category 4
sf4x2_and_sf2x2, for E-DPDCH Category 6

	      - PLnon-max
	0.52

	      - Scheduling Information Configuration
	

	        - Periodicity for Scheduling Info – grant
	[Every TTI] Ensures that some data is sent on every TTI even in the power limited phase

	Downlink HS-PDSCH Information
	

	    - Measurement Feedback Info
	

	            - CQI Feedback cycle, k
	4 ms

	            - CQI repetition factor
	2 (required for continuous HS-DPCCH signal)

	            - CQI
	8, giving Ahs = 30/15


<Many Sections Clipped Here>
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