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Reason for change:
(

In testcases 8.1.1.7, 8.1.1.8, 8.1.1.10 and 8.1.2.16, the tree header lt_RRC_InitVariablesCS present in test step ts_ChangeDomainCS_PS_Supported, uses an incorrect Establishment cause under the condition [ ( px_RRC_CS_ServTested = streaming_57_6k ) AND  pc_Streaming ] 

tcv_RRC_EstCauMO is assigned to “originatingStreamingCall” instead of “originatingConversationalCall”.

According to 3GPP TS 24.008 annex L.1, any NAS originating CS Data Call, should use the establishment cause as “originatingConversationalCall”.




Summary of change:
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tcv_RRC_EstCauMO should be assigned to “originatingConversationalCall”. 
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Test case may fail a conformant UE.
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2 Correction to test cases 8.1.1.7, 8.1.1.8, 8.1.1.10, 8.1.2.16
2.1 ts_ChangeDomainCS_PS_Supported
Test step name
ts_ChangeDomainCS_PS_Supported\ lt_RRC_InitVariablesCS

Reason for change
In testcase 8.1.2.16, the tree header lt_RRC_InitVariablesCS present in test step ts_ChangeDomainCS_PS_Supported, uses an incorrect Establishment cause under the condition [ ( px_RRC_CS_ServTested = streaming_57_6k ) AND  pc_Streaming ] 

tcv_RRC_EstCauMO  is assigned to “originatingStreamingCall” instead of “originatingConversationalCall”.

According to 3GPP TS 24.008 annex L.1, any NAS originating CS Data Call, should use the establishment cause as “originatingConversationalCall”.

Summary of change
tcv_RRC_EstCauMO should be assigned to “originatingConversationalCall”.

Source of change
Modification

Before:

[image: image1.png]Test Step

Tesigpla | ts_Changebomaincs_Ps_susporied
Toct Step Group Ref. RRG_Stcpet
Onjeste
Detauts
G This e sl s used o hange fh assigned GN_Domaln a ghen inf_GN_Domaln G5 _Damaln and PS_Doman s suppored
0 T Tavel T Sehavou Deseripton T Constatrer T Ve
1 [pc_CS AND pe_PS]
2 [tev_CN_Domain = cs_domain ]
3 VILRRC_niarablecP
4 [tev_CN_Domain = ps_domain ]
s + ILRRC_niariableacs
6 [TRUE]

RRC_InitvariablesPs

7 (tev_CN_Domain = ps_domain, tev_RAB_Id = tsc_RAB_De.
®5)

8 { pe_Inferactve AND (_RRC_PS_ServTested = ps_Intera
ctive) |

9 (tev_RRC_PagingCau = terminatinglnteractiveCall,
tov_RRC_EstCaublo = originainglnferactiveCall,
ey RRC_EstCauliT = terminatingineractveCal)

(0 { pe_Barkground AND (px_RRC_PS_SenTester = ps_Bac
karound) |

" (tev_RRC_PagingCau = terminatingBackgroundCall,
tov_RRC_EStCaublo = originatingBackgroundCall
tev_RRC_EstCauMT = terminatingBackgroundCally

12 ERR1 [ pe_Interactive |

ILRRC_itvariablesCs

13 (tev_CN_Domain = cs_domain, tev_RAB_Id := tsc_RAB_De.
ics)

1 [(PRRC_CS_SenTested = speeth) AND pe_Gomversatio
nal]

15 (tev_RRC_RAB_Type = cel_DCH_Speech,
tev_RRC_PagingCau = terminatingCanversationaiCall
trv_RRC_EstCaubl0 = orginatingCoversationalCall,
6y RRC_ESICauMT = terminatingConversationaiCal)

18 [{px_RRC_CS_SenTested = conversational_64k) AND pc
_Conversational |

17 (tev_RRC_RAB_Type := cel_DCH_64kCS_RAB_SRB,
tev_RRC_PagingCau = terminatingConversationalCall,
trv_RRC_EstCaubl0 = orginatingCoversationalCall,
fev_RRC_EICauMT = terminatingConversationaCal)

18 [{px_RRC_CS_SenTested = streaming_57_Bk) AND pc_S
treaming |

19 (tev_RRC_RAB_Type := cel_DCH_57_BkCS_RAB_SRB,

tov_RRC_PagingCau = terminatingStreamingCall,
<= To_RRC_ES{CauliO = originatingSireamingCall
tey_RRC_EstCaunT = terminatingStreamingCall)

20 ERR1 [TRUE]
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Tesigpla | ts_Changebomaincs_Ps_susporied
Toct Step Group Ref. RRG_Stcpet
Onjeste
Detauts
G This e sl s used o hange fh assigned GN_Domaln a ghen inf_GN_Domaln G5 _Damaln and PS_Doman s suppored
0 T Tavel T Sehavou Deseripton T Constatrer T Ve
1 [pc_CS AND pe_PS]
2 [tev_CN_Domain = cs_domain ]
3 VILRRC_niarablecP
4 [tev_CN_Domain = ps_domain ]
s + ILRRC_niariableacs
6 [TRUE]

RRC_InitvariablesPs

7 (1ev_CN_Domain = ps_domain, tov_RAB_Id = tsc_RAB_De
5)

8 [ pe_Interactive AND ( px_RRC_PS_SenTested = ps_intera
cive) |

a (iov_RRC_PagingCau = terminatinglnteractiveCall,
tov_RRC_EstCauMo = originatinginteractiveCall,
tey_RRC_EStCauMT = terminatinginteractiveCall)

10 [ pe_Background AND ( p«_RRC_PS_SenTested = ps_Bac
Karound) |

1" (tev_RRC_PagingCau = terminatingBackgroundCall,
tov_RRC_EstCauMo = originatingBackgroundCall,
tey_RRC_EStCauMT = terminatingBackaroundCal)

12 ERR1 [ pe_nteractive ]

H_RRC_InitvariablesCs

13 (1ev_CN_Domain = cs_domain, toy_RAB_Id = tsc_RAB_De
fcs)

14 [(P_RRC_CS_SenTested = speech ) AND pe_Conversatio
nal]

15 (1tv_RRC_RAB_Type = cell_DCH_Speech,
tey_RRC_PagingCau = terminatingConversationalCall,
tov_RRC_EstCauMo = originatingConversationalCall,
tey_RRC_EStCauMT = terminatingConversationalCall)

16 [(_RRC_CS_SenTested = conversational_64k) AND pc
_Comversational]

17 (1ov_RRC_RAB_Type = cell_DCH_B4kCS_RAB_SRE,
ty_RRC_PagingCau = terminatingConversationalcall,
tov_RRC_EstCauMo = originatingConversationalCall,
tey_RRC_EStCauMT = terminatingConversationalCall)

18 [(P_RRC_CS_SenTested = streaming_57_6k) AND pc_S
trearming |

19 (tov_RRC_RAB_Type = cell_DCH_57_6kCS_RAB_SRE,

tov_RRC_PagingCau

20 ERR1 [TRUE]
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