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Reason for change:
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1) At step g (TTCN step 21)The MCC for PLMN 2 has been assigned a MNC value.

2) At step j of the testcase the UE can camp to Cell 4 or Cell 10.But the TTCN uses value of Cell B instead of Cell D 






Summary of change:
(

1) Changed tsc_MCC_Def to be used instead of tsc_MNC_Def at step g as shown below

Changed tsc_CellD to be used instead of tsc_CellB at step j as shown below.
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Test Case name
tc_6_2_1_11



Reason for change
3) At step g (TTCN step 21)The MCC for PLMN 2 has been assigned a MNC value.

4) At step j of the testcase the UE can camp to Cell 4 or Cell 10.But the TTCN uses value of Cell B instead of Cell D 



Summary of change
2) Changed tsc_MCC_Def to be used instead of tsc_MNC_Def at step g as shown below

3) Changed tsc_CellD to be used instead of tsc_CellB at step j as shown below

lt_LocalTest

11
TBS
(tcv_TestBody:=TRUE)
 
 
 

12
 
 +lt_Stepb
 
 
@sic R5-063168 sic@

13
 
  + ts_MMI_Cmd ("Please check that in the manual PLMN list the UE displays the PLMN in the following order: PLMN 1, PLMN 10, PLMN 9, PLMN 2.")
 
 
Step c

14
 
   + ts_MMI_PLMN_SelPerf ( tsc_MCC_Def, tsc_MNC_9 )
 
 
Step c

15
 
    +ts_GSM_NormalRegistration ( tsc_GSM_CellA)
 
 
Step d

16
 
     +ts_MMI_Cmd ( "Please check that UE is registered on PLMN 9 (GSM)" )
 
 
Step d

17
 
      +po_GSM_SS_CellRelease (tsc_GSM_CellA)
 
 
Cell 9 is switched off 
Step e

18
 
       + ts_MMI_Cmd ("Please check that in the manual PLMN list the UE displays the PLMN in the following order: PLMN 1, PLMN 10, PLMN 2.")
 
 
Step f

19
 
        + ts_MMI_PLMN_SelPerf ( tsc_MCC_Def, tsc_MNC_02 )
 
 
Step f @sic R5s080077 sic@

20
 
         +ts_NormalRegistration_SharedPLMN (tsc_CellA, tsc_MNC_Def, tsc_MNC_02 )
 
 
Step g @sic R5s080077 sic@

21
 
         +ts_NormalRegistration_SharedPLMN (tsc_CellA, tsc_MCC_Def, tsc_MNC_02 )
 
 
Step g @sic R5s080077 sic@+ts_NormalRegistration_SharedPLMN (tsc_CellA, tsc_MNC_Def, tsc_MNC_02 )Anritsu TTCN CR

22
 
          +ts_MMI_Cmd ( "Please check that UE is registered on PLMN 2 (UTRAN)" )
 
 
Step g

23
 
           +ts_SS_Reconfig_DedicatedCh_r6 ( tsc_CellD , tsc_CellA )
 
 
@sic R5s080077 sic@

24
 
            +ts_SS_Rel_r6 (tsc_CellA)
 
 
Step h 
cell A is switched off.

25
 
             + ts_MMI_Cmd ("Please check that in the manual PLMN list the UE displays the PLMN in the following order: PLMN 10, PLMN 5.")
 
 
Step i

26
 
              + ts_MMI_PLMN_SelPerf ( tsc_MCC_Def, tsc_MNC_10 )
 
 
Step i

27
 
               +ts_UpdateRegistration_GSM_Or_UTRAN_SharedPLMN( tsc_GSM_CellB, tsc_CellB, tsc_MCC_Def, tsc_MNC_10)
 
 
Step j 
PLMN 10

28
 
               +ts_UpdateRegistration_GSM_Or_UTRAN_SharedPLMN( tsc_GSM_CellB, tsc_CellD, tsc_MCC_Def, tsc_MNC_10)
 
 
Step j 
PLMN 10
+ts_UpdateRegistration_GSM_Or_UTRAN_SharedPLMN( tsc_GSM_CellB, tsc_CellB, tsc_MCC_Def, tsc_MNC_10)
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29
 
                +ts_MMI_Cmd ( "Please check that UE is registered on PLMN 10 (either GSM or UTRAN)" )
 
 
 

30
TBE
                 (tcv_TestBody:=FALSE)
 
 
 

31
 
                  +ts_MMI_PLMN_SelModeAuto
 
 
 

32
 
                   +ts_DetachOnSwitchOffRATSpecfic_HSU ( tcv_RegisteredCellId )
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