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2 Correction to test case 8.2.2.43
2.1 lt_SendRB_ReconfSRNS_Relocation

Test step name
lt_SendRB_ReconfSRNS_Relocation

Reason for change
In the tree header lt_SendRB_ReconfSRNS_Relocation, currently there is no testpath to test the UEs which do not support speech 

Summary of change
Introduced test path to test UEs not supporting speech. These are handled separately in the test conditions [ tcv_CellInfoA.cellConfig = cell_DCH_64kCS_RAB_SRB ] and [ tcv_CellInfoA.cellConfig = cell_DCH_57_6kCS_RAB_SRB ]

Source of change
Modification

Before:
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After:
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2.2 cs_RB_Reconfig57_6k_CS_HHO_SRNS_Reloc

Test step name
cs_RB_Reconfig57_6k_CS_HHO_SRNS_Reloc

Reason for change
In the tree header lt_SendRB_ReconfSRNS_Relocation, currently there is no testpath to test the UEs which do not support speech. This constraint is used to configure the RADIO BEARER RECONFIGURATION for a 57.6 kbps CS RAB. 

Summary of change
Introduced the new constraint cs_RB_Reconfig57_6k_CS_HHO_SRNS_Reloc

Source of change
New
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2.3 c_DL_AddReconfTransChInfo2ListTM_57_6k

Test step name
cs_RB_Reconfig57_6k_CS_HHO_SRNS_Reloc

Reason for change
In the tree header lt_SendRB_ReconfSRNS_Relocation, currently there is no testpath to test the UEs which do not support speech. This constraint is used to re-configure the transport channel list in the RADIO BEARER RECONFIGURATION for a 57.6 kbps CS RAB.  

Summary of change
Introduced the new constraint c_DL_AddReconfTransChInfo2ListTM_57_6k

Source of change
New
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2.4 cs_RB_Reconfig64k_CS_HHO_SRNS_Reloc

Test step name
cs_RB_Reconfig64k_CS_HHO_SRNS_Reloc

Reason for change
In the tree header lt_SendRB_ReconfSRNS_Relocation, currently there is no testpath to test the UEs which do not support speech. This constraint is used to configure the RADIO BEARER RECONFIGURATION for a 64 kbps CS RAB. 

Summary of change
Introduced the new constraint cs_RB_Reconfig64k_CS_HHO_SRNS_Reloc

Source of change
New
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2.5 c_DL_AddReconfTransChInfo2ListTM_64k

Test step name
cs_RB_Reconfig64k_CS_HHO_SRNS_Reloc

Reason for change
In the tree header lt_SendRB_ReconfSRNS_Relocation, currently there is no testpath to test the UEs which do not support speech. This constraint is used to re-configure the transport channel list in the RADIO BEARER RECONFIGURATION for a 64 kbps CS RAB.  

Summary of change
Introduced the new constraint c_DL_AddReconfTransChInfo2ListTM_64k

Source of change
New
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