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*** Start of changes ***
5.4.2.1 
Channel bandwidths per operating band

The requirements in this specification apply to the combination of channel bandwidths and operating bands shown in Table 5.4.2.1-1. The transmission bandwidth configuration in Table 5.4.2.1-1 shall be supported for each of the specified channel bandwidths.
Table 5.4.2.1-1: E-UTRA channel bandwidth
	E-UTRA band / channel bandwidth

	E-UTRA Band
	1.4 MHz
	3 MHz
	5 MHz
	10  MHz
	15 MHz
	20  MHz

	1
	
	
	Yes
	 Yes
	 Yes
	 Yes

	2
	Yes
	Yes
	Yes
	Yes
	Yes[1]
	Yes[1]

	3
	Yes
	Yes
	Yes
	Yes
	Yes[1]
	Yes[1]

	4
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	5
	Yes
	Yes
	Yes
	Yes[1]
	
	

	6
	
	
	Yes
	Yes[1]
	
	

	7
	
	
	Yes
	Yes
	Yes
	Yes[1]

	8
	Yes
	Yes
	Yes
	Yes[1]
	
	

	9
	
	
	Yes
	Yes
	Yes[1]
	Yes[1]

	10
	
	
	Yes
	Yes
	Yes
	Yes

	11
	
	
	Yes
	Yes[1]
	Yes[1]
	Yes[1]

	12
	Yes
	Yes
	Yes[1]
	Yes[1]
	
	

	13
	Yes
	Yes
	Yes[1]
	Yes[1]
	
	

	14
	Yes
	Yes
	Yes[1]
	Yes[1]
	
	

	...
	
	
	
	
	
	

	17
	Yes
	Yes
	Yes[1]
	Yes[1]
	
	

	…
	
	
	
	
	
	

	33
	
	
	Yes 
	Yes
	Yes
	Yes

	34
	
	
	Yes
	Yes
	Yes
	

	35
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	36
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	37
	
	
	Yes
	Yes
	Yes
	Yes

	38
	
	
	Yes
	Yes
	
	

	39
	
	
	Yes
	Yes
	Yes
	Yes

	40
	
	
	
	Yes
	Yes
	Yes

	NOTE 1:   bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (Clause 7.3) is allowed.


5.4.2.2
Void

5.4.3
Channel raster

The channel raster is 100 kHz for all bands, which means that the carrier centre frequency must be an integer multiple of 100 kHz.
5.4.4
Carrier frequency and EARFCN 

The carrier frequency in the uplink and downlink is designated by the E-UTRA Absolute Radio Frequency Channel Number (EARFCN). The relation between EARFCN and the carrier frequency in MHz for the downlink is given by the following equation, where FDL_low and NOffs-DL are given in table 5.4.4-1 and NDL is the downlink EARFCN.


FDL = FDL_low + 0.1(NDL – NOffs-DL)

The relation between EARFCN and the carrier frequency in MHz for the uplink is given by the following equation where FUL_low and NOffs-UL are given in table 5.4.4-1 and NUL is the uplink EARFCN.


FUL = FUL_low + 0.1(NUL – NOffs-UL)

Table 5.4.4-1 E-UTRA channel numbers

	Band
	Downlink
	Uplink

	
	FDL_low (MHz)
	NOffs-DL
	Range of NDL
	FUL_low (MHz)
	NOffs-UL
	Range of NUL

	1
	2110
	0
	0 – 599
	1920
	13000
	13000 – 13599

	2
	1930
	600
	6001199
	1850
	13600
	13600 – 14199

	3
	1805
	1200
	1200 – 1949
	1710
	14200
	14200 – 14949

	4
	2110
	1950
	1950 – 2399
	1710
	14950
	14950 – 15399

	5
	869
	2400
	2400 – 2649
	824
	15400
	15400 – 15649

	6
	875
	2650
	2650 – 2749
	830
	15650
	15650 – 15749

	7
	2620
	2750
	2750 – 3449
	2500
	15750
	15750 – 16449

	8
	925
	3450
	3450 – 3799
	880
	16450
	16450 – 16799

	9
	1844.9
	3800
	3800 – 4149
	1749.9
	16800
	16800 – 17149

	10
	2110
	4150
	4150 – 4749
	1710
	17150
	17150 – 17749

	11
	1475.9
	4750
	4750 – 4999
	1427.9
	17750
	17750 – 17999

	12
	728
	5000
	5000 - 5179
	698
	23000
	23000 - 23179

	13
	746
	5180
	5180 – 5279
	777
	18180
	18180 – 18279

	14
	758
	5280
	5280 – 5379
	788
	18280
	18280 – 18379

	…
	
	
	
	
	
	

	17
	734
	5730
	5730 – 5849
	704
	23730
	23730 - 23849

	…
	
	
	
	
	
	

	33
	1900
	26000
	26000 – 26199 
	1900
	26000
	26000 – 26199

	34
	2010
	26200
	26200 – 26349
	2010
	26200
	26200 – 26349 

	35
	1850
	26350
	26350 – 26949
	1850
	26350
	26350 – 26949

	36
	1930
	26950
	26950 – 27549
	1930
	26950
	26950 – 27549

	37
	1910
	27550
	27550 – 27749
	1910
	27550
	27550 – 27749

	38
	2570
	27750
	27750 – 28249
	2570
	27750
	27750 – 28249

	39
	1880
	28250
	28250-28649
	1880
	28250
	28250-28649

	40
	2300
	28650
	28650-29649
	2300
	28650
	28650-29649


5.4.5
Void

6
Transmitter characteristics

6.1
General

Unless otherwise stated, the transmitter characteristics are specified at the antenna connector of the UE with a single transmit antenna. For UE with integral antenna only, a reference antenna with a gain of 0 dBi is assumed.
6.2
Transmit power

6.2.1
Void

6.2.2
 UE Maximum Output Power
The following UE Power Classes define the nominal maximum output power. The nominal power is defined as the broadband transmit power of the UE, i.e. the power in the channel bandwidth (clause 5.2) of the radio access mode. The period of measurement shall be at least one [timeslot/ frame/TTI].

Table 6.2.2-1: UE Power Class

	E-UTRA Band
	Class 1
(dBm)
	Tolerance

(dB)
	Class 2
(dBm)
	Tolerance

(dB)
	Class 3
(dBm)
	Tolerance

(dB)
	Class 4

(dBm)
	Tolerance

(dB)

	1
	
	
	
	
	23
	(2
	
	

	2
	
	
	
	
	23
	(2
	
	

	3
	
	
	
	
	23
	(2
	
	

	4
	
	
	
	
	23
	(2
	
	

	5
	
	
	
	
	23
	(2
	
	

	6
	
	
	
	
	23
	(2
	
	

	7
	
	
	
	
	23
	(2
	
	

	8
	
	
	
	
	23
	(2
	
	

	9
	
	
	
	
	23
	(2
	
	

	10
	
	
	
	
	23
	(2
	
	

	11
	
	
	
	
	23
	(2
	
	

	12
	
	
	
	
	23
	(2
	
	

	13
	
	
	
	
	23
	(2
	
	

	14
	
	
	
	
	23
	(2
	
	

	...
	
	
	
	
	
	
	
	

	17
	
	
	
	
	23
	(2
	
	

	...
	
	
	
	
	
	
	
	

	33
	
	
	
	
	23
	(2
	
	

	34
	
	
	
	
	23
	(2
	
	

	35
	
	
	
	
	23
	(2
	
	

	36
	
	
	
	
	23
	(2
	
	

	37
	
	
	
	
	23
	(2
	
	

	38
	
	
	
	
	23
	(2
	
	

	39
	
	
	
	
	23
	(2
	
	

	40
	
	
	
	
	23
	(2
	
	

	Note 

1. The above tolerances are applicable for UE(s) that support up to 4 E-UTRA operating bands. For UE(s) that support  5 or more E-UTRA bands the maximum output power is expected to decrease with each additional band and is FFS


6.2.3
UE Maximum Output power for modulation / channel bandwidth 
For UE Power Class 3, the allowed Maximum Power Reduction (MPR) for the maximum output power in Table 6.2.2-1due to higher order modulation and transmit bandwidth configuration (resource blocks) is specified in Table 6.2.3-1.
Table 6.2.3-1:  Maximum Power Reduction (MPR) for Power Class 3

	Modulation
	Channel bandwidth / Transmission bandwidth configuration [RB]
	MPR (dB)

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	

	QPSK
	> 5 
	> 4 
	> 8 
	> 12
	> 16
	> 18
	≤ 1

	16 QAM
	≤ 5 
	≤ 4
	≤ 8
	≤ 12
	≤ 16
	≤ 18
	≤ 1

	16 QAM
	> 5 
	> 4
	> 8
	> 12
	> 16
	> 18
	≤ 2


6.2.4 
UE Maximum Output Power with additional requirements 

Additional ACLR and spectrum emission requirements can be signalled by the network to indicate that the UE shall meet also additional requirements in a specific deployment scenario. To meet these additional requirements the concept of Additional Maximum Power Reduction A-MPR is introduced for the output power in Table 6.2.2-1 

For UE Power Class 3 the specific requirements and identified sub-clauses are specified in table 6.2.4-1 along with the allowed A-MPR values that may be used to meet these requirements. The allowed A-MPR values specified below in Table 6.2.4.-1 are in addition to the allowed MPR requirements specified in clause 6.2.3.

Table 6.2.4-1: Additional Maximum Power Reduction (A-MPR) / Spectrum Emission requirements
	Network Signalling value
	Requirements (sub-clause)
	E-UTRA Band
	Channel bandwidth (MHz)
	Resources Blocks
	A-MPR (dB)

	NS_01
	-
	-
	-
	
	

	NS_02
	6.6.2.4.1
6.6.3.3.1
	1, 6, 9, 11
	10
	> 42
	≤ 1

	
	
	
	15
	> 44
	≤ 1

	
	
	
	20
	> 48
	≤ 1

	NS_03
	6.6.2.2.1
	2, 4,10, 35, 36
	3
	>5 
	≤ 1

	
	6.6.2.2.1
	2, 4,10, 35,36
	5
	>6
	≤ 1

	
	6.6.2.2.1
	2, 4,10, 35,36
	10
	>6
	≤ 1

	
	6.6.2.2.1
	2, 4,10,35,36
	15
	>8
	≤ 1

	
	6.6.2.2.1
	2, 4,10,35, 36
	20
	>10
	≤ 1

	NS_04
	6.6.2.2.2
	TBD
	TBD
	TBD
	


	NS_05
	6.6.3.3.1
	12
	10,15,20
	≥ 50 for QPSK
	≤ 1

	NS_06
	6.6.2.2.3
	12, 13, 14, 17
	1.4, 3, 5, 10
	n/a
	n/a

	..
	
	
	
	
	

	NS_32
	-
	-
	-
	-
	-

	Note:
0 ≤A-MPR ≤ 3

Note2: Applicable when the edge of the assigned E-UTRA UL channel bandwidth frequency is larger than or equal to 1920MHz + the Channel BW assigned. Operations below this point are for further study.



*** Next change ***
6.6.3.2
Spurious emission band UE co-existence

This clause specifies the requirements for the specified E-UTRA band 
Table 6.6.3.2-1: Requirements

	E-UTRA   Band
	Spurious emission 

	
	Protected band
	Frequency range               (MHz)
	Level (dBm)
	Bandwidth (MHz)
	Comment

	1
	E-UTRA Band  1, 3, 7, 8, 9, 11, 34, 38, 40
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	Frequency range
	860
	-
	895
	-50
	1
	

	
	Frequency range 
	1884.5
	-
	1919.6
	-41
	0.3
	 

	
	E-UTRA band 33
	1900
	- 
	1920
	-50
	1
	Note 3

	
	E-UTRA band 39
	1880
	- 
	1920
	-50
	1
	Note 3

	2
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	3
	E-UTRA Band  1, 3, 7, 8, 9, 11, 33, 34, 38
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	4
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	5
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	6
	E-UTRA Band  1, 9, 11, 34
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	Frequency range
	860
	-
	875
	-37
	1
	

	
	Frequency range
	875
	-
	895
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1919.6
	-41
	0.3
	 

	7
	E-UTRA Band  1, 3, 7, 8, 33, 34
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	E-UTRA Band 38
	2570
	- 
	2620
	-50
	1
	Note 3

	8
	E-UTRA Band  1, 8, 7, 33, 34, 38, 39, 40
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	E-UTRA band 3
	1805
	- 
	1830
	-50
	1
	Note 4

	
	E-UTRA band 3
	1805
	- 
	1880
	-36
	0.1
	Note 2,4

	
	E-UTRA band 3
	1830
	- 
	1880
	-50
	1
	Note 4

	
	E-UTRA band 7
	2640
	-
	2690
	 -50
	1
	Note 4

	
	E-UTRA band 7
	2640
	- 
	2690
	-36
	0.1
	Note 2,4

	9
	E-UTRA Band  1, 9, 11, 34
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	Frequency range
	860
	-
	895
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1919.6
	-41
	0.3
	 

	10
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	11
	E-UTRA Band  1, 9, 11, 34
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	Frequency range
	860
	-
	895
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1919.6
	-41
	0.3
	 

	12
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17
	FDL_low  
	- 
	FDL_high
	-50
	1
	

	13
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	
	Frequency range
	763
	-
	775
	-35
	0.00625
	 

	14
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	 
	Frequency range
	763
	-
	775
	-35
	0.00625
	 

	17
	E-UTRA Band  2, 4, 5, 10, 12, 13, 14, 17
	FDL_low  
	- 
	FDL_high
	-50
	1
	

	 
	 
	 
	 
	 
	 
	 
	 

	33
	E-UTRA Band  1, 3,  8, 34, 38, 39, 40
	FDL_low  
	- 
	FDL_high
	-50
	1
	Note 5

	34
	E-UTRA Band  1, 3, 7, 8, 9, 11, 33, 38,39, 40
	FDL_low  
	- 
	FDL_high
	-50
	1
	Note 5

	
	Frequency range
	860
	-
	895
	-50
	1
	

	
	Frequency range 
	1884.5
	-
	1919.6
	-41
	0.3
	 

	35
	
	
	
	
	
	
	

	36
	
	
	
	
	
	
	

	37
	
	
	-
	
	
	
	 

	38
	E-UTRA Band 1,3, 33, 34
	FDL_low  
	-
	FDL_high
	-50
	1
	 

	39
	E-UTRA Band 34, 40
	FDL_low  
	-
	FDL_high
	-50
	1
	 

	40
	E-UTRA Band 1, 3, 33, 34, 39 
	FDL_low  
	- 
	FDL_high
	-50
	1
	 

	Note
	 

	1
	FDL_low and FDL_high refer to each E-UTRA frequency band specified in Table 5.2-1

	2
	A number of exceptions are permitted and is FFS. These exceptions include both spurious due to LO mixing and I/Q imbalance for specific values of NRB.  For these exceptions the requirements of Table 6.6.3.1-2 are applicable. 

	3
	To meet these requirements some restriction will be needed for either the operating band or protected band

	4
	Requirements are specified in terms of E-UTRA sub-bands

	5
	For non synchronised TDD operation to meet these requirements some restriction will be needed for either the operating band or protected band




*** Next change ***
7.3
Reference sensitivity power level

The reference sensitivity power level REFSENS is the minimum mean power applied to both the UE antenna ports at which the throughput shall meet or exceed the requirements for the specified reference measurement channel.
7.3.1

Minimum requirements (QPSK) 

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in Annex A.3.2 with parameters specified in Table 7.3.1-1 and table 7.3.1-2
Table 7.3.1-1: Reference sensitivity QPSK PREFSENS 

	Channel bandwidth

	E-UTRA Band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex Mode

	1
	-
	-
	-100
	 -97
	-95.2 
	-94 
	FDD

	2
	-104.2
	-100.2
	-98 
	-95
	-93.2
	-92
	FDD

	3
	-103.2
	-99.2
	-97 
	-94
	-92.2
	-91
	FDD

	4
	-106.2
	-102.2
	-100
	-97
	-95.2
	-94
	FDD

	5
	-104.2
	-100.2
	-98
	-95
	
	
	FDD

	6
	-
	-
	-100
	-97
	
	
	FDD

	7
	-
	-
	-98
	-95
	-93.2
	-92
	FDD

	8
	-103.2
	-99.2
	-97
	-94
	
	
	FDD

	9
	-
	-
	-99
	-96
	-94
	-93
	FDD

	10
	-
	-
	-100
	-97
	-95.2
	-94
	FDD

	11
	-
	-
	-98
	-95
	-93.2
	-92
	FDD

	12
	-103.2
	-99.2
	-97
	-94
	
	
	FDD

	13
	-103.2
	-99.2
	-97
	-94
	
	
	FDD

	14
	
	
	
	
	
	
	FDD

	…
	
	
	
	
	
	
	

	17
	[-104.2]
	[-100.2]
	[-98]
	[-95]
	
	
	FDD

	…
	
	
	
	
	
	
	

	33
	-
	-
	[-100]
	[-97]
	[-95.2]
	[-94]
	TDD

	34
	-
	-
	[-100]
	[-97]
	[-95.2]
	[-94]
	TDD

	35
	[-106.2]
	[-102.2]
	[-100]
	[-97]
	[-95.2]
	[-94]
	TDD

	36
	[-106.2]
	[-102.2]
	[-100]
	[-97]
	[-95.2]
	[-94]
	TDD

	37
	-
	-
	[-100]
	[-97]
	[-95.2]
	[-94]
	TDD

	38
	-
	-
	[-100]
	[-97]
	[-95.2]
	[-94]
	TDD

	39
	-
	-
	[-100]
	[-97]
	[-95.2]
	[-94]
	TDD

	40
	-
	-
	[-100]
	[-97]
	[-95.2]
	[-94]
	TDD

	Note 1:
The transmitter shall be set to maximum output power level (Table 7.3.1-2)
Note 2:
Reference measurement channel is A.3.2
Note 3:
The signal power is specified per port

Note 4:
For the UE which supports both Band 3 and Band 9 the reference sensitivity level of Band 3 + 0.5 dB is applicable for band 9



Note 1: The relation to the received PSD is 
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 with NRB is the maximum transmission configuration according to Table 5.4.2-1.

Table 7.3.1-2 specifies the minimum number of allocated uplink resource blocks for which the reference receive sensitivity requirement must be met. For larger transmission configurations a certain relaxation of the UE performance is allowed. Table 7.3.1-3 specifies the maximum output power level for which the reference receive sensitivity requirement must be met when UL resource blocks is the total resource blocks (Table 5.4.2-1) supported by the channel bandwidth. 

Table 7.3.1-2: Maximum uplink configuration for reference sensitivity
	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	E-UTRA Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex Mode

	1
	-
	-
	25 
	50 
	75 
	100 
	FDD

	2
	6 
	15 
	25 
	50 
	[501]
	[501]
	FDD

	3
	6 
	15 
	25 
	50 
	[501]
	[501]
	FDD

	4
	6 
	15
	25 
	50 
	75 
	100 
	FDD

	5
	6 
	15 
	25 
	[251]
	-
	-
	FDD

	6
	-
	-
	25 
	[251]
	-
	-
	FDD

	7
	-
	-
	25 
	50 
	[751]
	[751]
	FDD

	8
	6 
	15
	25 
	[251]
	-
	-
	FDD

	9
	-
	-
	25 
	50 
	[501]
	[501]
	FDD

	10
	-
	-
	25 
	50 
	75 
	100 
	FDD

	11
	-
	-
	25 
	[251]
	[251]
	[251]
	FDD

	12
	6
	15
	201
	201
	
	
	FDD

	13
	6
	15
	201
	201
	
	
	FDD

	14
	
	
	
	
	
	
	FDD

	...
	
	
	
	
	
	
	

	17
	6
	15
	201
	201
	
	
	FDD

	…
	
	
	
	
	
	
	

	33
	-
	-
	25 
	50 
	75 
	100 
	TDD

	34
	-
	-
	25 
	50 
	75
	-
	TDD

	35
	6 
	15 
	25 
	50 
	75 
	100 
	TDD

	36
	6 
	15 
	25 
	50 
	75 
	100 
	TDD

	37
	-
	-
	25 
	50 
	75 
	100 
	TDD

	38
	-
	-
	25 
	50 
	-
	-
	TDD

	39
	
	
	25 
	50 
	75 
	100 
	TDD

	40
	
	
	
	50 
	75 
	100 
	TDD

	Note

1. Maximum number of UL  resources blocks allocated is less than the total resources blocks supported by the channel bandwidth 


Table 7.3.1-3: Maximum transmission power for reference sensitivity
	Channel bandwidth

	E-UTRA Band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex Mode

	1
	
	
	
	 
	
	
	FDD

	2
	
	 
	
	
	
	
	FDD

	3
	 
	 
	
	
	
	
	FDD

	4
	
	
	
	
	
	
	FDD

	5
	
	
	
	
	
	
	FDD

	6
	
	
	
	
	
	
	FDD

	7
	
	
	
	
	
	
	FDD

	8
	
	
	
	
	
	
	FDD

	9
	
	
	
	
	
	
	FDD

	10
	
	
	
	
	
	
	FDD

	11
	
	
	
	
	
	
	FDD

	12
	
	
	
	
	
	
	FDD

	13
	
	
	
	
	
	
	FDD

	14
	
	
	
	
	
	
	FDD

	…
	
	
	
	
	
	
	

	17
	
	
	
	
	
	
	FDD

	Note 1:
UE output power is less than the maximum output power





*** Next change ***
7.6.1
In-band blocking

In-band blocking is defined for an unwanted interfering signal falling into the UE receive band or into the first 15 MHz below or above the UE receive band at which the relative throughput shall meet or exceed the minimum requirement for the specified measurement channels.. 
7.6.1.1
Minimum requirements
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A.3.2 with parameters specified in Tables  7.6.1.1-1 and 7.6.1.1-2.
Table 7.6.1.1-1: In band blocking parameters

	Rx Parameter
	Units 
	Channel bandwidth

	
	
	1.4 MHz 
	3  MHz
	5  MHz
	10 MHz
	15 MHz
	20 MHz

	Wanted signal  mean power

	dBm


	REFSENS + channel bandwidth specific value below

	
	
	6
	6
	6
	6
	7
	9

	BWInterferer  
	MHz
	1.4
	3
	5
	5
	5
	5

	FIoffset, case 1 
	MHz
	2.1
	4.5
	7.5
	7.5
	7.5
	7.5

	FIoffset, case 2 
	MHz
	3.5
	7.5
	12.5
	12.5
	12.5
	12.5

	Note:
1. The transmitter shall be set to 4dB below the supported maximum output power.

2. The interferer consists of the Reference measurement channel specified in Annex A.3.2 with set-up according to Annex C.3.1



Table 7.6.1.1-2: In-band blocking

	E-UTRA band
	Parameter
	Units 
	Case 1
	Case 2
	Case 3

	
	PInterferer
	dBm
	-56
	-44
	[T.B.D]

	
	FInterferer

(Offset)
	MHz
	=-BW/2 - FIoffset, case 1
&

=+BW/2 + FIoffset, case 1
	( -BW/2- FIoffset, case 2
& 

( +BW/2 + FIoffset, case 2
	

	1, 2, 3, 4, 5, 7, 8, 9, 10, 11, 12, 
33,34,35,36,37,38,39,40
	FInterferer
	MHz
	FDL_low  -7.5 to 

FDL_high  +7.5   (Note 1)
	FDL_low    -15 to 
FDL_high  +15
	

	6, 13
	FInterferer
	MHz
	FDL_low  - 7.5 to 

FDL_high  +7.5 (Note 1 & 2)
	FDL_low    -15 to 
FDL_high  +15 (Note 2)
	

	17
	FInterferer
	MHz
	FDL_low  -  7.5 to 

FDL_high  +7.5 (Note 1 & 2)
	FDL_low    -9.0   to 
FDL_high  +15 (Note 2)
	FDL_low   -15  to 
FDL_low  -9.0  (Note 3)

	Note
1. For each carrier frequency the requirement is valid for two frequencies: 
a. the carrier frequency -BW/2 -FIoffset, case 1 and

b. the carrier frequency + BW/2 + FIoffset, case 1.

2. For Bands 6, 13, and 17 the unwanted modulated interfering signal does not fall inside the UE receive band, but within the first 15 MHz below or above the UE receive band
3. For Band 17 additional unwanted modulated interfering signals fall from 6 to 18 MHz from the lower band edge.
  


7.6.2
Out of-band blocking

Out-of-band band blocking is defined for an unwanted CW interfering signal falling more than 15 MHz below or above the UE receive band.  For the first 15 MHz below or above the UE receive band the appropriate in-band blocking or adjacent channel selectivity in sub-clause 7.5.1 and sub-clause 7.6.1 shall be applied.
7.6.2.1
Minimum requirements
. The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A.3.2 with parameters specified in Tables  7.6.2.1-1 and 7.6.2.1-2.
For Table 7.6.2.1-2 in frequency range 1, 2 and 3, up to [TBD] exceptions are allowed for spurious response frequencies in each assigned frequency channel when measured using a 1MHz step size. For these exceptions the requirements of clause 7.7 Spurious response are applicable.

For Table 7.6.2.1-2 in frequency range 4, up to [TBD] exceptions are allowed for spurious response frequencies in each assigned frequency channel when measured using a 1MHz step size. For these exceptions the requirements of clause 7.7 Spurious response are applicable.
Table 7.6.2.1-1: Out-of-band blocking parameters

	Rx Parameter
	Units 
	Channel bandwidth

	
	
	1.4 MHz 
	3  MHz
	5  MHz
	10 MHz
	15 MHz
	20 MHz

	Wanted signal  mean power
	dBm
	REFSENS + channel bandwidth specific value below

	
	
	6
	6
	6
	6
	7
	9

	Note:
1. The transmitter shall be set to 4dB below the supported maximum output power.

2. Reference measurement channel is [A.3.2]




Table 7.6.2.1-2: Out of band blocking

	E-UTRA band
	Parameter
	Units 
	Frequency  

	
	
	
	range 1
	range 2
	range 3
	range 4

	
	PInterferer
	dBm
	[-44]
	[-30]
	[-15]
	[-15]

	1, 2, 3, 4, 5, 6,7, 8, 9, 10,11,13, 12, 17
33,34,35,36,37,38,39,40
	FInterferer (CW)


	MHz


	FDL_low    -15 to

FDL_low    -60 
	FDL_low    -60 to

FDL_low    -85 
	FDL_low    -85 to  

1 MHz
	-

	
	
	
	FDL_high  +15 to

FDL_high  + 60 
	FDL_high  +60 to

FDL_high  +85 
	FDL_high  +85 to

+12750 MHz
	-

	2, 5, 12, 17
	FInterferer
	MHz
	-
	-
	-
	FUL_low - FUL_high

	Note:
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