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-------------------------------------------------------------- Text start --------------------------------------------------------------
3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

16QAM
16 Quadrature Amplitude Modulation

ACIR
Adjacent Channel Interference Ratio

ACLR
Adjacent Channel Leakage power Ratio

ACS
Adjacent Channel Selectivity

BS
Base Station

BER
Bit Error Ratio

BLER
Block Error Ratio

CW
Continuous Wave (unmodulated signal)

DC-HSDPA
Dual Cell HSDPA

DL
Down Link (forward link)

FDD
Frequency Division Duplexing

GSM
Global System for Mobile Communications

HSDPA
High Speed Downlink Packet Access
MIMO
Multiple Input Multiple Output
Pout
Output Power

PRAT
Rated Output Power

PHS
Personal Handyphone System

PPM
Parts Per Million

QPSK
Quadrature Phase Shift Keying

RSSI
Received Signal Strength Indicator

SIR
Signal to Interference ratio

TDD
Time Division Duplexing

TPC
Transmit Power Control

UARFCN
UTRA Absolute Radio Frequency Channel Number

UE
User Equipment
UL
Up Link (reverse link)

WCDMA
Wideband Code Division Multiple Access

-------------------------------------------------------------- Text end --------------------------------------------------------------
-------------------------------------------------------------- Text start --------------------------------------------------------------
6.8.4
Time alignment error in Tx Diversity, MIMO transmission and DC-HSDPA
In Tx Diversity and MIMO transmission, signals are transmitted from two antennas. These signals shall be aligned. The time alignment error in Tx Diversity and MIMO transmission is specified as the delay between the signals from the two diversity antennas at the antenna ports. 
For DC-HSDPA, the time alignment error is defined as the delay between the signals from the two cells at the antenna ports.
6.8.4.1
Minimum Requirement

The time alignment error in Tx Diversity or MIMO transmission or DC-HSDPA shall not exceed ¼ Tc.
-------------------------------------------------------------- Text end --------------------------------------------------------------
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