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9.1.3
Default RRC Message Contents for MBSFN (TDD)

Contents of MBMS GENERAL INFORMATION message: UM (3.84 Mcps TDD)

	Information Element
	Condition
	Value/remark
	Version

	Message type
	
	
	Rel-6

	MBMS preferred frequency information
	
	Not Present
	Rel-6

	MBMS timers and counters
	
	
	Rel-6

	      - T318
	
	Not Present (MD)
	

	MICH configuration information
	
	
	Rel-6

	      - MICH Power offset
	
	0dB
	

	      - CHOICE mode
	
	TDD
	

	        - Timeslot Number
	
	0
	

	        - Midamble shift and burst type
	
	
	

	          - CHOICE TDD option
	
	3.84 Mcps
	

	              - CHOICE Burst Type
	
	MBSFN Burst Type
	Rel-7

	        - CHOICE TDD option
	
	3.84 Mcps TDD
	

	             - Channelisation code
	
	16/1
	

	        - Repetition period/length
	
	(16,2)
	

	        - Offset
	
	14
	

	        - MBMS Notification indicator length
	
	Not Present (MD - default value  = 4)
	

	Cell group identity
	
	‘000000000001’
	Rel-6

	Default MSCH configuration information
	
	Not Present
	Rel-6

	Indicate changes in MBMS Selected Services
	
	Not Present (MD - default value = FALSE)
	Rel-6

	MBSFN inter frequency neighbour list
	
	
	Rel-7

	      - MBSFN frequency
	
	
	

	        - CHOICE mode
	
	TDD
	

	          - UARFCN (Nt)
	A1
	Refer to clause 5.1 "Test frequencies" for frequency "f2"
	

	          - UARFCN (Nt)
	A2
	Refer to clause 5.1 "Test frequencies" for frequency "f1"
	

	      - CHOICE MBSFN services notification
	
	MBSFN services notified
	

	        - no data
	
	
	


	Condition
	Explanation

	A1
	This IE is needed for cells on frequency "f1" (by default Cell 31, Cell 32, Cell 37 and Cell 38)

	A2 
	This IE is needed for cells on frequency "f2" (by default Cell 33, Cell 34, Cell 35 and Cell 36)


Contents of MBMS GENERAL INFORMATION message: UM (1.28 Mcps TDD)

	Information Element
	Condition
	Value/remark
	Version

	Message type
	
	
	Rel-6

	MBMS preferred frequency information
	
	Not Present
	Rel-6

	MBMS timers and counters
	
	
	Rel-6

	      - T318
	
	Not Present (MD)
	

	MICH configuration information
	
	
	Rel-6

	      - MICH Power offset
	
	0dB
	

	      - CHOICE mode
	
	TDD
	

	        - Timeslot Number
	
	1
	

	        - Midamble shift and burst type
	
	
	

	          - CHOICE TDD option
	
	1.28 Mcps
	

	              - Codes list
	
	
	Rel-7

	                - Channelisation code
	
	16/1
	

	                - MBSFN Special Time Slot
	
	TS7
	

	        - Repetition period/length
	
	(16,2)
	

	        - Offset
	
	14
	

	        - MBMS Notification indicator length
	
	Not Present (MD - default value  = 4)
	

	Cell group identity
	
	‘000000000001’
	Rel-6

	Default MSCH configuration information
	
	Not Present
	Rel-6

	Indicate changes in MBMS Selected Services
	
	Not Present (MD - default value = FALSE)
	Rel-6

	MBSFN inter frequency neighbour list
	
	
	Rel-7

	      - MBSFN frequency
	
	
	

	        - CHOICE mode
	
	TDD
	

	          - UARFCN (Nt)
	A1
	Refer to clause 5.1 "Test frequencies" for frequency "f2"
	

	          - UARFCN (Nt)
	A2
	Refer to clause 5.1 "Test frequencies" for frequency "f1"
	

	      - CHOICE MBSFN services notification
	
	MBSFN services notified
	

	        - no data
	
	
	


	Condition
	Explanation

	A1
	This IE is needed for cells on frequency "f1" (by default Cell 31, Cell 32, Cell 37 and Cell 38)

	A2 
	This IE is needed for cells on frequency "f2" (by default Cell 33, Cell 34, Cell 35 and Cell 36)


Contents of MBMS GENERAL INFORMATION message: UM (7.68 Mcps TDD)

	Information Element
	Condition
	Value/remark
	Version

	Message type
	
	
	Rel-6

	MBMS preferred frequency information
	
	Not Present
	Rel-6

	MBMS timers and counters
	
	
	Rel-6

	      - T318
	
	Not Present (MD)
	

	MICH configuration information
	
	
	Rel-6

	      - MICH Power offset
	
	0dB
	

	      - CHOICE mode
	
	TDD
	

	        - Timeslot Number
	
	0
	

	        - Midamble shift and burst type
	
	
	

	          - CHOICE TDD option
	
	7.68 Mcps
	

	              - CHOICE Burst Type
	
	MBSFN Burst Type
	Rel-7

	        - CHOICE TDD option
	
	7.68 Mcps TDD
	

	             - Channelisation code
	
	32/1
	

	        - Repetition period/length
	
	(16,2)
	

	        - Offset
	
	14
	

	        - MBMS Notification indicator length
	
	Not Present (MD - default value  = 4)
	

	Cell group identity
	
	‘000000000001’
	Rel-6

	Default MSCH configuration information
	
	Not Present
	Rel-6

	Indicate changes in MBMS Selected Services
	
	Not Present (MD - default value = FALSE)
	Rel-6

	MBSFN inter frequency neighbour list
	
	
	Rel-7

	      - MBSFN frequency
	
	
	

	        - CHOICE mode
	
	TDD
	

	          - UARFCN (Nt)
	A1
	Refer to clause 5.1 "Test frequencies" for frequency "f2"
	

	          - UARFCN (Nt)
	A2
	Refer to clause 5.1 "Test frequencies" for frequency "f1"
	

	      - CHOICE MBSFN services notification
	
	MBSFN services notified
	

	        - no data
	
	
	


	Condition
	Explanation

	A1
	This IE is needed for cells on frequency "f1" (by default Cell 31, Cell 32, Cell 37 and Cell 38)

	A2 
	This IE is needed for cells on frequency "f2" (by default Cell 33, Cell 34, Cell 35 and Cell 36)


Contents of MBMS MODIFIED SERVICES INFORMATION message: UM

	Information Element
	Value/remark
	Version

	Message type
	
	Rel-6

	Modified service list
	1 entry per modified service - maximum 8. If no services are modified in the current modification period this IE is Not Present
	Rel-6

	    - MBMS Transmission identity
	
	

	      - MBMS Service ID
	
	

	        - MBMS Service ID
	Set to the value of the service ID being modified (e.g. ‘000001’)
	

	          - CHOICE PLMN identity
	SameAs-MIB
	

	            - no data
	
	

	      - MBMS Session ID
	‘01’
	

	    - MBMS required UE action
	Acquire PTM RB info
	

	    - MBMS preferred frequency
	Not Present
	

	    - Continue MCCH reading
	FALSE
	

	    - MBSFN cluster frequency
	Not Present (MD)
	Rel-7

	MBMS re- acquire MCCH
	Not Present
	Rel-6

	MBMS dynamic persistence level
	Not Present
	Rel-6

	End of modified MCCH information
	Not Present
	Rel-6

	MBMS number of neighbour cells
	0
	Rel-6

	MBMS all unmodified p-t-m services
	Not Present
	Rel-6

	MBMS p-t-m activation time
	Set to the 11 LSB of the first SFN of the next modification period.
	Rel-6

	MIB Value tag
	Not Present
	Rel-7


Contents of MBMS UNMODIFIED SERVICES INFORMATION message: UM (Mixed Local/National carrier)

	Information Element
	Value/remark
	Version

	Message type
	
	Rel-6

	Unmodified service list
	8 services by default. See NOTE 1. 
	Rel-6

	    - MBMS Transmission identity
	
	

	      - MBMS Service ID
	(National Service 5)
	

	        - MBMS Service ID
	Refer to clause 11.2.4 "MBSFN service availability"
	

	          - CHOICE PLMN identity
	SameAs-MIB
	

	            - no data
	
	

	      - MBMS Session ID
	Value set according to table for condition A1 or A2
	

	    - MBMS required UE action
	Value set according to table for condition A1 or A2
	

	    - MBMS preferred frequency
	Not Present
	

	    - MBSFN cluster frequency
	Not Present (MD)
	Rel-7

	    - MBMS Transmission identity
	
	

	      - MBMS Service ID
	(National Service 6)
	

	        - MBMS Service ID
	Refer to clause 11.2.4 "MBSFN service availability"
	

	          - CHOICE PLMN identity
	SameAs-MIB
	

	            - no data
	
	

	      - MBMS Session ID
	Value set according to table for condition A1 or A2
	

	    - MBMS required UE action
	Value set according to table for condition A1 or A2
	

	    - MBMS preferred frequency
	Not Present
	

	    - MBSFN cluster frequency
	Not Present (MD)
	Rel-7

	    - MBMS Transmission identity
	
	

	      - MBMS Service ID
	(Local Service 1)
	

	        - MBMS Service ID
	Refer to clause 11.2.4 "MBSFN service availability"
	

	          - CHOICE PLMN identity
	SameAs-MIB
	

	            - no data
	
	

	      - MBMS Session ID
	Value set according to table for condition A1 or A2
	

	    - MBMS required UE action
	Value set according to table for condition A1 or A2
	

	    - MBMS preferred frequency
	Not Present
	

	    - MBSFN cluster frequency
	Not Present (MD)
	Rel-7

	    - MBMS Transmission identity
	
	

	      - MBMS Service ID
	(Local Service 2)
	

	        - MBMS Service ID
	Refer to clause 11.2.4 "MBSFN service availability"
	

	          - CHOICE PLMN identity
	SameAs-MIB
	

	            - no data
	
	

	      - MBMS Session ID
	Value set according to table for condition A1 or A2
	

	    - MBMS required UE action
	Value set according to table for condition A1 or A2
	

	    - MBMS preferred frequency
	Not Present
	

	    - MBSFN cluster frequency
	Not Present (MD)
	Rel-7

	    - MBMS Transmission identity
	
	

	      - MBMS Service ID
	(National Service 1)
	

	        - MBMS Service ID
	Refer to clause 11.2.4 "MBSFN service availability"
	

	          - CHOICE PLMN identity
	SameAs-MIB
	

	            - no data
	
	

	      - MBMS Session ID
	Value set according to table for condition A1 or A2
	

	    - MBMS required UE action
	Value set according to table for condition A1 or A2
	

	    - MBMS preferred frequency
	Not Present
	

	    - MBSFN cluster frequency
	1
	Rel-7

	    - MBMS Transmission identity
	
	

	      - MBMS Service ID
	(National Service 2)
	

	        - MBMS Service ID
	Refer to clause 11.2.4 "MBSFN service availability"
	

	          - CHOICE PLMN identity
	SameAs-MIB
	

	            - no data
	
	

	      - MBMS Session ID
	Value set according to table for condition A1 or A2
	

	    - MBMS required UE action
	Value set according to table for condition A1 or A2
	

	    - MBMS preferred frequency
	Not Present
	

	    - MBSFN cluster frequency
	1
	Rel-7

	    - MBMS Transmission identity
	
	

	      - MBMS Service ID
	(National Service 3)
	

	        - MBMS Service ID
	Refer to clause 11.2.4 "MBSFN service availability"
	

	          - CHOICE PLMN identity
	SameAs-MIB
	

	            - no data
	
	

	      - MBMS Session ID
	Value set according to table for condition A1 or A2
	

	    - MBMS required UE action
	Value set according to table for condition A1 or A2
	

	    - MBMS preferred frequency
	Not Present
	

	    - MBSFN cluster frequency
	1
	Rel-7

	    - MBMS Transmission identity
	
	

	      - MBMS Service ID
	(National Service 4)
	

	        - MBMS Service ID
	Refer to clause 11.2.4 "MBSFN service availability"
	

	          - CHOICE PLMN identity
	SameAs-MIB
	

	            - no data
	
	

	      - MBMS Session ID
	Value set according to table for condition A1 or A2
	

	    - MBMS required UE action
	Value set according to table for condition A1 or A2
	

	    - MBMS preferred frequency
	Not Present
	

	    - MBSFN cluster frequency
	1
	Rel-7


	Condition
	Information Element
	Value/remark
	Explanation

	A1
	         - MBMS Session ID
	Not Present
	Condition used when the session is currently not being transmitted

	
	    - MBMS required UE action
	‘None’
	

	A2
	         - MBMS Session ID
	‘01’
	Condition used when the session is currently ongoing

	
	    - MBMS required UE action
	‘Acquire PTM RB info’
	


NOTE 1:
Any service (as identified by MBMS Service ID) which is included in MBMS MODIFIED SERVICES INFORMATION message in the current modification period shall not have an unmodified service entry in the list of services in this message. 

NOTE 2:
By default the Mixed Local/National Carrier (on frequency "f2") is broadcast by Cell 33, Cell 34, Cell 35 and Cell 36.
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