
2

3GPP TSG-RAN WG2 #64


R2-086269
November 10th -14th, 2008





Prague, Czech Republic

	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	36.321
	CR
	0127
	(

rev
	-
	(

Current version:
	8.3.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	RACH preambles labeling

	
	

	Source to WG:
(

	QUALCOMM Europe

	Source to TSG:
(

	R2

	
	

	Work item code:
(

	LTE-L23
	
	Date: (

	31/10/2008

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)

	
	

	Reason for change:
(

	MAC subclause 5.1.1 is written under the assumptions that the RACH access preambles are labelled 1…64. Instead this CR labels them 0…63 according to principle that numbering starts at 0


	
	

	Summary of change:
(

	The preambles in group A and B are renamed

	
	

	Consequences if 
(

not approved:
	Not clear that RAPID 000000 identifies Preamble 1 identifies

	
	

	Clauses affected:
(

	5.1.1

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


5.1.1
Random Access Procedure initialization

The Random Access procedure described in this subclause is initiated by a PDCCH order or by the MAC sublayer itself. The PDCCH order or RRC optionally indicate a Random Access Preamble and PRACH resource.
Before the procedure can be initiated, the following information is assumed to be available:

-
the available set of PRACH resources for the transmission of the Random Access Preamble and their corresponding RA-RNTIs.

-
the groups of Random Access Preambles and the set of available Random Access Preambles in each group:

The preambles that are contained in Random Access Preambles group A and Random Access Preambles group B are calculated from the parameters numberOfRA-Preambles and sizeOfRA-PreamblesGroupA [8]:

If sizeOfRA-PreamblesGroupA is equal to numberOfRA-Preambles then there is no Random Access Preambles group B. The preambles in Random Access Preamble group A are the preambles 0 to sizeOfRA-PreamblesGroupA - 1 and, if it exists, the preambles in Random Access Preamble group B are the preambles sizeOfRA-PreamblesGroupA to numberOfRA-Preambles-1from the set of 64 preambles as defined in [7].

-
the thresholds, PARTITION_PATHLOSS_THRESHOLD and  MESSAGE_SIZE_GROUP_A, that are required for selecting one of the two groups of Random Access Preambles.

-
the RA response window size ra-ResponseWindowSize [8].
-
the power-ramping factor POWER_RAMP_STEP.

-
the parameter PREAMBLE_TRANS_MAX [integer > 0].

-
the initial preamble power PREAMBLE_ INITIAL_RECEIVED_TARGET_POWER.

-
the parameter Maximum number of Message3 HARQ transmissions. 

[Note that the above parameters may be updated from higher layers before each Random Access procedure is initiated.]

The Random Access procedure shall be performed as follows:

-
Flush the [Message3] buffer;

-
set the PREAMBLE_TRANSMISSION_COUNTER to 1;

-
set the backoff parameter value in the UE to 0 ms;

-
proceed to the selection of the Random Access Resource (see subclause 5.1.2).

NOTE:
There is only one Random Access procedure ongoing at any point in time. If the UE receives a request for a new Random Access procedure while another is already ongoing, it is up to UE implementation whether to continue with the ongoing procedure or start with the new procedure. 
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