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8.1.3.3
RRC CONNECTION REQUEST message contents to set
The UE shall, in the transmitted RRC CONNECTION REQUEST message:

1>
set the IE "Establishment cause" to the value of the variable ESTABLISHMENT_CAUSE;

1>
set the IE "Initial UE identity" to the value of the variable INITIAL_UE_IDENTITY;

1>
set the IE "Protocol error indicator" to the value of the variable PROTOCOL_ERROR_INDICATOR; and

1>
include the IE "Predefined configuration status information" and set this IE to true if  the UE has all pre- configurations stored with the same value tag as broadcast in the cell in which the RRC connection establishment is initiated.

1>
if the UE is attempting to establish the signalling connection to PS-domain:

2> include the IE "Domain Indicator" and set it to "PS domain".

1> else if the UE is attempting to establish the signalling connection to CS domain:
2>
include the IE "Domain Indicator" and set it to "CS domain";

2>
if the value of the variable ESTABLISHMENT_CAUSE is set to "Originating Conversational Call" or "Emergency Call":

3>
set the value of the IE "Call type" to "speech", "video" or "other" according to the call being initiated.
1>
if the UE only supports HS-DSCH but not E-DCH:

2>
include the IE "UE capability indication" and set it to the "HS-DSCH" value.

1>
if the UE supports HS-DSCH and E-DCH:

2>
include the IE "UE capability indication" and set it to the "HS-DSCH+E-DCH" value. 

1>
if, according to [4], the High-mobility state is applicable and it has been detected by the UE:

2>
include the IE "UE Mobility State Indicator" and set it to the "High-MobilityDetected" value.
1>
if the UE performs connection establishment for MBMS ptp radio bearer request as specified in subclause 8.6.9.6; and

1>
if one or more of the MBMS services for which the UE initiates the ptp radio bearer request concerns an MBMS Selected Service:

2>
for each MBMS Selected Service that is indicated on MCCH and for which the UE initiates the ptp radio bearer request:

3>
order the MBMS Selected Services such that those selected with a higher priority are listed in the IE "MBMS Selected Services Short" before those selected with a lower priority;

3>
include the IE "MBMS Selected Service ID" within the IE "MBMS Selected Services Short" and set it to a value in accordance with subclause 8.6.9.8.

1>
otherwise if the UE performs connection establishment for MBMS counting as specified in subclause 8.7.4; and

1>
if one or more of the MBMS services for which the UE initiates the counting response concerns an MBMS Selected Service:

2>
for each MBMS Selected Service that is indicated on MCCH and for which the UE initiates the counting response:

3>
order the MBMS Selected Services such that those selected with a higher priority are listed in the IE "MBMS Selected Services Short" before those selected with a lower priority;

3>
include the IE "MBMS Selected Service ID" within the IE "MBMS Selected Services Short" and set it to a value in accordance with subclause 8.6.9.8.

1>
if the UE included one or more "MBMS Selected Service ID" IEs:

2>
include the IE "MBMS Modification Period identity" and set it to a value in accordance with subclause 8.5.29.
1>
if the UE supports MAC-ehs:

2>
include the IE "MAC-ehs support" and set it to TRUE.

1>
if the UE supports HS-DSCH reception in CELL_FACH state:

2>
include the IE "HS-PDSCH in CELL_FACH" and set it to TRUE.

1>
if the UE supports Enhanced Uplink in CELL_FACH state and Idle mode:

2>
include the IE "Support of common E-DCH" and set it to TRUE.

1>
if the UE supports E-UTRA:

2>
include the IE "Pre-Redirection info";
2>
if the UE supports E-UTRA FDD:

3>
set the IE "Support of E-UTRA FDD" to TRUE.

2>
if the UE supports E-UTRA TDD:

3>
set the IE "Support of E-UTRA TDD" to TRUE.
1>
if the UE supports multi cell operation
2>
include the IE "Multi cell operation" and set it to TRUE.
The UE shall not include the IE "UE Specific Behaviour Information 1 idle".
10.2.39
RRC CONNECTION REQUEST
RRC Connection Request is the first message transmitted by the UE when setting up an RRC Connection to the network.


RLC-SAP: TM


Logical channel: CCCH


Direction: UE ( UTRAN

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	Radio Bearer IEs
	
	
	
	
	

	Predefined configuration status information
	MP
	
	Boolean
	True indicates the UE has all pre- configurations stored with the same value tag as broadcast in the cell in which the RRC connection establishment is initiated
	REL-5

	UE information elements
	
	
	
	
	

	Initial UE identity
	MP
	
	Initial UE identity 10.3.3.15
	
	

	Establishment cause
	MP
	
	Establishment cause 10.3.3.11
	
	

	Protocol error indicator
	MD
	
	Protocol error indicator 10.3.3.27
	Default value is FALSE
	

	>UE Specific Behaviour Information 1 idle
	OP
	
	UE Specific Behaviour Information 1 idle

10.3.3.51
	This IE shall not be included in this version of the protocol
	

	Domain indicator
	MP
	
	CN domain identity 10.3.1.1
	
	REL-6

	Call type
	CV-Conversational
	
	Enumerated (speech, video, other)
	One spare value is needed
	REL-6

	UE capability indication
	OP
	
	Enumerated (HS-DSCH, HS-DSCH+E-DCH)
	Absence of this IE implies that neither HS-DSCH nor E-DCH are supported by the UE
	REL-6

	MBMS Selected Services
	OP
	
	MBMS Selected Services Short 10.3.9a.7d
	
	REL-6

	UE Mobility State Indicator
	MD
	
	Enumerated (High-mobilityDetected)
	Absence of this IE implies that, according to [4] either the High mobility state is not applicable or it has not been detected by the UE.
	REL-7

	Support for F-DPCH
	OP
	
	Enumerated (True)
	The IE shall be present and set to TRUE in this version of the specification
	REL-6

	HS-PDSCH in CELL_FACH
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-PDSCH reception in CELL_FACH state.
	REL-7

	Support of common E-DCH
	OP 
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support E-DCH enhanced random access in CELL_FACH state and Idle mode.
	REL-8

	Multi cell support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support multi cell operation
	REL-8

	MAC-ehs support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support MAC-ehs
	REL-7

	DPCCH Discontinuous Transmission support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support DPCCH Discontinuous Transmission
	REL-7

	Pre-redirection info
	OP
	
	Pre-redirection info

10.3.3.25a
	The presence of this IE indicates the UE support of radio access technologies that the UE could be directed to
	REL-8

	Measurement information elements
	
	
	
	
	

	Measured results on RACH
	OP
	
	Measured results on RACH 10.3.7.45
	
	

	Access stratum release indicator
	MP
	
	Enumerated(REL-4,
	Absence of the IE implies R99.

The IE also indicates the release of the RRC transfer syntax supported by the UE.

11 spare values are needed.
	REL-4

	
	
	
	REL-5,
	
	REL-5

	
	
	
	REL-6,
	
	REL-6

	
	
	
	REL-7,
	
	REL-7

	
	
	
	REL-8)
	
	REL-8


	Condition
	Explanation

	Conversational
	This IE is mandatory present if the IE "Domain indicator" has the value "CS domain" and the IE “Establishment cause” has the value “Originating Conversational Call” or “EmergencyCall”. Otherwise it is not needed.


If the encoded message does not fill a transport block, the RRC layer shall insert padding according to subclause 12.1.

11.2
PDU definitions

--**************************************************************

--

-- TABULAR: The message type and integrity check info are not

-- visible in this module as they are defined in the class module. 

-- Also, all FDD/TDD specific choices have the FDD option first 

-- and TDD second, just for consistency.

--

--**************************************************************


/ .. /

-- ***************************************************

--

-- RRC CONNECTION REQUEST

--

-- ***************************************************

RRCConnectionRequest ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message.


-- User equipment IEs



initialUE-Identity



InitialUE-Identity,



establishmentCause



EstablishmentCause,



-- protocolErrorIndicator is MD, but for compactness reasons no default value



-- has been assigned to it.



protocolErrorIndicator


ProtocolErrorIndicator,


-- Measurement IEs



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,


--
Non critical Extensions



v3d0NonCriticalExtensions


SEQUENCE {




rRCConnectionRequest-v3d0ext 
RRCConnectionRequest-v3d0ext-IEs,


-- Reserved for future non critical extension




v4b0NonCriticalExtensions


SEQUENCE {





rrcConnectionRequest-v4b0ext

RRCConnectionRequest-v4b0ext-IEs,





v590NonCriticalExtensions


SEQUENCE {






rrcConnectionRequest-v590ext

RRCConnectionRequest-v590ext-IEs,






v690NonCriticalExtensions


SEQUENCE {







rrcConnectionRequest-v690ext
RRCConnectionRequest-v690ext-IEs,







-- Reserved for future non critical extension







v6b0NonCriticalExtensions

SEQUENCE {








rrcConnectionRequest-v6b0ext
RRCConnectionRequest-v6b0ext-IEs,








v6e0NonCriticalExtensions

SEQUENCE {









rrcConnectionRequest-v6e0ext
RRCConnectionRequest-v6e0ext-IEs,









v770NonCriticalExtensions

SEQUENCE {










rrcConnectionRequest-v770ext

















RRCConnectionRequest-v770ext-IEs,










v8xyNonCriticalExtensions

SEQUENCE {











rrcConnectionRequest-v8xyext

















RRCConnectionRequest-v8xyext-IEs,











nonCriticalExtensions


SEQUENCE {}

OPTIONAL










}
OPTIONAL









}
OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



} 
OPTIONAL

}

RRCConnectionRequest-v3d0ext-IEs ::= SEQUENCE {


-- User equipment IEs



uESpecificBehaviourInformation1idle

UESpecificBehaviourInformation1idle

OPTIONAL

}

RRCConnectionRequest-v4b0ext-IEs ::= 
SEQUENCE {


-- User equipment IEs



accessStratumReleaseIndicator


AccessStratumReleaseIndicator

}

RRCConnectionRequest-v590ext-IEs ::= 
SEQUENCE {


-- User equipment IEs



predefinedConfigStatusInfo


BOOLEAN
}

RRCConnectionRequest-v690ext-IEs ::=
SEQUENCE {


-- User equipment IEs



ueCapabilityIndication



ENUMERATED { hsdch, hsdch-edch }
OPTIONAL,


-- Measurement IEs



measuredResultsOnRACHinterFreq

MeasuredResultsOnRACHinterFreq


OPTIONAL,



domainIndicator 




CHOICE {




cs-domain






SEQUENCE {





csCallType






ENUMERATED {speech, video, other, spare }




},




ps-domain 






NULL



}

}

RRCConnectionRequest-v6b0ext-IEs ::=
SEQUENCE {


-- MBMS IEs



mbmsSelectedServices



MBMS-SelectedServicesShort


OPTIONAL

}

RRCConnectionRequest-v6e0ext-IEs ::= 
SEQUENCE {


-- User equipment IEs



supportForFDPCH





ENUMERATED { true }


OPTIONAL

}

RRCConnectionRequest-v770ext-IEs ::=
SEQUENCE {


-- User equipment IEs



ueMobilityStateIndicator


High-MobilityDetected



OPTIONAL,



hspdschReception-CellFach


ENUMERATED { true }




OPTIONAL,



mac-ehsSupport





ENUMERATED { true }




OPTIONAL,



discontinuousDpcchTransmission

ENUMERATED { true }




OPTIONAL

}

RRCConnectionRequest-v8xyext-IEs ::= 
SEQUENCE {


-- User equipment IEs



supportOfCommonEDCH




ENUMERATED { true }




OPTIONAL,


multiCellSupport




ENUMERATED { true }




OPTIONAL,


pre-redirectionInfo




Pre-RedirectionInfo

}

