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**** first modified subclause ****

3.1.2.2
FDD

Active Process: HARQ process for which Scheduling Grant are applicable, i.e. scheduled data can be sent.
AG_Timer: This timer is set to one HARQ RTT (40ms in the case of 10ms TTI, 16ms in the case of 2ms TTI).
Common E-DCH resource: Common E-DCH resources are under direct control of the Node B and are shared by UEs in CELL_FACH state and IDLE mode.
E-DCH active set: The set of cells which carry the E-DCH for one UE. For FDD, in CELL_FACH state and Idle mode, the E-DCH active set consists of the Serving E-DCH cell only.
Inactive Process: HARQ process for which Scheduling Grants are not applicable, i.e. scheduled data cannot be sent.

INACTIVE: Absolute Grant value that can be sent by the serving cell's scheduler on the E-AGCH to deactivate a process or to switch the UE to its secondary E-RNTI. In CELL_FACH state, this absolute grant value is used to release a common E-DCH resource.

Lowest Configured Serving Grant Value: The serving grant value indicated by index 0 of the SG table in use.
Maximum_Serving_Grant: The variable Maximum_Serving_Grant indicates the maximum E-DPDCH to DPCCH power ratio that the UE is allowed to use for scheduled data while the timer Non_Serving_RG_Timer has not expired.

Maximum number of re-transmissions, Maximum number of transmissions: Maximum number of re-transmissions = maximum number of transmissions - 1. Both these notations are used.

Minimum_Grant: The value Minimum_Grant corresponds to the minimum E-DPDCH to DPCCH power ratio that the UE considers. This value is in index 0 of the configured scheduling grant table described in subclause 9.2.5.2.1.
Non-serving E-DCH RL or Non-serving RL: Cell which belongs to the E-DCH active set but does not belong to the Serving E-DCH RLS and from which the UE can receive one Relative Grant. The UE can have zero, one or several Non-serving E-DCH RL(s). For FDD, in CELL_FACH state and Idle mode, the Serving E-DCH RLS or Serving RLS contains the Serving E-DCH cell only, from which the UE can receive one Relative Grant.
Non_Serving_RG_Timer: This timer is set to one HARQ RTT (40ms in the case of 10ms TTI, 16ms in the case of 2ms TTI).
Primary Absolute Grant: Absolute Grant received with the primary E-RNTI.

Primary_Grant_Available: This state variable is a Boolean, indicating whether the UE’s serving grant is only affected by Primary Absolute Grants and Relative Grants (i.e. not by Secondary Absolute Grants).
reference_ETPR: The state variable reference_ETPR holds the E-DPDCH to DPCCH power ratio used as reference for relative grant commands. This variable is set to the E-DPDCH to DPCCH power ratio used for the E-TFC selected for the previous TTI on this HARQ process, calculated using the amplitude ratios prior to the quantization according to subclause 5.1.2.5B.2.3 or 5.1.2.5B.2.4 of [13], excluding non-scheduled transmissions, excluding any scaling applied according to subclause 5.1.2.6 of [13] and is obtained from the physical layer. In case no scheduled transmission took place on a HARQ process in the previous TTI, reference_ETPR shall be set to Minimum_Grant for this HARQ process. 
reference_ETPR2: The state variable reference_ETPR2 holds the E-DPDCH to DPCCH power ratio used as reference for non serving relative grant commands. This variable is set to the previously stored reference_ETPR on this HARQ process when the reference_ETPR is updated with a new value.
Secondary Absolute Grant: Absolute Grant received with the secondary E-RNTI.
Serving E-DCH RLS or Serving RLS: Set of cells which contains at least the Serving E-DCH cell and from which the UE can receive and combine one Relative Grant. The UE has only one Serving E-DCH RLS.

Stored_Secondary_Grant: This state variable is used to store the value derived from the last received Secondary Absolute Grant Value. Possible values are: "Zero_Grant" and numerical values.
UL Common MAC Flow: an UL Common MAC Flow is a flow of MAC-c PDU mapped to E-DCH configured for UEs in Cell_FACH state and IDLE mode.
**** next modified subclause ****

9.2.5.2.2
Absolute Grant

The absolute grant message is sent on downlink, on the configured E-AGCH, from the serving E-DCH cell and allows the Node B scheduler to directly adjust the granted rate of UEs under its control. In FDD, the channel is also used for collision resolution and release of common E-DCH resources.
The E-AGCH is a shared channel that uses an E-RNTI specific CRC in order to address messages to specific users (see [16]). The RRC may configure the MAC-e or MAC-i with two different E-RNTIs, one primary and one secondary. Based on the identity that is used, the following information will be conveyed implicitly when an absolute grant message is received:

-
Identity Type:
This variable will take the value "Primary" or "Secondary" respectively based on whether the message was addressed to the primary or the secondary E-RNTI.
The absolute grant message itself includes multiple fields that are multiplexed together into 6 bits inside the MAC-e or MAC-i of the Node B and then submitted to the physical layer for transmission on the E-AGCH. These fields are:

-
Absolute Grant Value:
This field is used to determine the maximum E-DCH traffic to pilot ratio (E-DPDCH/DPCCH) that the UE is allowed to use in the next transmission. The length of the Absolute Grant Value field is 5 bits.

-
Absolute Grant Scope: 
This field indicates the applicability of the Absolute Grant. It can take two different values, "Per HARQ process" or "All HARQ processes", allowing to indicate whether the HARQ process activation/de-activation will affect one or all processes. The Absolute Grant Scope is encoded in 1 bit. In CELL_DCH state, when the E-DCH is configured with 10ms TTI, only the value "All HARQ processes" is valid (see subclause 10). In case Identity Type is "Secondary", only the value "All HARQ processes" is valid in this version of the protocol.
In CELL_FACH state, only the value "All HARQ processes" is valid (see subclause 10).
-
Common E-DCH resource release (FDD only in CELL_FACH):
An AG with value set to 'INACTIVE'  is used by the Node B to release common E-DCH resources.
**** next modified subclause ****

11.8.1.3.1
Baseline Procedure

The Serving Grant Update procedure shall be applied at every TTI boundary and shall take into account the Absolute Grant message, Serving Relative Grant and non-serving Relative Grants that apply to the TTI. 

The UE shall:
1>
set reference_ETPR2 to reference_ETPR as defined in subclause 3.1.2;
1>
set reference_ETPR to the E-DPDCH to DPCCH power ratio as defined in subclause 3.1.2;

1>
if an Absolute Grant was received for this TTI:
2>
if the UE is in CELL_FACH state:

3>
if the Absolute Grant value is set to "INACTIVE":

4>
deactivate all HARQ processes (and act as described section 11.2.2A).
2>
if the Identity type is "Primary", and the Absolute Grant value is set to "INACTIVE":

3>
if Absolute Grant Scope indicates "Per HARQ process" and a 2ms TTI is configured:

4>
de-activate the process given by the value of CURRENT_HARQ_PROCESS.

3>
if Absolute Grant Scope indicates "All HARQ processes" and a secondary E-RNTI was configured by higher layers:

4>
activate all HARQ processes;

4>
set Serving_Grant = Stored_Secondary_Grant;

4>
set Primary_Grant_Available to "False".

3>
if Absolute Grant Scope indicates "All HARQ processes", a 2ms TTI is configured and a secondary E-RNTI was not configured by higher layers:
4>
deactivate all HARQ processes (if a process was inactive it remains inactive, if a process was active it becomes inactive).

2>

else if the Absolute Grant Value is different from "INACTIVE":

3>
if the Identity Type is "Secondary":

4>
set Stored_Secondary_Grant = MAX(Absolute Grant Value, Lowest Configured Serving Grant Value).

3>
if the Identity Type is "Primary" or Primary_Grant_Available is set to "False":

4>
set Serving_Grant = MAX(Absolute Grant Value, Lowest Configured Serving Grant Value).

4>
if the Identity Type is "Primary":

5>
set Primary_Grant_Available to "True";

5>
if Absolute Grant Scope indicates "Per HARQ process":

6>
activate the process given by the value of CURRENT_HARQ_PROCESS.

5>

if Absolute Grant Scope indicates "All HARQ processes":

6>
activate all HARQ processes.
5>

if AG_Timer is not active, it shall be started, otherwise it shall be restarted.

1>
else (no Absolute Grant received):
2>
if the HARQ process given by the value of CURRENT_HARQ_PROCESS is active; and 

2>
if Primary_Grant_Available is equal to "True"; and

2>
if Serving_Grant <> "Zero_Grant" ; and

2>
if AG_Timer has expired; and

2>
if there was a scheduled transmission (see NOTE) in the previous TTI of the HARQ process given by the value of CURRENT_HARQ_PROCESS:

3>
if the Serving Relative Grant indicates "UP":
4>
determine the Serving_Grant in accordance with subclause 9.2.5.2.1.
3>

else, if the Serving Relative Grant indicates "DOWN":

4>
determine the Serving_Grant in accordance with subclause 9.2.5.2.1.

3>
else:

4>
the Serving_Grant is unchanged (i.e. kept from previous TTI).

1>
if any Non-Serving Relative Grants indicate "DOWN" for this TTI and Serving_Grant <> "Zero_Grant":

2>
Serving_Grant = MIN(Serving_Grant, Maximum_Serving_Grant, Serving_Grant determined in accordance with subclause 9.2.5.2.1);
2>
Maximum_Serving_Grant = Serving_Grant.
2>
if Non_Serving_RG_Timer is not active it shall be started, otherwise it shall be restarted;
1>
else if no Non-Serving Relative Grants indicate "DOWN" for this TTI:

2>
if Non_Serving_RG_Timer has not expired:

3>
Serving_Grant = MIN(Maximum_Serving_Grant, Serving_Grant).

1>
if Non_Serving_RG_Timer expires:

2>
set the Maximum_Serving_Grant to the highest possible value (i.e. index 37 in table 9.2.5.2.1.1 or 9.2.5.2.1.2 as configured by higher layers).

NOTE 1:
MIN("Zero_Grant", any numerical value) = "Zero_Grant".

NOTE 2:
Scheduling Information sent alone is not considered as a scheduled transmission.
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