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	Reason for change:
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	Currently it is ffs what need code is correct for NCL type of paramters that are sent on BCCH. 

	
	

	Summary of change:
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	We propose to use need OR for NCL type of parameters and basicly all BCCH IEs for which there is no specific description what UE should do in case of absence of parameter in the current cell. Also a clarification is proposed to capture that in case the SIB is not broadcasted anymore in the cell (or in the new cell) UE shall discontinue using any parameters from that SIB.
UPDATE from R2-091124:

· added “unless otherwise specified” in the new sentence in 5.2.2.2 to not override the rules for e.g. csg pci split information and other parameters which have different validity

· The wording to refer to SIB was changed to refer to a field as the intention is not continue using any field in a cell if it is not sent in the cell
UPDATE in REV1:

- Removed the discussion paper and agreed changes in the cover sheet
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5.2.2.2
Initiation

The UE shall apply the system information acquisition procedure upon selecting (e.g. upon power on) and upon re-selecting a cell, after handover completion, after entering E-UTRA from another RAT, upon return from out of coverage, upon receiving a notification that the system information has changed and upon exceeding the maximum validity duration. Unless explicitly stated otherwise in the procedural specification, the system information acquisition procedure overwrites any stored system information, i.e. delta configuration is not applicable for system information and UE discontinues using a field if it is absent in system information unless explicitly specified otherwise.

.

-----Next Change----
–
SystemInformationBlockType4

The IE SystemInformationBlockType4 contains neighbouring cell related information relevant only for intra-frequency cell re-selection. The IE includes cells with specific re-selection parameters as well as blacklisted cells.
SystemInformationBlockType4 information element
-- ASN1START

SystemInformationBlockType4 ::=

SEQUENCE {


intraFreqNeighbouringCellList

IntraFreqNeighbouringCellList

OPTIONAL,
-- Need OR

intraFreqBlacklistedCellList

IntraFreqBlacklistedCellList

OPTIONAL,
-- Need OR

csg-PCI-Range





PhysicalCellIdentityAndRange

OPTIONAL,
-- Cond CSG


...

}

IntraFreqNeighbouringCellList ::=

SEQUENCE (SIZE (1..maxCellIntra)) OF SEQUENCE {


physicalCellIdentity




PhysicalCellIdentity,


q-OffsetCell






ENUMERATED {













dB-24, dB-22, dB-20, dB-18, dB-16, dB-14,













dB-12, dB-10, dB-8, dB-6, dB-5, dB-4, dB-3,













dB-2, dB-1, dB0, dB1, dB2, dB3, dB4, dB5,













dB6, dB8, dB10, dB12, dB14, dB16, dB18,













dB20, dB22, dB24},


...

}

IntraFreqBlacklistedCellList ::=

SEQUENCE (SIZE (1..maxCellBlack)) OF SEQUENCE {


physicalCellIdentityAndRange


PhysicalCellIdentityAndRange

}

-- ASN1STOP

	SystemInformationBlockType4 field descriptions

	intraFreqNeighbouringCellList

List of intra-frequency neighbouring cells with specific cell re-selection parameters.

	q-OffsetCell 

Parameter “Qoffsets,n” in TS 36.304 [4]. The value in dB. Value dB-24 corresponds to -24 dB, dB-22 corresponds to -22 dB and so on.

	intraFreqBlacklistedCellList 

List of blacklisted intra-frequency neighbouring cells

	csg-PCI-Range

Set of PCIs reserved for CSG cells. 


	Conditional presence
	Explanation

	CSG
	This field is optional (need OP) for non-CSG cells, and mandatory for CSG cells.
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