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5.3.11
Radio link failure related actions

5.3.11.1
Detection of physical layer problems

The UE shall:

1>
upon receiving N310 consecutive "out-of-sync" indications from lower layers while neither T300, T301, T304 nor T311 is running:

2>
start timer T310.

5.3.11.2
Recovery of physical layer problems

Upon receiving N311 consecutive "in-sync" indications from lower layers while T310 is running, the UE shall:

1>
stop timer T310.

NOTE 1

In this case, the UE resumes the RRC connection without explicit signalling, i.e. the UE resumes the entire radio resource configuration.
NOTE 2
Periods in time where neither "in-sync" nor "out-of-sync" is reported by layer 1 do not affect the evaluation of the number of consecutive "in-sync" or "out-of-sync" indications.

–
UE-TimersAndConstants
The IE UE-TimersAndConstants contains timers and constants used by the UE in either RRC_CONNECTED or RRC_IDLE.

UE-TimersAndConstants information element
-- ASN1START

UE-TimersAndConstants ::=


SEQUENCE {


t300







ENUMERATED {












ms100, ms200, ms400, ms600, ms1000, ms1500,












ms2000, spare1}, 


t301







ENUMERATED {












ms100, ms200, ms400, ms600, ms1000, ms1500,












ms2000, spare1},



-- FFS, see eNote below


t310







ENUMERATED {












ms0, ms50, ms100, ms200, ms500, ms1000, ms2000,












spare1},

n310







ENUMERATED {












n1, n2, n3, n4, n6, n8, n10, 
n20},

t311







ENUMERATED {












ms1000, ms3000, ms5000, ms10000, ms15000,












ms20000, ms30000, spare1},

n311







ENUMERATED {












n1, n2, n3, n4, n5, n6, n8, n10
},

...

}

-- ASN1STOP

Editor's note:
It is FFS if t-301 is signalled separately or e.g. always uses the same value as t300.


	UE-TimersAndConstants field descriptions

	t3xy

Timers are described in section 7.3. 0ms corresponds with 0 ms, 50ms corresponds with 50 ms and so on

	n3xy

Constants are described in section 7.4. n1 corresponds with 1, n2 corresponds with 2 and so on



7.3
Timers

	Timer
	Start
	Stop
	At expiry

	T300

	Transmission of RRCConnectionRequest 
	Reception of RRCConnectionSetup or RRCConnectionReject message, cell re-selection and upon abortion of connection establishment by upper layers
	Perform the actions as specified in 5.3.3.6

	T301
	Transmission of RRCConnectionReestabilshmentRequest
	Reception of RRCConnectionReestablishment or RRCConnectionReestablishmentReject message as well as when the selected cell becomes unsuitable
	Go to RRC_IDLE

	T302
	Reception of RRCConnectionReject while performing RRC connection establishment
	Upon entering RRC_CONNECTED and upon cell re-selection
	Inform upper layers about barring alleviation as specified in 5.3.3.7

	T303
	Access barred while performing RRC connection establishment for mobile originating calls
	Upon entering RRC_CONNECTED and upon 

cell re-selection
	Inform upper layers about barring alleviation as specified in 5.3.3.7

	T304
	Reception of RRCConnectionReconfiguration message including the MobilityControl Information or

reception of MobilityFromEUTRACommand message including CellChangeOrder
	Criterion for successful completion of handover to EUTRA or cell change order is met (the criterion is specified in the target RAT in case of inter-RAT)
	In case of cell change order from E-UTRA or intra E-UTRA handover, initiate the RRC connection re-establishment procedure; In case of handover to E-UTRA, perform the actions  defined in the specifications applicable for the source RAT.

	T305
	Access barred while performing RRC connection establishment for mobile originating signalling
	Upon entering RRC_CONNECTED and upon cell re-selection 
	Inform upper layers about barring alleviation as specified in 5.3.3.7

	T310
	Upon detecting physical layer problems i.e. upon receiving N310 consecutive out-of-sync indications from lower layers
	Upon receiving  N311 consecutive in-sync indications from lower layers, upon triggering the handover procedure and upon initiating the connection re-establishment procedure
	If security is not activated: go to RRC_IDLE else: initiate the connection re-establishment procedure 

	T311
	Upon initiating the RRC connection re-establishment procedure
	Selection of a suitable E-UTRA cell or a cell using another RAT.
	Enter RRC_IDLE

	T320
	Upon receiving t320
	Upon entering RRC_CONNECTED
	Discard the cell reselection priority information provided by dedicated signalling.

	T321
	Upon receiving measurementConfiguration including a reportConfig with the purpose set to reportCGI
	Upon receiving measurementConfiguration that includes removal of the reportConfig with the purpose set to reportCGI
	Stop performing the related measurements


7.4
Constants

	Constant
	Usage

	N310
	Maximum number of consecutive "out-of-sync" indications received from lower layers

	N311
	Maximum number of consecutive "in-sync" indications received from lower layers
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