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C.4.2
DL reference measurement channel for BTFD performance requirements

The parameters for DL reference measurement channel for BTFD are specified in table C.4.2.1, table C.4.2.2, table C.4.2.3 and table C.4.2.4. The channel coding for information is shown in figures C.4.1, C.4.2, and C.4.3. For the RLC configuration of AM DCCHs Timer_STATUS_Periodic shall not be set in RRC CONNECTION SETUP message used in test procedure for RF test as defined in TS 34.108 [3] clause 7.3. This is to prevent unexpected DCHs from being transmitted through such RLC entities when the timer has expired in order to ensure that the required TFC from the minimum set of TFCs can continuously convey a DCH for DTCH during the test.

Table C.4.2.1: DL reference measurement channel physical parameters for BTFD

	Parameter
	Rate 1
	Rate 2
	Rate 3
	Unit

	Information bit rate
	12,2
	7,95
	1,95
	kbps

	DPCH
	30
	ksps

	Slot Format #I
	8
	-

	TFCI
	Off
	-

	Power offsets PO1, PO2 and PO3
	0
	dB

	DTX position
	Fixed
	-


Table C.4.2.2: DL reference measurement channel, transport channel parameters for SRB

	Higher

Layer
	RAB/Signalling RB
	SRB

	RLC
	Logical channel type
	DCCH

	
	RLC mode
	UM/AM

	
	Payload sizes, bit
	88/80

	
	Max data rate, bps
	2200/2000

	
	PDU header, bit
	8/16

	
	TrD PDU header, bit
	N/A

	MAC
	MAC header, bit
	4

	
	MAC multiplexing
	Yes

	Layer 1
	TrCH type
	DCH

	
	Transport Channel Identity
	20

	
	TB sizes, bit
	100

	
	TFS
	TF0, bits
	0*100

	
	
	TF1, bits
	1*100

	
	TTI, ms
	40

	
	Coding type
	Convolution Coding

	
	Coding Rate
	1/3

	
	CRC, bit
	12

	
	Max number of bits/TTI after channel coding
	360

	
	Uplink: Max number of bits/radio frame before rate matching
	90

	
	RM attribute
	256


Table C.4.2.3: DL reference measurement channel using RLC-TM for DTCH, transport channel parameters

	Higher

Layer
	RAB/Signalling RB
	12.2k/10.2k/7.95k/7.4k/6.7k/5.9k/5.15k/4.75k/1.95k

	RLC
	Logical channel type
	DTCH

	
	RLC mode
	TM

	
	Payload sizes, bit
	244, 204, 159, 148, 134, 118, 103, 95, 39

	
	Max data rate, bps
	12200

	
	PDU header, bit
	N/A

	
	TrD PDU header, bit
	0

	MAC
	MAC header, bit
	0

	
	MAC multiplexing
	N/A

	Layer 1
	TrCH type
	DCH

	
	Transport Channel Identity
	1

	
	TB sizes, bit
	244, 204, 159, 148, 134, 118, 103, 95, 39

	
	TFS
	
	

	
	
	TF0 bit
	1x244

	
	
	TF1 bit
	1x204

	
	
	TF2 bit
	1x159

	
	
	TF3 bit
	1x148

	
	
	TF4 bit
	1x134

	
	
	TF5 bit
	1x118

	
	
	TF6 bit
	1x103

	
	
	TF7 bit
	1x95

	
	
	TF8 bit
	1x39

	
	TTI, ms
	20

	
	Coding type
	CC

	
	Coding Rate
	1/3

	
	CRC, bit
	12

	
	RM attribute
	256


Table C.4.2.4: DL reference measurement channel, TFCS

	TFCS size
	18

	TFCS
	(DTCH, DCCH)=

(TF0, TF0), (TF1, TF0), (TF2, TF0), (TF3, TF0), (TF4, TF0), (TF5, TF0), (TF6, TF0), (TF7, TF0), (TF8, TF0), (TF0, TF1), (TF1, TF1), (TF2, TF1), (TF3, TF1), (TF4, TF1), (TF5, TF1), (TF6, TF1), (TF7, TF1), (TF8, TF1)
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FigureC.4.1 (informative): Channel coding of DL reference measurement channel for BTFD (Rate 1)

[image: image2.wmf]Viterbi decoding R=1/3

Radio frame FN=4N+1

Radio frame FN=4N+2

Radio frame FN=4N+3

Radio frame FN=4N

Information data

CRC detection

Tail bit discard

2

nd  interleaving

282 (+133)

95

281 (+134)

95

95

#1  

282 (+133)

#2  

281(+134)

#1 

95

#2 

95

#3 

95

#4 

95

563 (+ 

DTX 267)

537

171

Tail8

CRC12

159

159

95

380

360

112

Tail8

100

CRC12

Rate matching

1

st interleaving

CRC detection

Information data

Tail bit discard

Viterbi decoding R=1/3

DTCH

DCCH

563

380

100

Radio Frame 

Segmentation

slot segmentation

30

ksps

 DPCH

 (NOT including TFCI

bits,2symbol pilot)

Rate matching

1

st interleaving

0

1

14

•

 

•

 

•

 

•

0

1

•

 

•

 

•

 

•

14

0

1

14

•

 

•

 

•

 

•

0

1

•

 

•

 

•

 

•

14

0

1

14

•

 

•

 

•

 

•

0

1

•

 

•

 

•

 

•

14

0

1

14

•

 

•

 

•

 

•

0

1

•

 

•

 

•

 

•

14

282 (+133)

281 (+134)

DTX 267

#1  

282 (+133)

#2  

281(+134)

377 (+133)

376 (+134)

377 (+133)

376 (+134)


Figure C.4.2 (informative): Channel coding of DL reference measurement channel for BTFD (Rate 2)
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Figure C.4.3 (informative): Channel coding of DL reference measurement channel for BTFD (Rate 3)
C.4.3
Reference parameters for discontinuous UL DPCCH transmission
The parameters for the UE UL power control operation with discontinuous UL DPCCH transmission test is specified in Table C.4.3.1. Same parameter values are used for 2ms and 10ms E-DCH TTI.
Table C.4.3.1: Parameters for the discontinuous UL DPCCH transmission
	Parameter
	Unit
	Level

	Enabling_Delay
	Radio frames
	0

	UE_DTX_cycle_1
	Subframes
	10

	UE_DTX_cycle_2
	Subframes
	10

	UE_DTX_DRX_offset
	Subframes
	0

	Inactivity_threshold_for_UE_DTX_cycle2
	E-DCH TTI
	1

	UE_DPCCH_burst_1
	Subframes
	1

	UE_DPCCH_burst_2
	Subframes
	1

	UE_DTX_long_preamble_length
	Slots
	2

	CQI Feedback cycle, k
	Milliseconds
	0

	CQI_DTX_TIMER
	Subframes
	0


C.5
DL reference compressed mode parameters

Parameters described in table C.5.1 are used in some test specified in TS 25.101 while parameters described in table C.5.2 are used in some tests specified in TS 25.133 [2].

Set 1 parameters in table C.5.1 are applicable when compressed mode by spreading factor reduction is used in downlink. Set 2 parameters in table C.5.1 are applicable when compressed mode by puncturing is used in downlink. Set 2 is applicable for Release 99 and Release 4 only.
------------ many sections are skipped here ----------------
E.5C
F-DPCH with HSDPA DL Physical channels

E.5C.0
Downlink Physical Channels for connection set-up

Table E.5C.0: Levels for connection setup

	Parameter

During Connection setup
	Unit
	Value

	P-CPICH_Ec/Ior
	dB
	-10

	P-CCPCH and SCH_Ec/Ior
	dB
	-12

	PICH _Ec/Ior
	dB
	-15

	HS-PDSCH
	dB
	off

	HS-SCCH_1
	dB
	off

	DPCH_Ec/Ior
	dB
	-5

	F-DPCH_Ec/Ior
	dB
	off

	OCNS_Ec/Ior
	dB
	-3.1


E.5C.1
Downlink Physical Channels for measurement

Table E.5C.1 is applicable for tests in subclause 7.8.5.

Table E.5C.1: Downlink Physical Channel parameters for F-DPCH performance tests
	Parameter

During Measurement
	Unit
	Value
	Remark

	P-CPICH_Ec/Ior
	dB
	-10
	

	P-CCPCH Ec/Ior
	dB
	-12
	Mean power level is shared with SCH.

	SCH Ec/Ior
	dB
	-12
	Mean power level is shared with P-CCPCH – SCH includes P- and S-SCH, with power split between both.

P-SCH code is S_dl,0 as per [14]

S-SCH pattern is scrambling code group 0

	PICH _Ec/Ior
	dB
	-15
	

	HS-PDSCH_Ec/Ior
	dB
	-3
	Specifies fraction of Node-B radiated power transmitted when TTI is active (i.e. due to minimum inter-TTI interval). During TTIs, in which the HS-PDSCH is not allocated to the UE via HS-SCCH signalling, the HS-PDSCH shall be transmitted continuously  with constant  power

	HS-SCCH_1_Ec/Ior
	dB
	-10
	Specifies fraction of Node-B radiated power transmitted when TTI is active (i.e. due to minimum inter-TTI interval). During TTIs, in which the HS-SCCH is not allocated to the UE the HS-SCCH shall be transmitted continuously  with constant  power.

	HS-SCCH-2_Ec/Ior
	dB
	DTX’d
	Not present

	HS-SCCH-3_Ec/Ior
	dB
	DTX’d
	Not present

	HS-SCCH-4_Ec/Ior
	dB
	DTX’d
	Not present

	DPCH_Ec/Ior
	dB
	off
	Not present

	F-DPCH_Ec/Ior
	dB
	Test specific
	DL power control is ON so this power varies according to TPC commands received from UE.

	OCNS_Ec/Ior
	dB
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one
	OCNS interference consists of 6 dedicated data channels as specified in table E.5.5

	NOTE 1:
For dynamic power correction required to compensate for the presence of transient channels, e.g. control channels, a subset of the OCNS DPCH channels may be used.


E.5D
HSDPA and E-DCH DL Physical channels with discontinuous UL DPCCH transmission
E.5D.0
Downlink Physical Channels for connection set-up

Table E.5D.0: Levels for connection setup

	Parameter

During Connection setup
	Unit
	Value

	P-CPICH_Ec/Ior
	dB
	-10

	P-CCPCH and SCH_Ec/Ior
	dB
	-12

	PICH _Ec/Ior
	dB
	-15

	HS-PDSCH
	dB
	off

	HS-SCCH_1
	dB
	off

	DPCH_Ec/Ior
	dB
	-5

	F-DPCH_Ec/Ior
	dB
	off

	OCNS_Ec/Ior
	dB
	-3.1

	E-HICH
	dB
	off

	E-AGCH
	dB
	off

	E-RGCH
	dB
	off


E.5D.1
Downlink Physical Channels for measurement

Table E.5D.1 is applicable for the test in subclause 7.13.
Table E.5D.1: Downlink Physical Channel parameters for UE UL power control operation with discontinous UL DPCCH transmission test
	Parameter

During Measurement
	Unit
	Value
	Remark

	P-CPICH_Ec/Ior
	dB
	-10
	

	P-CCPCH Ec/Ior
	dB
	-12
	Mean power level is shared with SCH.

	SCH Ec/Ior
	dB
	-12
	Mean power level is shared with P-CCPCH – SCH includes P- and S-SCH, with power split between both.

P-SCH code is S_dl,0 as per [14]

S-SCH pattern is scrambling code group 0

	PICH _Ec/Ior
	dB
	-15
	

	HS-PDSCH_Ec/Ior
	dB
	-3
	Specifies fraction of Node-B radiated power transmitted when TTI is active (i.e. due to minimum inter-TTI interval). During TTIs, in which the HS-PDSCH is not allocated to the UE via HS-SCCH signalling, the HS-PDSCH shall be transmitted continuously  with constant  power

	HS-SCCH_1_Ec/Ior
	dB
	-10
	Specifies fraction of Node-B radiated power transmitted when TTI is active (i.e. due to minimum inter-TTI interval). During TTIs, in which the HS-SCCH is not allocated to the UE the HS-SCCH shall be transmitted continuously  with constant  power.

	HS-SCCH-2_Ec/Ior
	dB
	DTX’d
	Not present

	HS-SCCH-3_Ec/Ior
	dB
	DTX’d
	Not present

	HS-SCCH-4_Ec/Ior
	dB
	DTX’d
	Not present

	DPCH_Ec/Ior
	dB
	off
	Not present

	F-DPCH_Ec/Ior
	dB
	-10
	DL power control is OFF so this power does not vary according to TPC commands received from UE.

	E-AGCH
	dB
	-20 dB
	

	E-HICH
	dB
	-20 dB
	

	E-RGCH
	dB
	off
	E-RGCH is not configured

	OCNS_Ec/Ior
	dB
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one
	OCNS interference consists of 6 dedicated data channels as specified in table E.5.5

	NOTE 1:
For dynamic power correction required to compensate for the presence of transient channels, e.g. control channels, a subset of the OCNS DPCH channels may be used.


E.6
Downlink Physical Channels Code Allocation (This clause is informative)
--------- many sections are skipped here -------------
F.1.4
Performance requirement

Table F.1.4: Maximum Test System Uncertainty for Performance Requirements

	Clause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	7.2 Demodulation in Static Propagation Condition
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	0.1 dB uncertainty in DPCH_Ec ratio
0.3 dB uncertainty in 
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 based on power meter measurement after the combiner

Overall error is the sum of the 
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 ratio error and the DPCH_Ec/Ior ratio but is not RSS for simplicity. The absolute error of the AWGN Ioc is not important for any tests in clause 7 but is specified as 1.0 dB.

	
	 ---- many rows are skipped here -----
	

	7.11 Demodulation of paging channel (PCH)
	Test 1:
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S-CCPCH_Ec/Ior
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PICH_Ec/Ior


±0.1 dB
	Test 1: Values for Îor/Ioc and Ioc are the same as 7.2 

Uncertainties for S-CCPCH_Ec/Ior and PICH_Ec/Ior are the same as for DPCH_Ec/Ior

	
	Test 2: 
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	Test 2: Values for Îor/Ioc and Ioc are the same as 7.3 

Uncertainties for S-CCPCH_Ec/Ior and PICH_Ec/Ior are the same as for DPCH_Ec/Ior

	7.12 Detection of acquisition indicator (AI)
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	Values for Îor/Ioc and Ioc are the same as 7.2 

Uncertainty for AICH_Ec/Ior and S-CCPCH_Ec/Ior is the same as for DPCH_Ec/Ior

	7.13 UE UL power control operation with discontinuous UL DPCCH transmission operation
	DL:

Ior 
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UL: 
For a greater than 3 dB range 0,3]dB
	DL: Value for Ior is same as for TC 7.7.2 test 1. Value for F-DPCh is same as TC for TC 7.8.5
UL: This accuracy is based on the linearity of the absolute power measurement of the test equipment.


------------Many sections are skipped here ------------
F.2.3
Performance requirements

Table F.2.3: Test Tolerances for Performance Requirements.

	Clause
	Test Tolerance

	7.2 Demodulation in Static Propagation Condition
	0.3 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.3 Demodulation of DCH in multipath Fading Propagation conditions
	0.6 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.4 Demodulation of DCH in Moving Propagation conditions
	0.6 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.5 Demodulation of DCH in Birth-Death Propagation conditions
	0.6 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.5A Demodulation of DCH in high speed train conditions
	0.6 dB for 
[image: image20.wmf]oc

or

I

I

ˆ


0.1 dB for DPCH_Ec/Ior

	7.6.1 Demodulation of DCH in open loop Transmit diversity mode
	0.8 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.6.2 Demodulation of DCH in closed loop Transmit diversity mode
	0.8 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.6.3, Demodulation of DCH in site selection diversity Transmission power control mode
	0.8 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.7.1 Demodulation in inter-cell soft Handover conditions (Release 5 and earlier)
	0.6 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.7.1A Demodulation in inter-cell soft Handover conditions (Release 6 and later)
	0.6 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.7.2 Combining of TPC commands Test 1
	0 dB for Ior1, Ior2

0.1 dB for DPCH_Ec/Ior

	7.7.2 Combining of TPC commands Test 2
	0.8 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.7.3 Combining of reliable TPC commands from radio links of different radio link sets
	Test parameters:

0 dB for 
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0 dB for DPCH_Ec1/Ior1

0 dB for DPCH_Ec2/Ior2

0 dB for DPCH_Ec3/Ior3

Test requirements:

0 dB for Test 1

0 dB for Test 2

	7.8.1 Power control in downlink constant BLER target (Release 5 and earlier)
	0.6 dB for 
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0.1 dB for DPCH_Ec/Ior

For test cases wherein the SS response time to DL power control commands is delayed by one timeslot from the immediate response the following 
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Test 1: 0.4 dB for 
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Test 2: 0.3 dB for 
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	7.8.1A Power control in downlink constant BLER target (Release 6 and later)
	0.6 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.8.2, Power control in downlink initial convergence (Release 5 and earlier)
	0.6 dB for measured DPCH_Ec/Ior power ratio values during T1 and T2.

When the SS response time to DL power control commands is delayed by one timeslot from the immediate response the following measured DPCH_Ec/Ior power ratio value  test tolerance applies:

Test 1, 2, 3 and 4: 0.8 dB (= rounded 0.75 dB)

	7.8.3A, Power control in downlink: wind up effects (Release 6 and later)
	0.6 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.8.3, Power control in downlink: wind up effects
	0.6 dB for 
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0.1 dB for DPCH_Ec/Ior

For test cases wherein the SS response time to DL power control commands is delayed by one timeslot from the immediate response the following 
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 test tolerance applies:

Test 1: 0.4 dB for 
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	7.8.4, Power control in the downlink, different transport formats
	0.6 dB for 
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0.1 dB for DPCH_Ec/Ior

For test cases where the SS response time to DL power control commands is delayed by one timeslot from the immediate response the following 
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 test tolerances apply:

Test 1 stage 1: 0.3 dB for 
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Test  1 stage 2: 0.2 dB for 
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	7.8.5, Power control in the downlink for F-DPCH
	0.6 dB for 
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0.1 dB for F-DPCH_Ec/Ior

	7.9.1 Downlink compressed mode (Release 5 and earlier)
	0.6 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.9.1A Downlink compressed mode (Release 6 and later)
	0.6 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.10 Blind transport format detection Tests 1, 2, 3
	0.3 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.10 Blind transport format detection Tests 4, 5, 6
	0.6 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.11 Demodulation of paging channel (PCH)
	Test 1: 0.4 dB for 
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	Test 2: 0.7 dB for 
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	7.12 Detection of acquisition indicator (AI)
	0.4 dB for 
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	7.13 UE UL power control operation with discontinuous UL DPCCH transmission operation
	DL: No test tolerances applied
UL: [0.3[ dB for the measured UL power step


------------Many sections are skipped here ------------
F.4.3
Performance requirements

Table F.4.3: Derivation of Test Requirements (Performance tests)

	Test 
	Minimum Requirement in TS 25.101
	Test Tolerance
(TT)
	Test Requirement in TS 34.121

	7.2 Demodulation of DPCH in static conditions
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 -5.5 to -16.6 dB
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0.3 dB for 
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	Formulas:
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 = Minimum Requirement + TT
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= -5.4 to -16.5 dB:

	
	- many rows are skipped here -
	
	

	7.11 Demodulation of paging channel (PCH)
	Test 1:

Ioc=-60 dBm

Îor/Ioc = -1 dB

S-CCPCH_Ec/Ior = -14.8 dB

PICH_Ec/Ior = -19 dB
	Test 1:

0.4 dB for Îor/Ioc
	Ioc, S-CCPCH_Ec/Ior and PICH_Ec/Ior are unchanged

Since PICH Power Offset has to be an integer value TT for PICH_Ec/Ior is zero. But TT of Îor/Ioc has been increased by 0.1 dB from its normal value (0.3 dB / 0.6 dB) due to test system uncertainty of PICH_Ec/Ior.

Formulas: 
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 = Minimum Requirement + TT

	
	Test 2:

Ioc=-60 dBm

Îor/Ioc = -3 dB

S-CCPCH_Ec/Ior = -9.8 dB

PICH_Ec/Ior = -12 dB
	Test 2: 

0.7 dB for Îor/Ioc
	

	7.12 Detection of acquisition indicator (AI)
	Ioc=-60 dBm

Îor/Ioc = -1 dB

AICH_Ec/Ior = -22.0 dB

S-CCPCH_Ec/Ior = -12.0 dB
	0.4 dB for Îor/Ioc
	Ioc and AICH_Ec/Ior are unchanged.

Since AICH Power Offset has to be an integer value TT for AICH_Ec/Ior is zero. But TT of Îor/Ioc has been increased by 0.1 dB from its normal value (0.3 dB) due to test system uncertainty of AICH_Ec/Ior.

No need to add test tolerance to S-CCPCH_Ec/Ior since it is not critical parameter

Formula: Îor/Ioc = Minimum Requirement + TT

	7.13 UE UL power control operation with discontinuous UL DPCCH transmission operation
	UE Output power difference:
Lower: -2 dB

Upper: 4 dB
	[0.3] dB
	DL: No test tolerances upplied:

UL: Formula: (Upper) Minimum  Requirement + TT
(Lower) Minimum  Requirement – TT


----------- many sections are skipped here -------------
F.5
Acceptable uncertainty of Test Equipment (This clause is informative)

This informative clause specifies the critical parameters of the components of an overall Test System (e.g. Signal generators, Signal Analysers etc.) which are necessary when assembling a Test System that complies with clause F.1 Acceptable Uncertainty of Test System. These Test Equipment parameters are fundamental to the accuracy of the overall Test System and are unlikely to be improved upon through System Calibration.

F.5.1
Transmitter measurements

Table F.5.1: Equipment accuracy for transmitter measurements

	Test


	Equipment accuracy
	Test conditions

	5.2 Maximum Output Power
	Not critical
	19 to 25 dBm

	5.2A Maximum Output Power with HS-DPCCH (Release 5 only)
	Not critical
	19 to 25 dBm

	5.2AA Maximum Output Power with HS-DPCCH (Release 6 and later)
	Not critical
	19 to 25 dBm

	5.2B Maximum Output Power with HS-DPCCH and E-DCH
	Not critical
	19 to 25 dBm

	5.2C UE relative code domain power accuracy
	For 0 dB ≥ -10 dB CDP ± 0.2 dB
For -10 dB ≥ -15 dB CDP ± 0.3 dB

For -15 dB ≥ -20 dB CDP ± 0.4 dB
	-10 to 10 dBm

	5.2D UE Relative Code Domain Power Accuracy with HS-DPCCH and E-DCH
	For 0 dB ≥ -10 dB CDP ± 0.2 dB
For -10 dB ≥ -15 dB CDP ± 0.3 dB

For -15 dB ≥ -20 dB CDP ± 0.4 dB
	-10 to 10 dBm

	5.2E UE Relative Code Domain Power Accuracy for HS-DPCCH and E-DCH with 16QAM
	For 0 dB ≥ -10 dB CDP± 0.2 dB
For -10 dB ≥ -15 dB CDP ± 0.3 dB

For -15 dB ≥ -20 dB CDP ± 0.4 dB

For -20 dB ≥ -30 dB CDP ± 0.5 dB
	-10 to 10 dBm

	5.3 Frequency error
	± 10 Hz 
	0 to 500 Hz.

	5.4.1 Open loop power control in uplink
	Not critical
	-43.7 dBm to 25 dBm



	5.4.2 Inner loop power control in the uplink
	0.1 dB relative over a 1.5 dB range

0.15 dB relative over a 3.0 dB range
0.2 dB relative over a 4.5 dB range

0.3 dB relative over a 26 dB range
	+25 dBm to -50 dBm

	5.4.3 Minimum Output Power
	Not critical
	

	5.4.4 Out-of-synchronisation handling of output power: 
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	0.1 dB uncertainty in DPCCH_Ec/Ior ratio
	Ratio from –16.6 dB to –28 dB

	5.5.1 Transmit ON/OFF Power: UE transmit OFF power
	Not critical
	-56 dBm (static power)

	5.5.2 Transmit ON/OFF Power: transmit ON/OFF time mask
	TBD
	-56 dBm (dynamic power over approx. 70 dB range)

	5.6 Change of TFC: power control step size
	0.3 dB relative over a 9 dB range
	+25 dBm to –50 dBm

	5.7 Power setting in uplink compressed mode:-
UE output power
	Subset of 5.4.2
	+25 dBm to –50 dBm

	5.7A HS-DPCCH
	0.1 dB relative over a 1.5 dB range

0.15 dB relative over a 3.0 dB range

0.2 dB relative over a 4.5 dB range

0.3 dB relative over a 26 dB range
	+25 dBm to -50 dBm

	5.8 Occupied Bandwidth
	100 kHz
	For results between 4 and 6 MHz?

	5.9 Spectrum emission mask 
	Not critical
	P_Max

Accuracy applies 5dB either side of UE requirements

	5.9A Spectrum emission mask with HS-DPCCH
	Not critical
	P_Max

Accuracy applies 5dB either side of UE requirements

	5.9B Spectrum emission mask with E-DCH
	Not critical
	P_Max

Accuracy applies 5dB either side of UE requirements

	5.10 ACLR
	5 MHz offset 0.8 dB
10 MHz offset 0.8 dB
	19 to 25 dBm at 5 MHz offset for results between 40 dB and 50 dB.

25 dBm at 10 MHz offset for results between 45 dB and 55 dB.

	5.10A ACLR with HS-DPCCH
	5 MHz offset 0.8 dB
10 MHz offset 0.8 dB
	19 to 25 dBm at 5 MHz offset for results between 40 dB and 50 dB.

25 dBm at 10 MHz offset for results between 45 dB and 55 dB.

	5.10B ACLR with E-DCH
	5 MHz offset 0.8 dB
10 MHz offset 0.8 dB
	19 to 25 dBm at 5 MHz offset for results between 40 dB and 50 dB.

25 dBm at 10 MHz offset for results between 45 dB and 55 dB.

	5.11 Spurious emissions
	Not critical
	19 to 25 dBm

	5.12 Transmit Intermodulation
	Not critical
	19 to 25 dBm

	5.13.1 Transmit modulation: EVM
	2.5 % 

(for single code)
	25 dBm to –21 dBm

	5.13.1A Transmit modulation: EVM with HS-DPCCH
	2.5 % 

(for single code)
	25 dBm to –21 dBm

	5.13.1AAA EVM and IQ origin offset for HS-DPCCH with E-DCH with 16 QAM
	±0.5 dB
(for IQ origin offset)
	UE transmitted power = -28 dB

± 2dB

	5.13.2 Transmit modulation: peak code domain error
	±1.0dB
	For readings between -10 dB to –20 dB.

	5.13.2A Relative Code Domain Error
	±0.5 dB
	Effective Code Domain Power > -30 dB

Nominal Code Domain Power 

> ‑20 dB

	5.13.2B Relative Code Domain Error with HS-DPCCH and E-DCH
	±0.5 dB
	 Effective Code Domain Power > -30 dB

Nominal Code Domain Power 

> ‑20 dB

	5.13.2C Relative Code Domain Error for HS-DPCCH and E-DCH with 16QAM
	±0.5 dB
	Effective Code Domain Power > -30 dB

Nominal Code Domain Power 

> ‑30 dB

	5.13.3 UE phase discontinuity
	10 Hz for Frequency error
	+25 dBm to –50 dBm

	
	2.5 % for EVM (for single code)
	+25 dBm to –20 dBm

	
	6 degree for Phase discontinuity
	+25 dBm to –50 dBm

	5.13.4 PRACH preamble quality (EVM)
	2.5 %
	25 dBm to –21 dBm

	5.13.4 PRACH preamble quality (Frequency error)
	± 10 Hz 
	0 to 500 Hz.


F.5.2
Receiver measurements

Table F.5.2: Equipment accuracy for receiver measurements

	Clause
	Equipment accuracy
	Test conditions

	6.2 Reference sensitivity level
	Not critical
	

	6.3 Maximum input level:
	Not critical
	

	6.4 Adjacent channel selectivity (Rel-99 and Rel-4)
	Not critical
	

	6.4A Adjacent channel selectivity (Rel-5 and later releases)
	Not critical
	

	6.5 Blocking characteristics
	Not critical
	

	6.6 Spurious Response
	Not critical
	

	6.7 Intermod Characteristics
	Not critical
	

	6.8 Spurious emissions
	Not critical
	


F.5.3
Performance measurements

Table F.5.3: Equipment accuracy for performance measurements

	Clause
	Equipment accuracy
	Test conditions

	7.2 to 7.10
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±0.1 dB
	-2.2 to –21.8 dB

	7.13
	0.3] dB relative over 4 dB range
	+25 dBm to -50 dBm
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