Page 1



3GPP TSG-RAN5 Meeting #42 
(
 R5-090580
Athens, Greece, 2009 Feb. 9-13 
	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	34.123-1
	CR
	2463
	(

rev
	-
	(

Current version:
	8.5.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Correction for 12.2.1.5a PS attach / rejected / roaming not allowed in this location area

	
	

	Source to WG:
(

	CATR

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	TEI6_Test
	
	Date: (

	16/01/2009

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)

	
	

	Reason for change:
(

	There is a mistake existing inside the test requirement of 12.2.1.5a test procedure 2.

	
	

	Summary of change:
(

	To modify “when the UE is switched off” to “when the UE is switched on”inside the test requirements for test procedure 2

	
	

	Consequences if 
(

not approved:
	The specification will remain incorrect.

	
	

	Clauses affected:
(

	12.2.1.5a.5

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	1st revision from R5-090424


12.2.1.5a
PS attach / rejected / roaming not allowed in this location area
12.2.1.5a.1
Definition

12.2.1.5a.2
Conformance requirement

1)
If the network rejects a PS attach procedure from the User Equipment with the cause 'roaming not allowed in this location area' the User Equipment shall:
1.1
not perform PS attach when in the same location area.
1.2
delete the stored RAI, PS-CKSN, P-TMSI and P-TMSI signature.
1.3
store the LA in the 'forbidden location areas for roaming' list.
1.4
perform PS attach when a new location area is entered.
1.5
Periodically search for its HPLMN.

2)
The User Equipment shall reset the list of 'Forbidden location areas for roaming' when switched off or when the USIM is removed.
3)
The UE shall be capable of storing at least 10 entries in the list of 'Forbidden location areas for roaming'.

Reference

3GPP TS 24.008 clause 4.7.3.1.
12.2.1.5a.3
Test purpose
Test purpose 1


To test that on receipt of a rejection using the 'roaming not allowed in this location area' cause code, the UE ceases trying to attach on that location area. Successful PS attach procedure is possible in other location areas.
Test purpose 2


To test that if the UE is switched off or the USIM is removed the list of 'forbidden location areas for roaming' is cleared.
Test purpose 3


To test that at least 6 entries can be held in the list of 'forbidden location areas for roaming' (the requirement in 3GPP TS 24.008 is to store at least 10 entries. This is not fully tested by the third procedure).
Test purpose 4


To test that if a cell of the Home PLMN is available then the UE returns to it in preference to any other available cell.
12.2.1.5a.4
Method of test

Proc 1
Test procedure 1

Initial condition

System Simulator:

Three cells (not simultaneously activated), cell A in MCC2/MNC1/LAC1/RAC1 (RAI-2, Not HPLMN), cell B in


MCC2/MNC1/LAC2/RAC1 (RAI-6, Not HPLMN) and cell C in MCC2/MNC1/LAC1/RAC2 (RAI-7, Not HPLMN).


All three cells are operating in network operation mode II.

NB: i) Cell B will be mapped to Cell 4 as found in TS 34.108 clause 6.1.4.1.


The SIB1 IE "CN domain specific NAS system information", for the CS Domain, is set to value "00 00" (T3212 value is set to 0 and ATT flag is set to FALSE) in all cells.

User Equipment:


The UE has a valid P-TMSI-1 and RAI-2.

Related ICS/IXIT statements


Support of PS service 
Yes/No
UE operation mode C 
Yes/No
UE operation mode A 
Yes/No
Switch off on button 
Yes/No
Automatic PS attach procedure at switch on or power on 
Yes/No
Test procedure

The SS rejects a PS attach with the cause value 'Roaming not allowed in this location area'. A new attempt for a PS attach is not possible. Successful PS attach / detach procedures are performed in another location area. A new attempt for a PS attach is performed in the 1st location area. This attempt shall not succeed, as the LA is on the forbidden list.
Expected Sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	
	SS
	
	The following messages are sent and shall be received on cell A.

	1
	UE
	
	The UE is set in UE operation mode C (see ICS). If UE operation mode C not supported, goto step 19.

	2
	SS
	
	Set the cell type of cell A to the "Serving cell".

Set the cell type of cell B to the "Non-Suitable cell".
Set the cell type of cell C to the "Non-Suitable cell".
(see note)

	3
	UE
	
	The UE is powered up or switched on and initiates an attach (see ICS). Cell A is preferred by the UE.

	3a
	
	Void
	

	3b
	SS
	
	SS checks that the IE “Establishment cause” in the received RRC CONNECTION REQUEST message is set to “Registration”.

	4
	  -> 
	ATTACH REQUEST
	Attach type = 'GPRS attach'

Mobile identity = P-TMSI-1

Old Routing area identity = RAI-2

	5
	  <-  
	ATTACH REJECT
	GMM cause = 'Roaming not allowed in this location area'

	6
	UE
	
	No ATTACH REQUEST sent to SS
(SS waits 30 seconds).

	6a
	SS
	
	The SS releases the RRC connection.

	
	
	
	The following messages are sent and shall be received on cell B.

	7
	SS
	
	Set the cell type of cell A to the "Non-Suitable cell".

Set the cell type of cell B to the "Serving cell".

(see note)

	8
	UE
	
	Cell B is preferred by the UE.

	9
	UE
	Registration on CS
	See TS 34.108

This is applied only for UE in UE operation mode A.
SS checks Mobile identity = IMSI

SS allocates Mobile identity = TMSI-1.

	10
	UE
	
	The UE initiates an attach automatically, by MMI or by AT command.

	10a
	SS
	
	SS checks that the IE “Establishment cause” in the received RRC CONNECTION REQUEST message is set to “Registration”.

	11
	  -> 
	ATTACH REQUEST
	Attach type = 'GPRS attach'

Mobile identity = IMSI

	11a
	<-
	AUTHENTICATION AND CIPHERING REQUEST
	

	11b
	->
	AUTHENTICATION AND CIPHERING RESPONSE
	

	11c
	SS
	
	The SS starts integrity protection.

	12
	  <-  
	ATTACH ACCEPT
	Attach result = 'GPRS only attached'

Allocated P-TMSI = P-TMSI-1

P-TMSI Signature = P-TMSI-1 signature

Routing area identity = RAI-6

	13
	  -> 
	ATTACH COMPLETE
	

	13a
	SS 
	
	The SS releases the RRC connection.

	14
	UE
	
	The UE initiates a PS detach (without power off) by MMI or by AT command .

	14a
	SS
	
	SS checks that the IE “Establishment cause” in any received RRC CONNECTION REQUEST message is set to “Detach”.

	15
	  -> 
	DETACH REQUEST
	Detach type = 'normal detach, GPRS detach'

	16
	  <-  
	DETACH ACCEPT
	

	16a
	SS
	
	The SS releases the RRC connection.

	
	
	
	The following messages are sent and shall be received on cell C.

	17
	SS
	
	Set the cell type of cell B to the "Non-Suitable cell".

Set the cell type of cell C to the "Serving cell".

(see note)

	18
	UE
	
	Cell C is preferred by the UE.

	19
	UE
	
	No ATTACH REQUEST sent to SS
(SS waits 30 seconds).
The UE is switched off or power is removed (see ICS)

	20
	UE
	
	UE is switched off.

	21
	SS
	
	Set the cell type of cell C to the "Non-Suitable cell".
(see note)

	22
	UE
	
	The UE is set in UE operation mode A  if supported (see ICS) and the test is repeated from step 2 to step 20.

	NOTE:
The definitions for "Non-Suitable cell" and "Serving cell" are specified in TS34.108 clause 6.1 "Reference Radio Conditions for signalling test cases only".


Proc 2
Test procedure 2

Initial condition

System Simulator:


One cell in MCC2/MNC1/LAC1/RAC1 (RAI-2, Not HPLMN) operating in network operation mode II.
The SIB1 IE "CN domain specific NAS system information", for the CS Domain, is set to value "00 00" (T3212 value is set to 0 and ATT flag is set to FALSE).
User Equipment:


The UE has a valid P-TMSI-1 and RAI-2.

Related ICS/IXIT statements


Support of PS service 
Yes/No
UE operation mode C 
Yes/No
UE operation mode A 
Yes/No (only if mode C not supported)
Switch off on button 
Yes/No
Automatic PS attach procedure at switch on or power on 
Yes/No
Test procedure 
The SS rejects a PS attach updating with the cause value 'Roaming not allowed in this location area'. The UE is switched off for 10 s and switched on again. The SS check that a PS attach is possible on the cell on which the PS attach had been rejected.
If USIM removal is possible without switching off: The SS rejects a PS attach with the cause value 'Roaming not allowed in this location area'. The USIM is removed and inserted in the UE. The SS check that a PS attach is possible on the cell on which the PS attach had been rejected.
Expected Sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	UE
	
	If UE operation mode C is supported, the UE is set in UE operation mode C (see ICS). If UE operation mode C is not supported, the UE is set in UE operation mode A.

	2
	UE
	
	The UE is powered up or switched on and initiates an attach (see ICS).

	2a
	
	Void
	

	2b
	SS
	
	SS checks that the IE “Establishment cause” in the received RRC CONNECTION REQUEST message is set to “Registration”.

	3
	  -> 
	ATTACH REQUEST
	Attach type = 'GPRS attach'

Mobile identity = P-TMSI-1

Old Routing area identity = RAI-2

	4
	  <-  
	ATTACH REJECT
	GMM cause = 'Roaming not allowed in this location area'

	5
	UE
	
	No ATTACH REQUEST sent to the SS
(SS waits 30 seconds).

	5a
	SS
	
	The SS releases the RRC connection.

	6
	UE
	
	If possible (see ICS) switch off is performed. Otherwise the power is removed.

	7
	UE
	
	The UE is powered up or switched on and initiates an attach (see ICS).

	8
	
	
	

	8a
	SS
	
	SS checks that the IE “Establishment cause” in the received RRC CONNECTION REQUEST message is set to “Registration”.

	8b
	UE
	Registration on CS
	See TS 34.108

This is applied only for UE in UE operation mode A.
SS allocates Mobile identity = TMSI-1.

	9
	  -> 
	ATTACH REQUEST
	Attach type = 'GPRS attach'

Mobile identity = IMSI

	9a
	<-
	AUTHENTICATION AND CIPHERING REQUEST
	

	9b
	->
	AUTHENTICATION AND CIPHERING RESPONSE
	

	9c
	SS
	
	The SS starts integrity protection.

	10
	  <-  
	ATTACH ACCEPT
	Attach result = 'GPRS only attached'

Allocated P-TMSI = P-TMSI-1

P-TMSI Signature = P-TMSI-1 signature

Routing area identity = RAI-2

	11
	  -> 
	ATTACH COMPLETE
	

	11a
	SS 
	
	The SS releases the RRC connection.


Proc 3
Test procedure 3

Initial condition

System Simulator:


Six cells (not simultaneously activated), cell A in MCC2/MNC1/LAC1/RAC1 (RAI-2, Not HPLMN), cell B in MCC2/MNC1/LAC2/RAC1 (RAI-3, Not HPLMN), cell C in MCC2/MNC1/LAC3/RAC1 (Not HPLMN), cell D in MCC2/MNC1/LAC4/RAC1 (Not HPLMN), cell E in MCC2/MNC1/LAC5/RAC1 (Not HPLMN), cell F in MCC2/MNC1/LAC6/RAC1 (Not HPLMN).
All six cells are operating in network operation mode II (in case of UE operation mode A).
The SIB1 IE "CN domain specific NAS system information", for the CS Domain, is set to value "00 00" (T3212 value is set to 0 and ATT flag is set to FALSE) in all cells.

User Equipment:


The UE has a valid P-TMSI-1 and RAI-2.

Related ICS/IXIT statements


Support of PS service 
Yes/No
UE operation mode C 
Yes/No
UE operation mode A 
Yes/No (only if mode C not supported)
Switch off on button 
Yes/No
Automatic PS attach procedure at switch on or power on 
Yes/No
Test procedure

The SS rejects a PS attach with the cause value 'Roaming not allowed in this location area'. This is done for 6 different location areas. Then the SS checks that the UE does not attempt to perform an attach procedure on the non-allowed location areas.

Different types of UE may use different methods to periodically clear the list of forbidden areas (e.g. every day at 12am) for roaming. If the list is cleared while the test is being run, it may be necessary to re-run the test.

Expected Sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	
	SS
	
	The following messages are sent and shall be received on cell A. 

	1
	SS
	
	The SS is set in network operation mode II.

Set the cell type of cell A to the "Serving cell".

Set the cell type of cell B to the "Non-Suitable cell".
Set the cell type of cell C to the "Non-Suitable cell".
Set the cell type of cell D to the "Non-Suitable cell".
Set the cell type of cell E to the "Non-Suitable cell".
Set the cell type of cell F to the "Non-Suitable cell".
(see note)

	2
	UE
	
	If UE operation mode C is supported, the UE is set in UE operation mode C (see ICS). If UE operation mode C is not supported, the UE is set in UE operation mode A.

	3
	UE
	
	The UE is powered up or switched on and initiates an attach (see ICS). Cell A is preferred by the UE.

	3a
	
	Void
	

	3b
	SS
	
	SS checks that the IE “Establishment cause” in the received RRC CONNECTION REQUEST message is set to “Registration”.

	4
	  -> 
	ATTACH REQUEST
	Attach type = 'GPRS attach'

Mobile identity = P-TMSI-1

Old Routing area identity = RAI-2

	5
	  <-  
	ATTACH REJECT
	GMM cause = 'Roaming not allowed in this location area'

	6
	UE
	
	No ATTACH REQUEST sent to SS
(SS waits 30 seconds)

	6a
	SS
	
	The SS releases the RRC connection.

	
	
	
	The following messages are sent and shall be received on cell B.

	7
	SS
	
	Set the cell type of cell A to the "Non-Suitable cell".

Set the cell type of cell B to the "Serving cell".

(see note)

	8
	UE
	
	Cell B is preferred by the UE.

	9
	UE
	Registration on CS
	See TS 34.108

This is applied only in case of UE operation mode A.
Parameter mobile identity is IMSI.

	10
	UE
	
	The UE initiates an attach automatically,  by MMI or by AT command.

	10a
	SS
	
	SS checks that the IE “Establishment cause” in the received RRC CONNECTION REQUEST message is set to “Registration”.

	11
	  -> 
	ATTACH REQUEST
	Attach type = 'GPRS attach'

Mobile identity = IMSI

	12
	  <-  
	ATTACH REJECT
	GMM cause = 'Roaming not allowed in this location area'

	13
	UE
	
	No ATTACH REQUEST sent to SS
(SS waits 30 seconds).

	13a
	SS
	
	The SS releases the RRC connection.

	
	
	
	The following messages are sent and shall be received on cell C.

	14
	SS
	
	Set the cell type of cell B to the "Non-Suitable cell".

Set the cell type of cell C to the "Serving cell".

(see note)

	15
	UE
	
	Cell C is preferred by the UE.

	16
	UE
	Registration on CS
	See TS 34.108

This is applied only for UE in UE operation mode A.
Parameter mobile identity is IMSI.

	17
	UE
	
	The UE initiates an attach automatically,  by MMI or by AT command.

	17a
	SS
	
	SS checks that the IE “Establishment cause” in the received RRC CONNECTION REQUEST message is set to “Registration”.

	18
	  -> 
	ATTACH REQUEST
	Attach type = 'GPRS attach'

Mobile identity = IMSI

	19
	  <-  
	ATTACH REJECT
	GMM cause = 'Roaming not allowed in this location area'

	20
	UE
	
	No ATTACH REQUEST sent to SS
(SS waits 30 seconds).

	
	
	
	The following messages are sent and shall be received on cell D.

	21a
	SS
	
	The SS releases the RRC connection.

	21
	SS
	
	Set the cell type of cell C to the "Non-Suitable cell".

Set the cell type of cell D to the "Serving cell".

(see note)

	22
	UE
	
	Cell D is preferred by the UE.

	23
	UE
	Registration on CS
	See TS 34.108

This is applied only for UE in UE operation mode A.
Parameter mobile identity is IMSI.

	24
	UE
	
	The UE initiates an attach automatically,  by MMI or by AT command.

	24a
	SS
	
	SS checks that the IE “Establishment cause” in the received RRC CONNECTION REQUEST message is set to “Registration”.

	25
	  -> 
	ATTACH REQUEST
	Attach type = 'GPRS attach'

Mobile identity = IMSI

	26
	  <-  
	ATTACH REJECT
	GMM cause = 'Roaming not allowed in this location area'

	27
	UE
	
	No ATTACH REQUEST sent to SS
(SS waits 30 seconds).

	27a
	SS
	
	SS checks that the IE “Establishment cause” in the received RRC CONNECTION REQUEST message is set to “Registration”.

	
	
	
	The following messages are sent and shall be received on cell E.

	28
	SS
	
	Set the cell type of cell D to the "Non-Suitable cell".

Set the cell type of cell E to the "Serving cell".

(see note)

	29
	UE
	
	Cell E is preferred by the UE.

	30
	UE
	Registration on CS
	See TS 34.108

This is applied only for UE in UE operation mode A.
Parameter mobile identity is IMSI.

	31
	UE
	
	The UE initiates an attach automatically,  by MMI or by AT command.

	31a
	SS
	
	SS checks that the IE “Establishment cause” in the received RRC CONNECTION REQUEST message is set to “Registration”.

	32
	  -> 
	ATTACH REQUEST
	Attach type = 'GPRS attach'

Mobile identity = IMSI

	33
	  <-  
	ATTACH REJECT
	GMM cause = 'Roaming not allowed in this location area'

	34
	UE
	
	No ATTACH REQUEST sent to SS
(SS waits 30 seconds).

	34a
	SS
	
	The SS releases the RRC connection.

	
	
	
	The following messages are sent and shall be received on cell F.

	35
	SS
	
	Set the cell type of cell E to the "Non-Suitable cell".

Set the cell type of cell F to the "Serving cell".

(see note)

	36
	UE
	
	Cell F is preferred by the UE.

	37
	UE
	Registration on CS
	See TS 34.108

This is applied only for UE in UE operation mode A.

	38
	UE
	
	The UE initiates an attach automatically,  by MMI or by AT command.

	38a
	SS
	
	SS checks that the IE “Establishment cause” in the received RRC CONNECTION REQUEST message is set to “Registration”.

	39
	  -> 
	ATTACH REQUEST
	Attach type = 'GPRS attach'

Mobile identity = IMSI

	40
	  <-  
	ATTACH REJECT
	GMM cause = 'Roaming not allowed in this location area'

	41
	UE
	
	No ATTACH REQUEST sent to SS
(SS waits 30 seconds)

	41a
	SS
	
	The SS releases the RRC connection.

	
	
	
	The following messages are sent and shall be received on cell E.

	42
	SS
	
	Set the cell type of cell E to the "Serving cell".

Set the cell type of cell F to the "Non-Suitable cell".

(see note)

	43
	SS
	
	Cell E is preferred by the UE.

	44
	UE
	
	The UE initiates an attach automatically,  by MMI or by AT command.

	45
	UE
	
	No ATTACH REQUEST sent to SS
(SS waits 30 seconds).

	
	
	
	The following messages are sent and shall be received on cell C.

	46
	SS
	
	Set the cell type of cell C to the "Serving cell".

Set the cell type of cell E to the "Non-Suitable cell".

(see note)

	47
	SS
	
	Cell C is preferred by the UE.

	48
	UE
	
	The UE initiates an attach automatically,  by MMI or by AT command.

	49
	UE
	
	No ATTACH REQUEST sent to SS
(SS waits 30 seconds).

	
	
	
	The following messages are sent and shall be received on cell A.

	50
	SS
	
	Set the cell type of cell A to the "Serving cell".

Set the cell type of cell C to the "Non-Suitable cell".

(see note)

	51
	SS
	
	Cell A will be preferred by the UE.

	52
	UE
	
	The UE initiates an attach automatically,  by MMI or by AT command.

	53
	UE
	
	No ATTACH REQUEST sent to SS
(SS waits 30 seconds).

	NOTE:
The definitions for "Non-Suitable cell" and "Serving cell" are specified in TS34.108 clause 6.1 "Reference Radio Conditions for signalling test cases only".


Proc 4
Test procedure4

Initial condition

System Simulator:


Two cells, cell A in MCC2/MNC1/LAC1/RAC1 (not HPLMN, RAI-2) and cell B in MCC1/MNC1/LAC1/RAC1 (HPLMN, RAI-1).
Both cells are operating in network operation mode II (in case of UE operation mode A).
The SIB1 IE "CN domain specific NAS system information", for the CS Domain, is set to value "00 00" (T3212 value is set to 0 and ATT flag is set to FALSE) in both cells.

NB: i) Cell B will be mapped to Cell 4 as found in TS 34.108 clause 6.1.4.1.

User Equipment:


The UE has a valid P-TMSI-1 and RAI-2.
Related ICS/IXIT statements


Support of PS service 
Yes/No
UE operation mode C 
Yes/No
UE operation mode A 
Yes/No (only if mode C not supported)
Switch off on button 
Yes/No
Automatic PS attach procedure at switch on or power on 
Yes/No
Test procedure

The SS rejects a PS attach with the cause value 'Roaming not allowed in this location area'. A second cell belonging to the HPLMN is activated.  It is checked that the UE returns to its HPLMN.
Expected Sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	
	SS
	
	The following messages are sent and shall be received on cell A. 

	1
	UE
	
	If UE operation mode C is supported, the UE is set in UE operation mode C (see ICS). If UE operation mode C is not supported, the UE is set in UE operation mode A.

	2
	SS
	
	The SS is set in network operation mode II.

Set the cell type of cell A to the "Serving cell".

Set the cell type of cell B to the "Suitable neighbour cell".

(see note)

	3
	UE
	
	The UE is powered up or switched on and initiates an attach (see ICS). Cell A is preferred by the UE.

	3a
	
	Void
	

	3b
	SS
	
	SS checks that the IE “Establishment cause” in the received RRC CONNECTION REQUEST message is set to “Registration”.

	4
	  -> 
	ATTACH REQUEST
	Attach type = 'GPRS attach'

Mobile identity = P-TMSI-1

Old Routing area identity = RAI-2

	5
	  <-  
	ATTACH REJECT
	GMM cause = 'Roaming not allowed in this location area'

	6
	UE
	
	No ATTACH REQUEST sent to SS
(SS waits 30 seconds).

	6a
	SS
	
	The SS releases the RRC connection.

	
	
	
	The following messages are sent and shall be received on cell B.

	7
	SS
	
	Set the cell type of cell A to the "Suitable neighbour cell".

Set the cell type of cell B to the "Serving cell".

(see note)

	8
	UE
	Registration on CS
	See TS 34.108

This is applied only for UE in UE operation mode A.
Parameter mobile identity is IMSI.

	9
	UE
	
	The UE initiates an attach automatically, by MMI or by AT command.

	9a
	SS
	
	SS checks that the IE “Establishment cause” in the received RRC CONNECTION REQUEST message is set to “Registration”.

	10
	  -> 
	ATTACH REQUEST
	Attach type = 'GPRS attach'

Mobile identity = IMSI

	10a
	<-
	AUTHENTICATION AND CIPHERING REQUEST
	

	10b
	->
	AUTHENTICATION AND CIPHERING RESPONSE
	

	10c
	SS
	
	The SS starts integrity protection.

	11
	  <-  
	ATTACH ACCEPT
	Attach result = 'GPRS only attached'

Allocated P-TMSI = P-TMSI-1

P-TMSI Signature = P-TMSI-1 signature

Routing area identity = RAI-1

	12
	  -> 
	ATTACH COMPLETE
	

	12a
	  -> 
	
	The SS releases the RRC connection.

	NOTE:
The definitions for "Suitable neighbour cell" and "Serving cell" are specified in TS34.108 clause 6.1 "Reference Radio Conditions for signalling test cases only".


Specific message contents
None.

12.2.1.5a.5
Test requirements
Test requirements for Test procedure1
At step4, when the UE is powered up or switched on, UE shall:

-
initiate the PS attach procedure with information elements specified in the above Expected Sequence.

At step6, when the UE receives the ATTACH REJECT message with GMM cause = 'Roaming not allowed in this location area', UE shall: 
-
not perform the PS attach procedure.
At step11, when the new location area is entered, UE shall:
-
perform the PS attach procedure

At step19, when the rejected location area is entered, UE shall

-
not perform PS attach procedure.

Test requirements for Test procedure2

At step3, when the UE is powered up or switched on, UE shall:

-
initiate the PS attach procedure with information elements specified in the above Expected Sequence.

At step5, after the UE receives the ATTACH REJECT message with GMM cause = 'Roaming not allowed in this location area', UE shall:

-
not perform PS attach procedure.
At step9, when the UE is switched on or USIM is replaced, UE shall:

-
perform the PS attach procedure.

Test requirements for Test procedure3

At step4, when the UE is powered up or switched on, UE shall:

-
initiate the PS attach procedure with information elements specified in the above Expected Sequence.

At step6, 13, 20, 27, 34 and 41, after the UE receives the ATTACH REJECT message with GMM cause = 'Roaming not allowed in this location area', UE shall:

-
not perform PS attach procedure.
At step11, 18, 25, 32 and 39 , UE shall:

-
initiate the PS attach procedure with information elements specified in the above Expected Sequence.

At step45, 49 and 53, UE shall:

-
not perform PS attach procedure.
Test requirements for Test procedure4

At step4, when the UE is powered up or switched on, UE shall:

-
initiate the PS attach procedure with information elements specified in the above Expected Sequence.

At step6, when the UE receives the ATTACH REJECT message with GMM cause = 'Roaming not allowed in this location area', UE shall:

-
not perform PS attach procedure.
At step10, when a new location area is entered, UE shall:

-
perform the PS attach procedure.
�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





