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Corrections required for NAS test case 12_4_1_4a

Change 1 – local test step lt_RAUpd_29To30

	TestStep
	lt_RAUpd_29To30

	Reason for change
	To ensure that the LOCATION UPDATING ACCEPT from the previous test step ts_MM_RegistrationRAU_IfOpModeA (tsc_CellA) is sent completely before the RLC blocks are counted in this TTCN step in the ts_RRC_Security TTCN step.



	Summary of change
	Insert the delay ts_NAS_Delay(100) before the TTCN step ts_RRC_Security.

	Source of change
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(1ev_GM_RAU_Expect = FALSE)

[tev_GMM_RAU_Rec = TRUE]

[{tev_TmpRAU_ReqPDU.updateType value=(sc_GM_UpdateT
ypeRA_Updating )
AND
( tov_TmpRAU_ReqPDU oldRAI = (c_RAL v(tev_CellinfoD.mec, to
v_CellinfoD.mne, ey_CellinfoD.lac, tov_CellinfaD.rac))
AND
( tey_TmpRAU_ReqPDU.0ldPTMSI_Signature
ture (p_PTMSI_SioDen)
AND
( tey_TmpRAU_ReqPDU.gprsCinhKeySeahn = (c_CiphkeySean
umiicy_PS_KeySen))|

+ts_RRC_Security
tsc_Cella,
e PS_AUNCK,
to_Pa_AuhK,
tov_AUhKEGSM,
FALSE, ps_domain)

De | RRC_DataReq

_PTMS_Signa

®

©a_PS_DataReq tsc_CellDedicated, tsc_
RE3,

©s_RA_Updhccd(
©_GMM_UpdateResultRs_Updated,
©_RALLy (tov_Cellinfo mec, tev_Celllnfos,
e, tev_Cellnfolac, toy_Cellinfo.rac),

-, c_EquivalentPLMN (tov_CellinfoD.me
¢, tev_CellinfoD.mnc)
N

Disahle the ROUTING AREA UPDATE REQUEST handler in defaults
@sic VB Handling parallel cs registration and ps routing area update s
i@

ROUTING AREA UPDATE REQUEST receivedt in default handler
@sic VB Handling parallel cs registration and ps routing area update s
i@

Step 29, ROUTING AREA UPDATING REQUEST

- Update type = 'Ré updating’

- RAl cortesponding to cell D

- P-TMSI- signature

@sic VB Handling parallel cs registration and ps routing area update s
i@

@i VB T15040783 sic@

@sic VB RES-080040 sic@

Step 30. ROUTING AREA UPDATING ACCEPT
- Update result='RA updated”

- RAl corresponding to call A

- no new P-THS! assigned

@sie VB Handling parallel cs registration and ps routing area update s
i@

@it VB e-PLIIN R55060324 sic@





After Change
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