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Change 1:

	Constraint name
	tc_8_2_6_52, cd_DL_CommonInformationF_DPCH_MAChsreset_r6

	Reason for change
	Current TTCN implementation of this constraint doesnot include the mandatory IE, TPC command error rate target, mentioned in specific message contents of PHYSICAL CHANNEL RECONFIGURATION (Step 7) in section 8.2.6.52.4 of 34.123-1. 

	Summary of change
	Constraint modified to include the IE.

	Source of change
	

	MCC160 Comments
	


After: [image: image1.png]ASN.1 Type Constraint Declaration

Canstraint Name: _cd_DL_CommoninformationF_DPCH_MAChsresel 6
Group,
Type Name: DL_Commoninformation_rg
Derivation Path:  ch_DL_CommoninformationF_DPCH_fé
Encotling Variation
Camments: @sic Ram_T 65070522 sic@
sic Ram_T R65080082 sic

Canstraint Value

REPLACE dl_dpchinfoCommon.dl_FDPCH_InfaComman BY {cfHandling initalise : NULLJ,

REPLACE dl_dpchinfoCommon. DPCH_TPCtommandErarRate BY
REPLACE maeSpecificinfo.fdd defaultDPCH_Ofisetvalug BY tsc_DefaulDPCH_Offsetvalue,
REPLACE mac_hsResetindicator BY true_value,

REPLACE modeSpecificinfo.fdd b_Diversityhode BY OMIT
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