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1 Overview

This document lists the corrections to the TTCN code delivered in WK04 2009 needed to correct the handling of  the port number in the initial Contact Header.
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3 Verification Test Summary

Test Case:
all
Test Group:
all
ATS Version:
iwd-TVB2008-03_D09wk04
System Simulator used:
Rohde & Schwarz 3G system simulator CRTU-W

UE used:
Nokia S60 Platform

Verification Status:
PASS
4 Corrections introduced
4.1 Addition of new ASPs
	ASPs
	UpdateRemotePCSCFPortNumberReq, UpdateRemotePCSCFPortNumberCnf


	Module name
	IMS_CC_Configuration

	Reason for change
	See header of this CR.

	Summary of change
	Addition of new ASPs needed for reconfiguring the IP Layer. The ASPs are introduced into TS 34.229-3 via CR R5-090032 RAN5#42 (February 2009).
The ASPs need also to be referenced in the ConfPort port declaration.

	Label
	L#4401
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type record UpdateRemotePCSCFPortiumberkeq (
integer  uePortiumber

)

type record UpdateRemotePCSCFPortiumbercnt {
Status  status
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in UpdateRemotePCSCFPortiunbercnt ;
out UpdateRemotePCSCFPortiumberReq;




4.2 New configuration templates
	-
	-


	Module name
	IMS_CC_Templates

	Reason for change
	Templates to be sent to the IP layer need to be defined

	Summary of change
	Two new templates are defined

	Label
	L#4402
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template UpdateRemotePCSCFPortNumberRey c_UpdateRemotePCSCFPortiumberReq |
(uePorciumher := p_uePortumber ):

template UpdateRemotePCSCFPortNumbercnt c_UpdateRemotePCSCFPortNurbercne





4.3  New configuration function ts_UpdatePCSCFRemotePort
	Function
	ts_UpdatePCSCFRemotePort


	Module name
	IMS_CC_CommonSteps

	Reason for change
	The code responsible for reconfiguring the IP layer needs to be implemented.

	Summary of change
	New function implemented.

	Label
	L#4404


4.4  Reconfiguration of IP layer
	Test steps
	ts_Register_Authentication and others


	Module name
	IMS_CC_CommonSteps and others

	Reason for change
	See header of this CR

	Summary of change
	After receiving the initial Register message the function ts_UpdatePCSCFRemotePort is executed. The function will if the received ContactHeader conatins a port number, and if that port number is different from 5060. In this case the IP layer is reconfigured.
Note: This change needs to be done in many places in the ATS; all are marked with label L#4405 in the attached TTCN files.

	Label
	L#4405
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4.5 Port number in Contact Header in initial Register

	Test case
	TC_9_1, TC_9_2, TC_10_1


	Module name
	IMS_CC_Authentication

	Reason for change
	The expected port number in the Contact Header in the initial Register can be any or omit. This error was corrected in pevious CRs, but was lost. See also the standard procedure  ts_Register_Authentication used by most of the test cases.

	Summary of change
	Expected value set as ‘*’

	Label
	L#2203
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4.6 Stop PTC after de-registration.
	Test case
	TC_11_1


	Module name
	IMS_CC_Authentication

	Reason for change
	Some race conditions may occur if the UE already deactivated PDP context after correctly de-registering, which was the purpose of the test. If time out occurrs while the Tester is checking that the UE does not send any SIP signalling, the PTC needs to be explicitly stopped. Otherwise the next step, ts_ReleaseCell can not be initiated while the PTC is running.  

	Summary of change
	PTC is stpped

	Label
	L#2212
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