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<Start of first modified section>
4
Recommended test case applicability

The applicability of each individual test is identified in the table 1. This is just a recommendation based on the purpose for which the test case was written.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of the present document and of TS 51.010-2 [52].

<text skipped>
Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments
	Number of TC Executions (informative)


<text skipped>
	
	Combinations on PRACH
	
	
	
	

	14.5.1
	Interactive/Background 32 kbps PS RAB + SRB for CCCH + SRB for DCCH
	R99
	C206
	UE supporting FDD and reference radio bearer configuration

"Interactive/Background 32 kbps PS RAB + SRB for CCCH + SRB for DCCH"
	

	14.5.2
	Interactive/Background 32 kbps PS RAB + Interactive/Background 32 kbps PS RAB + SRB for CCCH + SRB for DCCH


	R99
	C65
	UE supporting FDD and reference radio bearer configuration “Interactive/Background 32 kbps PS RAB + Interactive/Background 32 kbps PS RAB + SRB for CCCH + SRB for DCCH”


	

	14.5.3
	Interactive/Background / UL:32 DL: [max bit rate depending on UE category] with fixed RLC and MAC-ehs / PS RAB + SRBs for DCCH on RACH and SRB with fixed RLC and MAC-ehs on HS-DSCH / DL:QPSK
	Rel-7
	Cxxx
	UE supporting FDD and HS-PDSCH reception in CELL_FACH and reference radio bearer configuration “Interactive/Background / UL:32 DL: [max bit rate depending on UE category] with fixed RLC and MAC-ehs / PS RAB + SRBs for DCCH on RACH and SRB with fixed RLC and MAC-ehs on HS-DSCH / DL:QPSK”
	

	
	Combinations on DPCH and HS-PDSCH
	
	
	
	


<text skipped>
Table 1a: Applicability of tests Conditions

	C631
IF A.1/3 AND A.18b/10 AND A.18b/14 AND A.18k/1 THEN R ELSE N/A

	C632
IF A.1/3 AND A.18b/10 AND A.18b/14 AND A.18k/2 THEN R ELSE N/A

	C632
IF A.1/3 AND A.18b/10 AND A.18b/14 AND A.3/3 AND A.18k/3 THEN R ELSE N/A

	C633
IF A.1/3 AND A.18b/10 AND A.18b/14 AND A.18k/4 THEN R ELSE N/A

	C634
IF A.1/3 AND A.18b/10 AND A.18b/14 AND A.18k/5 THEN R ELSE N/A

	C635
IF A.1/3 AND A.18g/26 AND A.1/4 AND [52] A.2/41 AND A.18b/10 AND A.18b/14 THEN R ELSE N/A

	C636
IF A.1/3 AND A.18b/10 AND A.18b/14 AND A.18b/15 THEN R ELSE N/A

	C637
IF A.1/3 AND A.18b/10 AND A.18b/14 AND A.18k/1 AND A.18b/15 THEN R ELSE N/A

	C638
IF A.1/1 AND A.18a/33 THEN R ELSE N/A

	Cxxx         IF A.1/1 AND A.18a/29 AND A.18f/3 THEN R ELSE N/A

	NOTE:
A reference to and item in TS 51.010-2 is preceded with the normative reference [52]


<end of first modified section>
<Start of second modified section>
Table A.18f: FDD interoperability radio bearer capabilities for combinations on PRACH

	Item
	FDD interoperability radio bearer configuration for combination on PRACH
	Ref.
	Applicability
(Minimum UE radio access capability)
	Mnemonic
	Comments

	1
	Interactive/Background 32 kbps PS RAB + SRB for CCCH + SRB for DCCH
	34.108 6.10.2.4.4.1
	UL Max TB bits
	640
	pc_RAB_A_18f_1
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	N/A
	
	

	
	
	
	UL Max TrCHs
	2
	
	

	
	
	
	UL Max TTI TB
	2
	
	

	
	
	
	UL Max TFS
	4
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	N/A
	
	

	
	
	
	Other required UE radio access capability


	none
	
	

	2
	Interactive/Background 32 kbps PS RAB + Interactive/Background 32 kbps PS RAB + SRB for CCCH + SRB for DCCH


	34.108 6.10.2.4.4.2
	UL Max TB bits
	640
	pc_RAB_A_18f_2
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	N/A
	
	

	
	
	
	UL Max TrCHs
	2
	
	

	
	
	
	UL Max TTI TB
	2
	
	

	
	
	
	UL Max TFS
	4
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	N/A
	
	

	
	
	
	Other required UE radio access capability


	none
	
	

	3
	Interactive/Background / UL:32 DL: [max bit rate depending on UE category] with fixed RLC and MAC-ehs / PS RAB + SRBs for DCCH on RACH and SRB with fixed RLC and MAC-ehs on HS-DSCH / DL:QPSK
	34.108 6.10.2.4.4.3
	HS-PDSCH
	Yes
	pc_RAB_A_18f_3
	

	
	
	
	UL Max TB bits
	640
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	N/A
	
	

	
	
	
	UL Max TrCHs
	2
	
	

	
	
	
	UL Max TTI TB
	2
	
	

	
	
	
	UL Max TFS
	4
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	N/A
	
	

	
	
	
	Other required UE radio access capability
	Support of HS-PDSCH in CELL_FACH
	
	


Table A.18f.1: FDD interoperability radio bearer capabilities for combinations on DPCH and HS-PDSCH

	Item
	FDD interoperability radio bearer configuration for combination on DPCH and HS-PDSCH
	Ref.
	Applicability
(Minimum UE radio access capability)
	Mnemonic
	Comments

	1
	Interactive or Background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 
6.10.2.4.5.1
	HS-PDSCH
	Yes
	pc_RAB_A_18f_1_1
	

	
	
	
	DL Max TB bits
	640
	
	

	
	
	
	DL Max CC TB bits
	640
	
	

	
	
	
	DL Max TC TB bits
	N/A
	
	

	
	
	
	DL Max TrCHs
	4
	
	

	
	
	
	DL Max CCTrCH
	1
	
	

	
	
	
	DL Max TTI TB
	4
	
	

	
	
	
	DL Max TFS
	16
	
	

	
	
	
	DL Max TF
	32
	
	

	
	
	
	DL TC
	N/A
	
	

	
	
	
	UL Max TB bits
	2560
	
	

	
	
	
	UL Max CC TB bits
	640
	
	

	
	
	
	UL Max TC TB bits
	2560
	
	

	
	
	
	UL Max TrCHs
	2
	
	

	
	
	
	UL Max TTI TB
	8
	
	

	
	
	
	UL Max TFS
	16
	
	

	
	
	
	UL Max TF
	32
	
	

	
	
	
	UL TC
	Yes
	
	

	
	
	
	Other required UE radio access capability
	None
	
	


<end of second modified section>
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