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------------------------------------ 1st Change ----------------------------------
4.10.1.1
Mapping of the Absolute Grant (Power) Value

The absolute grant (power) value (xpg,1, xpg,2,…xpg,5) is represented by 5 bits and corresponds to a dB value as specified in table 26 for 3.84Mcps and 7.68 Mcps TDD and in table 26A for 1.28Mcps TDD below.  The values are mapped such that xpg,1 corresponds to the MSB of the index.
Table 26: Mapping of Absolute Grant Value (for 3.84Mcps and 7.68 Mcps TDD)
	Absolute Grant Value
	Index

	31 dB
	31

	30 dB
	30

	29 dB
	29

	28 dB
	28

	27 dB
	27

	26 dB
	26

	25 dB
	25

	24 dB
	24

	23 dB
	23

	22 dB
	22

	21 dB
	21

	20 dB
	20

	19 dB
	19

	18 dB
	18

	17 dB
	17

	16 dB
	16

	15 dB
	15

	14 dB
	14

	13 dB
	13

	12 dB
	12

	11 dB
	11

	10 dB
	10

	9 dB
	9

	8 dB
	8

	7 dB
	7

	6 dB
	6

	5 dB
	5

	4 dB
	4

	3 dB
	3

	2 dB
	2

	1 dB
	1

	0 dB
	0


Table 26A: Mapping of Absolute Grant Value (for 1.28Mcps TDD)
	Absolute Grant Value
	Index

	19 dB
	31

	18 dB
	30

	17 dB
	29

	16 dB
	28

	15 dB
	27

	14 dB
	26

	13 dB
	25

	12 dB
	24

	11 dB
	23

	10 dB
	22

	9 dB
	21

	8 dB
	20

	7 dB
	19

	6 dB
	18

	5 dB
	17

	4 dB
	16

	3 dB
	15

	2 dB
	14

	1 dB
	13

	0 dB
	12

	-1 dB
	11

	-2 dB
	10

	-3 dB
	9

	-4 dB
	8

	-5 dB
	7

	-6 dB
	6

	-7 dB
	5

	-8 dB
	4

	-9 dB
	3

	-10 dB
	2

	-11 dB
	1

	-12 dB
	0
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