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A.4.4      E-UTRAN to GSM Cell Re-Selection

A.4.5.1      E-UTRAN FDD – GSM: 

A.4.5.1.1   Test Purpose and Environment

This test is to verify the requirement for the E-UTRAN FDD to GSM cell re-selection delay reported in section 4.2.2.5.

This scenario implies the presence of 1 E-UTRAN serving cell, and 1 GSM cell to be re-selected. The UE is requested to monitor neighbouring cells on 1 E-UTRA carrier and 12 GSM cells. Test parameters are given in Table, A.4.5.1-1, A.4.5.1-2, A.4.5.1-3. E-UTRA FDD cell (Cell 1) and GSM cell (cell 2) shall belong to different Location Areas. The test comprises two successive time periods, T1 and T2. During initialization before the start of the test, the UE is camped on cell 1. By the end of T1, the UE has identified BSIC on the GSM BCCH carrier of cell 2 but the signal levels do not meet the reselection criterion during T1. At the start of T2, the signal levels change such that cell 2 satisfies reselection criterion. The GSM layer is configured at a lower priority than the serving E-UTRA FDD layer. 
Table A.4.5.1-1: General test parameters for E-UTRA FDD GSM cell re-selection test case

	Parameter
	Unit
	Value
	Comment

	Initial condition
	Active cell 
	
	Cell1
	UE shall be forced to cell 1 in the initialisation phase and shall be able to detect and monitor the 4 strongest GSM BCCH carriers in T1 . Cell 1 is an E-UTRA FDD cell.

	Final condition
	Neighbour cell 
	
	Cell2
	UE shall perform reselection to cell 2 during T2. Cell 2 is a GSM cell.

	E-UTRA RF Channel Number
	
	1
	1 E-UTRA FDD carrier frequency

	GSM ARFCN
	
	1
	12 GSM BCCH carriers are used

	PRACH configuration
	
	4
	As specified in table 5.7.1-2 in TS 36.211

	Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	CP length of cell 1
	
	Normal
	

	DRX cycle length
	s
	1.28
	The value shall be used for all cells in the test.

	T1
	s
	35
	T1 need to be defined so that cell re-selection reaction time is taken into account.

	T2
	s
	35
	T2 need to be defined so that the higher layer search periodicity and cell re-selection reaction time are taken into account.

	Propagation channel
	
	AWGN
	


Table A. 4.5.1-2: Cell-specific test parameters for Cell 1 – E-UTRA FDD cell

	Parameter
	Unit
	Cell 1

	
	
	T1
	T2

	E-UTRA RF Channel number
	
	1

	BWchannel
	MHz
	10

	OCNG Patterns defined in A.3.2.1.1 (OP.2 FDD)
	
	OP.2 FDD

	PBCH_RA
	dB
	0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1 
	dB
	

	Qrxlevmin
	   dBm
	-140
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	dBm/15 kHz
	-98

	RSRP
	dBm/15 KHz
	-89
	-100
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	dB
	9
	-2


	TreselectionEUTRAN
	s
	0

	Snonintrasearch
	dB
	Not sent 

	Threshserving, low
	dB
	44

	Threshx, low (Note 2)
	dB
	24

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2: This refers to Threshx, low which is included in E-UTRA system information, and is a threshold for GSM target cell.


Table A. 4.5.1-3: Cell-specific test parameters for Cell 2 – GSM cell
	Parameter
	Unit
	Cell 2 (GSM)

	
	
	T1
	T2

	Absolute RF Channel Number
	
	ARFCN 1

	RXLEV
	dBm
	-90
	-75

	RXLEV_ACCESS_MIN
	dBm
	-104

	MS_TXPWR_MAX_CCH
	dBm
	33


A.4.5.1.2
Test Requirements

The cell re-selection delay is defined as the time from the beginning of time period T2, to the moment when the UE camps on Cell 2, and starts to send the RR Channel Request message for location update to Cell 2.

The cell re-selection delay shall be less than 26 s + TBCCH, where TBCCH is the maximum time allowed to read BCCH data from GSM cell [8].

The rate of correct cell reselections observed during repeated tests shall be at least 90%.

NOTE:
The cell re-selection delay can be expressed as: 4* TmeasureGSM + TBCCH, where:

TmeasureGSM
See Table 4.2.2.5.3-1 in section 4.2.2.5.3. 

TBCCH
Maximum time allowed to read BCCH data from GSM cell [8]. 
According to [8], the maximum time allowed to read the BCCH data, when being synchronized to a BCCH carrier, is 1.9 s.

This gives a total of 25.6 s + TBCCH, allow 26 s + TBCCH in the test case.

A.4.5.2
E-UTRAN TDD – GSM: 

A.4.5.2.1
Test Purpose and Environment

This test is to verify the requirement for the E-UTRAN TDD to GSM cell re-selection delay reported in section 4.2.2.5.

This scenario implies the presence of 1 E-UTRAN serving cell, and 1 GSM cell to be re-selected. The UE is requested to monitor neighbouring cells on 1 E-UTRA carrier and 12 GSM cells. Test parameters are given in Table, A.4.5.2-1, A.4.5.2-2, A.4.5.2-3. E-UTRA TDD cell (Cell 1) and GSM cell (cell 2) shall belong to different Location Areas. The test comprises two successive time periods, T1 and T2. During initialization before the start of the test, the UE is camped on cell 1. By the end of T1, the UE has identified BSIC on the GSM BCCH carrier of cell 2 but the signal levels do not meet the reselection criterion during T1. At the start of T2, the signal levels change such that cell 2 satisfies reselection criterion. The GSM layer is configured at a lower priority than the serving E-UTRA TDD layer.
Table A.4.5.2-1: General test parameters for E-UTRA TDD GSM cell re-selection test case

	Parameter
	Unit
	Value
	Comment

	Initial condition
	Active cell 
	
	Cell1
	UE shall be forced to cell 1 in the initialisation phase and shall be able to detect and monitor the 4 strongest GSM BCCH carriers in T1 . Cell 1 is an E-UTRA TDD cell.

	Final condition
	Neighbour cell 
	
	Cell2
	UE shall perform reselection to cell 2 during T2. Cell 2 is a GSM cell.

	E-UTRA RF Channel Number
	
	1
	1 E-UTRA TDD carrier frequency 

	GSM ARFCN
	
	1
	12 GSM BCCH carriers are used

	Uplink-downlink configuration of cell 1
	
	1
	As specified in table 4.2.2 in TS 36.211

	Special subframe configuration for cell 1
	
	6
	As specified in table 4.2.1 in TS 36.211

	PRACH configuration for cell 1
	
	4
	As specified in table 5.7.1-2 in TS 36.211

	CP length of cell 1
	
	Normal
	

	Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	DRX cycle length
	s
	1.28
	The value shall be used for all cells in the test.

	T1
	s
	35
	T1 need to be defined so that cell re-selection reaction time is taken into account.

	T2
	s
	35
	T2 need to be defined so that the higher layer search periodicity and cell re-selection reaction time are taken into account.

	Propagation channel
	
	AWGN
	


Table A.4.5.2-2: Cell-specific test parameters for Cell 1 – E-UTRA TDD cell

	Parameter
	Unit
	Cell 1

	
	
	T1
	T2

	E-UTRA RF Channel number
	
	1

	BWchannel
	MHz
	10

	OCNG Patterns defined in A.3.2.1.1 (OP.2 TDD)
	
	OP.2 TDD

	PBCH_RA
	dB
	0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1 
	dB
	

	Qrxlevmin
	   dBm
	-140
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	dBm/15 kHz
	-98

	RSRP
	dBm/15 KHz
	-89
	-100
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	dB
	9
	-2


	TreselectionEUTRAN
	s
	0

	Snonintrasearch
	dB
	Not sent 

	Threshserving, low
	dB
	44

	Threshx, low   (Note 2)
	dB
	24

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2: This refers to Threshx, low   which is included in E-UTRA system information, and is a threshold for GSM target cell.


Table A.4.5.2-3: Cell-specific test parameters for Cell 2 – GSM cell
	Parameter
	Unit
	Cell 2 (GSM)

	
	
	T1
	T2

	Absolute RF Channel Number
	
	ARFCN 1

	RXLEV
	dBm
	-90
	-75

	RXLEV_ACCESS_MIN
	dBm
	-104

	MS_TXPWR_MAX_CCH
	dBm
	33


A.4.5.2.2
Test Requirements

The cell re-selection delay is defined as the time from the beginning of time period T2, to the moment when the UE camps on Cell 2, and starts to send the RR Channel Request message for location update to Cell 2.

The cell re-selection delay shall be less than 26 s + TBCCH, where TBCCH is the maximum time allowed to read BCCH data from GSM cell [8].

The rate of correct cell reselections observed during repeated tests shall be at least 90%.

NOTE:
The cell re-selection delay can be expressed as: 4* TmeasureGSM + TBCCH, where:

TmeasureGSM
See Table 4.2.2.5.3-1 in section 4.2.2.5.3. 

TBCCH
Maximum time allowed to read BCCH data from GSM cell [8]. 
According to [8], the maximum time allowed to read the BCCH data, when being synchronized to a BCCH carrier, is 1.9 s.

This gives a total of 25.6 s + TBCCH, allow 26 s + TBCCH in the test case.
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