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Introduction

Total Number of CRs agreed for this WI: 20. TSs being affected:

· 36.508 - 
  0 CR(s)

· 36.509 - 
  0 CR(s)

· 36.521-1 - 
  0 CR(s)

· 36.521-2 - 
  0 CR(s)

· 36.523-1 - 
 20 CR(s)

· 36.523-2 - 
  0 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-090235
	36.523-1
	0079
	
	F
	Rel-8
	8.0.1
	Batch 1:Corrections to MAC test case 7.1.3.6
	LTE-UEConTest_SIG

	R5-090236
	36.523-1
	0080
	
	F
	Rel-8
	8.0.1
	Batch 1:Corrections to MAC test case 7.1.4.11
	LTE-UEConTest_SIG

	R5-090347
	36.523-1
	0081
	
	F
	Rel-8
	8.0.1
	Batch 2 - Update to MAC test case 7.1.4.3
	LTE-UEConTest_SIG

	R5-090453
	36.523-1
	0082
	
	F
	Rel-8
	8.0.1
	Batch 1A - Update of E-UTRA RLC (AM) test case 7.2.3.5
	LTE-UEConTest_SIG

	R5-090455
	36.523-1
	0083
	
	F
	Rel-8
	8.0.1
	Batch 2 - Update of E-UTRA RLC (AM) test case 7.2.3.16
	LTE-UEConTest_SIG

	R5-090498
	36.523-1
	0084
	
	F
	Rel-8
	8.0.1
	Batch 1B: Correction to E-UTRA RLC test case 7.2.2.7
	LTE-UEConTest_SIG

	R5-090511
	36.523-1
	0085
	
	F
	Rel-8
	8.0.1
	Addition of a new LTE test case” 7.3.3.2 Correct functionality of EPS UP encription algorithms (SNOW 3G)”
	LTE-UEConTest_SIG

	R5-090512
	36.523-1
	0086
	
	F
	Rel-8
	8.0.1
	Addition of a new LTE test case “7.3.3.1 Correct functionality of EPS AS encription algorithms (SNOW 3G)”
	LTE-UEConTest_SIG

	R5-090513
	36.523-1
	0087
	
	F
	Rel-8
	8.0.1
	Addition of a new LTE test case “7.3.3.3 Correct functionality of EPS AS encription algorithms (AES)”
	LTE-UEConTest_SIG

	R5-090514
	36.523-1
	0088
	
	F
	Rel-8
	8.0.1
	Addition of a new LTE test case “7.3.3.4 Correct functionality of EPS UP encription algorithms (AES)”
	LTE-UEConTest_SIG

	R5-090552
	36.523-1
	0089
	
	F
	Rel-8
	8.0.1
	Batch 1:Corrections to MAC test case 7.1.2.7
	LTE-UEConTest_SIG

	R5-090553
	36.523-1
	0090
	
	F
	Rel-8
	8.0.1
	Batch 1:Corrections to MAC test case 7.1.2.8
	LTE-UEConTest_SIG

	R5-090554
	36.523-1
	0091
	
	F
	Rel-8
	8.0.1
	.Bacth 1:Corrections to MAC test case 7.1.3.4
	LTE-UEConTest_SIG

	R5-090555
	36.523-1
	0092
	
	F
	Rel-8
	8.0.1
	Batch 1:Corrections to MAC test case 7.1.3.5
	LTE-UEConTest_SIG

	R5-090556
	36.523-1
	0093
	
	F
	Rel-8
	8.0.1
	Batch 1:Corrections to MAC test case 7.1.4.15
	LTE-UEConTest_SIG

	R5-090557
	36.523-1
	0094
	
	F
	Rel-8
	8.0.1
	Batch 1:Corrections to MAC test case 7.1.4.16
	LTE-UEConTest_SIG

	R5-090570
	36.523-1
	0095
	
	F
	Rel-8
	8.0.1
	Update of 36.523-1 Reference list
	LTE-UEConTest_SIG

	R5-090605
	36.523-1
	0096
	
	F
	Rel-8
	8.0.1
	Batch 2: Update of LTE TC 8.1.2.3 RRC - RRC Connection Establishment in RRC Idle state: return to idle state after T300 timeout
	LTE-UEConTest_SIG

	R5-090607
	36.523-1
	0097
	
	F
	Rel-8
	8.0.1
	Batch 2: Addition of EMM TC 9.2.1.2.4 for Successful combined attach procedure, EPS service only / CS domain not available.
	LTE-UEConTest_SIG

	R5-090611
	36.523-1
	0098
	
	F
	Rel-8
	8.0.1
	Batch 1:Corrections to EMM test case 9.1.3.1
	LTE-UEConTest_SIG
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