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RP-091191: Enhanced Home NodeB CRs
	RP #
	R3 #
	Subject
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	CR
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	Cat
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version
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	Phase

	RP-091191
	R3-092681
	Introducing changes for supporting ETWS in Home Node B (Rel 9)
	25.467
	57
	-
	B
	9.0.1
	EHNB-RAN3
	Rel-9

	RP-091191
	R3-092688
	Inclusion of Access Mode and Subscription Status for UE prioritisation in LTE hybrid cells
	36.413
	550
	3
	B
	9.0.0
	EHNB-RAN3
	Rel-9

	RP-091191
	R3-092690
	Support for paging optimization with CSG membership changes
	25.413
	1008
	4
	F
	9.0.0
	EHNB-RAN3
	Rel-9

	RP-091191
	R3-092719
	RUA enhancement to handle inbound Mobility
	25.468
	20
	1
	B
	8.1.0
	EHNB-RAN3
	Rel-9

	RP-091191
	R3-092728
	Addition of use of COMMON ID message to convey Hybrid cell membership information.
	25.467
	61
	-
	B
	9.0.1
	EHNB-RAN3
	Rel-9

	RP-091191
	R3-093203
	Target Cell ID for HNB in-bound HO
	25.413
	1018
	1
	B
	9.0.0
	EHNB-RAN3
	Rel-9

	RP-091191
	R3-093205
	Mitigating IMSI spoofing in non-CSG UE registration
	25.467
	70
	1
	B
	9.0.1
	EHNB-RAN3
	Rel-9

	RP-091191
	R3-093207
	Introducing changes for supporting ETWS in Home Node B in 25.469
	25.469
	37
	1
	B
	8.3.0
	EHNB-RAN3
	Rel-9

	RP-091191
	R3-093209
	CS Mux port exhange
	25.469
	27
	4
	B
	8.3.0
	EHNB-RAN3
	Rel-9

	RP-091191
	R3-093210
	CS Mux on Uplink
	25.467
	39
	4
	B
	9.0.1
	EHNB-RAN3
	Rel-9

	RP-091191
	R3-093282
	Hybrid access signalling during UE and HNB registration
	25.469
	39
	1
	B
	8.3.0
	EHNB-RAN3
	Rel-9

	RP-091191
	R3-093320
	UE registration in case of HNB-GW access control
	25.467
	71
	1
	B
	9.0.1
	EHNB-RAN3
	Rel-9

	RP-091191
	R3-093323
	Inbound Mobility to CSG and Hybrid Cells
	25.467
	72
	1
	B
	9.0.1
	EHNB-RAN3
	Rel-9

	RP-091191
	R3-093371
	Support for paging optimization with CSG membership changes
	36.413
	513
	4
	F
	9.0.0
	EHNB-RAN3
	Rel-9

	RP-091191
	R3-093372
	Support for multiple access mode HNBs
	25.469
	30
	4
	B
	8.3.0
	EHNB-RAN3
	Rel-9

	RP-091191
	R3-093378
	Inclusion of CSG information for access control in 3G handover procedures and UE prioritization in 3G hybrid cells
	25.413
	1037
	1
	B
	9.0.0
	EHNB-RAN3
	Rel-9

	RP-091191
	R3-093421
	CSG Membership signalling during UE implicit registration
	25.468
	21
	2
	B
	8.1.0
	EHNB-RAN3
	Rel-9


